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The following pages contain the results of an attempt to 
exhibit the facts and laws involved in the waste of energy by 
friction in machinery and miiUwork. It is readily seen that in 
all well-designed machinery friction is the sole cause of lost 
work. The other possible cause, the permanent deformation 
of parts, cannot in such cases exist: every piece which is 
altered in shape by the forces received and transmitted, since 
it is never sprung beyond the elastic hmit, restores by its 
restoration of form all energy expended in its alteration. 
Hence, the study of the methods and magnitudes of triction- 
* losses, and the laws governing their production, is, next to the 
theory of pure mechanism, the most important study in rela. 
tion to the transmission of energy by machinery. 

In the endeavor to reconcile the (acts of common experience 
with the data supplied by the working library of the engineer, 
and in the attempt to secure additional essential experimental 
data relating to lubricated surfaces, the Author was led into a 
series of investigations which revealed new facts and estab- 
lished the inapplicability of the usually received values of the 
coefBcients of friction to much of the most familiar work of 
the engineer. The enormous variations observed in their 
values, as produced by change of pressure, of speed, and of 
temperature, and revealed by such investigations, compelled 
the Author to devise new apparatus and new methods of ex- 
periment, and finally led to the accumulation of a large mass 
of new and practically applicable data, the most important of 
which may be found here published. 
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To make the work complete, it has been attempted to ex- 
hibit, as concisely as possible, the principles involved in the 
transmission of power and the performance of work, and in 
the waste of power by friction. It has also been attempted 
to show what are the methods of reducing such wastes, how to 
determine the purity and the intrinsic values of the unguents, 
and finally to ascertain how and to what extent variations of 
the magnitudes of these wastes are produced by variations of 
the conditions affecting the machinery exhibiting them. 

A large proportion of the work consists of new matter 
containing new data obtained by new investigations, and ex- 
hibiting variations from the formerly accepted laws of friction 
by new methods. Of this new matter a part has been pub- 
lished in an earlier work,* which contains the substance of 
lectures given' by the Author before the Master Car-builders' 
Association and elsewhere. The present work is much more 
extensive, and in it the endeavor has been made to bring the 
subject fully up to date. The last chapter, which treats of 
the real value of lubricants, contains a development of prin- 
ciples enunciated in the earlier work, but never before fully 
worked into a consistent algebraic theory, with illustrations 
of its practical application. 

The experience and observation of the Author during a 
quarter of a century of work in the mechanical branches of 
engineering, in the design and practical construction and in 
the management of steam and other machinery, have impressed 
upon him the necessity of the study by the engineer of the 
nature, causes, and remedies, of lost work in mechanism, so 
strongly, that his expression of such views as are here pre- 
sented may sometimes appear to give an exaggerated idea 
of the importance of this division of the subject ; but in his 
opinion it would be very difficult to impress this matter too 
strongly upon the mind of the student or of the young en- 
gineer. 

It is his hope that the following pages may prove valuable 

* Friction and Lubrication. Railroad Gazette Publication Co., New York. 
1879. i2mo, pp. 212. 
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to the student, to the practising engineer, and to the man of 
science. The book is planned with a view to its use both as a 
text-book and as an office hand-book. 

The Author is gfreatly indebted to his colleagues, Professors 
Albert R. Leeds and C. A. Carr, U.S.N., for their kindness in 
assisting him in reading proof-sheets. 

Stevens Institute of Technology, 
HoBOKEN, N. J., April, 1885. 
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CHAPTER I. 

THEORY OF MACHINERY— ITS ACTION AND ITS EFFICIENCY. 

1. The Object of all Mechanism is to produce a certain 
definite motion of some part or parts — the position and form 
and the methods of connection of which are known and fixed — 
against any resistance that may be met with in the course of 
such movement. This operation is also usually effected by 
utilizing the action of some other piece of mechanism which is 
itself a " prime mover/' or is driven directly or indirectly by a 
prime mover, such as a steam-engine or a water-wheel. Every 
machine and every train of mechanism is therefore a contriv- 
ance by means of which energy or power available at one 
point, usually in definite amount and acting in a definite direc- 
tion and with definite velocity, is transferred to other points, 
there to do work of definite amount, and there to overcome 
known resistances with known velocities. 

The object of the engineer in designing mechanism is to 
effect this transfer of energy and these transformations at the 
least cost and with least running expense, and hence with 
maximum efficiency of apparatus. It is often important to 
secure minimum volume and weight of machine, as well as 
maximum effectiveness in operation. 

2. The Work of a Machine is measured by the magni- 
tude'of the resistance encountered and the velocity with which 
it is overcome. The nature of the work, aside from its simple 
kinetic character, is as widely variable as are the details of 
human industry. 
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2 FRICTION AND LOST WORK. 

Prime Movers are those machines which receive energy 
directly from natural sources, and transmit it to other machines 
which are fitted for doing the various kinds of useful work. 
Thus, the steam-engine derives its power from the heat-energy 
liberated by the combustion of fuel ; water-wheels utilize the 
energy of flowing streams ; windmills render available the power 
of currents of air ; the voltaic battery develops the energy of 
chemical action in its cells ; and, through the movement of 
electro-dynamic mechanism, this energy is communicated to 
other machinery, and thus caused to do work. 

Machinery of Transmission is used in the transformation 
of energy supplied by the prime mover into available form, 
for the performance of special kinds of work, or for simple 
transmission of power from the prime mover to machines doing 
that work. 

The work to be done may be the raising of weights, as in 
hoisting and pumping machinery ; the transportation of loads, 
as on the railway or in the steamship ; the alteration of the 
form of solid masses, as in machine-tools ; the overcoming or 
even the utilizing of frictional resistances, as in brakes ; or any 
other of the numberless operations performed in mills and 
factories by machinery. 

Machines and Machine-tools receive energy, derived originally 
from prime movers, and transferred to them through machinery 
of transmission, and apply that energy to special kinds of work 
to which they are precisely adapted by their design and con- 
struction. Thus, looms apply such energy to the weaving of 
cloth ; lathes are especially fitted for the production of parts 
having circular sections; planing-machines produce straight- 
lined surfaces. 

3. The Power demanded by a Machine is that needed to 
do the work for which the machine is designed, plus the addi- 
tional amount expended by the machine itself, in transferring 
the first-mentioned quantity from the source of power to which 
the machine is connected, by transmitting mechanism to the 
point at which the work is to be done. Where the machine is 
subject to shock and jar sufficient to permanently distort its 
parts, or the bearing surfaces, a portion of the power demanded 
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THEORY OF MACHINES, 3 

is wasted in doing this work ; where the journals heat, consider- 
able amounts of energy are sometimes lost as heat-energy : in 
all cases some loss occurs in this way. Where power is trans- 
mitted by the expansion and compression of elastic fluids, also, 
energy is often lost in large amounts by transformation into 
heat. 

The power demanded by any machine thus always exceeds 
that expended by the machine upon its proposed task. Were 
these wastes not to occur, the power transmitted would be the 
same in amount at every point in the machine. 

4. Work, as a term in the science of engineering, may be 
defined as that action by which motion is produced against the 
resistance continuously or intermittently opposed to any mov- 
ing body. It is measured by the product of the direct com- 
ponent of the resistance into the space traversed. Where the 
resistance is variable, its mean value is taken. Thus, if R be 
the resistance and S the space, the work is, for constant 
resistance, 

V^RS, (I) 

in which U is measured in foot-pounds or kilogrammetres. 
For a variable resistance, i?, acting through a space, ^, 



U^ fRds, (2) 



which can be integrated when R is known as a function of s. 

Resistances, and the forces by which they are overcome, 
are measured by engineers, usually, either in British or in 
metric units, as the pound or the kilogramme. Work, and the 
energy expended in doing work, are thus both measured by 
the product of the pounds or the kilogrammes of resistance 
or of effort into spaces of which the measure is usually given 
in feet or in metres. The unit of work and of energy is thus 
either the foot-pound or the kilogrammetre. 

The British and metric measures have definite relations, 
which are given in tables to be found in all engineers* table- 
books. 
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Where the motion of the machine or of the part doing work 
is circular, the space traversed may be measured by the angfu- 
lar motion, a, multiplied by the lever-arm, /, and their pro- 
duct, multiplied by the force, i?, exerted, gives the measure 
of the work done. Thus : 



U=aRl 
= 2nnRl 



;} <»> 



in which last expression n is the number of revolutions made 
in the unit of time. 

These values are equivalent to the product of the angular 
motion into the moment of the resistance. 

Work may also be measured, as in steam, air, gas, or water- 
pressure engines, by the product of the area of piston, A^ the 
mean intensity of pressure upon it,/, the length of stroke of 
piston, /, and the number of strokes made. Thus, 

Z7= Apln 
^Aps 

^PV. (4> 

when V is the volume of the working cylinder multiplied by 
the number of strokes ; in other words, the volume traversed 
by the piston. 

Where the force acting, or the resistance, acts obliquely to 
the path traversed, it is evident that only the component in 
that path is to be considered. 

Diagrams exhibiting the amount of work done and the 
method of its variation are often found useful. In such 
diagrams the ordinate is usually made proportional to the 
force acting or to the resistance, while the abscissas are made 
to measure the space traversed. The curve then exhibits the 
relations of these two quantities, and the enclosed area is a 
measure of the work performed. With a constant resistance, 
the figure is rectilinear and a parallelogram : with variable 
velocities and resistances, it has a form characteristic of the 
methods of operation of the part or of the machine the action of 
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which it illustrates. In the first case, the area can be obtained 
by multiplication of the difference of the ordinates by the 
difference between maximum and minimum abscissas; in the 
second case, it may be obtained by any convenient system of 
integration, of which systems that of mechanical integration, 
as by the " planimeter," is usually best. 

5. Power is defined as the rate of work, and is measured 
by the quantity of work performed in the unit of time, as in 
foot-pounds or in kilogrammetres, per minute or per second. 
The unit commonly employed by engineers is the "horse- 
power," which was defined by Watt as 33,000 foot-pounds per 
minute, equivalent to 550 per second, or 1,980,000 foot-pounds 
per hour. This is considered to be very nearly the amount of 
work performed by the very heavy draught-horses of Great 
Britain ; but it considerably exceeds the power of the average 
dray-horse of that and other countries, for which 25,000 foot- 
pounds may be taken as a good average amount. 

The metric horse-power, called by the French the cheval- 
vapeur, or force de chevaly is about i\ per cent less than the 
British, being 542J foot-pounds or 75 kilogrammetres per 
second, 4500 kilogrammetres per minute, or 270,000 per hour. 
These quantities are almost invariably employed to measure 
the power expended and work done by machines. 

It is evident that power is also measured by the product of 
the resistance, or of the effort exerted into the velocity of the 
motion with which that resistance is overcome, or that force 
exerted. Since s = vt, 

U= Rs = Rvt\ 

and when / becomes unity, the measure of the power, or of 
the equivalent work done in the unit of time, is 

U'=Rv, (5) 

in which the terms are given in units of force and space as 
above. 

The power of a prime mover is usually ascertained by experi- 
mentally determining the work done in a given time, the trial 
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usually extending over some hours, and often several days. 
It is measured in foot-pounds or kilogrammetres ; the total 
work so measured is then divided by the time of operation 
and by the value of the horse-power for the assumed unit of 
time and the mean value of the power expended thus finally 
expressed in horse-powers.* 

6. The Forces acting in machines are distinguished into 
driving and resisting forces. That component of the force, act- 
ing to produce motion in any part which lies in the line of motion 
only, is that which does the work; and this component is 
distinctively called the " Effort." Similarly, only that compo- 
nent of the resistance which lies in the line of motion is con- 
sidered in measuring the work of resistance. In either case, 
if the angle formed between the directions of the motion of 
the piece and of the driving or the resisting force be called a^ 
the effort is 

P=iR cos a (6) 

The other component, acting at right angles to the path of 
the effort, is 

(2 = ^ sin or, (7) 

and has no useful effect, but produces waste of power by in- 
troducing lateral pressures and consequent friction. 

7. Energy, which is defined as capacity for performing 
work, is either actual or potential. 

Actual or Kinetic Energy is the energy of an actually mov- 
ing body, and is measured by the work which it is capable of 
performing while being brought to rest, under the action of a 
retarding force ; this work is equal to the product of its weighty 

v" 
IV, into the height, A = — , through which it must fall under 

2g 

the action of gravity to acquire that velocity, v, with which it 
is at the instant moving ; i.e., 

£= U^WA= W^ (8> 

* Custom has not yet settled the proper form of the plural of this word; there 
is no reason why it should not follow the rule. 
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A change of velocity z^j to z',, causes a variation of actual 
energy, E^ — E^y and can be effected only by the expenditure 
of an equal amount of work — 

E,-E,= U=^W'^^^^ = W{K-K). . . (9) 

This form of energy appears in every moving part of evory 
machine, and its variations often seriously affect the working 
of mechanism. 

The total actual energy of any system is the algebraic sum 
of the energies, at the instant, of all its parts ; i.e., 

£=2jr~; (10) 

and when this energy is all reckoned as acquired or expended 
at any one point, as at the driving-point, the several parts 
having velocities, each n times that of the driving-point, which 
latter velocity is then «/, the total energ^y becomes 

£ = 2pr-?^. (II) 

Actual energy is usually reckoned relatively to the earth ; 
but it must often be reckoned relatively to a given moving 
mass, in which case it measures the work which the moving 
body is capable of doing upon that mass, when brought by it 
to its own speed. 

Potential Energy is the capacity for doing work possessed 
by a body in virtue of its position, of its condition, or of its 
intrinsic properties. Thus, a weight suspended at a given 
height possesses the potential energy, in consequence of its 
position, E = Wh, and may do work to that amount while de- 
scending through the height, A, under the action of gravity. 
A bent bow or coiled spring has potential energy, which be- 
comes actual in the impulsion of the arrow or is expended in 
the work of the mechanism driven by the spring. A mass of 
gunpowder or other explosive has potential energy in virtue 
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of the unstable equilibrium of the chemical forces affecting its 
molecules. Food has potential energy in proportion to the 
amount of vital and muscular energy derivable by its consump- 
tion and utilization in the human or animal system. These 
potential energies are not measured by the observed actual 
energies derived from these substances in any case, but are 
the maximum quantities possibly obtainable by any perfect 
system of development and utilization. In practical applica- 
tion, more or less waste is always to be anticipated. 

8. The Law of Persistence of Energy affirms that the to- 
tal energy, actual and potential, of the universe, or of any isolated 
system of bodies, is of invariable amount, and that all energy 
is thus indestructible, although capable of transformation into 
various forms of physical and chemical energy. 

Every instance of disappearance of actual energy involves 
the performance of work, and the production of potential or 
of some new form of actual energy in precisely equal amount. 
A stone thrown vertically upward loses kinetic energy as it 
rises in precisely the amount — resistance of the air being ne- 
glected — by which it gains potential energy. A falling mass 
striking the earth surrenders the actual energy acquired by 
loss of potential energy during its fall, and the equivalent of 
the quantity so surrendered is found in the work done upon the 
soil ; it finally passes away as the equivalent energy of heat- 
motion produced by friction and impact. The potential chem- 
ical energy of the explosive is the equivalent of the kinetic 
energy of the flying projectile, and the latter has its equivalent 
in the work done at the instant of striking and coming to rest, 
and in the heat produced by the final change of mass-motion 
into molecular or heat motion. 

Energy in all its many forms is thus transferable in defi- 
nite quantivalent proportions, and in all cases changes form 
when work is done. Work may therefore be defined as that 
operation which results in a change in the method of manifes- 
tation of energy, and Energy as that which is transferred or 
transformed, when work is done. The motion of a projectile 
IS the transfer of energy from one place to another. It is 
generated at the point of departure, stored as actual or 
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kinetic energy, transferred to the point of destination, and 
there restored and applied to the production of work. 

9. Acceleration and Retardation of masses in motion can 
only be produced by doing work upon them, or by causing 
them to do work, and thus, by the communication of energy 
to them or by its absorption from them, in precisely the amount 
-which measures the variation of their actual energy as so pro- 
<luced. Every body which is increasing in velocity of motion 
thus receives and stores energy; every mass undergoing re- 
tardation must perform work, and thus must restore energy 
previously communicated to it. In every machine which works 
continuously, and in which parts are alternately accelerated and 
retarded, energy is stored at one period and restored at 
another, in precisely equal amounts. 

Work done upon any machine may thus be expended partly 
in doing the useful work of the system, and partly in storing 
energy; and the same machine may do work at another instant 
partly by expending the energy received by it, and partly by 
expending stored energy previously accumulated, 

10.' Storage or Restoration of Energy thus always oc- 
curs when change of speed takes place. It is evident, since 
the storage or restoration of energy implies variation of speed, 
that the condition of uniform speed is that the work done upon 
the machine shall at each instant be precisely equal to that 
done by it upon other bodies. The work applied must be 
fqua] to that of resistance met at the driving-point. Thus, 



. (12) 



.2/V= 5"^?/; J Pdv =jRdv'\ 



and the effort at each point in the machine will be equal to 
the resistance, and inversely as the velocity of the point to 
which it is applied; i.e.. 

P r/ 

» = ^ ('3) 



In the starting of every machine energy is stored during 
the whole period of acceleration up to maximum speed, and 
this energy is restored and expended while the machine is 
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coming to rest again. This latter quantity of energy is usually 
expended in overcoming friction. 

11. The Useful and the Lost Work of a machine are, to- 
gether, equal to the total amount of energy expended upon the 
machine, i.e., to the work done upon it by its "driver." The 
Useful Work is that which the machine is designed to perform ; 
the Lost Work is that which is absorbed by the friction and 
other prejudicial resistances of the mechanism, and which thus 
waste energy which might otherwise be usefully applied. 
These two quantities, together, constitute the Total Work or 
the Gross Work of a machine, or of a train of mechanism. In 
every case some energy is wasted, and the work done by the 
machine is by that amount less than the work performed in 
driving it. In badly proportioned machines the lost work is 
often partly expended in the deformation and destruction of 
the members of the construction ; in well designed and properly- 
worked machinery loss occurs wholly through friction. In 
machines acting upon fluids this lost work is usually partly 
wasted in the production of fluid friction — i.e., of currents and 
eddies ; thus producing new forms of actual energy in ways 
which are not advantageous : even this waste energy is finally 
converted, like the preceding form, by molecular friction into- 
heat, and is dissipated in that form of molecular energy. Thus 
all wasted work is lost by conversion from the energy of mass- 
motion into molecular energy and ultimately disappears as heat* 

12. The Efficiency of Mechanism is measured by the 
quantity obtained by dividing the amount of useful work per- 
formed by the gross work of the piece or of the system. It 
is always, therefore, a fraction, and is less than unity ; which 
latter quantity constitutes a limit which may be approached 
more and more nearly as the wastes of energy and work are 
reduced, but can never be quite reached. If the mean useful 
resistance be R, and the space through which it is overcome 
be s\ and if the mean effort driving the machine be P, and the 
space through which it acts be s, the total and the net or 
useful work will be, respectively, Psy Rs'\ the lost work will be 

Ps'-Rsf and the 

RJ 
Efficiency = ^ < I (14) 
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Countrr-cfficiency. C, is the reciprocal of the efficiency ; i,e.. 
^ Pi 



Rs' 



(■S>1 



The efficiency and the counter-efficiency of a machine, or 
of any train of mechanism, is the product of the efficiencies or 
of the counter-efficiencies of the several elements constituting 
the train transmitting energy from the point at which it isj 
received to that at which the work is done, i.e., from thtf| 
" driving" to the " working" point. 

Fruition is thus the principal cause, and usually the only 
cause, of loss of energy and waste of work in machinery, A 
given amount of energy being expended upon the driving- 
point in any machine, that amount will, in accordance with 
the principle of the persistence of energy, be transmitted from 
piece to piece, from element to element, of the machine or 
train of mechanism, without diminution, if no permanent dis- 
tortion takes place and no friction occurs between the several 
elements of the train, or between those parts and the frame 
or adjacent objects. Temporary distortion, within the limit 
of perfect elasticity, causes no waste of energy; permanent 
distortion, however, causes a loss of enei^y equal to the total 
work performed in producing it. But permanent distortion is 
due to deficiency of strength and defective elasticity, and is 
never permitted in well-designed machinery properly operated ; 
and hence the important principle: 

The only cause of lost work in mechanism, whicli is to be 
anticipated in design and calculated upon in deducing the 
theory of special mechanism, is the friction necessarily conse- 
quent upon the relative motion of parts in contact and under 
prCMure. 

The stud>' of the laws of friction, the construction of its 
theory, and the experimental investigation of the conditions 
which determine the loss of efficiency in machinery by friction, 
arc thus obviously of supreme importance to the engineer 
who designs, the mechanic who constructs, and the operator 
or manufacturer who makes use of machinery. 
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In engineering, therefore, the principles of pure mechan. 
ism, of theoretical mechanics, and of pure theory in the science 
of energetics, or of thermodynaniics, are to be studied as intro- 
ductory to a science of application in which all actions and all 
calculations are to be considered with reference to the modi- 
fications produced by the wastes of energy and the alteration 
of the magnitudes and other properties of forces consequent 
upon the occurrence of friction. This is to the engineer a 
vitally important branch of applied science, and it is coexten- 
sive with the applications of mechanical science. 

13. The Magnitude of the Lost Work in machinery and 
mill-work is variable, but is always very large. It may prob- 
ably be fairly estimated that one half the power expended in 
the average case, whether in mill or workshop, is wasted in 
lost work, being consumed in overcoming the friction of lubri- 
cated surfaces. That this is true, is evident from the fact that 
the power demanded to drive the machinery of such establish- 
ments has been found by Cornut and others to be variable to 
the extent of 15 or 20 per cent by simple change of tempera- 
ture indoors from summer to winter, and a reduction of 50 
per cent in the work lost by friction has often been secured 
by change of lubricant. Mr. Fairbairn has found a change to 
the extent of 10 to 15 horse-power in a cotton-mill from the 
former cause. 

The friction of shafting in mills varies, with size and load- 
ing, from 0.33 to 1.5 horse-power per 100 feet (31 m.) length, 
averaging for the " main line,** with good lubrication, about 
I horse-power. The loss of power in mills ranges, with differ- 
ent machines, from 5 to 90 per cent, averaging for cotton and 
flax mills about 60 per cent, with good management, and in 
woollen mills about 40 per cent, the efficiencies being there- 
fore about 40 and 60 per cent for the two cases. The friction 
of heavy iron-working tools may be taken at about /=o.i5, 
the efficiency at 0.85. The loss in the steam-engine is usually 
nearly constant at all powers, and ranges from 4 pounds per 
square inch (0.27 atmosphere) on small engines of 25 to 50 
horse-power, down to I pound (0.07 atmosphere) in very large 
marine-engines: this gives efficiencies ranging from 0.84 to 95 
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or 97 per cent. In a " high-speed " engine intended to drive 
electric lights the author found the efficiency to be 

Efficiency = i ^, 

in which U is the work done, calling work "at full stroke" 
unity. Rules for calculating the magnitude of this loss will 
be given in later chapters. 



CHAPTER II. 

NATURE AND THEORY OF FRICTION. 

14. Friction is that familiar resisting force which always 
acts to prevent or to retard the relative motion of one par- 
ticle or body in forced contact with another. It is of three 
kinds : sliding and rolling friction, acting between solids ; and 
fluid friction, which acts when the particles of liquids or of 
erases move in contact with each other or with other bodies. 
These three kinds of friction are different in character, and are 
governed by quite diflferent laws ; these laws also are in many 
cases quite different from those usually given in earlier works 
on this subject. 

Friction acts at the surfaces of contact of the two particles 
or masses between which it is exhibited, and in the direction 
of their common tangent, resisting relative motion, in which- 
ever direction it may be attempted to produce it. Friction is 
thus always a resisting force, and never of itself produces or 
accelerates motion. It may act usefully in increasing the sta- 
bility of structures, or injuriously by resisting the motion of 
mechanisms, and by producing waste of power and work ; it 
may also be utilized in the absorption of surplus energy, or in 
the transmission of motion from one to another of movable 
parts in contact. 

In any simple machine or in any train of mechanism, if 
either be absolutely rigid or absolutely elastic, — i.e., not sub- 
ject to deformation, — the only losses of energy are those pro- 
duced by friction. This important principle has the important 
corollary, that the " efficiency" of a machine is known when all 
its frictions are determinable. 

Friction of motion, whatever the kind considered and 
whatever its cause, always results in the conversion of an 
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amount of energy, measured by the work of friction, into heat. 
In accordance with the law of the " persistence of energy," and 
wth the '■ first law of thermodynamics," this productic 
heat occurs, in every case, in the proportion of one British, 
thermal unit for each 772 foot-pounds of work absorbed I 
friction, or of one metric heat-unit for each 423.55 kilograi 
metres of energy so lost. The amount of heat produced ma;^ 
Iherefore be calculated by dividing the total work of frictic 
for any given case, by this "mechanical equivalent of heat."' 
Thus one horse-power expended in friction results in the con- 
version of work or energy into 

33:^22 = 43.. B.T.U.,- 

(British thermal units,) per minute; 10 chevaux de vaptttr 
similarly expended in overcoming friction, produce 



^metric thermal units,) per second, or 108 per minute nearly. 

15. Moving and Resisting Forces are met with in alt^ 
mechanical processes. The former are those which arc active, 
and produce or tend to produce change of motion in bodies ; 
the latter are those which arc purely passive, and only resist the 
action of forces of the first class. Gravity, heat-energy, and 
all other energies, including that of muscular force, illustrate 
the first, and friction is of the second, class. Moving forces 
may either produce or destroy motion: but resisting forces 
can only resist and reduce motion. Forces of the first class 
are definite, and may be entirely independent of the forces by 
which they are opposed or aided; those of the second dasftJ 
are indefinite in direction, and, within limits, in magnitude, and| 
arc variable with the magnitude, direction, and point of appli- 
cation of the moving forces which they oppose. Moving 
forces are evidently in their nature determinate; resisting 
forces are as obviously in their nature indeterminate. 
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Friction is evidently of this latter class ; and the Force of 
Friction has a variable magnitude, from o to its maximum^ 
f W, with variation of the active force which it may resist. 

i6. The Friction of Solids is caused by the roughness 
and unevenhess of the surfaces of contact. In the case of 
Sliding Friction the asperities of the one surface interlock with 
those of the other, and motion can only take place by the rid- 
ing of the one set over the other, by the tearing off of the 
projecting parts, or by rubbing them down : in either case the 
process gives rise to a resistance which is the greater as the 
roughness is greater, add the less as the surfaces are smoother • 
an absolutely smooth surface would be frictionless. Rollings 
Friction is observed where any surface of revolution, or other 
smoothly curved surface, is rolled upon another surface, plane 
or curved. Its cause is identical with that of sliding friction 
that irregularity of form and of surface which will not permit 
motion to occur without irregular variation of the distance 
between the centre of gravity of the rolling body and the line 
of motion in the common tangent of the two bodies, at the 
point or line of contact. Where the surfaces are hard, smooth, 
and symmetrically formed, this friction is small ; where they 
are soft, rough, or irregular, this form of friction is observed 
in greater degree. Absolutely smooth, hard spheres or cylin- 
ders, rolling on absolutely hard, smooth surfaces, meet with 
no frictional resistance ; bodies having rough surfaces, those 
made of compressible material, and those of irregular surface 
and form, exhibit greater friction as these defects are exag- 
gerated. Both forms of resistance evidently depend upon the 
character of the material as well as upon the form of the sur- 
faces of contact. 

The resistance of knife-edges, as in balances, is a fohn of 
rolling friction. 

17. The Laws of Sliding Friction, with solid, unlubricated 
surfaces, are, up the point of abrasion, as follows : 

(i) The direction of frictional resisting forces is in the 
common tangent plane of the two surfaces, and directly 
opposed to their relative motion. 
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(2) The point or surface of application of this resistance is 
the point or the surface on which contact occurs. 

(3) The E^eatcst magnitude of this resisting force is 
cicpKudent on the character of the surfaces, and is directly pro- 
portional to the force with which the two surfaces are pressed 
together. 

(4) The maximum (rictional resistance is independent of 
the area of contact, the velocity of rubbing, or any other 
conditions than intensity of pressure and condition of the 
surfaces. 

(5) The friction of rest or quiescence, "statical friction," 
Is greater than that of motion, or " kinetic friction." 

These "laws" are not absolutely exact, as here stated, so ] 
fer as they affect the magnitude of friction-resistance. 

It is found that the resistance to sliding of " skidding" 
wheels on railways is less as speed is greater; but it is not 
known to what extent this is due to the separation by jarring 
o[ wheel and truck. It is also found that some evidence exists 
indicating the continuous nature of the friction of rest and 
motion. 

When the pressure exceeds a certain amount, fixed for each 
pair of surfaces, abrasion of the softer surface or other change 
of form takes place ; the resistance becomes greater, and is no 
longer wholly trictional. When the pressure falls below a 
certain other and lower limit the resistance may be principally 
due to adhesion, an entirely different force, which may enter 
Into the total resistance at all pressures, but which does not 
dways appreciably modify the law at higher pressures. This 
Gmitation is seldom observable with solid, unlubricated sur- 
faces, but may often be observed with lubricated surfaces, the 
ftiction of which, as will be presently seen, follows different 
Ia»a. The upper limit should never be approached in 
OUchinery. but is often reached in framed structures. 

18. The Coefficient of Friction is that quantity which, 
hting multiplied by the total pressure acting normally to the 
•Wfaces in contact, will give the measure of the maximum 
(fictJonal resistance to motion. It follows from the third law 
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above stated (Art. 17), that the greatest force with which rela- 
tive motion is resisted by friction is obtained by thus multiply- 
ing this total pressure by a constant coefficient to be determined 
experimentally for every pair of surfaces o( definite character. 
Thus, if N represent the normal force binding the one surface 
to the other, if F be the maximum resistance due to friction, 
and if /be the coefficient of friction, 



F^fN; f = 



N' 



The value of / being determined by experiment, it is con- 
stant, within the limit already stated, for all pressures occurring 
between the given surfaces. As will be seen later, its value is 
variable for lubricated surfaces with variations of velocity, of 
intensity of pressure, of temperature, and probably with other 
conditions. 

19. The Methods of determining Coefficients of Friction 
are usually very simple. Where a heavy body, IV (Fig. i). 
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Fig. I. — Sliding Friction. 



slides upon a plane, ABj the magnitude of the force, /% 
required to cause motion, or to continue motion once started, 
can be determined by carrying a cord over a pulley, C, and, 
one end being attached to the mass to be moved, and the 
other being loaded with such a weight, F, as is needed to cause 
motion or to keep up a given velocity of sliding, the value of 
the coefficient, /", becomes known, and we have 



/= 
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The force F may often be most conveniently measured by a 
spring balance attached to a cord pulling in the line of motion 
of W. 

An equally easy method of ascertaining the value of f is 
illustrated in Fig. 2. An inclined plane ABy of variable angle 




Fig. 2.— Sliding Friction. 

of inclination, a, is constructed of one of the materials between 
which the friction is to be determined; while a body of any 
convenient size, and -of the same or other material, as may be 
desired, is placed upon the incKned surface. To determine the 
coefficient of friction for rest, the plane is raised to such an 
angle, a, that the body will just start down the plane without 
the application of an external impelling force. At this instant 
the friction is due to the pressure produced by that component, 
CDy of the weight which produces the normal pressure, and 
which is equal to the reaction, R^ of the surface against the 
sliding body ; it is measured by 

fR=fWco%a, 

as well as by that component of the total weight, W^ acting 
along the plane to cause sliding. Hence 

fR =fW cos a ^=. Ws\na\ 

sin a 

7 = =tan a : 

*' cos a 



and the value of the coefficient of friction is equal to the 
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tangent of the inclination of the plane. Otherwise, resolving 
paralld and perpendicular to the plane, we have 

fR — JTsin Of = o, 
R— Wcosa = 0; 

then, elirtiinating R and Wy we have 

/cos Of — sin flf = o, 
or, as before, /= tan a. 

The angle ot is often called the angle of frictiany or the 
limiting angle of resistance, and is usually designated by the 
letter (p. 

Various other methods are used, some of which will be 
described in later chapters, in which accounts of experimental 
work will be given. 

The coefficient of friction, /, is by many writers denoted by 
the letter /^. 

20. Angle of Friction ; Cone of Resistance. — The total 
action of any surface upon a body moving in contact with it 
is the resultant of two components, one of which is the reac- 
tion, Ry in a line normal to the surface, and the other of which 
is the resisting force of friction, Fy equal and opposite to the 
effort tending to produce motion along the surface; these two 
forces are therefore at right angles to each other, and their 
resultant is 



^^VR' + F'y 

and its direction may be such as to make any angle with the 
tangent and the surface greater than o, or less than q> = tan f. 
Exceeding the latter limit, accelerated motion takes place. 

The movable body will evidently remain at rest, whatever 
the direction of this resultant force, provided its direction 
does not fall outside a cone of which the apex is at the point 
of application of the resultant force, and of which the semi- 
angle is = tan " ^f. This Angle of Friction, ^, thus deter* 
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mines the Cent of Friction, as it is usually called ; which cone 
is generated by causing the line defining the angle of friction 
to revolve about the normal: this cone thus embraces the 
direction of all possible forces which do not produce motion. 
When the cone of friction is referred to without qualification, 
the friction imphed is usually statical friction— the friction of 
rest. 

It follows from what has preceded, that the stability of a 
system composed of a pair of bodies in contact is determined 
by the angle of friction and the location and the form of the 
cone of friction, and that the greatest angle of obliquity of 
the resultant pressure in a stable system is the angle of which 
the tangent is equal to the coefficient of friction ; this is the 
an^e q/ repose, <p. For cases of equilibrium, the force of fric- 
tion is _/JV = A'^ tan ip = If sin ^, where Wand A' are respec- 
tively the applied force and its normal component. 

21. The Friction of Rest, or Statical Friction, although 
in the case of the sliding of solids precisely of the same nature 
as the friction of motion or dynamical friction, is often of very 
different magnitude and sometimes follows difTerent laws: the 
former is always greater than the latter, and where the pres- 
sure is of great intensity is frequently enormously greater than 
when the relative velocity of the rubbing surfaces is consider- 
able. The friction of rest is also often increased, especially 
where one or both of the surfaces is of soft material, by time 
of contact. This apparently comes of the fact that the two 
surfaces when left under pressure, imbed themselves, the one 
in the other, more and more thoroughly as time passes, until 
in some instances adhesion occurs, and the frictional resistance 
to starting them apart is reinforced by molecular forces. 
With hard bodies and with light pressures these differences 
are less observable, and are often unimportant. 

The magnitude of the coefficient of friction for rest is very 
variable, but usually increases with increasing pressures; its 
value for special cases will be given in a later chapter. 

23. The Friction of Motion, or Kinetic Friction, only 
differs from statical friction in its magnitude. It is always 
less between any given pair of surfaces and under any given 
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pressure than statical friction, with the conditions, other than 
the difference as to motion, the same. The value of its 
coefficient is less as velocity increases from zero, passes usually 
if not in all cases a minimum, and then increases again; it 
becomes less as pressure increases, up to a limit also, passing 
which it again increases until abrasion occurs. 

With lubricated surfaces these differences become more 
observable than with dry surfaces, and the methods of variation, 
as will be seen later, often differ greatly. 

The direction of either form of the Force of Friction is 
always, as has been seen, directly opposed to the direction of 
motion, or of the resultant forces attempting to produce 
motion; and its magnitude is always just sufficient to equili- 
brate the resultant moving force, up to a maximum which Is 
reached when that force becomes equal to the maximum 
resistance. /A'^. 

23. The Differences between the two Frictions are 
evidently of such magnitude as to be of very great importance 
ill construction. It is found that a jar, often a very slight one, 
will convert the friction of rest into the friction of motion, 
and, motion once commenced, it continues with acceleration 
of velocity until the total resistance equilibrates the resultant 
impelling effort. In machinery, therefore, it is often difficult 
to set the train in motion, but comparatively easy to sustain a 
velocity once acquired. A train on a railway may be started, 
the friction of rest being overcome by jar in one car after 
another, when loosely "coupled;" while the same locomotive 
may be quite incapable of starting a train of the same size and 
kind, closely and rigidly coupled. Once in motion, the two 
trains are moved with equal ease. The greater the intensity 
of the pressure, the greater the difference in resistance, and 
the more difficult it is to convert the one form into the other. 
It is probable that the law of variation, so far as it relates to 
speeds of rubbing, is continuous, the coefficient insensibly 
changing as speed decreases to the value of rest, as the veloc- 
ity passes through insensibly small values to o. 

As the slightest jar will usually convert the friction of rest 
into friction of motion, no machinery subject to jar need be stud- 
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led with reference to the modificatioii of its efficiency by the 
former kind of friction. In any system subject to jar. also, the 
parts normally at rest will gradually assume the positions which 
a similar system absolutely at rest would take if perfectly 
frictionless. This principle is very often of practical impor- 
tance. This does not reduce the lost work in a train of mov- 
ing machinery to zero, however, as work is expended in pro- 
ducing the jarring. 

Motion in one direction also reduces or may even elimi- 
nate the effect of friction in another direction. Thus, in the 
hydraulic testing-machine of Mr. C. E. Emery the rotation of 
the " ram" of the hydraulic press eliminates the effect of fric- 
tion in its longitudinal movement, and permits as exact meas- 
urement of the resistance of the tcst-piece as if the plunger or 
ram were frictionless. 

24. The Principle of Equilibrium, as it is termed, for cases 
in which it is attempted to move bodies against the force of 
friction is the following: 

Determine the reaction of the supporting surface under 
the actual or assumed conditions, by finding the resultant of 
all other forces acting upon the supported body: then if the 
direction of this resultant falls within the cone of friction 
equilibrium will exist, the body will remain at rest, and the re- 
sistance of the surface is equal and directly opposed to this 
resultant. 

The single condition of equilibrium and rest is, therefore, that 
the applied forces should have a resultant lying within the cone 
of friction. The magnitude of the force of friction is deter- 
mined in such cases of equilibrium by resolution of the result- 
ant obtained.asabove, into components parallel and perpendic- 
ular to the surface at its point of application, and measuring the 
parallel component, which is the force of friction, 

25. A Solid resting on any actual Surface, even if both 
are apparently ever so hard and smooth, will nevertheless 
always be connected with it by projecting and interlocking 
particles, which m.iy be microscopic or less than microscopic in 
size, but which may offer appreciable resistance to motion. 
The two bodies being left in contact, their surfaces gradually 
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come into more and more intimate contact, bringing new sets of 
particles into connection, and imbedding the set first in contact 
more thoroughly, until a permanent condition is reached. The 
coefficient of friction and the force of friction then attain maxi- 
mum values, and offer greatest resistance to motion. At any 
given instant, \lf represent the coefficient of friction, iVthe 
normal reaction of the surface, and a the angle made by the 
acting force, W^ with the surface itself, the force of friction will 
h^/Ni and the body will remain at rest so long as the compo- 
nent of the applied resultant force parallel with the surface is 
less than this quantity, fN = W sin a. 

In illustration of the theory of friction on planes, let it be 
required to determine the inclination, «, of a prismatic body, 
as a beam, AB (Fig. 3), resting at one end upon a horizontal 
surface, -^C, and at the other end against a vertical surface, 
BCy when just in equilibrium and about to slide down. 

Let its length AB = /,/'= the distance of its centre of 
gravity from its foot, and let /and/' be the coefficients of fric- 
tion, for rest, on the horizontal and vertical surfaces respec. 
tively, and R and R the reactions 
of those surfaces at the points of 
contact ; let W be the weight of 
the beam. 

Resolving, we have 
R' ^fR=o. 

R^fR^W^o, 

W=R {!+//% 
and R= fR. 



Taking moments about A^ 




Fig. 3.— Friction of Souds. 



W .r. cos a— R.l , sin a -^f'R. / . cos a = O, 



tan af = 



W, r-f'Rl 

—Ri — ' 



tan = 



I' -(.^ +//')- Iff 
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If the centre of gravity of the beam is at the middle, /= 2/', 



and 



tan a = 



2/ 



26. A Solid resting: on an Inclined Plane, and acted 
upon by its own weight and by external forces, is the simplest 
^d best illustration of the general case. 

The following proposition will illustrate the mathematical 
application of the principles of the theory of friction to this 
case: 

(i) To determine the limiting ratios of P to Wy friction act- 
ing up or down the plane, AB (Fig. 4), when P represents the 
effort exerted on the sliding body, W is its weight, and R is 
the reaction of the plane, which makes an angle, ^, with the 
horizontal. 

Let the force, P, make an angle, )5, with the surface of the 
plane, ABy the body moving up the plane. 




Fig. 4.— The Inclined Plane. 

Since there exists an equilibrium of forces, we shall have, for 
the maximum value of P, 

P cos p—fR— Wsma^o, 
P sin /? + i? — Wcosa^o, 



whence 



P = 



W{s\n flf+/cos a) 

- — ^— ^— ^^^^^K— ^^•^■-^ ■- 

cos /?+/sin ft 



(0 
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For a minimum value, we get, when the body slides down, 

Pcos §'\-fR— fF sin a = o, 
Psin >5 -|- if — Wcos Of = o, 

^F(sina-/cosa) , 

and P = -J-, — :r- W 

cos p — / sm >o 

Motion cannot occur if the value of P falls within the twc^ 
limits above deduced, if /"be taken as the coefficient of friction 
for rest. If taken for motion, the velocity will be constant in 
the two cases taken, and accelerated for intermediate values of 
P, the body moving down the plane; and retarded motioa 
occurs if the body moves up the plane. 

(2) Making P = o, we have 

sin a —/cos a = o, 

/= tan a = tan 9>, (3) 

as before, and the tangent of the angle of inclination of the 
plane measures the coefficient of friction for rest, if the body 
is in equilibrium without motion, or the coefficient for motion 
if the body slides with uniform velocity. 

(3) If the effort act in the surface of the plane, /? = o, and 

P=W{s\na±fzosa\ (4) 

the positive sign being taken for a pull up the plane, and the 
negative for an eflfort acting down the plane. The difference is 

AP=2fWzosa (5) 

(4) Making /= o, we have 

^ = smar = ^^, (6> 

and the effort is to the weight of the body as the height of the 
plane is to its length. 
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(5) When the effort is parallel with the base, /3 = — «, and 



id wheny= o, 



W {%m a ± f CO?, It) 
cosor^F/sin a ' 



BC 
'AC 



(8> 



5 the height of the plane is to 



khe effort being to the weight a 
the length of its base. 

^.6) In the case of a prismatic body, as a beam (Fig. 5), 
resting on the curved surface of a c>'Under, the weight that 
may be suspended at the end without causing it to slide may- 
lie determined readily by the application of the principles 
above given. 

Let G be the centre of gravity of the 
beam AB (Fig. ), whose length is 2/, and 
BG-=- 1, the beam being uniform, W =^ its R. 
weight, and H^theweight suspended from 
the end B. Before the weight W was sus. 
pended from the beam thcpoint G evident- 
ly was at C. Let C be the point of contact ' 
with the cylinder, the beam being on the 
point of sliding off, a the angle it makes 
with the horizon, and 7 = the radius of 
the cylinder. 

Resolving parallel and perpendicular to 
tiie beam, we have 

/R-W5ina- lVs\na = o, 
R— W cos a —W cos a- = o ; 

/= tan a. 

Taking the moments about C. we have 

W. BC cosa- W.Q.cosff = 0, 

W.{BG-A'g)~ W.Cg=o. 




Fig. s.- 
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But Cg = arc CC = radius X angle COC = r,a. 

.\ fF'.(/-ra)- JV.ra = o, 

^' ^^ ^' ^ tan ""Y - . , . , 

and fr = j-^ — = ,— — - — z:.^, the weight required. 

(7) Let the cylinder diminish in size until its diameter may 
be neglected ; and let the end of the beam, AB (Fig. 6), rest 
against a vertical wall at /3. Then the position of equilibrum 
is found thus: 

,,,,^ The forces now acting are, the 
,;| weight of the beam, JV\ the pressure 
^ on the support, equal to the reac- 
tion, R ; and the pressure on the 
wall, equal to the reaction J?'. IV 
acts vertically downward, JR, per- 
pendicularly to the beam, and R' 
perpendicularly to the face of the 
wall. The half length, /, of the 
&| beam, and the distance, CO = d, 
from the support to the wall are 
known, and the position of equilib- 
rium becomes known when the 
angle, nr, between the beam and the 
perpendicular to the wall, or its com- 
plement, /S, the angle with the face of the wall, is known. 
We have, without friction, 




Fig. 6.— Sliding Friction. 



d=C0 = B0sin/5; BO = 



CO 
sinytf ' 



(I) 



and, resolving horizontally and vertically, 

R'-Rcos/3 = o; (2) 

W-R sm/3 = o. (3) 



Also, taking moments about B, 



RBO- ff7sin/? = o; 
Rl- W/s\n*/3=o. 



(4) 
(5) 
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Then, combining equations, 1 

sin */! = ^ : (6> 

W 

* = s-sr/<' « 

R' = Rco&p^ fTcotan ^ (8) 

^rhich gives the values of all three unknown quantities, when 
the wall and support arc smooth. 

Where friction enters, wc have motion opposed by it, 
although no tendency to motion exists for the position just 
determined. If the rod be moved from this position, the end 
M being gradually carried downward, along the wall, the force 
of friction gradually increases, but no motion can occur from 
any of the successive positions until a certain limit is reached, 
when the tendency to slide is sufficient to overcome the fric- 
tional resistance and a new position of equilibrium is thus 
found. In this position a force of friction,/^', acts upward 
at B, and a force,_/X, resists slicing at O, acting in the direc- 
tion, BO. 

The equations of equilibrium now become 



R'—fRsm /? — >?cosy3 = o 

■.W—/R'~Rslnp = o 

Rd- Jf7sin'>9 = o 



(9) 
(10) 



and 6nally. eliminating ^and R! . 



'hich will determine /J.* 

Finally, carrying the end of the beam upward, a similar 



• See Thomson and Tail ; Nat, Phil., vol. L. g S7»- 
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process will give the position of equilibrium when the frictions 
act in the opposite direction, and the equation becomes 

^sin'>5- i=/^sin*/J(cos/J+/sin>8). . (12) 



(8) Suppose a rectangular block to lie upon a horizontal 
plane; to determine whether it will slide or turn over, we 
have, known, the reaction of the plane, 

R=W\ (I) 

the resistance of friction, equal to the effort 

p^/R^fW; (2) 

and the moments^ of P and of W equal for the position of 
equilibrium, and if the half thickness of the block be / and the 
height of the point of application of the effort be ^, 

Wt^Ph', (3) 

P=^i^' (4) 

Hence, if the maximum pull, P, is less than/TF, i.e., if 



/>! (5) 



the mass may be overturned. 

It is evident that the body will not turn if the resultant of 
the weight of the mass, and the maximum effort to move it, 
i.e., the maximum effort permitted by friction, pierces the sup- 
porting plane within the base of the prism. 




Fig. 7-— Sudino Friction, 
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(9) A heavy body, ABCD. is secured to two rings, FG, 
which may slide on a vertical post, HK, and is so formed or 
so loaded, that its centre of gravity 
falls at a known point, E. 

The reaction of the point A must ' 
evidently take the direction AE; that 
of jD, the direction DE; and the only 
other force, if no friction exists, is the 
weight of the mass, W, acting vertically 
through E, This system of forces is 
extended by the introduction of fric- 
tion to include a vertical force resisting 
sliding, acting upward at the rings; 
and the impelling effort will always be G|r 
the difference between the newly intro- 
duced force and the weight. The mag- 
nitude of the force of friction is found 
by multiplying the horizontal components, R, R' , of the forces 
in FE, GE, by the coefficient of friction,,/; and it is evident 
that, by making the distances between the rings small enough, 
and the distance out to the centre of gravity of the mass great 
enough, we may always make 

/(/?4--S')> ff". 

and thus secure conditions which prevent the descent of the I 
body along the supporting post. 

27. Solids moTiDg on rough Surfaces are subject to pre- 
cisely the same conditions at each instant that obtain where 
the body is simply at rest, and resisting an effort tending to 
produce motion. Kinetic friction differs, however, from stati- 
cal friction, as has been stated, in the fact that the force of 
friction is always the maximum obtainable with the existing 
value of the coefficient, while in the case of statical friction 
that is the maximum limit simply; they also differ in the fact 
that the coefficient for motion often varies from instant to 
instant, and the direction of the force must also constantly'] 
change if the direction of motion varies, the two directions. 
being always directly opposed. 



i 
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When motion occurs against the force of friction, the eflo 
required to overcome it is lessened the instant that motic 
begins, and may afterward increase or diminish according t 
circumstances, some of which will be described later. In a 
cases, since the resistance is overcome by a constantly exertc 
effort acting through measurable spaces, work is done i 
measurable amount, and an equivalent amount of mechanic 
energy is transformed in all casQs into heat-energy. Th 
Ifl occurs, as already stated, in the proportion of one Britis 

thermal unit to each 772 foot-pounds of work, or of one metri 
(' thermal unit for each 423.55 kilogrammetres. The work < 

'' ^' friction is therefore a quantity of importance to the enginec 

for two reasons: if excessive in amount, it absorbs and waste 
a seriously large amount of otherwise available and usefi 
^. energy; it also converts all this energy into heat, whic 

l1 heat may give rise to inconvenience, injury of parts, or eve: 

jj destruction of the machine. Provisions must always be made 

% therefore, to reduce and to carry away this heat, if of consic 

erable amount, in such a manner as to do no damage. This i 
often a problem of very serious importance, and not infre 
quently is very difficult of solution. The work of friction i 
always measured by the quantity, fNs, in which / is th< 
coefficient of friction, N is the normal pressure on the support 
ing surface, and $ is the distance traversed on that surface. 

The friction of motion, or kinetic friction, is less variable 
where the same two surfaces are used, than the static form 01 
friction; but it is always different in amount vnder thje same 
pressures. These differences ape exaggerated where lubrica- 
tion is resorted to. The coefficient of friction for motion may 
often remain nearly constant for a vastly wider range of pres- 
sure than that for rest, and the work done agaipst friction is 
correspondingly utiiform. 

The condition of equilibrium, the body being in a state 
bordering upon motion, is that the direction of the resultant 
pressure shall lie in the surface of the static cone of friction. 
The condition that the body shall start from its state of rest is 
that this pressure shall be directed in a line exterior to that 
cone. The condition of uniform motion is that the direction 
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of that pressure shall subsequently He in the surface of the 
cone of friction defined by the coefficient of kinetic friction. 
Xhe conditions of accelerated and of retarded motion are that 
the direction of pressure shall fall outside of or within the 
latter surface, as the case may be. A body starting into free 
motion, under the action of an effort just sufficient to overcome 
the friction of quiescence, will move with accelerated velocity,. 
the acceleration being proportional to the difiference between 
the friction of rest and that of motion. Conversely, a body 
heing in a state of equilibrium under the action of any set of 
forces, if the body be at rest, the line of direction of the resultant 
of 3.11 forces, other than the reaction of the supporting surface, 
mvist be coincident with an element of the static cone of fric- 
tion ; if the body be in kinetic equilibrium, moving with uni- 
form velocity, the resultant eflfort must be coincident with an 
element of the cone of kinetic friction. 

"Where a heavy piece (Fig. 8) slides upon a smooth plane, 
the simplest method of treatment is to combine the weight of 
the piece with the resistance, i?, which is also known in magni- 
tude, direction, and point of application, and thus to determine 
a ** given force," R\ as defined by Rankine. The line of action 
of the effort, P, causing equi- 
librium or motion is known. 
Let the angle, a, be made by 
the "given force" with the 
surface of the plane ; let ft be 
the angle made by the effort, 
or the "driving force," P, 
with the same plane, and call 
the coefficient of friction f. 

Then the total pressure 
on the plane is 




Fig. 8.— Sliding Friction. 



Rsma^Psinft^W (i) 



The fridtion is 



fW =f{R' sin « + />sin P). 



(2) 
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The resistance to sliding is 

R zosa-^fW = K (cos a +/sin a) + P/sin/3; (3) 

= Pcos/3. (4) 

The work done against friction is 

/Ws=/s{Rsina+Psm/J), .... (5) 



where 



R {cosa+fsina) 
^■" cos/? -/sin /y W 



Examples illustrating Kinetic Friction are constantly met 
with in machinery. Such cases will be taken in some detail 
in a later chapter, while this phenomenon as exhibited in the 
elementary parts may be treated here. 

In all cases, as previously stated, the action of friction in a 
machine results in the increase of the effort required to drive 
it, and hence in the compulsory enlargement and strengthen- 
ing of parts and of the frame of the machine ; it also causes 
a waste of energy measured by the total work of friction, 
and a reduction of the efficiency of the machine by the con- 
version of this work into heat-energy ; and hence it compels 
the application of greater power and the use of a larger and 
stronger machine than would be otherwise needed to do the 
given work. The following cases illustrate the more impor- 
tant principles involved in the working of mechanism subject 
to friction : 

(i) Let any body be moved along a surface on which it 
presses with its full weight, and for which the coefficient of 
friction is known, the surface having a varying inclination. 
Determine the work of friction. 

For a surface of varying inclination, a, and the effort acting 
in the surface, from the principle of equality of energy exerted 
and work performed, if ds is the space traversed and U the 
work, 

dU^PcU—Wsmads-ycWfcosads. . . (i) 
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But for any small movement, if dh is the height and dl the 
horizoutal distance traversed, 



Pds^W.dk-\-W.fdl; 

whence, integrating 

U= Ps = W{h -\-fl) (2) 

and tlie total work is the sum of the work done in raising the 
body through the height h — BC (Fig. 4), and in sliding the 
mass, against friction, through the space, /=^C: and it is 
in no way influenced by the form of the path from A to B. 

(2) The best value of the angle /? is found by making the 
value of P a minimum, i.e., making cos y3 -\-/ sin ^, in equa- 
tion (i). § 26, a maximum ; and we have 



/ cos >S — sin yS = o ; 



3 = tan-' /; • 



(3) 

whence it follows that /3 should be equal to the angle of fric- 
tion and positive, the direction of P rising above that of the 
surface of the plane, making an angle at every instant with 
the tangent plane to the surface, at the point of contact, equal 
to the kinetic angle of friction. 

(3) A body moving in any known path and with any given 
initial energy. ^J/f" = Wh = U, being retarded by friction, it is 
easy to determine the space through which it will move be- 
fore expending its energy and coming to rest. 

For from the law of equivalence of energy expended and 
work performed, 

\MV^ = Wh^fNs=U; (4) 

and hence 



~ 2/N ~ fN fN' 



(5) 
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and the space may be found by dividing the initial energy Xsy 
the mean vaiue of the product of the coefficient of friction.^ 
into the normal pressure, N^ at the point of contact between 
the two bodies. 

This is true for all possible cases. Thus a heavy body 
thrown along the surface of smooth ice moves farther than on 
a surface of wood, the initial velocity being the same, because 
the force of friction is less and the distance traversed in doing 
the same work is correspondingly greater. A fly-wheel, revolv- 
ing on its shaft-journals, if unacted upon by external forces, 
turns until the work of friction in the journals and in the air 
in contact with it is sufficient to abstract all its initial enei^;y 
of rotation ; and, neglecting the effect of the resistance of the 
air, the product of the pressure on the journals into the mean 
coefficient of friction, being multiplied by the velocity of rub- 
bing of the journal-surface and by the time, the product is the 
work so done, and is equal to the total initial energy of the 
wheel. 

(4) A Taper Key, such as is used in machinery, illustrates 
a common application of the principles controlling friction of 
moving bodies on inclined planes. If the half-angle of the 
" taper** of the key is a, the effort required to start it is pro- 
portional to the coefficient for rest ; but as the impact of each 
blow starts the key, the effort causing motion is determined by 
the value of the coefficient for rest, and this effort is, when P 
is the pressure on the key, 

F =1 P tan (p -\' P tan {pt -{- gi)\ 

the work done is, when W is the striking weight and v its 
velocity, 

W^^Fs — P$ [tan (^r + ^) -f tan ^)] ; 

while for backing out the key, 

F = P tan [tan (^ — a) + tan <p] ; 

W — =-ft [tan (<7> — a) -|- tan <p\ ; 
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s being the space through which the resistance /*maybe taken 
as acting. Maximum rigidity and inelasticity of parts would 
make i approximate o. 

When tan \<p— a)-\- tan 9)=o, 9* — «= — 9, and a=2.fp% 
and with this value of « no force is needed to "slack" the 
key. For well-finished keys,,/ =^ 0.10. when the surfaces are 
not lubricated more than is commonly the effect of handling, 
and a may be taken above 10°, i.e., a taper of about one to six ; 
more usual values arc i : 50 to 1 : 100 for keys fitted to gibs, and 
half these values for cotters, or keys without gibs. 

28. The Distribution of Pressure on surfaces subject to 
wear by the friction of motion depends greatly upon their form 
and on the character of that motion. Plane surfaces, if rigid 
and subject to the wear of straight-sliding parts, of which they 
(ortn the bearing surfaces, if originally well fitted and of homo- 
geneous material, and if kept in good order, exhibit uniform 
intensity of pressure througiiout, when the resultant pressure 
passes through the centre of figure, and sustain uniformly vary- 
ing pressure when the resultant is outside that centre. In the 
latter case, the mean pressure may generally be assumed as a 
uniformly distributed pressure in calculations. Inequality of 
pressure leads, first, to unequal wear, then to exaggerated 
variation of intensity of pressure, and finally to " cutting," or 
abrasion, and destruction of the wearing parts. The maximum 
permissible intensity of pressure is generally the less as the 
speed of rubbing is the greater, and is usually but a small 
fraction of that representing the "elastic limit" of the metal 
resisting it. 

Plane surfaces subject to wear under a motion of rotation, 
even where the pressure is at first uniformly distributed, are 
apt ultimately to take such form that the pressure is of vary- 
ing intensity. The method of variation will be dependent 
upon the form, and the fitting of the journal to its bearing. 
As an example, a disk rotating about its centre will usually 
wear differently at the periphery and toward the centre, and 
thus ultimately is caused such a distribution of pressures as 
will throw the greater part of the load upon the central part of 



38 



FRI-CTION AND LOST WORK. 



the disk. The tendency is usually to effect such a distribu- 
tion of pressures as will finally give permanence of form. 

Curved surfaces may thus take pressure in many ways ; but 
it probably rarely occurs in practice that the pressure is of per- 
fectly uniform intensity. A number of cases will be considered 
in the succeeding articles. The most important case is the fol- 
lowing : 

A cylindrical or spherical journal, if perfectly fitted, when 
unloaded will, with its bearing, take such a form under load 
that the intensity of pressure on the bearing surface will vary 
as the cosine of the angle made by a radius passing through 
the given point in that surface with that radius with which the 
resultant pressure coincides. Thus : 

In the figure, let ACB be 
the trace of the bearing surface 
of a perfectly fitted unloaded 
journal. When the load comes 
upon it, the journal will sink a 
minute distance, 0(y^ CC\ into 
the bearing, slightly compress- 
ing the metal, and taking the 
new position A'CB\ As the 
maximum intensity of pressure 
in any well-proportioned jour- 
nal is usually but a small frac- 
tion of that which would pro- 
duce a compression exceeding 

FIO. 9.-DlSTRIB0T,0N OF PrESSUR.. ^j^^ ^j^^^.^ j.^.^ ^j ^^^ ^^^^j^ 

and as within that limit the resistance is directly proportional 
to the compression, every part of the surface, as £, will be sub- 
ject to pressure of intensity proportional to the displacement, 
jE/, of that point in the bearing. Thus the pressure at B re- 
mains, as at first, zero, and contact simply is preserved ; at E 
the pressure is proportional to EI, and at C to CC. But the 
vertical displacement, CC^ BB\ EJ, is at all points the same, 
and the compression, £/, at any point, Ey being very small, is 
measured by the product of that constant quantity into the 
cosine of the angle, COE = 9, between the radius, OE^ pass* 
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ing througli that point, and the line of the resultant bearing 
pressure, OC. 

The sum of all vertical components of these normal pres- 
sures, each of which latter is measured by the product of a 
constant into cos Q, is equal to the total load, W. Hence, 
taking the intensity of pressure at any point, E, as represented 
by/, and the constant as/,, the pressure on any element. o!r. is 
f>ds, — assuming the length of the element unity, — and this is 
equal to/, cos Qds. The vertical component, if, is 

w = p cos Ods = /, cos' Bds ; 

and the total load and the value of/, are 



W^P,fio%'dds\ 



/qos' Ods 






: = 157 A'-,: (■) ' 



W 



and the pressure on unity of area, at any point, £, is propor- 
tional to cos B, and is 



i-S7^ 



(3) 



when r, is the radius of the journal. 

It is evident that a similar demonstration applies to the 
case of the sphere. The amount of compression is determined 
by the magnitude of the modulus of elasticity of the softer 
tnetal of journal or bearing, and by the intensity of pressure. 
Thus, for a maximum pressure of looo pounds per square inch 
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(703 kgs. per sq. cm.), a pressure often attained with steel crank- 
pins, and with a modulus of elasticity of the bronze bearing of 
12,000,000 (843,600 kgs. per sq. cm.), the maximum compres- 
sion would be but n^oo ^^ ^^ thickness of the " brass," or, for 
journals of small size, about 0.00004 inch (o.oooi cm.). This 
distribution of pressure remains constant so long as the maxi- 
mum pressure is less than that producing wear. 

In all cases which are to be here considered, W\s the resul- 
tant pressure on the bearing surface. It is found by combin- 
ing the weight of the parts carried by the journal with the 
effort acting upon the journal, directly or indirectly, and pro- 
ducing or tending to produce motion. The distribution of 
pressure under light loads and at high speeds is sometimes 
determined by the action of the lubricant, as illustrated in ex- 
periments with the " oil-bath." This treatment is exact for 
cylindrical shell-bearings in rigid frames, approximate only for 
other cases. This investigation exhibits plainly the desirability 
of securing the greatest possible rigidity of frames carrying 
bearings. 

29. The Friction of "Journals," as a source of lost work, 
is of great importance to the engineer. A journal is a surface 
of revolution, turning, loaded with a pressure due the weight 
of the shaft and its load, within another surface of revolution, 
called the " bearing," which should be of the same form, and 
which should perfectly fit the journal without pinching. 
These surfaces are almost invariably cylindrical ; but they are 
sometimes conical, sometimes conoidal or ellipsoidal, and rarely 
of other related forms. Axle or shaft journals, gudgeons, and 
trunnions are the familiar forms of this element of mechanism. 

A journal in thoroughly good order will fit the bearing 
throughout the arc of intended contact : it is the custom with 
many experienced engineers, however, to " free" the bearing at 
the sides, leaving the two surfaces in contact only for about 
one half the total depth of the bearing-piece, i.e., over an arc of 
contact of 120**. Journals also frequently wear loose, and thus 
concentrate the load upon a limited area. Bearings are also 
sometimes bored out a very little larger than their journals, 
with a similar result. The theory of such cases is as follows : 
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(i) A loosely fitting journal, ABC^ when at rest, will lie 

at the lowest point in its bearing; but, when moving will roll 

up the side until it be- 
gins to slide; it then 

retains this position so 

long as the coefficient 

of friction is unchanged, 

and rises and falls as the 

coefficient increases and 

dinn inishes, continually 

finding new positions of 

equilibrium. 

-At any one instant 

there are three forces in 

equilibrium : the weight, 

Wt on the journal ; the reaction, iV, of the bearing ; and the 

force of friction, holding the journal at the line of bearing on 

the inclined surface : this latter force is F = fN. The angle, 

VDE = flf, between the tangent to the common surface of con* 

tact and the horizontal is evidently that of an inclined plane 

on which the mass would slide with uniform velocity, and 

hence tan a =y = tan q>. These forces being in equilibrium, 

they may be represented by the " triangle of forces," DNB. 




Fig. 10. —Loose Bearing. 



Then, since the forces iVand i^are at right angles, 






0) 



N = 



W 



4/7+7*' 



(2) 



fW fTtan <p „, . , . 

^i the motion of the journal carries it around, in the direction 
opposite to that motion, through the angle of kinetic friction, 
9 = tan""'/, as above stated. 

The Moment of Friction is M = Fr^y if r, represents the 
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radius of the journal, and the energy expended or work done 
is ?/= aFr^^ per unit of time, when a is the angular velocity. 
Hence this moment is 

fWr 
M=:Wr, sin (p = -^=^yz; .... (4) 

and the energy wasted^ or work of friction, per minute or per 
second, 

l/^War.sin^p^-^^^; . . . (5> 

= 2W7tnr, sin <p ^ -^^^^ Wn ; . (6) 

when n is the number of revolutions made in the unit of time. 

(2) A perfectly-fitted bearing may be made by careful work- 
manship and fitting, while unloaded, when constructed ; or it 
may be obtained by the wearing of the journal down into its 
bearing. In the first case, the pressure on the bearing gradu- 
ally increases, as has been seen, from o at the diametral line to 
a maximum at the bottom, this pressure being at every point 
proportional to the elastic, radial, displacement of the surface 
where pressed. In the latter case the bearing wears until the 
sum of the vertical components of all such elementary pres- 
sures — which sum is equal to the load — is so adjusted as to 
check the wear, and this may give a distribution of pressures 
in any manner intermediate between the preceding case and 
one in which the pressure is uniform through the supporting 
"box,** the latter value of the intensity of pressure being a limit 
which may be closely approached, or even actually attained. 

For the first of these cases, the pressure on any elementary 
portion of the arc of the bearing, dd, is 

I\r = p/r^dd; • (i) 

in which N^ is the normal pressure on an elementary area, 
Ir/ld, which has the length of this journal, /, and the breadth 
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T^dBy p being the intensity of pressure at that part of the arc 
considered. The sum of all the vertical components of these 
normal pressures is equal to the load W. Then 



=/■:>. 



W= I plr^ cos edO. 



• =3 -- 

a 



But the intensity of the pressure, /, will be zero at © = j> in- 

creasing as cosine & to a maximum,/,, at = o; therefore, 
since/ =/, cos ©, 



W 



= pjrj \os*edd\ .... (2) 



3 



= /A(j + i sin »r); 



= I.57/A.; • • (3) 

W , . 

^ wcos e 

/ = a64— p— ; (5) 

W 
p max ^ 0.64 -J— . (6) 

The intensity of the force of friction at any element is 

^ Wf cose 
ff = o.64-^^ — 5 (7) 

wd, at as o, (j5») max. = p.64y^. ........ (8) 
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The total pressure on the bearing is 



P' = o.64rr/ \osed9\ . . (g) 



a 



= o.6/^W2 sin -; 



= 1.27 W. 



The total force of friction is 



fFW= i.27fW\ (10) 

and the work wasted is 

U ^ fFs = i.27fWs\ (II) 

in which s is the distance traversed by the nibbing surface. 
Otherwise the moment of friction is 

M = Ffr, = 1.27 fWr,\ .... (12) 
and the energy lost is, per unit of time, 

U— Ma=^ 1.27 fWar^ = 2.^/^fnr^Wn. . . (13) 

Hence, in a bearing thus fitted, if the unloaded journal 
is an absolutely perfect fit, the total friction is 1.27 times as 
great as with a loosely fitted journal. 

(3) A bearing in which the journal is so grasped as to give 
uniform pressure throughout, produces a loss of power which 
is also easily calculated thus : 

The intensity of pressure is at all points constant, and may 
be represented by /,. The vertical component isf p^ cos ; 
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and the total weight, W, sustained by the journal is equal to 
the sum of all vertical components. The pressure on any 
element is pjr^dd ; its vertical component is /,/r, cos Odd, and 
the total load is 



W 



= PJ^xJ COS Odd; . . . . (i) 



•1=-- 

9 



= 2/./r.; (2) 

IV 
^• = i^7 <3) 

Then the total pressure on the surface of the journal or of 
the bearing is the product of this intensity of pressure into its 
area, or 

P=PM,; (4) 

= J;rfr= 1.S7IV. 

The total force of friction is 

/y= I.S7/W' . . • (5) 

The moment of friction is 

if=iyr, = i.57/W^^; .... (6) 

and the work of friction is, per unit of time, 

U=Ma = afPr^ = \.^yafWr,\ .... (7) 

=fnWry\ .... (8) 

i.c., it is 1.57 times as great as in the loosely-fitted journal, and 
20 per cent, greater than in the last case. 
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The first of the three cases just considered is often met 
with, new journals being often purposely or carelessly bored to 
make a loose fit, and old journals often wearing loose. The 
second case arises when the journal is made an exact fit, when 
new and unloaded ; and the last occurs when it has- been 
running smoothly and without jar, and has thus gradually 
worked down into the bearing and has worn all portions of its 
surface to a small but usually appreciable extent; such a 
journal is always found to be in excellent condition. The 
usual case in practice lies between these. The last case may 
be also met with in those rare cases in which a new journal has 
been fitted tightly into its bearing, and yet oftener where, as 
sometimes happens, the heating of the " brass" causes it to 
grasp the journal, closing over it so tightly as to cause as great 
heating on the sides as on the bottom. The Author has some- 
times met with such action in his own experience, even with 
very large journals and bearings. 

It is seen from the theory just developed that, while in any 
journal the total pressure and the total resistance at the sur- 
face of the journal are the same for any given load, whatever 
the size of journal, the moment of friction increases with the 
diameter of the journal, and the work lost varies in the same 
ratio. It will be also noted that, since the liability of a journal 
to heat varies directly as the intensity of pressure and as the 
amount of work done, and inversely as the area across which 
this heat can be discharged, the diameter of a journal does 
not within certain limits affect this phenomenon. This will be 
better shown in another chapter. The bearing should evidently 
be so proportioned that serious lateral pressures shall not be 
produced when in operation. 

With a flooded journal, as where the oil-bath is used, the 
pressure is probably nearly always a maximum at the meridian 
line, becoming zero at the edges of the brass. The second 
case is therefore correct here. 

(4) The quantity of heat produced by the friction of the 
journal, in the several cases above treated, is obtained by divid- 
ing the work of friction by the mechanical equivalent of heat. 
Calling this y, and its reciprocal A^ we have for the loose bear- 



y 



/ 



THEORY OF FRICTION. 



47 



n 



^ — — — — » — -— ^ _ ^ V ^ ^ ^ ^ -^ ^ - V mm 

Case I, JjT representing the heat produced in the minute or 
second, whichever may be the unit of time. 



U 



H=-^= AU= zA Wnwr^ sin q>\ 



= zAWnnr 



f 



•4^7+7 



(0 



Tor the second case, that of the perfectly fitting bearing. 



H = 1.27-4 Wafr^ = 2.544 Wfnnr^ ; 



(2) 



for the last case, that of a tightly fitted bearing and uni- 
pressure, 

H^\.^7AWafr,^AWfn7er, (3) 



(5) The power demanded to drive the journal against its own 
^^ction, i.e., the power lost at the journal, is measured in horse- 
po^ver by dividing the work thus done per minute or per sec- 
ond by the value of the horse-power, i.e., by 33,000, or 550 foot 
pounds, or by 4500,. or 75 kilogrammetres. 

(6) A cylindrical journal turning in V's is a rare but not 
unknown case. Let ADB 

^ such a bearing : let C 

^e the shaft revolving in 

the direction of the arrow. 

^t is evident that the shaft 

^ill tend to rise on the 

side i4, and to relieve the 

side B from part of its 

height. Hence the nor- 

^"A pressures iVand N' 

^ill not be equal. The 

i^ormal preissures N and 

•^» combined with the f rictional forces F and Fy will give the 

component forces, Q and Q\ respectively at the points A and J?, 




Fig. II.— Friction in Vs. 



\ 



48 FRICTION AND LOST WORK. 

and these two forces must be in equilibrium with the force P 
acting through the shaft. Then, since NAQ, N'BQ = q}y 
QOP = NCP - <p ; QOP = NXP-\^ <p. Calling NCP and 
A'CP equal to a, QOP— a — 9? and Q'OP=z a + ^. 
From the triangle of forces formed by Q, O, and P^ 

sin(«-^) g,^^sin(^±^ 
sm 2flf *^ sm 2a 



which expressions g^ve the normal pressures iV and JV^, and 
thence the force of friction is found to be 

F = (^ + iV^ tan 9>, 

_sin (a: — ^) + sin (a + ^) ^ ^cos^sino^ 

= P ^^ ^-V ^ — —-^ cos q} tan a> = P 1- T. 

sin 2a cos a 



Where the friction is slight the angle (p will be small, and 
cos <p may be taken equal to i ; then the value of the force of 
friction for a triangular bearing will become 



_ _ sin <p 
cos a 



In an ordinary free journal, however, this friction is 



/^= Psin <p. 



Hence the friction of a triangular journal is greater than 

in a free cylindrical journal. 

If ADB = 60**, flf = 60** and = 2, or the friction of 

cos a 

such a journal would be twice that of a journal bearing on the 

bottom of the " brass." 
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For a = 90', or when the shaft bears on opposite sides, 
— = 00 , and the friction is infinite. For the case of a close- 
Bfit*:£ng journal, or one bearing at all points of the brass, 

„ „ . arc AD 
r = /'sin ip — -. ■ 




If or — 90°, sin ff = I, and AD = 1.57; hence the friction 
F^= i.57Psin >3, or 1.57 times 
iatcr than that of a free bear- 
;, as before found. For a = 
130"^, or when the axle bears only 
|t*«^ ^th of its circumference, ■ 
I l*-a.ve sin a = 0.500 and arc AD 
= 0.5236, and /• = i,0472/*sin 
Vt or only 1,047 times that of a 
'■"ee bearing, ^ 

■When a. is very small the ^"=- "-Faction o. jar^NM.. 
*rc AD = sin a, and the formula reduces to Ps\n <p, or the fric- 
tion for a free bearing. 

The Length of Journal maybe determined when the con- 
'iitions giving a measure of the resistance and work of friction 
are known, and is evidently nearly independent of the diame- 
ter; since a variation of diameter but slightly affects /, and 
hence does not greatly affect the value of the quantity of work 
t^f, upon the value of which the work done on the unit of 
Mea, and therefore the working of the journal, mainly depends. 
The intensity of pressure, p, being reduced by enlarging the 
journal, the velocity V is correspondingly increased. A limit 
to length of journal is usually fixed by assuming a safe value 
for that product, as 60,000 for well-made crank.pins. 40,000 for 
Iwomotivc.pins, or for Journals well protected from dust and 
"h which the pressure is unintermitted. This principle may 
'« Aown thus; The work of friction is fP^nnd^ U\ the 
^ . jpPJWtet area subjected to pressure is equal to ^ = M and 
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the work per unit of this area being taken, as a mean, at 
50,000/* foot-pounds, 600,000 inch-pounds, is 

U ^^ nd ^ n 



n 



i.e., 600,000/ = fPnJt ^ ; 



- PnJtn „ 

/ = -p = 0.000005/^ : 

600,000 ^ ' 



__ 600,000 _ 50,000 



If we give the diameter a fixed relation to length, i.e., / = ady 




while the diameter, calculated for strength against breaking, as 
in an end journal, is 




where R is the modulus of rupture. Then 




~\J Vp - V 5o,< 



RV 

,000^' 

and 



a=c^/Ry 



= '\Ij- 




I 
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in which e = 0.0307 to 0.0009 ^oi" marine engine crank-pins, orfl 
* ^= 0.0004 for locomotives, and e = 0.05 to 0.06 and t =■ 0.08. 
Journals carrying unintermittcd loads require longer pins. 

The pressure on Journals is very generally reckoned, as 
above, by reference to the projected area. 

A Line of Ska/ting consists of a succession of iron or 
steel shafts, or axles, connected end to end by "couplings," 
and carrying often a set of pulleys or of gearing, by which the 
power transmitted to and through the line is distributed to the 
driving shafts o( various machines. This is called "line-shaft- 
mg," to distinguish it from the "countershafts" and other 
shafting of special machines. 

Line-shafting is carried by a succession of bearings placed 
40 to 60 diameters of the shafting apart usually, and the 
journals are generally made three or four diameters in length. 
These journals sustain the weight of the shafting, pulleys, and 
belting, and the resultant pull of the belts, and are thus sub- 
ject to considerable friction and consequent waste of power. 
Since the power applied is all received at the end, it is evident 
that the size of the shafting may be economically reduced, as 
this power is distributed to the machinery driven in passing 
from the receiving to the farther end. 

Were this variation to be made by a gradual reduction of 
diameter, and were the power all transmitted to the farther 
end, the economical method of proportioning would involve 
the measurement of the friction, and the determination of such 
a size as would be the minimum required safely to transmit 
the eflort demanded to overcome the friction beyond the given 
point, and to deliver the needed power. 

Resistance to torsion varies as the cube of the diameter of 
the shaft. Calling the diameter d, the moment safely applica- 
ble to the shaft is 

M=Ad' (l) 

when A is 3. coefficient correct for the given case, and varying 
with the material and the magnitude of the factor of safety, 
which latter quantity ranges all the way from 6 to 30 in com- 
mon practice. 
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If the weight of the material of which the shafting is com- 
posed be called w, the weight of a unit of length is 



«/ = o.7854w^/* ; (2) 



and its frictioni nearly 



/«/ = 0.7854/ze;^. ..... (3) 



The moment of friction is 



/a/- = o.3927/wrf"; (4) 



2 



and the " exhaustive length," as it is called by Rankine, which 
would be just sufficient to take up the whole applied moment, 
by its friction, is 

^=5:3^1^;' A=o.i927fwL. (5) 

Then the maximum resistance of the shafting is Ad* ; the 
moment of friction per unit of length is Bd* = 0.3927/0;^"; 
and the moment demanded to turn a tapering line of shafting 
proportioned for minimum loss of power is 

Ad* = o.3927/«/Z^' = Mo + 0,1927 fw J d*dx, 

zzzMo-^-BfJd^dx, (6) 

when X is measured from the end farthest from that at which 
the effort is applied. Taking ;r = o at the nearer end, 

Ad* = Bj^ d^dx-^-Mo', (7) 
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M^ being the useful moment transmitted. Then calling rf=^, 

lAfdy = Bfdx ; 

A r^ydy /•^^ 
3:ScA> 7 = A ^-^5 

^-(log.<-Iog,^,)=-/; .... (8) 

where d^^ d^y are the diameters of the shafting at the ends and 
/ the total length ; hence 

A . d^ 7 



d. = de ^ I 

•*i ^^ '•^o » 



= ^o^ 3^ (9) 

The diameter thus diminishes by a geometrical ratio, the 
variation of diameter of section of the shafting being repre- 
sented by a logarithmic curve. 

When the shaft is reduced, as is usual, by sections, each 
having a fraction, m^ of the length of the whole line, the diame- 
ters diminish in a geometrical progression having the ratio 



(-¥)* 



LI ■ 

The work of friction on the line having a continuously re- 
duced section is 

U^Ba fjd'dx, 

Bx 



= Bad:S\^^dx, 



ill 



= lAad^'e ^""^lAad:, . . . (10) 
in which a is the angular velocity of the shafting. 



\ 
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30. The Friction of Pivots, often used to sustain the 
" end-thrust" of shafting, is of the same character as that ob- 
served in the usual forms of journal, but the forces are some- 
what differently distributed. A journal sustains a load applied 
in the plane of revolution of a sl^aft ; a pivot meets the resist- 
ance due to longitudinal pressures, and is usually a circular 
plane surface at the end of the shaft subjected to such " thrust." 
When the thrust is received by annular plane surfaces formed 
on " collars" moving with the shaft and resting on similar an- 
nular surfaces forming bearings, the theory is the same as for 
the plane pivot. Pivots are sometimes made conical and some- 
times of spherical surfaces ; they are occasionally given the 
form of a surface of revolution generated by the revolution of 
the tractrix. 

(i) The " Circular Plane Pivot " is not one of stable form. 
The velocity of rubbing increases from zero at the centre to a 
maximum at the periphery, and, assuming the intensity of 
pressure originally uniform over the whole surface, the ten- 
dency is to wear on the outer parts and to throw more and 
more pressure on the central portions, finally bringing the sur- 
face to a much more stable form, but to one which is probably 
rarely the same for any two cases. 

Assuming the intensity of pressure to be /, the total load 

W 
to be Wy and the radius to be r, let — t=P^ be the same 

throughout ; the normal pressure on any elementary ring, of 
the radius r and width dr, is 

N=2p'7trdr; (i) 

the elementary moment of friction is 

fNr = 2fp'nf^dr (2) 

The total moment of friction is 



M=2fp'n£>dr, 



= !/»>.; (3) 
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and the energy lost in the unit of time is 

U=^Ma^\afWr, (4) 

symbols as before. 

Hence the resistance and the work of friction on the flat 
pivot may be considered as due the total load, resting on a 
pivot at a distance from the centre equal to two thirds the 
radius of the disk. This expression is equal to 

U=^Ma^\nfWr,n\ (5) 

when n is the number of revolutions made in the unit of time. 
(2) The "Collar-Bearing** is a plane pivot, of which the 
central portion is removed ; its moment of friction is there- 
fore obtained by integrating the expression just given for the 
flat: pivot between the limits of the two radii R^ and R^ of the 
collar. Thus 



M=^2fp'7t£Vdr\ 



= ^f^tr=T^ (0 

The work wasted by friction is 

U=Ma = WWvi^^^ • . (2) 

These expressions reduce to those for the pivot when r^ is 
inade zero. 

In the case of the collar, the " mean lever," as it is called, 
wluch is |r, for the pivot, becomes equal to 

r, + ^ I (^ - ^-)' _ ^rSr^ + r^ + (^ - r,Y 
2 ' I2r, I2r, 
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The expression for energy lost reduces also to 

U=WnW'f^, (3) 

when the number of revolutions, tiy made in the unit of time 
is introduced. 

(3) The " Conical Pivot " is made by shaping the end of the 
axle into a cone and fitting to it a bearing of similar form. In 
this case the normal pressure on the bearing surface instead of 
being equal to the total load, Wy is increased in the proportion 
of radius to the sine of the angle of inclination of the cone, 
i.e., the half-angle of the cone. Calling this angle a, and re- 
solving the force, Wy into components, Ny normal to the in- 
clined surfaces of the cone, we have 

2iVsin a = W; (i) 

W 

^=— ^r— (2) 

2 sm a ^ ^ 

The friction-force is 

IV 
F=z2/N==/-. — ; (3) 



its moment is 



JV 
M = \fr,-. — (4) 

Since the " mean lever" is two thirds r„ and the work or 
energy wasted is 

U^Ma = iafr,'?^\ (5) 

* "^ *sina ^^ 



W 

^Ttr^fn-, — (6) 

* ^"^ sin a ^ ^ 
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By reducing the length of the coned part embraced by the 
bearing, the intensity of the pressure is increased, but the 
momeni. and the work of friction are reduced as the cone bear* 
ing is decreased in depth ; and it is thus possible, if the limits 
set by adhesion and abrasion are not passed, to make them 
less than with the plane pivot of usual proportions ; although 
reducing the diameter of the latter to the same extent will 
give still greater efficiency, as is seen by making a = 90° in 
the last expression above given. Conversely, a sharp-pointed 
pivot may have the friction and the lost work increased in- 
definitely by reduction of the angle a, and they become in- 
finite, for a = o. 

(4) A " Truncated Pivot " is a journal in the form of a trun- 
cated cone on the end of a shaft subject to thrust. Its friction, 
moment of friction, and work of friction are evidently the sum 
of those for the two parts into which it may be considered as 
naturally divisible ; and 

^ *'^ r/ sin a ' "^^^ 

^=^- = «-/^%?^-' ...... (2) 

^ ^,f,TrL=J:Il. (3) 

' -^ r, sm a ^^' 

The wear of this pivot will always in time throw the whole 
load on the flat face, provided that has area enough to carry it. 

(5) A Conical Pivot, loaded transversely, as in the lathe 
*• centre," is subject to the same laws as the common pivot ; 
but since the load is at right angles to the axis, the expressions 
already given must be modified by substituting cos a for sin a. 
Then 

F = /lVseca; (i) 

M=\fr^Wstca\ (2) 

U = Ma = l^/r, Wstc a; (3) 

^ i^r.fnWstca. (4) 
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The heat produced by the friction of the flat pivot is 

= iAW/n7rr,; (l) 

that of the collar-bearing is 

= i^ wy«;r^V^' ; (2) 

that of the conical pivot with end-bearing is 



y 



= iAW/n7r-^; (4) 

* -^ sin a ^^^ 



and when this pivot is truncated, 



ff=iA Wa /\ . ^^' ; 
* "^ r, sin a 

= iA W7«»r^V^' (5) 

The same pivot loaded transversely gives 

H = ^A Wafr, sec a ; 

= f-^ Wfnnr^ sec or (6) 

(6) A "Spherical Bearing," or a bearing composed of a 
portion of a spherical surface, is often used in mechanism, and 
especially for the " steps" of water-wheel shafts. 
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In such a case, if the bearing wears, as may often be the 
case, until the intensity of pressure, /^, is uniform over its 
surface, or if it is so fitted origin- 
ally, the pressure on any element- 
ary ring of radius r, and so situated 
that its normal makes the angle 
B with the axis of the shaft, is 
^pnrds. But the breadth of the 
ring, dSy is equal to dr sec Q ; hence 
the pressure on an elementary ring 
is 2p7trdr sec 6 ; and the total pres- 
sure is obtained by integrating this 
expression after determining the 
values of / and of sec in terms 
of r. 

The value of/ will be usually variable, and, for a common 
case, may be taken as o at the horizontal diameter, and a maxi- 
mum at the lowest point in the " step," varying as the cosine 
of the angle 6. Then p'=-P' cos 0, and the total normal pres- 
sure is 




Fig. 13. — Spherical Step. 



N = 2/V y sec B cos Brdr = 2pfn j rdr ; 



/— ^ « 



= P'^r, 



(0 



The total moment of friction is 



M = 2ffn£Vdr ; 



= hfp'nr: ; 



(2) 



and the work lost from this cause is 



U = Ma = WP'^f* ' 



(3) 



/^— « 



= irt'/P'fr. 



(4) 
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To find/', in terms of the total load, W^ we have the sum 
of all vertical components of the elementary pressures. 



W = 2f^n y cos d rdr ; 



= |/';rr,*, nearly; (5) 

whence 

W 

p'-^-^r ^^ 

M=:fWr,', (7) 

= 2fnnr,W. (8) 

(7) For a journal (Fig. 13) of spherical surface, not a com- 
plete sphere, like the common " cup and ball " pivot, but less 
than a hemisphere in extent, taking r, as the radius of the 
sphere, r, as the maximum radius of the projection of the 
bearing on the plane normal to the axis, we have, as before, 
for the elementary normal pressure, assuming the intensity of 
pressure variable as before, 

n = 2p'nrdr\ 
for the moment of friction, 



M = 2fp'nrVdr ; 



= UP'^r: (I) 

For the work lost, 

U=Ma = WP'^r: ; 

= ifp'n*nr: (2) 
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Then, to find/, 

W= 2p'n jzosQrdr\ 



' 1 



= \P^ ;• • • • (3) 

and, approximately, 

^=/^ ,.._(;;C.)i ; • . . . (5) 

ar: 



U=Ma =/JV—, — j-^ ^.; 



r.' 



(8) The heat developed by the friction of a spherical jour- 
nal, measured in thermal units, is, for the hemisphere, nearly, 

II = AWa/r; 

-=. 2AWfnnr\ (i) 

and for the smaller surface it becomes nearly 

=^ 2AWfnnjj—-j^^^—^^, . • . (2) 

"Sphericar* journals may usually be treated as bearing 
over the whole hemispherical surface in the manner described 
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in the examples just given. Where disks are used of which 
the surfaces are small portions of spheres of comparatively 
large radius, they may usually be safely treated as plane disks. 
They are often fitted to bear only near the centre, but wear 
soon gives them a larger area of bearing surface. 

(8) The " Tractory" or " Tractrix" Pivot is a pivot of which 
the generatrix is Huygens* curve, the " tractrix/* This curve 
was proposed for pivots by C. Schiele, by whose name it is 
often known. The curve may be described by affixing a pen- 
cil-point to a heavy weight, placing the pencil on the point of 
intersection of the proposed curve with the maximum pro- 
posed diameter of the pivot, attaching a string to the ,pencil, 
with a length equal to the maximum radius, and then drawing 
the free end of the string along the axis ; the pencil-point will 
describe the tractrix. The tangent of this curve is evidently 
of constant length. The valuable property of the curve is that 
the wear due to friction is the same at all of the elementary 

rings into which the bearing surface may 
be conceived to be divided. 

Let B represent the angle, at any ele- 
mentary ring of the journal, between the 
tangent to the surface at that ring and 
the axis. Let r be the radius of that ring, 
and r, that of the pivot at the larger end 
of its bearing, and let / be the constant 
length on the tangent intercepted be- 
tween the two rectangular axes bounding 
the curve. Then the area of any ring is 
Fig. 14.— Tractrix. 27trds = 2nrdr cosec Q. 
The normal pressure on that ring is (Fig. 14) 




N = 2p.7trdr cosec = 2 V ^ ; 

sm 6 



its vertical component is 



w = Nsind ; 



= 2p^nrdr\ 
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and the total load is 



^=2A^X''^^r=/^;rr,*; 



and the intensity of the pressure is 

and equal to that on a flat pivot, assuming in both cases that 
wear has uniformly distributed it. 

The resistance due to friction on any elementary ring is 

fN = 2fp^nrdr cosec B\ 
the moment is then 

fNr = 2fp^7tr^dr cosec 6; 

sm C7 r 

= 2lfp^nrdr. 

The total moment of friction is 

M = 2lfp,n£ \dr = /. fp,n . r*; 

which, when r, = /, and the pivot is thus given maximum 
supporting area, becomes 

M = r:fp,n = fWr,. 

The energy wasted is 

U— Ma = afp.r^n = 2T^r^fp^n = 2fnT^ Wn ; 
when n is the number of revolutions per second. 
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The heat produced is 

H = 2Afn'r,'p,n = 27rA/r, IVn. 

The moment of friction with this pivot is thus equal to 
the product of the load, the coefficient of friction and the maxi- 
mum radius, and is one half greater than that of the flat pivot. 
Its advantage is considered to be found in the distribution of 
pressure and its regular wear. Its moment of friction is in- 
dependent of the length of the pivot. This pivot is some- 
times called the " anti-friction" pivot. 

31. The Friction of Cords, and of Belts or Bands, is 
usually intended to be a friction of rest. Where transmitting 
power, this is almost invariably the case ; where the band or 
cord forms a part of or acts the part of" a brake, the friction 
is that of motion. The principles are precisely the same for 
both cases, the coefficient of friction merely having a different 
value. The cord is almost invariably wrapped about a cylin- 
der. 

When a flexible cord or band is wound around a cylinder, 
an effort being applied at one end and a resistance at the 
other, the total effort producing equilibrium or motion must 
equal the sum of the resistance and of the friction of the cord 
on the surface which it traverses ; while, if the applied force 
simply prevents motion, it is equal to the difference between 
the other two forces, friction always acting to prevent move- 
ment. The magnitude of the total resistance offered by the 
force of friction is determined by the intensity and method of 
variation of the normal pressure between the band and the 
cylinder, and by the value of the coefficient of friction. 

(i) The intensity of the normal pressure at any point be- 
tween the band and the cylinder is proportional to the tension 
of the band at that point. This is easily shown in several 
ways. Thus : 

Assume the cylinder to have a length unity, the band to 
enwrap one half its circumference, and to be frictionless. 
Then, the total of all normal elementary pressures throughout 
the band resolved, each into components parallel to the two 
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ends, -Pj(2i (Fig« I5)» of the band, is equal to the sum of the two* 
tensions at Q^ and P^ ; and 

a +^. = 2/^1 = 2p,r,£cosddd = 2Ar, sin 0; 



when /j is the intensity of normal pressure and d is the angle, 

FODy between the radius to the 

point of contact and the radius 6 

normal to the tangent coincident 

with the " leading part," CP^y of 

the cord. Hence, if T is the ten-^ 

sion and = — , 

r=P. =A^sin-=Ar,; 

p^^P^^r,^T-rr,\ . . (I) 

and /, which is proportional to the Fig- 15.— Pressure op Bblt. 
tension of the band. 

It is now evident that on a band subject to friction the 
pressure at every point in the circumference is proportional to 





Fio. x6. — Pressure of Belts. 



^he tension of the band at that point ; since, considering any 
one point, this is true, and the varying friction on either side 



66 



FRICTION AND LOST WORK. 



does not afFect its oquilibrium. It follows also that on belts 
subject to rriction the pressure on the pulley under the band is 
variable, increasing from the side at which motion is resisted 
5 the side at which the effort to produce motion takes effect, 
rcciscly in the proportion in which the tension on the band 
es. 

> same proposition may be proven thus: Draw intcr- 
gtangcnts, 5/',M0„at any points near each other on the 
' drcHmfercncc, and call the angles, BOC, AOC, each 9. Then 
the resultant of the two forces, Q„ P^. will be 

^. = t^(G,' + ^.•+ 2!2./>,) cos (180° - 20) ; 

and if the points arc very near together, we may take Q, = P^ 
and 

/f,* = 2/','(l-cos2e); 
= 2/*' 2 sin* 9. . . . 



w 



Making the intercepted arc indefinitely small, we have, at 
the limit, sin 9 = dd, and the arc is df), calling /*, = T, the ten- 
sion 

R.-nTdd: 



- 2r,dS 



= r+r,. 



(J) 



(2) The Resistance of a Band or Cord to slipping on a cy- 
linder, or of a belt on a pulley, is a logarithmic function of the 
two tensions. It is thus determined: 

At any given point the difference of the tensions on the two 
sides of that point is the measure of the force of friction at 
that element of the cylinder, and, as shown in the preceding 
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proposition, this is proportional to the tension there existing. 
Then we have 

dT ^fp,r,de = fTdd \ (i) 



and 



i^=7;-7; = p.-a = r.(i-^->»);v . . (3) 

= Tj^e — I j ; (4) 

T P 

If ±1 — li — AT 

T =P = — — 



= i?* 



iV 



2; = Gi = ^/»-i = ^_ J 5 (5) 

The mean tension on the belt and its ratio to F are 

2 "" 2 ' 2i^ "27;(if>»-i)" 

Calling = 2;rii, in which n is the number of turns or the 
part of a turn which the band or cord makes around the cylin- 
der, and reducing for common logarithms, calling the modulus 

7*= ^-^ = io<A^* = ia»-7««v^; 
since 

M = 0.434204 = r- : . 

H^o'H'y^ 2.302585 ' 
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% 

and 

T 

common log -^r = 2.7288/ii ; 

7; « 2; = rXi - io-«-7.«v^); 

= 2;(i — io«^7a8v^« — I) ; (6) 

^» ~ I — 10 ' ^« ^ IO»-7«9A — I • • (7) 

For the quantity 2,^2Zifn may also be substituted 0.00758 
fd when 6 is expressed in degrees, and 0.434294/9, if in cir- 
cular measure, common logarithms being used in both cases. 

The moment of friction is 

M^Fr^-rlT^'-T^\ (i) 

and the work done in the unit of time is, as a maximum, 

= 2;r«r,(7;-rO; .... (2) 
or per revolution, 

U=27triT,^T,) (3) 

The values of J/ and of U may be less than the above, but 
cannot be greater. 

(3) In a '' strap-brake" the band or strap is sometimes in- 
tended to slip, the tensions being just sufficient to control the 
load. In this case the value of / is that of the coefficient of 
friction for motion. Here motion occurs between strap and 
pulley, and heat is produced to the amount of 

H=2AnriT,-T>^ (4) 
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The work and the moment on a slipping-strap are always 
maxima ; if not slipping, the moment may be anything less, as 
where the brake sustains at rest a small load. 

The total friction-force is seen, both for the belt and the 
brake, to be independent of the size of the cylinder upon which 
His coiled, and to depend solely upon the angular extent of 
the circumference embraced or upon the numbers o( turns 
taken by the band, the ratio of tensions becoming rapidly 
greiter as the strap is wound on ; thus, if /" = 0.333, •'s taken 
by Weisbach, we Have 



EXTENT OP 


WINDING. 




T, 


e n n 




e" 


T, 


iy:i° = 2 = J revolutions 


io*"M 


1788 


180°= „= i 




IC*i^ 


2.SS 


360° = 2ff = 1 




ICP9=^ 


8.121 


720° = 411 = 2 




1Q1.S141 


^S-9S 


1440°= 8st= 4 




lOsM. 


4349 


2880° = i6t = 8 




lOMjM 


18,914,800 


3650° = lo» = 10 


" 


109'^ 


1,247,380,000 



The total amount of work lost by friction in any case is, asJ 
has been seen (7", — T,) S, when the space, S, traversed by the ^ 
effort, T^, is given. 

(3) The Friction of a Cord or Belt passing over the edge 
of a rigid body is determined by the amount of the change of 
direction taking place at the angle supporting it, by the value 
of the coefficient of friction, and by the magnitude of the two 
forces acting on either side the edge. If the edge is sharp, the 
cord may be stretched with such force as to cut it, and the 
resistance then becomes greatly increased ; but if the edge is 
smoothly rounded, and the cord perfectly flexible and unin- 
jured, the case is that of the friction of a cord on a cylinder of 
very small radius, on which an arc is enwrapped by the cord 
equal to the angle included between the two parts of the cord 
or belt. The resistance due to friction has been seen to be in- 
dependent of the radius of curvature of the arc, and it is evi- 
dent that the case is precisely that already considered. 
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Hence the friction is 

F^fR = 7; — 7; = r,(io«y^/« — i) ; 

= W^IO»-7»9/'« — I) ; 

= ff^IO«>^SV» — I) ; . . . (i) 

when W is the load and n and 6^ are the measures of the angle 
in parts of a circumference and in degrees, respectively. . 
The value of the pulling force is then 

/>= r, =7;+ F= io«-7^^-fF; 

=z= io*-«>75V»ff'; .... (2) 

An approximate expression for the resistance of friction for 
small angles is obtained by taking it as 

F=((/+i)/^+WOsin|; 

= (2+/) IT sin-, nearly (3) 

Where several edges are met, as in the " rendering" of a 
chain over a barrel of polygonal section, the faces of the poly- 
gon being equal in length to the links, the total friction may 
be calculated by introducing the sum of the angles, 0, into the 
first of the above forms, (i), or by raising the last (3) to a 

T 
power, /f, equal to the number of angles, the ratio ol-^ thus 

increasing in a geometrical ratio : 

/»=»^[(2+/)sin2" ..... (4) 
The work wasted is 

F5= JKS(Jo«-^»9/--i) (5) 

The useful work is WS and the total work PS. 
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The following table gives the ratios ol P : W for arcs less 
than 300°. For larger arcs see the preceding table. 

T 
Values of — - for Belts and Cords. 



Values of /. 





Angle 6. 




-r- 


Circular 
Measure, •• 


Farts of 
CUcumf., n. 


30 


0.52 


0.08 


45 


0.79 


0.13 


60 


1.05 


0.17 


75 


1. 31 


0.21 


90 


1.57 


0.25 


120 


2.09 


0.33 


150 


2.62 


0.42 


180 


3.14 


0.50 


210 


367 


0.58 


240 


4.19 


0.67 


270 


4.71 


0.75 


300 


5.24 


0.83 



0.2 



I. II 

1. 17 

1.23 
1.30 
1.40 

1.52 

1.69 
1.88 
2.08 
2.31 

2.57 

2.85 



0.3 



0.4 



Values of 


Tx -*- Tt, 


1. 17 


1.23 


1.27 


1.37 


1.37 


1.52 


1.48 


1.69 


1.60 


1.87 


1.88 


2.31 


2.19 


2.85 


2.57 


3.51 


3.00 


4.33 


3.51 


5.34 


4. II 


6.59 


4.81 


8.12 



0.5 



1.3 

1.48 
1.69 
1.92 
2.19 

2.85 

3.70 

4.81 
6.25 

8.12 

10.55 
13.70 



32. The Friction of the Wedge, and of the Screw, 

which is essentially a wedge, and both of which are illustrations 
of the inclined plane, has already been given in principle. 

(i) Applying these principles to the case of the wedge 
(Fig. 17), we have the weight, or 
force driving the wedge, equilibrated 
by the two lateral pressures and the 
frictional resistance to slipping on 
the sides ; and, a being the angle of ^' 
the wedge, 

>F= 2-P sin - + 2fPcos - ; 

z 2 




i 



= 2/>(sinf+/cos^..(i) 

When the wedge is forced back 
by the lateral pressures, 

JF=2P(sin|-/cosD 



Fig. 17. — Wedgx. 



(2) 
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For Other cases, simple and obvious modifications of the 
theory of the inclined plane already given will suffice. 

(2) For the screw, which is to be considered an inclined 
plane wrapped around a cylinder, the pitch of the screw meas- 
ures the height, the circumference is the length of base, and 
the length of thread of screw per revolution is the length of 
the inclined plane. We may take a (Fig. 18) for the angle 
at the point of the wedge or inclined plane, r the radius, / the 
pitch of the screw or the height of the inclined plane, P the 
force applied at the end of the lever-arm r, W the load, and N 
the reaction at R normal to the plane. Then, resolving parallel 
and perpendicular to the plane, we have 





»^ 


\ 


l^ 


P 




.^^ 




.-"^"^ 






r 






\ 

V 


f 

f 







Fig. 18. — Screw. 



P cos a ± /N — fFsin a = o ; 
jP sin a — N + Wcos a = o ; 

and hence, for limiting values, 

P _sin a :f ycos a 

W "~ cos a ± / sin flf' * ^ ^ 

The limits of value of the effort 
required at the end of a lever, or 
wrench, of the length r', is evi- 
dently 



r r cos a ± / sm a 



(2) 



The values of P and P may be any values between the limit- 
ing values thus derived. 

The case of the weight being raised by an active effort, P, is 
seen to be similar to that in which W acts to produce motion 
and P resists ; the expression for the one being identical with 
that for the other, with the sign of f changed. The value of 
P is thus a maximum when an active and a minimum when a 
resisting force. 

Friction-Couplings consist of a solid and a hollow cone, each 
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on the end of a shaft, and so fitted that they may be forced 
into contact, the one within the other, in such manner as to 
make a firm connection when desired. The lever-arm is, as 
lias been seen (§ 30), 

r* — r* 
r = 4P — 

and the intensity of pressure is 

W 



/ = 



^(sin \a +/cos \ot) ' 



when W is the total effort, A the area of common surface of 
contact, and a the angle of the cone. Then the resistance due 
to friction is 



sin iflf '\'fcos ^a ' 



p max. = 72 ; /'max. ^pA = -7- ; 
/-^ / 

and the limit becomes * 

Fmax. = fAp max. = W. 

For the plane disk, F max. = fW^ 

33. The Friction of Gearing is partly due to sliding of 
the teeth upon each other, and partly to resistance to rolling. 

That part of the work lost by sliding is measured thus : 
Let a and P be the angles made by the directions of motion of 
the two teeth engaged with the normal to their surfaces at the 
line of contact, and let P be the intensity of the normal pres- 
sure. Then the resistance to sliding will be 

R-=fP- (I) 

* See Weisbach. vol. iii. 



74 FRICTION AND LOST WORK, 

The work done against this friction will be^ if s is their rela- 
tive motion, 

i7= ie5=/A=/P(v,tan flf + v^tan/»)/, . . (2) 

when v^ and v^ measure the absolute velocities of the two teeth* 
Where several teeth are engaged, 

U^2Rs = 2fPs. •,...- (3) 

The loss of work and energy by friction of the teeth of 
gearing may be also measured thus : 

Let the angular velocities of two teeth in contact be a\ a'\ 
and call the distance of the line of contact froiA the? pitch-point 
of either tooth, /. Then the relative velocity of rubbing is 
1/ = (^' + 0!'^'% and the work expended in friction is 

U = fPv'tz=zfP^{a! + a'y. .... (4) 

The loss due to rolling resistances is usually so small that it 
may be neglected ; but the method of calculation is given in 
Art. 25. 

In Screw Gearing, in which a screw or "worm" revolving 
in the plane of the gear drives the latter by engaging tooth 
after tooth as they come around, the loss of work is mainly due 
to sliding friction, and is often considerable. Here the resist- 
ance is, at the surface of the tooth, 

R=fP' (5) 

The work lost is 

U^Rs=zfPs) 



= /«PiVV+7; . . . (6) 

in which r is the radius of the worm and / the pitch, while n 
is the number of revolutions made in the given time. 

When 6 is the inclination of the worm-thread with the axis 
of the worm, the total resistance is 

HVtan^. ,. 

^ Und-f ^' 



If) TTlich P is the effort at the pitch-line tending to turn the 
wonm, and ^ is the resistance at the same point, but on the^ 
iurface of the wheel, and in the plane of its rotation. 
■When we make/= tan ip. 
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(8) 

The waste of power in worm-wheels is usually lai^c — 
cldom less than one half, and often much more, as wJU be | 
cen in a later chapter. 

34. The Rigidity of Cordag-e and of Chains is due tol 
the internal friction and distortion in the first, and to the fri&l 
tioti of the links in the second case. 

Coulomb, studying the resistance of pulleys and of cordag^J 
*"a^ the first to appreciate the importance of that clement 1 
*'l>ich arises from the stiffness of the rope. He found experi> 1 
nientally that it consists of two parts, one of which is constant, J 
vHile the other is variable with the load, CalUng the consta: 
part A, and the variable part bP, we have, as the total rcsh 
4nce due to stiffness, A -\- bP, of which A results from ti 
natural stiffness of the cord, and the rest, bP, is due to the i 
crease of stiffness consequent upon the added load, P. 

Coulomb also found this resistance to vary inversely as th^ 
tadius, or the diameter, D, of the pulley, and the total thus tdc 
. A+bP 



vary as - 



He also found that the character of thtt 



material and the " lay" of the rope influenced this quantity 

Kriously. 

Thus the resistance increases with the increase of tension 
era the rope, and is measured by a constant number plus the 
tension multiplied by a constant coefficient. The resistance is 
also inversely as the radius of the pulley, sheave, or other 
cylinder on which the rope is wound, and as a function of the 
siie o( rope which appears to be variable with its character, 
"litcrial, and condition. This resistance is supposed to be 
due partly to the rigidity and molecular friction of the strands, 
but very largely, it not almost enti rely, to the friction produced 
■'y the slipping of strand upon strand as the rope is bent and 
unbent in passing on and off the pulley. 
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35. The Laws governing the Rigidity of Cordage were 
determined by Coulomb, and the following approximate ex- 
pressions for these laws were obtained by him : 

R = a — jz — for new white rope ; 
R^^z, d • — j^ — 7 for worn white rope ; 
R^ = a — jz — for packthread ; 

in which expressions d is the diameter of the cord as below, n 
is the number of strands of tarred rope, and A and 6 are the 
quantities already given. R is the total added longitudinal 
resistance due to stiffness. 

The work, W^ in foot-pounds, performed in simply bending 
the rope, is measured by the product of the resistance just de- 
termined by the length (Z) of that part of the rope which is 
"rendered '* about the sheave or pulley; i.e., 

Ld* 
W = -yr- {A + bP) for new white rope ; 

W^ = -jr- {A + bP) for worn white rope ; 

Ld 
W^ = '^{A+ bP) for packthread ; 

Ln 
W^ = -^ {A -{- bP) for tarred rope. 

Weisbach proposes an expression for this resistance , of 
simpler form than the above : 
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in which K and a are coefficients to be determined by experi- 
ment ; P is the pull on the rope, and r the radius of the pulley. 
His experiments were made with larger ropes than those of 
Coulomb. 

Reuleaux uses a still simpler expression for belts running 
over smooth-faced pulleys: 

R = , 

r 

in which R is the added resistance due to stiffness, as before ; 
A the cross-section of the belt, Pthe pull, and r the radius of 
the pulley; a is an experimentally determined coefficient, 
which may be taken as 0.3 for leather, in British measure, or 
0.012 in metric measures. 

Eytelwein uses a similarly simple expression, 



R^ 



ad'P 



for the resistance due to rigidity of cordage, which expression 
may be used for ordinary work. For r in feet and d in " lines," 
a = 18.6, and the resistance, R^ is expressed in pounds for 
common rope. 

The constant coefficients given by Coulomb's experiment 
are as below. The unit of weight is the pound, that of length 
is the foot. 

WHITE ROPE. 





Diameter in 


Value of 


Value of 


; Diameter in 


Value of 


Value of 






locbet. 


A. 


b. 


! lochet. 

\ 

1 


A. 


6. 








lbs. 




I 


ItM. 






• 


0.4 


0.40 


O.CX>8 


0.4 


0.40 


0.008 


' ^ 




X0.8 
Q 1.6 


1. 61 
6.44 


0.032 
0.128 


0.8 
1.6 


1. 14 
3.22 


0.053 
0.0649 


ar 


0. 


3.2 


25.75 


O.511 


3.2 


9.10 


0.180 


P0 
V.2 





1 

0.4 


0.80 


0.008 


' 0.4 


0.80 


0.008 






S*o.8 


3.22 


0.032 


. <^-8 


2.28 


0.053 ^ 


< 


^ 


^ 1.6 


12.88 


0.128 


! 1.6 


6.43 1 


0.064 ;♦ 




-1 


3.2 


51.51 


O.511 


3.2 


18.20 


0.180 

1 


3 
J • 
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TARRED ROPE. 




No. of Thread!. 


Weight per Foot, 
lbs. 


Value of >4. 


Value of i. 


6 


0.02 


0.15 


0.008 


15 


0.05 


0.77 


0.030 


30 


1. 01 


2.53 


0.040 


Weisbach's coefficients are 


■ 






British. 


Metric 


For tarred rope, A" = 3.31 ; 


iir= 1.5; 




a = 0.22 ; 


a — 0.006. 


For untarred rope, K •=• 0.19; 


K = 0.086 ; 




a = 0.0645 ; 


a = 0.00164. 


For wire rope, JT — 1.08 ; 


K = 0.49 ; 




a — 0.094; 


a = 0.0024. 


For tarred wire rope and 






hempen core, K 1.2 1 ; 


K = 0.57 ; 






a ao27 ; 


a = 0.0007. 



The resistance of belts to flexure may be calculated by 
means of the simple formulas just given, and is expressed in 
terms of the tensions thus : 

The resistance due to flexure is, according to Reuleaux, 



R = 



aAP 



But the pull, P, is 



T — T 



and 






(0 



when the whole circuit of the belt about both pulleys is taken, 
and when r^^ r„ are their radii. 



<Ur ^Z.TjXTiM'. 



r = £s — i'T,— T^mAr -—- .... (: 



2IC ^sAmm j^ JUICJICV' ^PCJL 



jdiOKimeia: liis rrirrkn] of t^ piilirr or ^^axvcT 
oa Sas sds, i£^ 1^ pan fxed in i^ '"UociL'^ xnd 1^ ligidirr 
c{ -^tSie rope voanid orcr 1^ ^icskpc Tbe £ist cf l^icse Two 




toAbdoA t9 a. finninri Ijdc vi rskqcdcc villi SFl ^ifri^ 

/^= JT— /^— i a 



*Hic vosk dane xscfxilhririll be JTL vbcrc A is liic nkranrr 
Isj liic load. aiu5 the lata] irork idL be 

i^4='jr— /^— SA. a^ 

Tae sndSiodb of ralml^faag tae magiutude of rtipsr 
{orxns of rrswstamne Itapc b&cn ajreadr pvtXL 

17- The FriciioB cf a Of aULM of PMkfS isthesm 
fiictians of all the rV:mffn:s of the svsicm : bnt as 1^ ioad 
txa&szmltcd from pnlkj to puLcy or sSkczFc to dtczve berwees 
the wtag^bt and like ^ banlmg part"' is cosHixiiialhr axxr^mcxxr^ 
by added inaxnal resistances, the irOaiian of tbe one qsanrirr 
to the otber tavtsl be ddermiBed hy asceitaixnng ibe leiiatians 
of these qnaBtith% ior each. 

litbexatiD 

W^ W ^^ ^ 

for a sin^ pxiBej be known, and 3 tiiis ratio be detemnncd 



foreidipnikj of tbe -vhoiie system, tben the ratio. ^ foribe 
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system is obtained by the continued multiplication of these 
values of C^ and is 

C = C\ . C, . C, . C4, etc (2) 

"p 

The final value of = is then known, P being the value 

W 

which exceeds the value of P^ in a similar but frictionless 
system, in the proportion in which C exceeds unity. The rela- 
tion of the effort, P, required to raise any given weight, W^ in 
any frictionless system of pulleys may be experimentally de- 
termined from the relation of velocities of the hauling and the 

lifting parts. Thus, if these velocities are Fand V^ 

— = z= ; (3) 

W V 

since, friction aside, the power or energy exerted and absorbed 
is the same at both ends of the system and 



PV^WV. (4) 

Then, friction being considered, 

CP 'p 

W^W CP^P. (5) 

The relations between the effort exerted and the resistance 
overcome in systems of tackles are given in all treatises on 
mechanics. 

38. "Rolling Friction," or more correctly, resistance to 
rollings is a consequence of the irregularities of form and the 
roughness of the surfaces of bodies rolling, the one over the 
other. Its laws are not as yet definitely established, in conse- 
quence of the uncertainty which exists in experiment as to how 
much of this resistance is due to roughness of surface, how 
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39. The Laws of the Friction of Rolling are as simply 
expressed as are those of sliding friction. It is customary to 
take this resistance as proportional directly to the load and in- 
versely as the radius of the rolling cylinder or wheel. Experi- 
ment shows, however, that, with wheels capable of yielding 
somewhat under load, the square root of radius should be 
taken in the formula for rolling resistance. 

The magnitude of the force of the friction of rolling is, 
therefore, at the axis, in the first case, 

W 

^==/T' (') 

in which/ is the coefficient for the friction of rolling; JV is 
the load on the line of contact ; and r is the radius of the roll- 
ing cylinder or wheel. Here the effort is taken at the axis of 
the rolling body ; acting at the circumference of the roller or 
wheel, as where straight-lined surfaces have relative motion on 
interposed rollers, the force of friction becomes 



W 

^=i/^ (2) 



The first of these two cases is illustrated in ordinary vehicles, 
the second where a heavy mass on rollers has the hauling rope 
or chain attached to the mass itself. In the latter case, two 
frictional resistances are met — at top and at bottom of the 
roller. The moment of resistance is 

M=Fr=/W. 

The moment of friction is evidently thus measurable by 
the product of the load into an arm the value of which may 
be determined by experiment, and the resistance is thus plainly 
of the nature of a couple resisting rotation. This moment^ 
multiplied by the relative angular velocity of the two surfaces, 
gives the work of rotation. The value of the arm as given hy 
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Coulomb and Tredgold arc from /= 0.002 foot with iron to 
y^o.006 for hard wood; the load being multiplied by tbis 
arm the moment of resistance is obtained. 

The work of rolling is evidently measured by 



Ma= U=Fs= Wfs,. 



(3) 



in which s is the space through which the carriage is drawn. 
The total work is this amount increased by the work of axle- 
friction, and that of raising the body against gravity in passing 
over the road. 

Friction Gearing is sometimes used. It is made without 
teeth, the periphery of the wheel being sometimes plain, some- 
times grooved, on the one shaft, and made of wedge-shaped 
section on the other, the one wheel driving the other by fric- 
tion. In such cases the adhesion is usually found greater than 
is due to ordinary friction-coefficients. 

In this case the work done against rolling resistance is 
measured by 



U=abP; . 



(4) 



where a is the relative angular velocity, b a constant depend- 
ing on the conditions which affect rolling friction, and which 
will be given later; and Pis the total pressure with which the 
two wheels arc held together. It is evident that the pressure, 
P, must exceed the driving effort, P, in the proportion 



/_ L 

p-r 



(5) 



or the surfaces will slip and the pair will refuse to drive. 

With grooved wheels the pressure applied to hold them to- 
gether may be reduced as the grooves are made with smaller 
angles. The value of/is, in this case, taken as that of the co- 
efficient for rest; /= 0.15 as a minimum; ^ = 7. 
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40. The Draught of Vehicles, a case which illustrates the 
first of the two methods of application of the impelling force, 
for rolling friction isa matter demanding careful investigation. 
Morin and later investigators disagree in their statements of 
its laws. The former, who made very extended experiments, 
states these laws as follows : 

(i) On hard surfaces, as paved and macadamized roads, the 
resistance is directly proportional to the weight of vehicle and 
load, inversely proportional to the diameter of wheel, and in- 
dependent of the breadth of wheel-tire. It increases with 
velocity. 

(2) On soft ground the resistance increases inversely as the 
breadth of tire. It does not sensibly vary with velocity. Morin 
concludes, also, that the line of draught should be horizontal. 

Dupuit, working with carriages on macadamized roads, 
found the resistance to vary nearly inversely as the square 
root of the diameter of wheel, and directly as the load on the 
wheel. He found the resistance on pavement to be increased 
at high speeds by the concussions incident to rapid movement. 
Clark obtains a somewhat less simple law, which he expresses 
thus: 

Rz=za-\-bv-\-'^ (i) 

The work of hauling is then 

U^Rs^{a-\'bv'\''f^)vt (2) 

This formula is deduced from the experiments of Macneil 
on " metalled " roads.* The values of the constants for the 
several formulas expressing these variously stated laws are, in 
British measures, ^=30; ^ = 4; r=io pounds per ton, v 
being given in miles per hour ; these figures are derived from 
MacneiFs experiments.f 

The resistance of all vehicles on common roads and streets 



* Clark's Manual, p. 964. 
t Pamell on Roads, p. 464. 
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is principally resistance to rolling, their axle-friction being 
usually comparatively smalL The work of hauling is, then, 

U=Fs=fWs=fWvL (3> 

SaOway trains are subject to the same laws as are carriages 

on Iiard roads, although some elements of resistance here 

«nt^r which are absent in the latter case. Their m'heels are 

^^^encd rigidly to the axles, which rotate with them and 

coo[^pel both wheels on the same axle to revolve with precisely 

ther same angular velocity. In turning curves, or m-here, as is 

"o^ infrequently the case, the wheels differ in size, this arrange- 

^^ot gives rise to an increased resistance, which is sometimes 

^^i^ considerable. This increase of resistance cannot occur 

"^l^^n the wheels are loose on the axle, as on other vehsdes. 

-'^^^other source of increased resistance is the friction of the 

"ajigcs of the wheels rubbing laterally against the rails. 

A principal resistance of trains at ordinary speeds is. how- 
^v^r, as with other vehicles, that of rollfng fnctfon. The re- 
^^tance of railway* trains is commonlv reckoned, in Bri:i5fa 
**^easure, in pounds of resistance per ton of weight of tiain. 
^lark makes this resistance var^' as a constant plus a term 
"^hich varies as the square of the velocity, thus : 

^=tf — fc^: (4^ 

"^c values of the constants in which arc gfven by Cari as 
^=r6totf=S: 6 = ^4-^ to * = yj-j^. the first 5<rt styplylz^ to 
^hole trains, the seccod to train exclusive of esgixse. 
The work of hauling ii taes 

On the best r^ji^A ix rtrKSUc&ct it o:t«a oce half tli-t ir^vtn 
above. 

41. The Fricxioo of E^trth cs.uv« tbt rti^.v.'jz, oc tit 
form of ejCTatSt^!!^ c^ ti>t i^trvtrvitios vf »-y Vs? ^ V'**^-^-* * vijtrt. 
soil is ^hruwrz up. a.>sr.-*: tryt g*rr^^rra: >r»*l lit fc^^Ct -it- 
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pcnds usually upon the internal friction of the mass ; and the 
steepness of a bank of earth cannot permanently exceed the 
minimum angle of repose of the material of which it is com- 
posed under the most unfavorable conditions, as when soaked 
by rains or floods.* 

The resistance to displacement by sliding along any given 
plane, in such a mass, is equal to the normal pressure exerted 
between the parts of the mass on either side of that plane, 
multiplied by the coefficient of friction, i.e., the tangent of the 
angle of repose— of the material. Thus, 

F^p^Uxap, (I) 

where F is the resistance per unit of area, and /» is the inten- 
sity of pressure normal to the assumed plane. 

In order that no part of a detached mass shall slide, it is 
thus necessary that the angle with the horizontal made by the 
plane along which least resistance to motion is offered shall be 
less than q^ 

It is sho\kTi by Rankine, in the theory of the " Ellipse of 
Stress,** ^ that the relation of maximum and minimum pres- 
sures must be such that 

sinv>'^^ (2) 

and 

A i-sin<p^ 

and hence that the ratio of their difference to their sum at any 
given point must not be greater than the stne of the angle of 



It is also shown % that the intensity of pressure in a direc- 
tion parallel to the surface must be 



- cos ^ — ♦ I'cos" ^ — cos^ #^ . . 

/- = n?x cos ^ 3—^ r3 zZjI — ^- • • KM 



'-0« Ike SCfebcIiCT of Loose Evtk* PkO. Trii , CS56- 
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when w is the heaviness of the soil, x the depth of the point 
of application, and Q the angle of surface slope. 

The intensity of vertical pressure at the same point upon a 
plane parallel to the surface is obviously 

A = WJT cos (5) 

When the surface has assumed a permanent slope at the angle 
of rqxise, = ^ and 

/^ = tt«rcos 9=/ar (6) 

When the surface is horizontal, d = o and 

/• = «'^; (7) 

I — sin a> 
p =wx ^ . . ^ (8) 

Where the earth lies against a vertical plane, as the back of 
a retaining wall, the pressure in the direction parallel to the 
surface of the soil causes an effort which is equal to 

P^'='S"p^^^ (9) 

- U»,W^ rr.^ ^ COS e - i/(C0S* 6 ~ COS* <p) 

= \U)ri COS a 5— j — 77 5-3 ; — r ; 

' COS C7 -|- |/(cos' a — COS qy) 

and the point of its application is situated at a distance below 
the top of the wall 

x.^\H. (10) 

When the surface of the soil lies at the natural angle of repose, 
9 = e, 

^ Py = iw/^cos9; (11) 
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When the soil is level with the top of the wall, 6^ = o, 

Py = \wW , . . ^ (12) 

^ . I -f- sin 9 ^ ^ 

This force is applied at the depth x^ = \H^ and has a mo- 
ment 

^^• = *«'^'lTSf • • (»3) 

The moment of the wall about the outer edge is to be divided 
by a suitable factor for safety to determine a value which is 
to be placed equal to the above : 

;^«//»' = ^- = />e = 4«'/^f^^— ; . (14) 
2a a ir-o 5 I -f- sm ^ ^ ^^ 

Ti/r ^ zjt ^ — sin <p 

3 I + sm 9>' ^ ^^ 

, __ /i — sin (p pi ^w , ^ 



which equations apply when the overturning moment is a mini- 
mum. 

Where jar or shake produces a displacement by settlement 
of the earth behind a retaining wall, the maximum possible 
pressure may be encountered, and we shall have 

,^ _ aPy (max.) x ^ 
\b 



» 



2 rr. I + sin a> , ^ 
= -awir ^ . ^ ; (17) 

3 I — sin <p ^ ' ^ 

i^H'-±^./l^ (,8) 

I — s\x\ (p\ I w ^ ^ 
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It is usually the safer course to assume these latter condi- 
tions, and to give structures receiving such lateral pressures 
the greatly enlarged dimensions and stability thus indicated, 

42. The Pressures on Retaining Walls which sustain 
level embankments are due to the resultant of the pressure 
produced by a fluid mass of equal depth and density, and the 
resistance to motion produced in such a mass by the friction 
of its particles. The magnitude of the intensity of this re- 
sultant pressure may be obtained from the expressions given 
in the preceding article, or the following treatment may be 
adopted : 

Three cases may arise: 

(1) The mass may be perfectly fluid. 

(2) The mass maybe semi-fluid or semi-solid, and friction 
may act to reduce the pressure tending to cause the mass to 
slide or to overturn. 

(3) The mass may be of the kind last described, and its 
internal friction may act to intensify the pressure upon the 
back of the wall. 

The wall, when yielding, may either slide or overturn. It 
usually gives way by " bulging" on the face, and finally crumbles 
down : it thus often overturns ; it rarely slides on the bed of its 
foundation. 

The First Case is illustrated by masonry dams and by re- 
taining-walls subject to the pressure of wet quicksand or of 
other soil capable of free flow. 

In this case <p = 0, and tan tp — f = o, in the preceding 
equations; and the pressure at any given point, situated at a 
distance y beneath the surface level is of equal intensity in 
all directions, and is 

p=wy (i) 

in which w is the weight of the unit of volume of the mass. 
It is a maximum at the bottom, where/ max. = wH. 

The total pressure on the unit length of a vertical wall is 
the mean pressure, from top to bottom, multiplied by the 
height H; i.e., 

P = v) f^ ydy = \wir (2) 
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This is the pressure tending to cause the wall to slide. If 
the friction of the wall on its bed is less, i.e., if 

the waU wiU faiL. U 

F=fW>P, (3> 

the condition of stability in this respect is complied with, and 
the wall will stand. For security, we should have 

F=afW. (4> 

The point of application of this sliding effort, P^ is deter- 
mined by ascertaining the mean lever-arm of all the elemen- 
tary efforts tending to overthrow the wall. Thus, the moment 
of any elementary force, pdy, about the base, calling y the 
depth from that point to the bottom, and taking unity of 
length, is 

m=pydy\ (5) 

and the total moment is 

M-=- I pydy\ 

= w ff {H^y)ydy = \wIP. . . . (6) 



This quantity being less, or greater, than the moment of 
resistance of the wall, i.e., 

^Wt>iwH\ (7) 

/ being the thickness of the wall, the wall will stand or fall 
accordingly. 
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A.dopting for the factor of safety. «, any desired value, the 
itat.ion becomes 



W< = ^'«H': , = i^^^; . . . (8) I 

rhicTi gives the required thickness of wall. 

Tlie point of application of the resultant pressfte on the I 
*raU. measured from the bottom, is evidently to be found by J 
dividing ^ by /*; i.e., 

- M 

y=^^=\H. (9)^ 

The " Centre of Pressure" is the point of application of the 
resultant force, P, and is that point at which, if a force equal 
and opposite to P be applied, it would produce an equilibrium 
ot efforts and of moments. Its position is measured from the 
surface, as above, and the depth of the centre of pressure is 
equ*! to the quotient of the moment of inertia of the surface 
divided by its statical moment, which latter is equal to its area 
mulliplied by the depth of its centre of gravity. 

The total pressure on the surface ig thus equal to the I 
*eiglit of a column of the fluid having that surface as a base, 
and a heiglit equal to the depth of the centre of gravity of this I 
area below the surface of the fluid. 

The Second Case is met with when a mass of earth piled " 
against a wall, or an embankment sustained by a retaining- 
"3li. settles against the back of the wall without jar or other 
action tending to increase pressure. In this case the pressure 
is less than that produced by a fluid mass of equal density, 
Sid is the less as the friction and adhesion of the soil are 
PMtcr. The friction and adhesion attaining a certain limit, 
Uic soil stands without support ; or. passing this limit, it may 
tveti require the exertion of a force to throw down a vertical 
fact 

To determine the pressure on the back of a vertical wall, 
•uwler the assumed conditions, we may use the equations 
already given, or let the angle PBG = <p represent the angle 
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of repose, or the angle at which the soil will lie undisturbed 
by gravity. Assume a plane, BE^ along which motion may 
take place should the wall yield ; let its angle with the hori- 
zontal be called 0, and let its angle with BP be ft. 

As the angle fi increases from zero to 90® — 9>, the ten- 
dency to slide increases from zero to a maximum ; but the 
weight of the nciass sliding, CBE^ decreases from a maximum 




Fig. 19. — Retaining Wall. 

to zero. The pressure on the back of the wall is thus zero for 
either ^ = 90° — 9>, or ^ = o, and is a maximum at an inter- 
mediate value of ft. 

Let W be the weight of the mass sliding, CBE, and P the 
reaction of the wall, or its equal quantity, the pressure on the 
wall. An equilibrium evidently exists between these two 
forces, the pressure, P\ on the surface BE, and the force of 
friction. Resolving perpendicularly and parallel to that sur- 
face, since CBE = 90 — 0, 



W^cos0 + Psin — P' =0; . . . . (i) 
PTsin 6^~Pcos0— 7/^=0; .... (2) 
ir(sin e -/cos e) ^ P{cos e +/sin ©) = o ; 
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„ ,„sin B — fcos 
JWd P= W c, , f ■ a 

cos a -|-/ sin 

— H^ sin d — cos 6 tan <p . 

~ cos + sin tf tan <p' ^™ 

_ jj. tan — tan qi 
I -|- ta:i f tail <p' 

~ *^ 1 +/tan W '■'N 

But If = \wH' cotan a = Ja//^'^?^ ; 

and hence, P — iwH' — r-y- — Tii 
* I +/tan B 

. TT,^ — cot ^ t^^n "P / « 

= i«''',+ta„etar5' (Si 

which becomes zero wlien B =. tp, and when B = go", as alreadfl 
indicated, passing through an intermediate value at which j 
becomes a maximum ; thus, when B = i{go° ~~ tp), 

l«.//'tan'}(90°-rt = .P=4«'-^'|-^^- • C^ 

The moment of /'about the lower edge of the wall i; 

M=\P.H = ^vjH'^ 7'^!" -. . (751 

The moment of the wall resisting rotation is, if f be i 
thickness and iw' the " heaviness" of the masonry, 

M' = iw-I/i' (8)1 

These moments should be equal for equilibrium, but a I 
factor of safety of at least 4 should be adopted. Then we J 
have Af = 4^/", and if the factor of safety is a, 

fa w r — sin 93 , ._ 
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or, if /I = 4, « 

T'T /i ^ I — sin 91 ^ ^ 

t = 2H^- ^ 7-qr-s-nr^- ('0) 

Values of the functions of <p are given in Chapter VI. 

The Third Case is illustrated by retaining-walls on which 
the pressure is intensified by jar or change of volume due to 
alternate freezing and thawing, the action of friction tending 
to retain the maximum pressure, and by foundations. 

Foundations, whether of structures or of machinery, resting 
upon soil, depend for their permanence and stability upon the 
friction of the particles composing it. The pressure upon the 
bed of the foundation causes a tendency in the earth below to 
slide laterally, and thus to permit the foundation and superin- 
cumbent structure to descend. The liability to slide is zero 
where the material is rigid, and becomes greater as the friction 
and cohesion of the soil decrease ; until, in freely-flowing soils, 
like quicksand and mud, the sole supporting pressure is that 
due the hydrostatic head measured from the surface to the 
given level, and is proportional to the density of the material. 

The maximum horizontal pressure resisting this sliding is, 
since the direction of friction-resistance is here reversed, and 
we have +y sin (p in place of — y sin (p, and the reverse, 

I + sin 9> 



p max. = wh- 
^ I 

and the greatest pressure vertically is 



sin <p^ 



I + sin y /I +_sin_^y 

p max. = p max. -. = wh\ : J ; 

^ ^ I — sin 91 \i — sm 9V 

which pressure is that which would barely sustain the load on 
the foundation or would resist the thrust of earth, as described 
at the beginning of this article. If the factor of safety is taken 
as a, the pressure on the lower surface of a foundation is 
readily obtained as below. 

The supporting power of a foundation, and the resistance 
of a retaining-wall subject to jar or to the action of frost, is 



THEOR Y OF FRICTION. 

evidently always limited by the maximum value of p^ for the 
given case, which is 

I + sin m 
p — aiy^ — ^-^ ; 
" "^ I — sm ^ 

the corresponding vertical pressure thus cannot exceed 

I 4- sin ip (i -\- sin m\' 

■^ -^"i — sm 9» -^ W — sin ^^z 

and Ihe total weight which can be sustained is 

/■ + sin tpV 

and the limit allowable for the ratio by which the weight of 
the structure exceeds the weight of the displaced soil is, at the 
point of maximum load, 

/' /l + sin giV 
~ wy ~ Vi — sin 'p/ '■ ' 

The total horizontal resistance is, at the side of the founda- 
tion, the same as on a retaining-wall exposed to jar, 

/.,= i„^i+4l2, (,3) 

* -^ I — sin tp ^ ' 

acting at ^. = iTc ('3) 

below the surface, when y, measures the total depth of founda- 
tion-wall below the top level. 

Talcing o as a (actor of safety, the pressure on the lower 
surface of a foundation of the area A, carrying a load W, may 

be such that 
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and the area and the total weight should be 



A= "^ 



awh 



^ /Hh_sin^y. 
\i — sin 9/ ' 



the weight, of building, if uniformly distributed, exceeding the 
weight of soil displaced by its underground masonry in the 
proportion 

r = {l±^\ 
\l — sin q>' 

Thus, for/= tan <p = tan 15° = 0.27, this value is r = 2.9; 
for ^ = 30^/= 0.58, r = 9; and for q> = 45^,/=i,r= 34, 
nearly, the value of r and the stability of the foundation in- 
creasing with great rapidity as y assumes large values. Where 
jar occurs, the factor of safety must be very large, since this 
causes a direct tendency to relieve pressure, to reduce friction, 
and to cause to bow. 

Values of /y and of the more important of the factors above, 
will be given in Chapter VI. as derived by experiment. 

43. The Friction of Fluids, having its origin in condi- 
tions essentially different from those met with in the motion 
of solids in contact, is subject to quite different laws. When 
a fluid moves in contact with a solid, or when it flows in a 
current through a mass of fluid, precisely the same conditions 
arise. In either case, the resistance experienced is due to the 
relative motion of layers of fluid moving in contact with each 
other. 

At surfaces of contact with a solid, the fluid lies against 
the solid without appreciable motion ; as the distance from 
the surface of layer after layer is increased, the relative velocity 
of the fluid and the solid becomes greater up to a maximum, 
which is reached at the farthest point in the mass of fluid from 
the two bounding surfaces. This process can be readily ob- 
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served by watching the behavior of the fine threads of marine 
vegetation often co\*ering the sides of a ship below the ^-ater 
line, while the vessel starts slowly into motion in still ift~ater. 
Fluid friction is, therefore, the friction of adjacent bodies of 
fluid in relative motion, and is due to the formation of small 
whirls or of large eddies in the two bodies, the production of 
which absorbs energy from the flowing mass. The friction of 
the fluid finally extinguishes this energy- of eddy-motion, con- 
verting it into heat, and raising the temperature of the mass 
l>y the introduction of the heat-equivalent of the mechanical 
energy thus destroyed. The resisting property which thus 
effects this conversion, and which is the cause of fluid>friction, 
^ called viscosity. No true friction, in the sense in which that 
term is commonly used, has been recognized in fluids. The 
^st evidence that it does not exist is. perhaps, the fact that 
^c friction of fluids is unaffected by variation of pressure. 

44. The Laws of Fluid Friction are tolerably well cstab- 
**slied. They are, for all fluids, whether liquid or gaseous : 

(i) Fluid Friction is independent of the pressure between 
^*^^ masses in contact. 

(2) The Resistance of Fluids is directly proportional to the 
of the surface exhibiting it. 

(3) This resistance is proportional to the square of the 
tive velocity at moderate and high speeds, and to the 

^^IfDcity nearly at very low speeds. 

(4) It is independent of the nature of the surfaces of the 
^lid against which the stream may flow; but it is dependent 
^^ Some extent upon the degree of roughness of those surfaces. 

(5) It is proportional to the density of the fluid, and is 
^Ijated in some way to its viscosity. 

The resistance to relative motion, in cases of fluid friction^ 
^^ainst solids, in ordinary work, may be expressed by 

R=fAV\ (r) 

^ailing / the resistance on an area unity, A the area of the 
^rface exposed, and F the velocity of gliding of the fluid over 
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it. The relation of the total resistance to the head producing 
flow, h = — , is given by 

R=fwA^', (2) 

in which /' = ^, 

and w is the "heaviness" of the fluid, i.e., its weight per unit 
of volume. 

The work of friction is 

=rAwt—. ... (3) 

The quantities f and f are sometimes distinguished by 
calling y the resistance per unit of area of surface, and f the 
coefficient of fluid friction. As stated already, these values 
are not absolutely constant with varying velocities, but must be 
modified often to meet special cases. Thus, Eytelwein takes 

b 
f=a + y; (4) 

Weisbach takes 

/='^ + ^ (5) 

Values of /and of/' will be found in Chapter VI. 

They range from /= 0.0026 to / = 0.005 ^"d from /' = 
0.0025 to/' = 0.0049. 

45. Viscosity and Density, while they do not affect to 
any observable extent the rate of flow of fluids retarded by fric- 
tion, and do not usually affect the values of the coefficient, do 
nevertheless determine the total expenditure of energy in the 
production of the flow of a given volume at a given velocity. 
The fact that the coefficients used for the limpid liquids, as 
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water, the vapors, as steam, and the gases, as air, and at all 
pressures, are in practice sometimes taken without serious 
error as the same, indicates that this resistance is in such cases 
a kinetic form of resistance rather than one due to intramo- 
lecular action. 

Viscous fluids, as heavy oils, molasses, tar, and viscous 
solids, as ice or the resins, follow laws which have not been 
fully ascenoined : but their flow is evidently greatly influenced 
by their molecular constitution. 

tfi. Molecular or Internal Friction is well known to 
exist in solids which can be made to flow. It is a form of fric- 
tion frequently observed, but not as yet fully investigated, and 
is still but little understood. 

One of the best illustrations is that described by Professor 
William Thomson. A copper wire was stretched by an in- 
termittently increasing load, and the successive elongations 
noted. The load was then removed by a similar process, and 
the successive decrements of length were also observed. It 
Was found that the latter were not precisely equal to the 
former, although the wire finally regained the original length ; 
but that there seemed to have come into play some force re- 
sisting motion both ways, as does friction. 

It is also found that molecular displacements, once taking 
place in the action of externally originating forces, sometimes 
give rise to a less resistance when the operation is repeated: 
just as if an originally present frictional resistance had been 
partly overcome by the smoothing of the molecular path, re- 
ducing resistance as frictional resistance to sliding or rolling is 
feduced by repeated sliding or rolling on the same track. An 
illustration of this phenomenon is seen in the fact that a 
*T%agnet thoroughly demagnetized is remagnetized more easily 
■^vith the original polarity than in the opposite direction. 

A modification of this action is evidently operative in 
viscous solids; and it is probable that it is also seen in the be- 
lla\ior of the viscous liquids while changing form and while 
flowing in currents. 

47. The Compound Friction of Lubricated Surfaces, 
^^ it may be termed, or friction due to the action of surfaces 
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of solids partly separated by a fluid, is observed in all cases in 
which the rubbing surfaces are lubricated. In such instances 
the solids are usually not completely separated by the liquid 
film interposed between them, but partly rub on each other, 
and are partly supported by the layer of lubricant which is 
retained in place by adhesion and by capillary action. The 
rubbing together of the two solids produces wear, the amount 
of which is indicated by the rate at which the lubricant be- 
comes discolored and charged with abraded metal. The work 
of friction, both of solid and of liquid, is transformed into heat, 
and is disposed of as the bearing heats, principally by radia- 
tion and conduction to adjacent parts, and partly by the flow 
of the lubricant. In all cases some abrasion is indicated by 
the change produced in the lubricant, and some heating is 
usually perceived in the bearing. 

With very heavy pressures and slow speeds, the journal and 
bearing are forced into close contact, as is shown by their worn 
and often abraded wearing surfaces; while with very light 
pressures and high velocities the journal floats on the film of 
fluid which is continually interposed between it and the bear- 
ing. In this case the friction occurs between two fluid layers, 
one moving with each surface. There are thus evidently two 
limiting cases between which all examples of satisfactorily 
lubricated surfaces fall : the one limit is that of purely solid 
friction, which limit being passed, and sometimes before, 
abrasion ensues ; the other limit is that at which the resistance 
is entirely that due to the friction of the film of fluid which 
separates the surfaces of the solids completely. 

The laws governing the friction of lubricated surfaces are 
evidently neither those of solid friction nor those of fluid fric- 
tion, but will approximate to the one or the other as the limits 
just described are approached. As will be seen later, the value 
of the coefficient of friction varies with every change of 
velocity, of pressure, and of temperature, as well as with 
change of character of the surfaces in contact. 

The laws of complex friction are considered at great length 
in the last chapter. 

Where mixed friction is met with, it will usually be found 
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that its laws approximate to those of solid friction as the 
journal is ruii dry, and to those of fluid friction as it is flooded 
with oil. Thus a journal or bearing surface fed with oil by 
an oil-cup, and where no oii-grooves are used to distribute the 
oil. will exhibit a total friction in some cases nearly propor- 
tional to the total pressure, the latter being varied ; while 
similar surfaces flooded with oil, as by the oil-bath, offer a 
resistance sometimes nearly independent of the pressure, and 
but little, if appreciably any, greater with heavy than with 
light loads. A perfectly lubricated bearing should follow the 
laws of fluid friction, and its friction should be independent of 
the intensity of pressure produced by the load, varying as the 
square of the speed of rubbing. Such perfect lubrication has 
never yet been attained. 

For perfect lubrication, assuming it practicable with com- 
plete separation of the surfaces, the laws of friction would be- 
come: 

(i) The coefficient is inversely as the intensity of the pres- 
sure, and the resistance is independent of tiie pressure. 

(2) The friction coefficient varies as the square of the speed. 

(3) The resistance varies directly as the area of journal and 
bearing. 

(4) The friction is reduced as temperature rises, and as the 
viscosity of the lubricant is thus decreased. 

These laws will probably hold, even with the greases, which 
all become fluid when introduced between the rubbing surfaces. 

It is found by experiment, as stated later, that the perfec 
tioD of this form of lubrication depends upon the amount of 
fluid-pressure produced between the surfaces by forcing in the 
lubricant between them. This separation occurs to an impor- 
tant extent at high speed and less at low velocities. Hence, 
the friction of lubricated parts is often found to decrease at 
low speed with increase of velocity, while increasing at high 
speeds as velocity increases. 

48. The Limits of Pressure for Lubricated Surfaces 
arc determined by the nature of the materials composing them, 
and by their smoothness and exactness of fit, as well as by 
the speed of rubbing, the character of the lubricant, and the 
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methods of its application. A higher pressure is usually per- 
missible on hard than on soft material ; although when the 
soft materials, as for example common white alloys for bear- 
ings, are well sustained by a harder metal, the heaviest pres- 
sures allowed by the lubricant may be carried. 

The more viscous the lubricating substance, and the stronger 
the capillary action taking it into the space between the jour- 
nal and the bearing, the higher the pressure safely carried. 
With increase of speed the maximum pressure is lessened, and 
it is usual to take the intensity of pressure as inversely as the 
velocity of rubbing. Values of /* thus determined will be 
given in Art. 127. 

49. The Magnitude of the Waste of Energy by fric- 
tion is measured in horse-power by the expressions (British 
measure), 

fPV 
(i) Flat surfaces, HP = ; 

(i) Cylindrical surfaces, HP = ; 

^ ^ ^ ' 127,000* 

when /, Pf and V are the coefficient of friction, the load and 
the speed of rubbing in feet, and R and d are the revolutions 
per minute and diameter of journal in inches. 

The Methods of Reducing Waste of Energy by friction in 
mechanism are based upon very simple principles. It is evi- 
dent that to make the work and power so lost a minimum it 
is necessary to adopt the following precautions : 

(i) Make the coefficient of friction the least by proper 
choice of rubbing surfaces and by the best lubrication. To do 
this we should have at least one of the rubbing surfaces of 
a granular metal, and if possible both — that one which it is 
easier to replace being of the softer metal. The surfaces 
should not be subjected to a normal pressure beyond which 
the lubricating matter will be expelled. For slides, a much 
less pressure should be taken than for journals, as they have 
not as free a lubrication as well-arranged cylindrical journals ; 
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but this limit is best determined by reference to the speed of 
rubbing and the nature of the lubricant. 

(2) Make the space through which the friction is to act a 
minimum by reducing the diameters of all journals to the least 
compatible with safety under the stresses they are expected to 
sustain. The work done is independent of the length of the 
journal, except as it may modify pressures, and thus the co- 
efficient of friction. • 

(3) Properly fitting the bearing surfaces, removing that por- 
tion of the bearing near the jaws, and transferring the bearing 
surface to the bottom, one* sixth of the circumference of the 
journal may be thus removed. A journal well fitted cold is 
not necessarily a good fit after it becomes heated by friction, 
owing partly to the want of homogeneousness of the metal of 
the journal and bearing ; a worn journal has less friction than 
when new. It is a question whether all journals should not be 
brought to a proper bearing and given a high polish before 
they are considered fit to perform their office. It is now usual 
carefully to grind all cylindrical journals, and to secure a very 
perfect fit in the bearing before setting the machinery at work, 

(4) Giving the journals such forms and such size as will 
allow them to convey away the heat generated, either by 
radiation from their surfaces or by conduction through the 
mass of metal, to circulating water, to lubricating matter, or to 
adjacent masses. 

(5) Securing an efficient system of supply of the lubricant. 



CHAPTER III. 

THE LUBRICANTS. 

50. The Lubricants are of three classes : Solids, Semi-soHds, 
and Liquids. The first class are usually minerals, as graphite 
and steatite ; the second class is principally composed of the 
animal fats, but includes also some of the vegetable greases 
and special preparations from mineral oils. In the third class 
are included a very great variety of oils derived from all of the 
three great kingdoms of nature. 

The Natural Fats and Oils constitute a large and well- 
defined group of organic compositions, having some analogy 
chemically to the compound ethers. Hydrocarbons constitute 
the principal and characteristic portion of each of these com- 
pounds, and as a rule the higher their proportion and the less 
the oxygen the higher the temperatures of fusion. The pres- 
ence of albuminords in animal and vegetable fats and oils causes 
a tendency to a decomposition, resulting in the production of 
" rancidity.*' When thoroughly purified by the removal of 
the mucilaginous and albuminous portion, rancidity does not 
occur. These fats and oils are composed of stearine, marga- 
rine, and oleine in varying proportions; the former are solid, 
the latter is liquid at common temperatures, and the propor- 
tion in which these constituents are found in any fatty sub- 
stance determines its temperature of solidification or of fusion. 

The mineral oils and greases are originally derived from 
vegetable matter, but are so completely altered as to consti- 
tute a distinct class. They contain no oxygen when first ob- 
tained from the earth, and absorb it from the atmosphere but 
slowly and in usually insignificant amount. 

51. The Valuable Qualities of Lubricants determine 
their power of reducing friction and their endurance, as 
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*dl u thzt of the surfaces on whicb they are U9cd. The 

Amount of frictioiul resistance to the motioa of machhieTy b 

<>lnrioas)>- detemuDcd by the character of the lubricating nu- 

teriaL Nearly all recent experiments in this field ba%-« been 

■bade (D imrestigations of the value of lubricants vhkh include 

very ranch more than a fin^e measure of the cocSident of 

^crtjod. The later determinations of the friction of lubricated 

surfaces at the various pressures and speeds uhich are com- 

"lonlj- met with in modem machmery will therefore be gi\-cn 

>fci«f discussing the nature of lubricating materials, and the 

*t^.ndard or other methods of ascertaining their value. The 

•^Vales to be given later wilj ser>-e the mechanic, the engineer. 

**■" the designer o( machinery as data by means of which to 

*^timate the probable losses of power by friction under eve»y 

••s^ial set of conditions met with in practice. 

The value of a lubricant, as a lubricant, is nearly indcpend- 
^•*t of the market price. Some of those materials which would 
•^^ most useful in reducing friction, could they be so applied, 
*■»"<, however, entirely unknown to consumers of lubricating 
*»abstance5, because of their monopoly for other purposes, for 
■^■rhich they arc in such demand as to entirely remove them 
'fom a market in which other unguents can be obtained at 
^tMnpaiatively low price. The best known lubricant for gei 
•^ purposes — sperm-oil — is far less used than the less ex( 
lent but cheaper lard oil, which in turn is less generally 
^an the mineral and mixed oils with which the market 
*lwa>-5 largely supplied. 

The effect of friction — rolling as well as sliding — is to 
4nd abrade solids, and with fluids as well as with solids, 
generate heat to an amount which is the exact equivalent of 
the work of frictian, and which, could it be all collected and 
measured, would be found to be a precise measure of the power 
ivasted and lost in consequence of the friction. The amount 
of heat thus produced is equal to one British '■ thermal unit" * 
for each 772 foot-pounds of work expended in overcoming f 
tion. This figure is that known as Joule's " mechanical equi 

* A Brili*b Uiennal unit is Ihe qiuotiif of heal requited lo ralM lh« I 
pcntnre of a pound of n-ater one degree Fshrenheil. 
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lent of heat." Where the work is measured by the metric 
system this corresponds to the development of one " calerie" * 
of heat for each 424 kilogramme-metres of work done in over- 
coming frictional resistance. 

This evolution of heat has a serious i!l effect in several 
ways: it reduces the viscosity of lubricants, thus rendering 
them more liable to exude from between the rubbing surfaces 
at high pressures; it is cumulative, and causes danger to be- 
come more and more imminent as it progresses beyond the 
limit within which conduction and radiation may dispose of it 
to surrounding objects as fast as generated; it causes serious 
injury to the surfaces in contact, cracking, distorting, and abra- 
ding them, and thus increasing the friction while destroying 
journals and bearings ; it often even ignites the lubricant, over- 
heating, softening, and weakening the abrading metals and en- 
dangering all combustible material in its neighborhood. The 
journals of machinery are often actually welded into their 
bearings. The burning of mills and of steam-vessels, and the 
breakage of car-axles, and consequent destruction of trains 
loaded with passengers, sometimes result from the use of im- 
proper lubricants or of badly proportioned rubbing parts. 

Since lubrication has for Its objects both the reduction of 
friction and the prevention of excessive development of heat, 
the engineer resorts to the expedient of interposing between 
the rubbing surfaces a substance having the lowest possible 
coefficient of friction and the greatest capacity for preventing 
or reducing the development of heat. It is evident, then, that 
in order that any substance may be efficient as a lubricating 
material it must possess the following characteristics: 

(i) Enough "body" or combined capillarity and viscosity 
to keep the surfaces between which it is interposed from com- 
ing in contact under maximum pressure. 

(2) The greatest fluidity consistent with the preceding 
quirements, i.e., the least fluid-friction allowable, 

(3) The lowest possible coefficient of frictio 

' Tbe metric " taletit" is tb« heat tequired to raise ibc t 

kilogramme of water one degree Centigrade. 
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I conditions of actual use, i.e., the sum of the two components, 
I solid and fluid friction, should be a minimum. 
I (4) A maximum capacity for receiving, transmitting, stor- 

I ing, and carrying away heat. 

I (S) Freedom from tendency to decompose or to change in 

I composition by gumming or otherwise, on exposure to the air 
I or while in use. 

I (6) Entire absence of acid or other properties liable to pro- 

I duce injury of materials or metals with which they may be 
brought in contact. 

(7) A high temperature of vaporization and of decompo- 
sition, and a low temperature of solidification. 

(8) Special adaptation to the conditions, as to speed and 
Pressure of rubbing surfaces, under which the unguent is to be 

, «&ed. 

(9) It must be free from grit and from all foreign matter. 
Oils must be used with some caution when applied to jour- 

"^als upon which other lubricants have been employed. It 
*Qmetimes happens that two oils are entirely incapable of 
^^'Orking together, and this incompatibility may cause trouble 
"^^'hen they are used together, or even successively. A minor 
ood quality possessed by some lubricants in greater degree 
'^lian others is that of being readily removed, and allowing the 
'iearing surfaces to be easily cleansed when they have become 
oiled and gummed by alteration of the unguent, and by the 
fathering of dust and abraded metal upon them. 

Oils should not be liable to decomposition by heat or wear, 
^ir to separation when mi.'ced, either in use or by long stand- 
ing, or by alteration of temperature. They should, if mixed, 
always have the same specified composition. Uniformity in 
this respect is as important as excellence of quality of the 
normal mixture, and the quality of the oil is usually of more 
importance than the quantity. The adhesiveness of the oil to 
the metal, and the ease of flow, with minimum fluid-friction, 
are the essential characteristics of a good combination of 
materials in bearings and lubricant. Cast-iron is somewhat 
spongy in texture, and is therefore an exceptionally good 
metal for bearing surfaces, when of ample area; a dense. 
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smooth-surfaced metal is more subject to friction than the 
same surface finely scratched or slightly roughened. Surfaces 
may be too smooth.* The best mineral oils are often better 
in the above-mentioned qualities than the organic oils; and 
sperm, neat*s-foot, and lard, for ordinary work, follow in order. 
The heavy petroleums are usually best for heated surfaces, as 
in steam cylinders, and often for heavy work on cool journals ; 
although many engineers still prefer the better class of greases, 
or even sperm-oil. 

The value of a lubricant to the consumer, as is seen from 
what has been just stated, depends on its cost in the market, 
its efficiency in reducing friction, its durability under wear, its 
freedom from liability to "gum,** its freedom from acid and 
from grit, and its permanence of composition and of physical 
condition when subjected to changes of temperature, and also, 
frequently, its capacity for carrying away heat from journals 
already heated. 

Thus sperm-oil is one of the very best of known lubricants ; 
but its high price precludes its use, except for special purposes. 
Other oils are cheap, but have little lubricating power ; still 
others are good reducers of friction, but do not wear well, or 
cannot be retained on the journals ; others, as linseed and the 
drying oils generally, although sometimes excellent, otherwise 
gum so seriously that they cannot be used for lubrication ; 
while a good deal of the tallow in the market, and some other 
lubricants, contain acids of decomposition, or acids which 
have been used in their clarification, which have not been so 
completely removed as to prevent injury by their action on 
the metals. Some lubricants cannot be used at low tempera- 
tures because they are liable to congeal, and others cannot be 
used in steam cylinders, or where high temperature is liable to 
be met with, because they decompose or vaporize under such 
circumstances. 

Every dealer in oils and every consumer of lubricants who 
desires to know with certainty whether he has in any case 
precisely that lubricant and that quality which is nominally 

* Woodbury. 
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giv«n him, must resort to some method of identification of the 
material. Every user of such a material who desires to know 
whether it is well adapted to a specific purpose, or who wishes 
to find out what are its peculiar characteristics, must find some 
method of testing it, and of thus ascertaining whether, under 
the conditions arising in his practice, it will serve his purpose. 
He must know whether it will bear the pressure, and will run 
without heating his journal at the speed to which he must 
subject it. 

As will be seen hereafter (Chapter VIll.), the price of an 
oil is usually of little importance in comparison with its fric- 
lion-reducing power. A saving of a few dollars" worth of oil 
»t the expense of many times its value in heated and injured 
bearings, or in power and fuel, is extravagance. 

In order that the oil should retain its good quality and 
value, it should be so stored as not to be liable to alteration 
by the action of the air and of sunlight. Lubricants which 
do not adhere to the rubbing surface, which are wastefully 
fluid, which contain acids or grit are expensive to use, even if 
they cost nothing in the market. 

The following table shows the usual order of ordinary 
prices of the principal oils: 



(1) 


Sperm Oil. 




Seal Oil 1 


(2) 


Olive Oil V These may change places at times 




Lard Oil 1 


(i) 


Rape-seed Oil. 


(6) 


Other Seed Oils | Cotton.seed. 
( Linseed. 


W 


Castor Oil. 




Cod. 


(8) 


Fish Oils ] Menhaden. 




Porgy. 


(9) 


Whale Oil. 


(10) 


Mineral Oils. 


(■') 


Rosin Oil. 
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The Best Lubricants are in general the following^ for us«-^^ 
conditions met with in practice : 

Under low temperatures, as in rock-drills driven by co ^^' 
pressed air — light mineral lubricating oils. 

Under very great pressures with slow speed — graph! ^ — ^^» 
soapstone, and other solid lubricants. 

Under heavy pressure with slow speed — the above, ag'^Jid 
lard, tallow, and other greases. 

Heavy pressures and high speed — sperm-oil, castor-o^^^^l 
heavy mineral oils. 

Light pressures and high speed — sperm, refined peti 
leums, olive, rape, cotton-seed. 

Ordinary machinery — lard-oil, tallow-oil, heavy mineral oil 
and the heavier vegetable oils. 

Steam cylinders — heavy mineral oils, lard, tallow. 

Watches and other delicate mechanism — clarified sperr^K^i 
neat*s-foot, porpoise, olive, and light mineral lubricating oils. 

For mixture with mineral oils, sperm is best ; lard is muc -^ 
used ; cotton-seed and olive are good. 

Many different conditions must, therefore, be studied, am 
the behavior of the lubricant determined with reference 
each before it can be known, with any degree of certainty, wha 
is its real value for any specified purpose, and it is equally^ 
evident that the conditions under which the behavior of 
oil or other lubricating material is to be determined shoul< 
always be those approximating with the greatest possible ex — ' 
actness to the conditions proposed in its actual use. An exact::^ 
theory of the commercial value of lubricants will be developecS^ 
in a later chapter. 

52. Lubricants, as already seen, are sometimes solid, but^ 
usually liquid ; and of the liquid unguents there are man; 
varieties in the market, which differ in their viscosity an( 
cohcsiveness as widely as they do in nearly every other quality, 
and range from the most limpid watch-oils to those " heavy 
bodied '* and densest of all the oils — castor-oil and rosin-oiL 
We have semi-solid lubricants, of which tallow, soap, cocoa- 
nut oil, and wax are illustrations : and still others are perfectl] 
hard and solid, as graphite and soapstone. 
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t6 engineer also uses what are known as " anti-friction 
metals," one of the oldest and best known of which is the so- 
called "Babbitt-metal." These are permanently fixed in the 
bearings in the form of linings, and their peculiar use is to 
present to the journal, instead of the hard, unyielding, and 
resistant surface of the metal itself, a material which more 
readily and perfectly adapts itself to the form of the journal 
which it supports. 

Lead has been introduced by Mr. Hopkins to act thus tem- 
porarily, gradually, as it wears, letting the journal down to ■ 
good bearing on the brass of the boxes. 

Some anti-friction metals are used without lubricants, and 
are therefore themselves as truly lubricants as are plumbagofl 
and similar solid materials which are usually finely ground and J 
interposed between rubbing surfaces. 

In some cases no lubrication -will suffice to keep a journal 
from heating, or even "cutting;" in such an event th^ 
" brasses" are sometimes made hollow, and a stream of watei 
is made to circulate through them, thus effectually keepio) 
them cool. 

In the " Palier-glissant" of Girard and the " Water-bearing; 
of Shaw, the journal is supported upon a cushion of watel 
Vrhich is forced into a space in the journal beneath it by i 
pump, and at such a pressure that the journal is perfectljij 
water-borne," and revolves on the liquid cushion. Shaw haj 
a.pplied this plan successfully in supporting vertical shafts. 

The Oils are the most generally applied fluid lubricants;' 
he most common are the better known and cheaper kinds of 
ioial, fish, vegetable, and mineral oils : of these, sperm stands 
admittedly at the head of the list ; lard, neat's-foot, whale, tallow, 
,eal, and horse oils are all largely used either alone or mixed. 
TTic vegetable oils in use are olive, which is by far most gen- 
rally used in other countries ; cotton-seed oil in the United 
■-States, palm, rape-seed, oleine, colza, poppy, pea-nut, rosin, 
c:ocoa-nut, and castor oils* are all more or less employed in 
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lubrication. Of the fish-oils, porpoise, cod, and menhaden* 
oits, are most used. The mineral oils are of two classes: 
the shale-oils, obtained from certain shales; and the well* 
petroleums, which come from extensive oil-lakes, situated 
usually far beneath the surface of the earth, and which are 
principally obtained from oil-wells in Pennsylvania and other 
of the United States. Glycerine is sometimes used as a 
lubricant for light pressures. 

Of these oils, sperm excels nearly all others in its power of 
reducing friction, and generally excels them in endurance. 
Rape-seed is in some districts now displacing olive-oil as a 
lubricant : but the mineral oils, pure or mixed, are rapidly 
taking the leading place in all markets. f 

53. The Semi-fluid Lubricants, or Soft Greases, are 
usually of animal origin. The term grease is usually restricted 
to those soft fats which permeate the tissues filling the cavities 
of the animal system, especially about the loins and among 
the intestines, and which are solid or nearly so at all tempera- 
tures not greatly exceeding that of the living animal. They 
usually liquefy at about this temperature, some of them be- 
coming fluid at even lower temperatures than the normal 
Ignited, they bum freely, with a clear light, but with a smoky 
flame. 

The greases are composed of stearine, margarine, and olcine, 
in variable proportions, and are the more fluid as the latter 
constituent is present in larger proportion. They arc partially 
soluble in alcohol, and freely "so in ether, in essential oils, and in 
other oily compositions. When fresh they are white or light 
yellow in color, and when old and altered chemically or by 
mixture, often become darkened. They are always liable to 
alteration, becoming rancid on exposure to air and sunlight. 
This occurs by the development of the fatty acids, and this 
change, which is readily detected by their odor and tastc^ 
renders them injurious to the machinery on which they are 

* The whale is not a fish, bul an animal classed aTnonf; ihe niBmniall. 

( Portions of Ihis chaplcrand of oihcr parts of ibis work are from " Frkliow 
and Lubrication." lectures by ihe ouihot. published by the R^nMd Gaiea* 
Publication Co.. New Yorlt, lS;g. 



THE LUBRICANTS. IIJ 

used, and especially where heated, as in the cylinders of 
steam-engines. 

Tallow, which may be taken as the best-known example ot 
this class of lubricating materials, is the fat of domestic animals, 
removed from the membrane In which it is secreted usually by 
melting. Its quality and properties vary somewhat with the 
animal, and with its age and other characteristics. It is solid 
at common temperatures, white or nearly white, slightly 
odorous, and readily saponifiable. The best is obtained from 
mature animals, and usually, according to Chateau and other 
authorities, from males of the domestic animals. The greater 
part of the tallow of commerce is beef tallow and mutton 
tallow. • 

The greases are sometimes used in the natural state, and 
often mixed with other classes of lubricant. 

Vaseline, and other similar preparations of mineral origin, 
are to be classed with the greases, as are a number of vege- 
table waxes and butters, as the so-called cocoa-nut oil. These 
are rarely used in the lubrication of mechanism, however, 
although the former class occasionally and the latter more 
frequently are introduced into mixtures. 

Vaseline and the other mineral greases are obtained by the 
distillation of petroleum at low temperature in vacuo. The 
vegetable greases are usually natural products. 

54. For Hard Greases, as for use on railways, mixtures 
of tallow and palm-oil with water rendered alkaline with soda 
are often used. Two parts parafTine, one of lard, and three 
of lime-water Is a good grease for heavy, slow-moving jour- 
nals. 

A. mixture of eight parts of bayberry-wax with one of 
•™pWtc is very good also, and is said by a U. S. Ordnance 
^ard to be the best-known preparation for rifle-bullets. 

Grease is usually employed in lubricating axle.journals in 
Cat Britain, and is generally of palm-oil. The following are 
i^^ to be good compositions* for that climate: 

•W. R. Browne, Railroad Gattltf, August 9, 1875 
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Rails 



} AxLK Grease. 



Tallow 504 1> 

P»lmOil aBo ■ 

SpermOil 3a ■ 

Cauttk Soda lao ■ 

Waler Ii370 ' 



On German railroads the following composition is used ? 

TalloiT 34. &) 

Palm Oil 

Rape-seed Oil 

Soda 

Water 



The following is Austrian : 



For Winter 

For Spring and Autumn. . 
For Summer 



Olm Oil. OU C r ew e. 



Tallow and "black-lead." or plumbago, " white-lead " and 
oil, and mixtures containing sulphur are often used as semi- 
fluid lubricants. 

There exists a decided tendency to displace the more fluid 
by the less fluid lubricants, to use tallow in place of the oils, 
and to adopt manufactured hard greases where the more free 
flowing materials have been formerly generally employed. The 
change leads almost always, if not invariably, to loss of power 
( by increased friction — a loss which is seldom noted — while 
saving in cost of lubricant by reduction of quantity used. In 
many cases this is not economy, and a careful determination 
and balancing of gains and losses is advisable before a final 
choice is made. 

The greases have advantages over the oils other than mere 
reduction of cost of lubricating material. The cost of the 
time demanded for the supply of the lubricant is usually less 
with the greases; the drip is less, and the injury by soiling 
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floors and goods is correspondingly reduced ; danger of fire is 
also less, and the journals will usually work more uniformly 
cool. The greater the consistency of the lubricant, other 
things being equal, the greater its endurance and economy. 
The number of these greases in use is very great, and their 
differences of value are sufficient to make their careful selection 
by test a matter of serious importance. The method of appli- 
cation is even a more important matter than the kind of 
lubricant, or the conditions affecting it. 

55. The Solid Lubricants are sometimes found to work 
well when no fluid will answer at all. Some of them sustain 
immense pressures without injury. Those in general use are 
certain metallic compositions, mixtures of metallic with non- 
metallic elements — graphite, sulphur, soapstone, asbestos, lamp- 
black, and white-lead {carbonate of lead). In some cases they 
are permanently and solidly fixed, and sometimes are applied 
at intervals between the rubbing surfaces, as are the oils, 

Plumbago, or Graphite, and Soapstone are lubricants. The 
former is a solid form of carbon, supposed to be the ultimate 
product of the destructive distillation of the vegetable matter 
of the forests of the carboniferous or, usually, earlier periods. 
It is often distinctly crystalline, has a specific gravity of 1.8, 
and is moderately hard. Very pure graphite, containing 99 
per cent, carbon, is found at Ticonderoga, N. Y. ; in Cumber- 
land. Great Britain; and in the island of Ceylon. Crude and 
impure graphite occurs in many other localities Very fine 
graphite also comes from Siberia, supplying the demand for 
the best grades of pencils. It is principally used for crucibles 
and in pencils, but is an excellent lubricating material for heavy 
work, and is also often found very useful for light machinery; 
it is used for silk-looms making delicate fabrics which would be 
destroyed by oil. Its value as a lubricant is sometimes greatly 
impaired by impurities, and especially if they are earthy and 
gritty. Freedom from such impurities is essential to the suc- 
cessful use of plumbago, cither alone or mixed with other un- 
guents. 

<jraphite was mentioned by Rennie in 1829 : he states that 
"iri all cases where plumbago was used it lessened friction." 
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General Morin, experimenting with it later, concluded that 
it could be used to advantage where heavy pressures were to 
be sustained. The author has found graphite, and graphite 
mixed with certain oils, well adapted for use under both light 
and heavy pressures. It is especially valuable to prevent abra- 
sion and " cutting," under very heavy loads and at low veloci- 
ties. Plumbago is used generally by interposition, although 
often forming, as just stated, an ingredient in the composition of 
mixed oils and of anti-friction and "anti-attrition" compounds 
of the first class. It should always be absolutely pure and free 
from grit, and should be grou nd to the condition of a flaky pow- 
der. 

Mr. T, Shaw found it superior to oil for the tables of heavy 
planers. 

Soapstone is a hydrated silicate of magnesia, known also 
as talc and as steatite. It is very widely distributed. It is soft, 
easily cut by the knife, and has an unctuous quality, to which 
it owes its name. For use as a lubricant, it must be free from 
gritty impurities, and can be then employed like graphite. It . 
is extensively used in the manufacture of "packing" for the 
piston-rods and valve-stems of steam-machinery. 

Some engineers express a preference for soapstone powder 
as a lubricant for the axles of machines. For this purpose 
it is first reduced to a very fine powder, then washed to remove 
all gritty particles, then steeped for a short period in dilute 
muriatic acid, in which it is stirred until all particles of iron 
which it contains are dissolved. The powder is then washed 
in pure water again to remove all traces of acid, after which it 
is dried, and forms the purified steatite powder used for lubri- 
cation. It is not generally used alone, but is mixed with oils 
and fats, in the proportion of about 35 per cent, of the powder 
added to paraffinc, rape, or other oil ; the powder may be mixed 
with any of the soapy compounds employed in the lubrication 
of heavy machinery. These solid lubricants are both used in 
making up packing for steam-engines, etc. 

Plumbago and soapstone are both used, mixed with soap, on 
heavy work, and especially on surfaces of wood working against 
either iron or wood. 



THS LUBRICANTS. II7 

Asbestos is a silicate of lime and magnesia, having some 
-^- — escmblance to soapstone in its physical properties, but dis- 
-^Ki^inguished by its structure, occurring in, often, long silky 
r^Kibres. It is spun into threads and ropes, and woven into 
-^^cioth, and even felted, and made into paper. It is used for 
— 3>iston-rod packing and if well purified is excellent for this 
purpose. 

Su/pkur, " White Lead," and some other solids are used 
generally mixed with oils ; but they are not important mem- 
bers of the class of substances here considered. 

Woods, as lignum-vitae, beech, hickory, oak. maple, elm, 
canewood, snakewood, are sometimes used as bearing surfaces, 
and are almost always kept cool and prevented from wearing 
seriously by flooding them with water. The best of these 
woods are, like lignum-vilae, hard and tough in structure ; they 
Are usually obtained from the tropics. 

56. The "Animal Oils" are usually derived from the fats 
of the mammiferous animals, including the whales and their 
a~^Iatives ; but they are sometimes obtained from fish, as from 

tlie "menhaden" or "moss-bunker." The principal of these 
■<::> ils are sperm and whale oils, lard and neat's-foot oils. Tallow- 
■^=fcil is also used to some extent. They are generally obtained 
tiy melting them out from the animal tissues in which they 
■^^re originally found, and by passing them through various 
■^3urifying processes. All have characteristic and persistent 
«=3dors, which are often, as in the case of the fish-oils, disagree- 
-^^■bly powerful, and which are even perceived in the soaps made 
i'rom them. The liquid animal oils are principally derived 
-tf"rom the sperm and the " right" whales. 

57. Sperm Oil, or spermaceti-oil, is the best known, and 
for general purposes the most excellent, of all the lubricants. 
Jt contains, according to Brande : carbon, 78 ; hydrogen, 1 1.8 ; 
*>xygen. 10.2. It is found in a large cavity in the head of the 
asperm-whale, mingled with the solid fat, spermaceti, from 
"which it is separated by crystallization and pressure, without 
bleating. It is saponifiable with potash, but with difficulty, 
2nd is one of the most permanent and most valuable of all the 

oils. Its specific gravity ranges from 0.S80 to 0.896, averaging 
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about 0.88;. Crude " head-oil " from the caslc runs about 
0.88. It is the lightest o( all the lubricants. Sperm-oil is of 
light-orange color iii large masses, lighter in small quantities, 
transparent, has a slight fishy odor, and precipitates needle- 
like crystals of spermaceti at 47° F. (8.3° C.). It is solidified 
by nitric acid. 

Used as a lubricant, it is liable to sudden fluctuations of its 
coefficient of friction in consequence of its changes of density 
and fluidity, as the spermaceti contained in it alters with var>-- 
ing temperature. In lubricating quality, for light work, as for 
spindles, it is only excelled by the very finest of the refined 
mineral oils, and excels nearly all other oils under heavy 
pressures, although often closely approached by fine petro- 
leums. Exposed to the air it absorbs oxygen, becomes gradu- 
ally "gummed " or resinous, and loses quality seriously. At 
140° F. (60° C.) it gains two or three per cent, in weight in 
twelve hours. It has a " flashing point"' at about scxj" F. 
(260' C). 

Whale Oil is obtained from the " blubber" of the wha] 
removing it from the animal in great strips, which are C 
healed to melt the oil out from the tissues enclosing it. All 
the whales, including not only the varieties classed with the 
sperm and the right whale, but also the blackfish and \ 
relatives, the dolphins, furnish this " train-oil." Three varj j 
of oil — the so-called white, yellow,and black — are brought! 
the market, and are mixed to form the oil of commerce, 
mon whale-oil is brownish yellow, transparent, disagreeably 
odorous, limpid at ordinary temperatures, solidifying at the 
freezing-point, and precipitating at times more or less sperma- 
ceti. Its density is about 0.93 at 70° F. (21" C). It is much 
used in making crude soaps and for illuminating purpose^ 
usually mixed with vegetable oils, and little used for lubr'"" 
tion. 

58. Lard OH is the most extensively used of all the ai^ 
oils, and is an excellent lubricant, although inferior to sp 
oil. It is obtained from the fats of the hog. It is exported 
from the United States to Europe in large quantities for the 
purpose of adulterating oHve-oil. It is itself often adulterated 



with cotton-seed oil, which latter is also used as a salad-oil, but 
sold, however, as olive-oil. All three oils are good lubricants. 
Lard from which the oil is expressed yields 62 per cent, of its 
weight, the specific gravity approximating 0.925. It saponifies 
readily, congeals at the freezing-point of water, and " flashes" 
under fire-test at about 500° F. (260° C). If sperm-oil be 
rated at unity as a lubricant under ordinary conditions, lard- 
oil will stand at 0.75 to O.95- This oil is twice as viscous as 
sperm. Exposed to air it absorbs oxygen with far less rapidity 
than sperm-oil. J 

59w Neat's-foot Oil is one of the best of lubricants, and] 
has extensive use in the arts. It is obtained by boiling the ' 
feet, and often other parts, of cattle, and skimming off the oil 
which rises to the surface of the water. It has a very slight 
straw-yellow color, which darkens with age; it is odorless whea 1 
fresh, has a pleasant taste, is limpid at all common tempera^^J 
tures, but congeals at about the freezing-point of water. 1 
Its density at 60° F. (15.5° C.) is o.gi6. It is very frequently ' 
adulterated with other less expensive oils. When allowed to 
stand for any length of time, it often deposits white flakes of 
solid fats. Its low temperature of congelation makes it a ' 
■very useful oil for out-of-door machinery. It resembles lard. 1 
^il in general appearance and qualities. J 

Tallow Oil is made from the tallow of beeves by pressure^ 
and has very similar qualities to the preceding. The tallow isl 
melted, the stearinc separated by slow cooling and straining^l 
followed by pressing. The oil is a good lubricant, but isl 
principally used in fine soap-making. 1 

60, Fisb Oils, so called, include the whale-oils already J 
vlescribcd, and the oil of the menhaden and other fishes. J 

Seat Oil is also often classed, even more improperly thailS 
the whale-oils, with the fish-oils. It is not a common oil! 
in our markets, and is rarely used for lubrication, although a 
good unguent. 

Porpoise Oil is used as a watch-oil, for which purpose its 
limpidity and stability of composition well fit it. It resembles J 
the best whale-oils. The " porpoise-oil " of the market is very] 
generally made, not from the porpoise, but from the jaws and J 
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the " melons" of the blackfish, U does not congeal at the- 
zero of the Fahrenheit scale (— 18° C). It is refined by 
straining cold. Rusty iron placed in the bottle with the oil 
keeps it free from acid. It is very expensive. "Grampus" 
oil is even better than porpoise or blackfish oil. Dolphin Oil. 
Cod-Iiver Oil, Dugong or Sea-calE Oil, and the oils of the 
herring, the sardine, and other fish, have still less use in the 
mechanic arts. 

Mmkaden Oil has been used by the author for the pres- 
ervation of steam-boilers out of use for long periods of time, 
with very satisfactory results. It forms an impermeable and 
almost unchangeable greasy varnish, which protects the iron 
from oxidation very thoroughly. 

All these oils, like the animal oils, generally dissolve to 
a certain extent in alcohol. They are usually extracted by 
maceration and pressure. 

61. The Vegetable Oils are obtained from the seeds, and 
occasionally from the fleshy part of the fruit, of plants. In 
one case, that of the earth-almond, the oil is found in the 
woody tissue of the root. These oils are usually limpid, but 
sometimes are so hard as to be properly classed as greases. 
The oils are expressed by grinding the seeds, adding water, 
and finally treating the emulsion of water, oil, and albuminous 
matter to separate the oil. 

The vegetable oils are divided into two classes, the fixed 
or non-drying, and the drying oils. The former are permanent 
liquids, like the animal oils; the latter are subject to a process 
of oxidation which causes their gumming, and the formation 
of a resin which is useful as a kind of varnish, and as a vehicle 
for holding colors in painting. The drying-oils, among which 
the best known are linseed, castor, hemp-seed, walnut, and 
poppy oils, are of little value for purposes of lubrication. 
Castor-oil, when fresh, is a moderately good lubricant for 
heavy pressures, although the fixed oils are vastly better for 
common use. It changes much more slowly than linseed-oil. 

The non-drying oils, of which the principal are olive, cotton- 
seed, almond, rape-seed, cocoa-nut, pea-nut or ground-nut, 
and colza, are all good lubricants. Of these the first 1 
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is by far the best known ; although cotton-seed, pea-nut, a 
colza oils are also extensively used. 

The gain in oxygen and the loss ol the hydrocarbons i 
eighteen months, by the process of "drying," is thus show 
by analyses made by Cloez : 

LiNssKD Oil, 

Pmh. Ac raced. 

Original welgbt. Per ccnL TduI weigbt. DlScrcncc. 

C 77.57 67.55 7»-»99 - 5-a7t 

H 11.33 9-83 JO. 574 - 0.75^ 

O 11.10 aa.s7 34-157 +13.057 

Castor Oil. 

C 74-361 7S.i?5 74-05B - 0.303 

H 11.403 ii.ioS I' -405 — o.ooj 

14.337 16-7&7 17-317 + 3980 

62. Olive Oil is obtained from the fruit of the OUa Europea, 
one of the jasmines, which grows throughout Southern Europe 
and Northern Africa, and in other semi-tropical countries. 
The total production of the world is vastly less than the nomi- 
nal sale, the commercial oil being adulterated to an enormous 
extent. It is extensively used as a table-oil, as well as for 
illuminating and lubricating purposes. The finer grades of 
.*"ruit are harvested by hand-picking, and reserved for the 
xnanufactureof table-oils. The larger varieties of olive furnish 
the less excellent grades of oil which are used in the arts. 
£ach part of the fruit, the outer skin, the pulp, the enclosed 
Seed or nut, supplies an oil of peculiar quality; but they are 
»^rely separated. The oil from the pulp being comparatively 
free from stearine, remains fluid at lower temperature than 
>lhat from the other portions of the olive, and is sometimes ex- 
tracted separately as a watch or a clock oil. 

In making olive.oil, the fruit is usually first stored about 
two weeks in bins, and allowed to ferment slightly, in order 
that the softened cells may yield their oil the more easily and 
Completely. The fruit is then crushed in an " edge-roller 
TiiUI." and the oil removed by exposing the pulp so produced 
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to heavy pressure while enclosed in bags and under a screw- 
press. The expressed oil runs into tanks of water, and is then 
separated by skimming. The "virgin-oil" is that which first 
comes off or often that which drains, unpressed, from the 
crushed paste at the roller-mill. That which is afterward ob- 
tained iscailed " ordinary oil." An inferior quality is obtained 
afterward from the mixture of water and paste, which is left 
to settle in a large reservoir called "I'enfcr" and this oil is 
therefore called " huiie denfirj" it is used for a cheap lamp- 
oil. 

Good olive-oil is limpid, unctuous, sometimes colorless, 
but usually golden yellow or greenish yellow in color, trans- 
parent, and if fresh very slightly odorous. Its taste is sweet 
and fruity, and pleasant to the palate of many persons ; but it 
becomes disagreeable and is unpleasantly odorous when it be- 
comes rancid with age. Its density varies, according to Saus- 
sure, from about 0.92 at the freezing-point to 0.86 at the boil- 
ing-point of water. It congeals at a low temperature, deposit- 
ing flakes of stearine as it approaches the freezing-point. 
Heated, it begins to change to a darker color at about 248" F. 
(120° C), and fumes at 356" F, (iSo" C), without decomposing, 
however, as a mass ; it must be heated to a considerably higher 
temperature before breaking up. 

All the burning and lubricating varieties of olive-oU are 
obtained after removing the virgin-oil and finer grades of ordi- 
nary oil. They are allowed to remain stored, and are kept warm 
in tanks for some months to precipitate all foreign substances; 
they are thus easily and rapidly clarified in summer, less 
rapidly and perfectly in winter. Good olive-oil is the best 
vegetable lubricant. Exposed to air, it shows symptoms of 
rancidity in a single day. It is much more viscous than sperm, 
and less so than neat's-foot oil. The best olive-oil is, for some 
purposes, equal to sperm ; and it is even claimed to be superior. 
Good olive-oil is one of the most perfectly non-drying of all 
the oils ; it experiences no other change with long exposure to 
the air than an increase of viscosity, only slightly observable, 
according to Clocz, after a year and a half ; it is then increased 
in weight i\ per cent. 
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63. Cotton-Seed Oil has been produced since about 1856, 
-mn large quantities, in the United States, from the seed of the 

«:ommon cotton-plant as removed from the "boll" by the 
^'gins." It is obtained by crushing the seed and expressing 
"the oil, very much in the same way as other seed-oils. It is, i 
large quantity, of a dark reddish yellow, and of a rather deep- 
yellow color in smaller masses. It has a pleasant taste, is to 
some extent a slightly drying oil, and is used in adulterating 
non-drying lubricating oils, in making soaps, and for illumina- 
tion. 

This oil is nearly as permanent as olive-oil ; Clogz exposed 
it to the air for a year and a half without observing other 
change than a slight loss of fluidity. 

The crude oil may be refined by Dotch's method by stirring 
several hours, with three percent, of its volume of caustic-pot- 
ash lye, of 45" B., or with six per cent, soda solution of 25^ to 
jo' B,, for an hour, at the boiling-point of the lye. Yellow, 
clear oil, of density 0.926, separates from a brown soap-stock, 
And is decanted. Forty gallons of oi! are made from a ton of 
^eed : this is about one half the oil contained in the seed, which 
^fcverages about 25 per cent, oil, by weight. 

64. Rape-seed Oil is expressed from the seeds of the sev- 
^^ral kinds of brassica, of which Brassica napus and B. rapm are 
"^the principal. The seeds are pressed dry, and are sometimes 
^tirst heated to coagulate the albumen. The crude oi! is sub- 
_Sected to a purifying process before it is ready for the market. 
^•Clarification is effected either by the use of sulphuric acid, as 
:^n Thenard's process, or by chloride of zinc, as in that of Wag- 
"^»>er. In the latter case a solution of the chloride, of the gravity 

1.85, is used in the proportion of 1.5 to 100 of the oil. After 

^shaking, and then allowing settling to go on for some days, the 

chloride is removed and the oil cleared by passing into it hot 

water and steam. The oil is also purified by the Deutsch 

method of heating to the verge of decomposition, allowing it 

to boil some hours, and finally skimming and decanting after 

cooling and settlement have taken place. 

, Rape-seed oil is of light-yellow color, peculiar taste and odor, 

I and is extensively used in manufactures as well as for iubrica- 
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cific gravity is usually 0.913 to 0.917. 

65. Colza Oil is expressed from the seeds of the wildcat 
bage, Brassica oleracea, and is largely used for illumination and 
to some extent for lubrication in Europe, and may ultimately 
have importance in the United States, as the plant is hardy, and 
can be successfully cultivated in North America, The oil is 
considered by some authority to be equal to olive-oil. either as a 
table-oil or for industrial purposes. It has displaced sperm-oil 
in many of its applications, and is superior to the latter for 
illumination; colza is also much less costly than sperm-oil. 

Colza-oil is reported by Stephenson* to remain fluid at a 
lower temperature than sperm-oil. It is an excellent lubricant. 
It exposed for a long time to the air, this oil thickens slightly, 
but not sufficiently to class it with the drying-oils. 

66. Palm Oil is an excellent lubricant, and one of the most 
valuable of the oils. The principal source is the district lying 
south of the Volta. on the west coast of Africa, from which 
section and from South America over a hundred millions of 
pounds are supplied annually— principally to Great Britain. 
Large quantities also come from the East, and some from 
the West Indies. It is used in manufactures, and to a limited 
extent as a lubricant. The " oit-paim" is the Elcsis guittfensis. 

The process of manufacture is quite similar to that of mak- 
ing the seed-oils. The nut-kemels are crushed, or the oil is 
obtained by boiling in water and skimming the oil from the 
surface as it collects. 

Oils are also obtained from several palm-nuts, as the^fotm. 
The fruit of the latter is small, yellow, pulpy, and contains a 
nut, "pit," or stone. An oil is obtained from the pulp, and 
another oil from the nut. The first is yellow, always liquid 
in warm countries, and is that usually termed " palm- 
oil;" the second is a solid, white, butter-like fat, often called 
"palm-butter." or, erroneously, cocoa-nut butter, or cocoa-nul 
oil. It is rarely sold in the market. The first of these 
that used in soap and candle making. 
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The palm-oil of commerce is, -when cold, a butter-like solidfl 
orange yellow, sweet to the taste, and of a pleasant violen 
odor. It melts at So" to 95° F. {27° to 35° C), accordingly as 
it is fresh or old. The liquid oil is dark yellow or orange in 
color. It saponifies readily, making a yellow soap, extensively 
used as a toilet-soap. The composition of this fat is, nearlyj 
stcarine 31, oleine 69, or, according to Ure, principally /f)/r;(iV;«9 
with a httle olcine. fl 

The palm-nut oil of Mexico, the coquito-oil, is said to guafl 
very slightly and to be very economical. fl 

67, Cocoa-nut Oil is, properly, one of the palm-oils. The^ 
nut of the cocoa-paim yields two kinds of oil, the one from the 
fresh pulp of the nut, the other from the pulp after decompo- 
sition has commenced. The first and best oil is made by 
grating the fruit and expressing its milky juice, from which 
the oil is obtained by boiling and decanting after settling, 
The oil is, when cold, white, wax-like, and melts at 70" F. 
(aj° C). ft is composed principally of a peculiar fat. cociniKf,J 
with a little oleine. When fluid it is colorless: but smalll 
quantities of solid fat lie at the bottom when near the tem-i 
perature of solidification. M 

The second grade of oil is obtained by heating the partiallyfl 
decomposed pulp in tanks of water exposed to the sun, andfl 
skimming off the oil as it rises to the surface. The oil isfl 
removed and heated to the temperature of boiling water, to ^ 
drive out any water that it may contain, and is then ready ' 
for the market. It is brown, of rather rank odor, and contains 
some fat-acids, products of fermentation. This oil is one of the 
most permanent of all the vegetable oils; eighteen months expo. ■ 
sure to the air, according to Cloez, caused no visible alteration, ■ 

68. Elaine Oil, so-called by Chevreul, or Oleine, is the I 
light oil obtained from tallow and other hard fats, either by 
pressure or by heating, leaving the more solid part, stearine, 
t>chtnd. It can be obtained from olive and some other oils 
by cooling, to solidify the heavier fats, thus leaving the oleine j 
to be expressed. The oleine from olive-oil is greenish yellow a 
in color, and frees all margarine at a temperature of about-J 
57° F. (,4" C). i 
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69, Pea-nut Oil, or Ground-nut Oil, is obtained from the 
pea-nut or ground-nut, the fruit of the Arachis hypogaa, a 
small low plant or vine indigenous and common in tropical 
and sub-tropical North America. The fruit or seed grows upon 
the root, and is enclosed, usually two kernels together, in a 
grayish-yellow, woody shell or pod. It has a disagreeable 
taste when raw, but a pleasant, sweet taste when roasted. 
The oil is used for the same purposes as olive-oil, which latter 
is sometimes adulterated with it. It is a good lubricant. The 
color is light greenish yellow, its gravity o.gi6; it is slightly 
soluble in alcohol, and has a barely perceptible odor. It solidi- 
fies at about 34" F. (i^C.) without alteration. It is not a 
noticeably drying oil, although it thickens a httle with long 
exposure to air. 

70. Castor Oil is derived from a plant, ruinus, known 
from the earliest historic times as a native of India, but which 
has been extensively distributed through the warmer parts of 
Europe, and is now weil known in America. 

The oil is obtained from the seeds by the processes gener- 
ally used in making the seed-oils. The seeds are first care- 
fully cleaned, and usually moderately heated, and are then 
pressed in the hydraulic press. The refuse seed left after 
thus expressing the oil is sgain worked over to obtain a 
second-quality oil. The lower the temperature adopted in the 
process the better the oil. The yield is about sixteen pounds 
of oil per bushel of seed. The best oil is nearly colorless ; 
lower grades are yellow or brownish yellow ; all have a nause- 
ous taste and disagreeable odor. Castor-oil is remarkable for 
its power of mixing, in all proportions, with glacial acetic acid 
and with absolute alcohol. It is soluble in four parts of 
alcohol, 0.835 or 0,850, at 15° C. (59^ F.), and mixes without 
turbidity with an equal weight of that solvent at 25° C (77" F.). 
Its specific gravity is 0.97 to 0.9S ; it congeals at — 12 to — 13° C. 
(8° to 10^ F.), and becomes solid at-40'' C. (—40" F.) 

The oil of the first expression is used for medicinal pur- 
poses; that of the second for oiling leather, lubricating ma- 
chinery, and other purposes. It is better for leather thaifc 
neat's-foot oil, since it is less liable to become ra 
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vania now supplies the greater part of the petroleum ol 
merce. 

The oil is usually obtained by boring or " drilling" arti 
wells, and the oil often spouts from the newly-opened well ia 
enormous quantities — amounting to several thousand barrels 
per day in some cases. 

Pennsylvania petroleum is usually of greenish color ; it b 
fluorescent, and has a specific gravity of about O.S. It yields 
on refining 75 or 85 per cent, illuminating and lubricating 
oil. Oils exceeding 0,83 in density are good lubricating oils; 
the best have a density exceeding 0,88, or even as high as 0.94. 
The refining of the oil is a process of distillation by which the 
light oils or naphthas are separated from the heavy illuminat- 
ing or heavier lubricating oils. 

An oil which evaporates at the rate of 5 per cent, in a day 
is unfit to be used as a lubricating oil. Such oils are reserved 
for other purposes. The mineral lubricating oils of commerce 
may be divided into three classes: 

(i) Natural petroleums of considerable density, purified 
by heating and retention in settling tanks, and finally by ex. 
posure to the action of superheated steam. 

(2) Rectified Oils of similar character, further improved by 
the Cheeseborough Method of filtering, under pressure 
hot. 

(3) "Cylinder-oils" rectified by fractional distillatioi 
chemically improved. 

Of these, the first are generally considered the best ; tJiel? 
density is greater than that of the other classes, and their fire 
and flash test are higher. 

Cylinder-oils should have little or no organic oil mixed 
with them : such mixture is an improvement, if not carried 
far, in the cases of other mineral lubricants. When the 
water of engines is returned to the boiler, as when open h< 
are used, only pure mineral cylinder-oils should be used. 

A mineral oil has also been made having a density 
B. (s. g. 0.86), which contains less than one half of one 
volatile matter at 140° F. (60° C), flashing at 380° F. (1 
andbumingat420'' F.{2i2° C). Suchan oilusuallycoat 




per cent, volatile matter, and flashes not higher than 300' F. 
{149" C). 

A good mineral cylindcr-oil may be obtained with a density 
not far from 25^ B., i.e., specific gravity 0.9, a cold-test approxi- 
mating to the freezing-point of water, a melting-point within 
one or two degrees Fahrenheit (or about one degree centigrade) 
higher, a flashing-point exceeding 550^ F. (266' C). and a fire- 
test or burning-point considerably higher than this. It con- 
tains no acid and no alkali, but it may be dark in color, — usually 
a dark brown, — and is very viscous and cohesive. 

Pure tallow may be used, alone or in a mineral oil, for this 
work ; but it has less wearing power, is liable to gum, is often 
acid, and costs considerably more than the best oils of the kind 
above described. 

73. The Well Oils are those which principally supply the 
market. Their properties are quite variable. The gravity va- 
ries from 25° Baum^ to above 50° (s, g. o.g to below 0.78), often 
varying through this whole range in a single locality. The 
-Pennsylvania oils are usually greenish in color; the Canadian 
oil is often nearly black; that from Mecca, Ohio, is yellow; 
and the Italian oils are straw-color, sometimes verging on red. 
T^hcse oils average C. 85, H. 15. In some cases volatilization 
>ccurs with great rapidity at ordinary temperatures; In other 
"Stances it requires temperatures approaching a low-red heat 
o >raporize them freely. The light oils are as inflammable as 
Jcohol; the heavy oils burn with difficulty, 

Light oils are converted into heavy petroleums by the 
'^3-I3oration of their more volatile constituents or by oxidation, 
■"^-»s producing the bitumens. 

V4- Shale Oils are of similar composition with well-oils, 
*n^ undoubtedly both have a common origin in the decompo- 
'***c»n of the vegetation of an early geological age through the 
**-t<on of heat and pressure. The reservoirs from which the 
*'ell-oils are obtained arc unquestionably supplied by drainage 
"orn the carboniferous rocks in which the deposits of early 
**SeUtion are contained. Petroleums are found in all geologi- 
caU ■• horiions" above the eozoic system, but are principally 
•^Hvcd from the bituminous shales, which are rich in the pro- 
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ducts of decomposition of marine plants. These shales have 
been for two centuries a source of mineral oil, which is ob- 
tained by distillation. It was first thus made in France, on a 
large scale, by Selligue in 1834; and later, "paraffine-oils" 
were made at Glasgow by Young in 1850; and soon this be- 
came a well-established, but not extensive, branch of industry. 
Since i860 the shale-oils have been almost wholly superseded 
by oils from flowing or from pumping wells. 

75, Refined Petroleums are most generally applied to use- 
ful purposes in the arts. The heavier unrefined or crude oils 
are sometimes used, untreated, as received from the well, for 
lubricating machinery, and some of them are fully equal to 
the best of animal or vegetable oils for this purpose; but as a 
rule, the oil from the well must be subjected to a refining pro. 
cess before it can be safely or satisfactorily made use of for 
either illumination or lubrication. 

By refining by a process of fractional distillation, the light, 
dangerously inflammable, oils and naphthas are removed from 
the illuminating and the lubricating oils, and these last are 
separated; the lubricating oils being too heavy for use as illu- 
minants. By chilling and pressure, the parafTine or mineral 
wax is removed from the heavy oils, and sent into the market 
for use in making candles, and for other purposes. The residue 
after distillation consists mainly of mineral tar, and contains 
the coloring matters which have come to hold an important 
place in the arts. 

The process of refining, although ordinarily one of fractional 
distillation at temperatures which are higher as the operation 
progresses, is often more effectively conducted by the " vacuum 
system," in which, by a method similar in principle to that of 
sugar-refining, evaporation of the more volatile constituents is 
conducted in a closed vessel, nearly vacuous. The distillation 
is thus carried on at a comparatively low temperature, and the 
product is found to possess properties unattainable by the 
older method of breaking up the natural petroleums. The 
separation of the lighter naphthas and distillates being thus 
completed, the heavier distillates can be mixed if desired with 
the product, and the crude oil thus reproduced without its 



THE LUBRICANTS. 

vapors. Superheated steam is used in heating, and thus all 
charring is avoided. 

The refined oils are divided by Wilson into three groups: 

(1) Natural oils of great body, which are prepared for use 
by settling in tanks at a high temperature and by ordinary 
filtration to free them from mechanical impurities, and which 
are subjected to the action of superheated steam to remove 
any volatile oil which they may contain, and to give them the 
necessary body. 

(2) The same oils, filtered again at high temperature, and 
under pressure, through beds of animal charcoal, to improve 
their color. 

(5) Pale, limpid oils, obtained by distillation and subse- 
quent chemical treatment from the tarry residuum produced 
in refining ordinary petroleum for burning oils. 

These oils are sold pure by the refiner, and are mixed, fre- 
quently with good results, by the "manufacturer" of lubri- 
cating oils. The oils of the first class are best, whether used 
pure or mixed. The finer color observed in the oils of the 
second class is usually obtained at the expense of quality; 
their higher price has no equivalent in efficiency. The third 
clzLss are usually inferior lubricants. When to be used for the 
cylinders of steam-engines, these oils should be as viscous as 
possible, consistently with flowing through the cups at the 
la^te demanded to secure effective lubrication. Oils which are 
lerceptibly volatile are dangerous, and are apt also to leave 
n objectionable residuum. 

Pure natural West Virginia oil, 29" gravity Baum^, is suit- 
.ble for all kinds of heavy machinery, and will remain limpid in 
Cold cHmates. It is preferred by many consumers to sperm or 
lard oil. Oil of heavy body, and a fire-test from 330" to 350° F., 
is adapted for railroad-car axles, heavy machinery, locomo- 
tives, or for any purpose where great heat is to be provided 
against, and for bearings where heavy weight is sustained. 
It has excellent wearing properties, and will lubricate and keep 
car-journals and heavy bearings cool when oils of a low fire-test 
would volatilize. It can be used during all seasons of the year. 
Properly refined, it is entirely free from sand, tar, and still-bot- 
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torn impurities. For factory use, high speed, with both heavy 
and light bearings, and wherever the lubricator is fed to bear^ 
ings by capillary attraction, it is a good lubricant. Vegetable 
and animal oils are compounds of glycerine with fatty acids. 
When they become old, decomposition takes place and acid 
is set free, and the oils become rancid. This rancid oil will 
attack and injure machinery. All animal oils contain more 
or less gummy matter, which accumulates when exposed to 
the action of the atmosphere, and retards the motion of the 
machinery. Mineral oil does not absorb oxygen, whether 
alone or in contact with cotton-wool, and cannot therefore 
take fire spontaneously, as animal and vegetable oils do. 

The consumption of petroleum or mineral lubricating oils 
is largely increasing. They are used on all kinds of machinery ; 
they are the safest and cheapest lubricators, and generally su- 
perior to animal and vegetable oils and greases. 

They are safer on account of their non-oxidizing properties 
and their high fire-test, or the g^eat heat they will resist before 
vaporizing. They are cheaper in price, and more economical, 
saving both machinery and fuel. They are more reliable, as 
they are usually pure, and uniform in quality. They last longer 
and work cleaner, and are perfectly free from acids and all im- 
purity. They neither gum nor stain materials or the manu- 
facturers* products. 

A good lubricating petroleum has been thus made by 
refining a natural well-oil of 32° B. (s. g. 0.864) to a gravity of 
29 to 30 (s. g. 0.88 to 0.875) in winter, and to 27 or 28 (s. g. 
0.892 or 0.886) in summer. A good standard is considered 
by Wilson to be a fire-test of 550° F. (288° C). 

According to Spon, 

(i) A mineral oil flashing below 300° F. (150° C.) is unsafe. 

(2) A mineral oil losing more than 5 per cent, in ten hours 
at 60° to 70° F. (15° to 20° C.) is inadmissible, as the evaporation 
creates a gum, or leaves the bearing dry. 

(3) The most fluid oil that will remain in its place, fulfill 

ing other conditions, is the best for all light bearings at high m 

speeds. 

(4) The best oil is that which has the greatest adhesion Xk 
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metallic surfaces, and the least cohesion in its own particles : 
in this respect fine mineral oils stand first, sperm-oils second, 
neat's-foot oil third, and lard-oil fourth ; consequently the fin- 
est mineral oils are best for light bearings and high velocities. 
The best animal oil to give body to fine mineral oils is sperm- 
oil ; lard and neat's-foot oils may replace sperm-oil when greater 
tenacity is required. 

(5) The best mineral oil for steam-cylinders is one having 
a density of 0.893, and a flashing-point of 680° F. {360 C). 

(6) The best mineral oil for heavy machinery has a density 
of .880, and a flashing-point of 520° F. (269" C). 

(7) The best mineral oil for light bearings and high veloci- 
ties has a density of 0.871, and a flashing-point of 500° F. 
(262° C). 

(8) Mineral oils alone are not suited for very heavy machin- 
ery, on account of their want of body, but well-purified animal 
oils are applicable to the huaviest machinery. 

(9) Olive-oil stands first among vegetable oils, as it can be 
purified without the aid o( mineral acids. The other vegetable 
oils which, though far inferior to olive-oil, are admissible as 
lubricants are, in their order of merit, sesam^, earth-nut, rape 
and colza, and cotton-seed oils. 

(10) No oil is admissible which has been purified by means 
of mineral acids. 

"Mixed Oils" consist usually of mineral oils — petroleums 
of the heavier grades — mixed with some animal or vegetable 
oil, and usually probably with lard-oil. These oils, if prop- 
erly mixed, possess the special advantages of both classes. 
The mineral oil, of which the mixture generally principally con- 
sists, is free from liability to "gumming" or "drying" by 
i^id oxidation, and has also the property of freely dissolving 
the organic oils, and of holding them in solution in large pro- 
portions, thus taking a "body" which the lighter rock-oils often 
'ack. Tile mixture is thus a good lubricant, and at the same 
t'oic comparatively inexpensive ; it is also a safe oil. The 
troleums so used should be the best of refined oils. The 
St animal oil for the mixture is sperm ; lard and neat's-foot 
■ much used, but arc not as good : the former sometimes 
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separates to such an extent as to produce danger of spontane- 
ous combustion where the conditions are right. 

A light mineral oil, unmixed with animal or vegetable 
fatty material, will sometimes permit objectionable wear of 
bearings, even while reducing friction, to a greater extent than 
a mixed or a heavier oil having less friction-reducing power. 
The finest mineral oils may be used without mixing, however, 
except where their liability to stain goods, as in some cotton- 
mills, constitutes a serious objection. 

A mixture of paraffine and lard oils, forced between the 
surfaces by the use of a force-pump, will at low speeds carry 
the heaviest pressures met with under drawbridges. 

Mixed Greases are usually applied only to bearings sustain- 
ing very heavy pressures. They are generally made up princi- 
pally of palm-oil or tallow, with lighter lubricants to soften 
them to the proper degree of consistency, and often with water 
and an alkali to saponify them, and so to secure solubility. 
Thus the yellow fat used to grease axles on railways is a 
mixture of palm-oil and tallow, to which is added a small 
quantity of soda and some water. 

Lubricants compounded of the well-known oils and greases 
are therefore, as has been stated, very generally employed, the 
manufacturer selecting and proportioning the constituents in 
such manner as to secure precisely that set of qualities that he 
may consider best for the specific application which he may 
have in view. Nearly all the lubricants sold in the market un- 
der trade-names are of this class. This tendency is very gener- 
ally observed, and the substitution of ** manufactured " oils an^ 
greases for the unmixed lubricants is everywhere noticeable- 
The conditions most favorable to success are not yet wel-^' 
established, and the business of mixing is mainly directed t^V 
empirical methods. 

76. Purification is practised with sulphuric acid, and th^^ 
with some alkaline base. 

The illuminating oils have a density of from 0.8 upward, ai 
the lubricating oils from 0.85 to 0.88. Their boiling-points ai 
from 340° to 575° F. (170° to 302° C). The former, ** kerosene, 
is often unsafe from having too low a burning-point. Its c< 
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is but a fraction of that of other itluminants. An average 
Pennsylvania oil, according to Chandler, yields: 

Gasolene 1.5 

Nsphcba iD.o 

Illuminating oil 5S.0 

LubriCBiing oil 17. S 

Paraffioe 3.0 

Loss, gas, coke lo.o 



According to Professor J. Lawrence Smith, good " kero- 
sene" should have the following characteristics; (i) The color 
sAould be white or light yellow, with a blue reflection. (2) 
The odor should be (aint, and not disagreeable. (3) The 
specific gravity, at 60° F., ought not to be below 0.795 "or 
above 0.S4. (4) When mixed with an equal volume of sul- 
phuric acid of the density of i-53, the color ought not to be- 
connc darker, but lighter. A petroleum that satisfies all these 
contritions, and possesses the proper flashing-point, may be re- 
garded as pure and safe. 

According to Grotowsky, the petroleums, when exposed to 
sunlight, become charged with ozone, and lose illuminating 
quality, gaining in density and become yellower in color. 
They should be protected from the action of light and air. 

^/m«Ji«^£?//j which have been used is done satisfactorily 
by first storing in tanks long enough to permit settlement, next 
filtering, and finally mixing with a hot solution of 10 or 1 5 per 
cent, by volume of equal parts carbonate of soda and chloride 
of calcium, and a little salt, stirring well, and leaving it a week 
to settle before decanting. 

By another method a tank with an agitator is constructed, 
the tank of wood, lined with lead. Introducing 500 gallons 
of oil, the agitator is set in motion, and 26 lbs. oil of vitriol are 
added by a perforated leaden trough, so arranged as to spread 
It in a shower over the surface of the oil. The agitation 
should be continued eight hours. The oil is then allowed to 
stand ten hours, the acid is next drawn off, and the oil pumped 
into a steaming tank of iron. It is then steamed eight hours. 
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leading in the steam through a half-inch steam-pipe. Allowing 
the oil to stand for thirty hours, draw off the water, and pump 
into receiving tanks (of wood lined with lead). The lead-lining 
should be '' burned," as if soldered it is liable to fall apart. 

Filtering oils is often found decidedly advantageous. Oils 
hot so puriified by the manufacturer or dealer, or which have 
been used, should be carefully filtered before introduction into 
the oil-cup. Cylinder-oils of fine quality cannot, strictly speak- 
ing, be filtered : they can simply be strained through fine wire- 
netting, and should, if practicable, be strained warm (about 
joo° F. ; 37.7^ C). The best oils will pass through the 
finest nettings made. This class of oils should be filtered 
with especial care, as chips, dirt, or "still-bottom*' impuri- 
ties, entering with the oil, would be likely to do serious harm. 
Oils not fed by " automatic cups" are less liable to give trou- 
ble if unfiltered ; but it is better to filter all oils not filtered 
before purchase, unless they are heavy-bodied mineral engine 
and machinery oils, which are seldom used again from the 
" drip-pans." Light oils are often used over and over again, 
and should be filtered each time. This system also permits 
that free and copious supply which will be seen later to be a 
condition of economy of power, efficiency of machinery, and 
reduction of expense. 

Filters consist usually of several thicknesses of " cheese- 
cloth," strained across the mouth of a can or bucket which 
serves as a receptacle for the oil, and from which it is drawn 
by a faucet set several inches above the bottom in order that 
any sediment that may still be precipitated may not be taken 
out with the oil. The two or three thicknesses of cloth should 
not be in contact, but should be separated by an air-space. A 
faucet at the bottom can be used occasionally to draw off the 
lower layer of sediment-charged " settlings." Filters may be 
made of successive layers of wire-netting, muslin, and other 
cloths, as flannel and hair-felt, with charcoal interposed, and 
thus an almost absolute purity of oil secured. The proper 
order is that which passes the oil through the coarsest mate- 
rials first, the finest last. The lowest diaphragm should be of 
wire, strong enough to carry all above it. 




CHAPTER IV. 

LUBRICATION— METHODS OF APPLYING LUBRICANTS. 

77. The Methods of Lubricating^ rubbing surfaces are as 
various as the forms of lubric-ants and the conditions under 
which friction is to be reduced, and their proper selection is of 
essential importance. Tiie lubricants in solid, semi-solid, and 
liquid forms require different methods of application, and each 
is used in a different class of lubricating apparatus. The solid 
lubricants do not flow, do not wear rapidly, and are put in 
place only at long intervals; and they remain until so greatly 
depreciated as to compel tlieir replacement. The semi-solid 
lubricants may be caused to flow by cither heat or pressure, 
and are usually " fed " to the bearing under the influence both 
of pressure and the moderate warmth which may be felt in 
nearly every pair of rubbing parts. The liquid unguents flow 
so freely that reservoirs must be provided in which they are 
stored in conveniently small quantities in close proximity to 
the rubbing surfaces, and from which by some reliable device 
they may be supplied regularly and continuously in such quan- 
tities as may be needed. In rare cases no lubricant is used, 
but the heat produced by friction is carried away by conduc- 
tion and radiation across the journal and bearing, or by a 
stream of water directed over the heated parts: in still rarer 
cases water is supplied in such manner that it itself forms the 
bearing. 

The Method of Supply is a matter of supreme importance. 
The "oil-bath,'" as shown later, sometimes reduces friction to 
one tenth the amount observed with the more common meth- 
od*. In all cases in which oil-cups are used, oil-grooves should 
be cut from the oil-hole to the farthest portions of the " brass." 
End-play should also where possible be secured. An oil-p; 
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as in railway practice, is better than an oil-cup, and a bath is 
much better than either. 

78. The Use of Solid Lubricants is not as common as that 
of semi-solids or liquids, but is gradually becoming more gene- 
ral for cases of extremely heavy pressure ; while they are not 
entirely out of use for even very light journals. They are 
sometimes used dry and without admixture, but oftener mixed 
with the oils. In the latter case they are applied by the meth- 
ods to be described later. 

Plumbago, or graphite, and soapstone are often used dry — 
the former in bearings, the latter in various forms of " pack- 
ing.** Plumbago has been used in even the finest lace-making 
an J silk-weaving machinery, as well as on heavy machines, the 
operator dusting \\, between the rubbing surfaces — usually when 
the machinery is stopped. It has also been introduced into 
many of the mixed greases, and into oils ; in each case for best 
effect requiring a careful adjustment of the method of lubrica- 
tion to the conditions involved in its use. For iron-planing 
machines it is found to be an excellent lubricant used on the 
" ways'* on which the " table" slides in the dry form ; it is ap- 
plied by dusting it on the ** V's** as they are exposed during 
the operation of the machine. 

Mctaliney a solid compound, usually containing plumbago, 
is made in the form of small cylinders, which are fitted perma- 
nently into holes drilled in the surface of the bearing, which 
requires no other lubrication. Various compositions are made 
for the wide range of pressures and speeds met with in ma- 
chinery. The ** anti-friction" metals, so called, all require 
lubrication, and are only of special value as being soft and 
yielding, and accommodating themselves to the form of the 
journal without danger arising from ** cutting ' or overheating: 
even if they are melted out they are easily replaced, and no 
such serious expense is incurred as where *' solid brasses'* are 
used. 

79* The Semi-solid Lubricants, the Greases, are applied 
in most cases by the use of ** grease-cups'* or ** grease-boxes.*' 
They arc always softened and rendered more or less fluid by in- 
crease of temocrature, and are thus either caused to flow spon- 
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tancously, or arc rendered soft enough to flow under the ajH 
plication of moderate pressure. In some cases they are ]ai^| 
directly upon the rubbing surfaces, either through holes madS 
for the purpose in the "caps" of the Journals, or by placii^| 
the unguents at intervals upon parts of that surface which ai^| 
periodically exposed. As a rule, harder and less fusible greases 
arc used in summer than in winter, the difference being pro- 
duced by the adoption in mixtures of a larger proportion of 
the hardest constituents in summer and a smaller proportion^ 
in winter, as is illustrated in the compositions given alrcad^| 
(Art. S3). fl 

80. The Methods of " Oiling," or of applying the flulfl 
lubricants, are usually practically the same for all kinds of lubHfl 
Cants. On very slow-moving parts, when the pressure is modfl 
ifii^Xz, the application of the oil by hand at long intervals 
suffices: watches are often kept in good running order if oiled 
biat once in two years or more. Fast-running machinery must 
be frequently oiled, and is generally and should be always so 
arranged that the supply may be made continuous. In excep- 
tional cases special provision — as by oil-pumps — is made ta_ 
secure certainty of continuous and liberal supply. The mosH 
usual method of continuous lubrication is by the use of "oiw 
cup>s" — small metal or glass reservoirs mounted generally upon * 
the piece to be oiled, and supplying the oil through a small 
channel along which it is " fed " by some device, bringing into 
play capillary action, as by a wick or by a loosely- fit ted wire 
in the manner to be described presently. 

Economy is best secured where the dripping oil is not pre- 
served by any arrangement which furnishes the lubricant in a 
perfectly uniform supply and in minimum safe quantity. In 
•ioine cases "self-oiling" boxes are used with good results; in 
these arrangements the oil is contained in chambers or reser- 
voirs in close proximity to the rubbing surfaces, and in sutK- 
cienl quantity often to require renewal only at intervals of 
several months. Where this system involves the oil-bath, it 
ispiobably best of all. Careful management of the ordinary 
n«em of oiling with the common oil-cup will, however, give 
equal economy of oil: the line-shafting of a large macbinA 
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shop has been kept running for long periods of time with an 
expenditure of but 17 drops of sperm-oil per bearing per week. 
The reduction of friction is not as effective, however, as in the 
preceding case. 

Uniformity of distribution is as important as uniformity 
and continuity of supply. A dry spot occurring on the jour- 
nal will immediately cause heating and "cutting." The oil 
should therefore be led upon the journal in such a manner as 
to insure that every part shall be reached and kept well lubri- 
cated. The method of oiling, as well as the quality and kind 
of lubricant, should be adapted to the special case in hand. 

Since the lubricant is not itself worn, and undergoes no 
physical change while in use, and no other chemical change 
than that of gumming by exposure to air, a flooded journal 
with an effective system of collecting and reapplying the out- 
flowing oil, with occasional purification as may be necessary, 
gives maximum economy both of power and of lubricant. 

Steam-cylinder lubricants are best supplied by the " auto- 
matic" feed-cup, of which many varieties are made, and among 
which some few serve their purpose admirably. The form 
used for this purpose should be capable of supplying the heav- 
iest and darkest of mineral cylinder-oils, and with perfect uni- 
formity and certainty at minimum rates of flow. The "sight- 
feed" cups, in which each drop of oil is seen as it passes from 
the reservoir through a glass feed-tube to the steam-pipe, is a 
form which has the double advantage of doing its work well, 
and of at all times doing it in view of the attendant. The cup 
used should be as carefully kept in order as the engine itself. 
The rate of feed is usually made a minimum, and with good 
lubricants can be reduced to 4 or 5 drops per minute per 100 
horse-power of engine, and perhaps somewhat lower still with 
engines of more than 100 horse-power. 

Mineral cylinder-oils, when used after the habitual use of 
animal or vegetable oils, will gradually dissolve the gum 
already deposited in the cylinder and its passages, and will 
later work well and keep the cylinder clean. Some loss of 
efficiency may be noticed in the interval. If the gum is 
thrown off in masses, as sometimes happens, it may give 
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trouble : and it is much better to carefully inspect the cylinder 
and remove any that may exist before danger can arise. This 
process may occupy weeks, and is a particularly slow process 
after Ullow has been long used. 

Lubricants used in bolt-cutting demand the same qualities 
as for other cases of lubrication, and in considerable degree 
their choice is similarly determined. That oil which will give 
the smoothest cut and finest finish with minimum expendi- 
ture of power is cheapest as a rule, whatever may be the 
market price. The best lard-oil is commonly used for this 
purpose ; mineral oils are also used. 

Recent investigations show that, contrary to earlier opinions, 
the best method of using oil, and particularly on fast-running 
machinery, is to supply it as freely as possible, and receiving 
the rejected portion, reapply it after thoroughly filtering it if 
nccesaarj'. 

The heavy mineral oils only should be used in steam-cylin- 
ders and on hot rubbing surfaces. The best of animal and 
vegetable oilswili decompose, and will corrode metal so rapidly 
as often to cause serious expense, even where they might be 
otherwise desirable unguents; their fatty acids are dangerous 
constituents, and their liability to gum is a source of danger 
as well as of expense. 

In textile manufactures the relative value of oils and ex- 
pense of operating is influenced to an important extent by the 
greater or less liability of the oils used staining the fabrics 
made, and this consideration alone will often determine a 
choice of oils without regard to price. 

8l. The Forms of "Grease-Cup," or of " tallow-cup," 
used in applying the semi-solids and the more fluid greases 
are usually all of one class, A reservoir, box, or cup is pLiccd 
in contact with the bearing to be lubricated, and is filled with 
the grease, tallow, or other semi-solid unguent : the lubricant 
^ttks down gradually upon the bearing, through an opening 
of usually quite large section ; or it is forced through a smaller 
pas^ge under the pressure produced by a weight or a spring. 
!n some cases the reservoir is formed in the " cap" of t 
ing. and a slot cut down through the cap allows the. 
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weUie Aown tlomif apoo tbc joaraal : •mitk soft taIlo«s 
ETcajes tic* prormoo is ample, and the stxxtd l^xiosL a Ol^ 
dowa vpoa wben tlie bearing is at that tcmpcntsic wfasdi, ii 
the ftdjaatnest is conect, gives at ooce miniiarai fnctson aa^ 

Grcasfrcspi anular ia form and in tnctbod of attaduncnC 
to the comawil o3«vp are SDmctiiDes ucd, asm tbc fignre^a 
whkb iOtistiate tbc constroction of tvo socb cops. 

TtK fint form of cup (Fig. 20) is placed in the vertical p<K^ 
tioo, and the we^ht of the piston and of any materul wHIia 
vfaicfa it may be loaded forces tbc grease into tbc faLcbsaW)^ 
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The body of the cup is of glass, and permits the flow of tiie 
grease to be conveniently watched. When first applied, the 
unguent h forced into the journal by pushing down the piston 
a little way by hand. The second style of cup (Fig. 21) is set 
in any convenient position, and the "feeding" is accomplished 
by giving the cap a slight movement by hand once a day or 
once a week, according to the character of the work. Forms of 
cup are sometimes used in which the movement of the piston 
in the first-described grease-cup is effected by a screw. 

With journals not covered by " pillow-block caps," these 
contrivances arc not needed ; the grease or tallow is laJd 
directly upon the journal, and if sufficiently hard and 
Bivc, works satisfactorily and with economy. 
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82. The Forms of Oil-cup in common use are very sim- 
pie in construction, and are, if properly adjusted to their work, 
economical. Whatever the form of cup, if the flow of oil can 
be made uniform and in minimum quantity consistent with 
safety, and with perfect certainty of continuous supply, maxi- 
mum economy can be attained. 

The most common form of oil-cup consists of a small metal 
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Fig. 23. 



P"" S^lass vessel or vase fitted with a central tube rising nearly to 

top, and opening downward into the oil-hole, into which the 

■■F*F>orting stem of the cup is screwed. " Wicking" is twisted 

"**<> a loosely laid-up cord, which is entered into this vertical 

""«, one end hanging down below the level of the bottom of 

■he oil-cup. the other lying over the top of the feed-tube, and 

P'Pping into the reservoir of oil. The Author has sometimes 

pcul^^ such loose strands of wick loosely about a bent wire, 

end of which dips into the cup, the other into the feed- 

""e : this can be removed when the machinery is at rest, and 

^F*li»ccd before starting; thus, in the operation of marine or 

r *^er intermittently operated engines, effecting an observable 

^•^omy. 

The " Needle Lubricator" (Figs. 22 and 23) consists of a 
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reservoir fitted with a central delivery-tube, terminating a little 
^bove the bottom of the reservoir, and itself nearly filled with 
a loosely-fitted wire, the lower end of which reaches down to 
and rests upon the journal to be oiled, while the upper end 
rises into the mass of oil with which the cup is filled. 

There is no flow of oil while the machinery is at rest 

pcing perfectly air-tight, the oil will not gum. The size of the 

i reduced if the oil is desired to " feed " more rapidly. 

s the flow is produced by the vibration of the shaft and con- 




sequent Jar of the wire or " needle," the rnte of feeding 
certain degree self-regulating. When the machinery is stopped, 
capillarj' attraction prevents flow, and there is no waste of oiL 
When lubrication is to be secured in stcam-spaccs, as in the 
wolve-chests and cylinders of steam-engines, special fonns ot 
«i!-cup arc used, which are often called " self-acting lubricators." 
'Tn these, the cup is provided with a central tube, which rises 
nearly to its top, and which has on one side a hole through 
which the oil may find its way into the tube and down into 
l^lhe chamber to be lubricated. A screw-cap b fitted air-tight. 
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Th« oil 's introduced, the cap screwed firmly down, and the 
cock below opened to permit free communication with the 
jt[^£trYi-5pace. Steam fills the cup at full pressure ; as it con- 
,j£ rises the water (alls drop by drop to the bottom of the cup, 
each particle displacing a drop of oil, which flows through the 
\\c>\g into the central tube, and down into the steam-chest. 
S^ch an apparatus has been found sometimes to reduce the 
ejcpenditure of oil to one fourth, and even, in exceptional cases, 
t<j one tenth the amount used with ordinary hand-supply. 

In some cases, as illustrated above (Fig. 24), a glass gauge is 
att**-^hed, to show the level of the surface of contact of the oil 
aj^ti the water; and in other cups a pipe leading to the main 
St «^^ m-pipe, to furnish a means of securing a more rapid flow of 
oil ' f needed. 

These instruments are sometimes called " hydrostatic lubri- 
c;^»*:ors." Sucli lubricators are often so arranged that the oil 
^3/ be seen rising drop by drop through water, as in Fig. 24, 
ij-» -v^-hich B is the oil-feed pipe to the engine. D the cup, E the 
^l^t^s " indicator" up which the oil rises, F the condenser sup- 
j:>l3^«ng water by condensing steam. This forms what is often 
3^a,ll«d a "sight-feed " cup, or lubricator. 

Another cup (Fig. 26) has a similar general arrangement. 
^^ is the steam connection, AJ the cup, D a glass water- 
^2«.«jge which shows water when the oil is low, and the feed- 
er ti^mber has a guide, as shown, to direct the drop. 

The automatic "sight-feed " lubricating apparatus is usually 
rriLich more economical than any "hand-feed" can be, and in 
^ome cases has been known to save nearly one half the oil de- 
manded by the latter method on railway passenger-trains, and 
3 third on freight-service. It should preferably be placed be- 
t\veen the throttle-valve and the boiler. 

Feed-cups for steam-cylinder lubrication are best when so 
constructed that the drops can be seen plainly and as far away 
as j>ossible. The drop should be cut off squarely, and at 
exactly equal intervals. The larger the drop, as a rule, the 
better, and the more certain is it to flow with regularity and 
(^rti^inly with the best and heaviest oils. 

CDne of these lubricators is shown in Fig, 27 as attached to 
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the stean>pipc by the steam and discharge pipes, A and B. 
Steam condenses in F, lillini; it and displacing the oil in D, 
which tlows ti[) through £ to the stcam-pipc and the engine 
83. Machinery in Rapid Motion, M\d especially rapidly 
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LRVolving parts, are sometimes very difficult to lubricate. The 
k-pins of fast-running stcam^ngines are examples of such 
L. in wbkh also perfect lubricattoQ b of vital necessity to 
e successful opcrattoQ of thuc nucfaine. Id such cases special 
t oftea adopted. One usually satisfactocy but some- 
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what costly device is that of drilling oil-passages from the body 
of the shaft out, through the crank, and then into the pin, 
finally leading the oil out laterally to its surface, thus taking 
the oil in at a point which is comparatively accessible, and tak- 
ing advantage of the action of centrifugal force to carry it 
forward to the surfaces to be reached, Overhung pins are 
often fitted with a lubricating device consisting of an ellipsoidal 
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Fig. 17.— Sight- feed Attached. 



\ ^r spheroidal oil-reservoir placed in the line of the axis of the 
1 shaft, and carried by a tube connecting it to the end of the 
I Crank-pin. The oil Is introduced, in any convenient manner, 
I'nto an opening at the axis of the reservoir, and finds its way 
I Outward through the carrier-tube and thence into the pin and 
> its rubbing surfaces. The common oil-cup is often used as 
1^ feeder to the reservoir. Another method (Fig. 28) is that 
radopted by Messrs, Armington & Sims. 
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84. Oiling by Hand is practised both in lubricating rub- 
bing parts easily kept In order, and oftencr in filling oil-cups at 
intervals, and renewing their contents as expended. The com- 
mon hand "oil-can" is a reservoir usually of brass or tin fitted 
with a spout from which the contained oil may be conveniently 
poured m as small quantities as may be desired. It is made 
Urge enough to Iiold as much as it is found convenient to carry, 
and is principally used to supply smaller receptacles and oil- 
cups. 

The "Oil-feeder," or "Oil-can," or " Squirt -can," as it is 
variously called in the shop, is a conically-shapcd vessel, small 
enough usually to be carried conveniently in one hand, which 





has a flexible and elastic bottom ; while at the upper and 
smaller end of the cone a tapering tube is screwed which has I 
a very small orifice at its extremity. This little instrument 
being filled or partly filled with oil, held between the middle 
fingers and inverted, the pressure of the thumb on the bottom I 
causes the oil to spurt from the point of the tube in a fine jetv 
which is directed to the point at which the oil is needed. 

85. " Oil-Pumps" are sometimes used where the bearing" 
to be lubricated is either peculiarly important, as the steps of 
vertical sliafts or the " thrust-bearing" of a steamship, or where ' 
it is unusually liable to heat. In such cases a reservoir of consid- 
emble volume is placed in a convenient location and nearly filled 
with oil, .1 pump connected by its suction-pipe with this reser* ' 
voii, and by a force-pipe »Hth the bearing, is kept in operation 
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by connection with the mechanism to be oiled, and an ample 
and continuous supply is thus secured. Even this arrangement 
is liable to failure, and to cause the very accident that it is 
intended to prevent if the oi] used is not absolutely free from 
foreign material, if the connections are not all well made, if 
the valves of the pump leak or fail to seat properly, or if the 
pump-plunger is not kept well packed. 

%(>. ^Vater- Bearings have been adopted in some cases, as 
by Shaw and by Giffard,^ — the "falters glissants" of the French 
engineers.^n which the weight of a revolving shaft is taken 
by a cushion of water, or sometimes of oil. and in which the 
journal does not bear upon metal at all, except as it may be 
necessary to steady it. The journal enters a bearing so con- 
structed that the liquid can be forced between the two adja- 
cent surfaces in such quantity and under such pressure that 
the journal is supported by and turned upon the fluid cushion 
so formedi The excess of the liquid which flows out at the 
end of the bearing returns to the reservoir below, and is again 
ciVcrulated by the pump. Journals thus arranged have been 
fcno-wn to work many months without appreciable wear, and 
ev^n without discoloration of the liquid. 

87. Unlubrtcated Bearings, cooled usually by the flow of 

^i-iat^r across them, are sometimes found preferable to any 

ot la ^ r device for sustaining parts having relative motion under 

pr-e:^sure. Thus the "stern-bearings" of screw-steamers are 

alm<z)st invariably fitted up in this manner. The screw-shaft 

■of i K-on or steel is encased in brass and turns within a long. 

3ioH<jw. cylindrical sheath, which is fitted with narrow strips of 

'IiS«r^ um-vitx, separated by longitudinal spaces forming water- 

ch^ :«nne!s. No lubrication is employed, and the bearing is kept 

:>c:>X by the flow of water between the strips of lignum-vitse. 

»-i<:^li bearings wear well in clear water, but cut away rapidly 

* ^5. "hallow water over sandy bottom. The lignum-vita; if kept 

=»^=»lwili sustain enormous pressures, and will wear in such 

t *-j«.ations better than metal. 

88. Bearing Surfaces are of bronze or other alloys, of 
*-^a^-iron or other metal, or of wood, according to location, in- 
-*~».5ity of pressure, velocity of rubbing, and nature of the 
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material of the journal. Ordnance bronze wears well under 
heavy pressures and at high speeds if not subjected to intense 
localii^cd pressures by the springing or misfitting of parts; 
cast-iron has an advantage, if used under moderate pressures 
and in ample extent of surface, in its porosity and absorptive 
power and the persistence with which oil and grease adhere to 
it ; wrought-iron and steel sustain heavy loads, if free from sur- 
face defects; "mild steel" is peculiarly valuable for journals, 
and hard steel ground to shape and well bedded in its bearing 
will safely carry pressures of enormous intensity ; wood is only 
used in special cases. Too high a polish on the harder surfaces 
is objectionable where thin oils and heavy pressures arc 
adopted, as the lubricant is difficult to feed between the 
metals in contact, or to keep there while in operation. 

It is nearly always advisable to make the bearing of the 
softer metal, since its renewal is a matter of less difficulty and 
expense than that of the journal, and since the journal must 
usually have great strength. A hard bearing cuts the softer 
journal, and gives rise often to serious expense. It is from 
this consideration that bearings are often " babbitted " or lined 
with the soft white alloys. 

The fitting of the surfaces in contact is as important a 
matter as the selection of the material of which they are com- 
po-sed. The theory of friction is based upon the a»sumption 
that all parts arc accurately made to correct dimensions, and 
exactly fitted ; and tlie conclusions derived are therefore in- 
validated by any departure from such assumed conditions. 
Precision and stability of form — stiffness of all loaded parts — 
are essential elements of successful working. Stability of form 
is dependent upon extent of surface exposed to wear; if this 
area is ample, so that the two rubbing parts nowhere and at 
no time come into unrelieved metallic contact, no appreciable 
wear will occur, and their forms will be permanent. 

Surfaces of similar area and form, even when well fitted, if 
of different materials will wear very differently. Thus the 
following table shows the comparative wear of axle-bearings. 
Thoroughly pure bronzes, like those fluxed with phosphorus. 
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reported as wearing very much less than ordinary com- 
positions. 
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In many cases the excessive wear of a bearing is due to a 
misfit. The Hopkins bearing is a bronze bearing lined with a 
thin layer of lead, which, when new and unfitted, can accom- 
modate itself to the distorted journal and pernnit gradual wear 
to a correct fit without danger of injury, such as occurs often 
with the common hard, unlined "brass." In the Defreest 
bearing a thin bronze bearing-piece is sustained by a strong 
iron backing-piece, and between them is a sheet-lead filling. 
Journals should be fitted without the use of emery or other 
gritty grinding material, which may adhere to its surface and 
Ihus produce injury. 

Bearing Surfaces of Wood are, under the conditions already 
^described as favorable to their use, exceedingly durable, and 
■^vill carry enormous loads without abrasion. Thus lignum. 
■^^itae will sustain pressures exceeding lOoo lbs. per square inch 
^yo kgs. per sq. cm.), where brass becomes rapidly abraded and 
«iestroyed under but little more than one fourth of that load. 
,nd will run continuously under 4000 lbs. (281 kgs. per sq. 
m.) when bronze sets fast instantly. Camwood has been sub- 
jected to pressures exceeding 8000 lbs, per square inch (562 
legs, per sq. cm.}, and has worked without injury ; snakewood 
arries about as heavy a load as lignum-vitae. 

* Including melting expenses, loss, etc. These figures are constantly 
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The bearing surfaces of watch-work are often made of 
ruby, agate, and other fine-grained and hard stones, and of 
gems. 

A comparison made by the author between surfaces of 
gun-bronze, of " Babbitt**-metal, and of other soft, white alloys, 
all working on steel, proved all to have substantially the same 
friction. In other words, the coefficient of friction was deter- 
mined by the nature of the unguent and not by that of the 
rubbing surfaces, when the latter are in good order. The soft 
metals, however, heated more than the bronze, running at 
temperatures somewhat higher with equally free or even freer 
feed. To retain the temperature at 135° F. (57® C.), in some 
cases one half more oil — over 300 grammes, as against 200— 
was needed on the white metal than on the bronze. This 
probably does not, however, necessarily indicate a serious de- 
fect, but simply deficient conductivity. Lined journals may 
be expected to run normally warmer than unlined bronze of 
good quality. The following are the results of experiment 
with a " Babbitt**-metal, which was compared with bronze and 
a second white alloy : 

Bronzes. While Metal. 

^•o. I. No. 2. 

Mean Temperature, Fahr 133" 152° 137' 

Mean Coefficient of Friction o.oio 0.013 o.oio 

Oil used per hour, ounces 7 17 12 

These differences prove ordinary lubricated surfaces to 
have contact, since they give differences in the values of / 
where none could exist were the friction fluid-friction solely- 



CHAPTER V. 

THE INSPECTION AND TEST OF LUBRICANTS. 

89. Systematic Methods of Examination of Lubricants 

ar^ always necessarily adopted by large consumers of lubri- 

^a,rits. The opportunity for adulteration is so great, and a mis- 

■j^.lce in purchasing is so liable to result in serious accidents and 

ja.rge expenses for repair, or for wasted driving-power, that 

-^crwy considerable expenditure of time and money is often jus- 

ified in the endeavor to secure reliable determinations of the 

[uality of the unguent which it may be proposed to use. 

These methods of test are often physical, sometimes chemical; 

n<J very frequently they consist of direct methods of deter- 

xninatton of the value of the oil in reducing friction, and of 

its durability under wear and nnder the conditions of every- 

da>^ work. 

<Df these tests the simplest is the measurement of the den- 
si t>^ of an oil; any variation from that of known pure oils of the 
IT*. < nominal grade being evidence of adulteration or of prob- 
abl ^^ low quality. The method to be described as '■ oleography" 
». nother physical test, and the so-called " tire-tests" are other 
illv:a. ^trations of this class. The chemical tests are usually pro- 
ce^^es of qualitative analysis, and the last-mentioned systems 
ol test are generally practised by the use of " testing-machines," 
ic>mis of which will be described later. 

The density of the oils is always less than that of water, 
■a-nd varies from 0.875, that of sperm-oil, to 0.99, that of 
'ti'be heaviest rosin-oils. The gravity of the oil, except per- 
taps in the case of sperm, is not a definite gauge either of the 
nature or of the quality of a lubricating oil, as mixtures may 
Tje made of any desirable density. There is also no direct re- 
lation between their lubricating property and their density. 
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Tht c^t^rrm:nat:on of density is therefore an aid smply. and 
rot a rtal test of cua;:t>' 

The Color of an oil is a noteworthy characteristic of a pure 
o:!, b-t 15 so readily imitated and so frequently purely the 
r^^ult of accident, that it cannot be assumed to be a reliable 
g'jide in selecting lubricants. The best oils arc. however, usu- 
ally either colorless or ver>- slightly yellow : a few are brown- 
ish or brownish r^i^ and olive-oil has a slightly greenish tint 

The Odor of oils is due in the case of the animal oils to 
the presence of a volatile compound, generaUy add, as butyric, 
valeric, or other fatty acid, and in the hydrocarbons to vola- 
tile vapors, as naphtha. The vegetable oils are often distin- 
guished by odors peculiar to the plants from which they are 
obtained. 

The Fluidity of the oil is not only ver>' different in different 
casc^, but is very variable with change of temperature. It is 
quite independent of density. 

90. The Detection of Adulteration is the principal ob- 
ject of the tests of unguents. The most \'aluable of the oilsr 
a-, \yAxu ar.d olive oils, are rarely found in the market per- 
\*jX\y U*-j: irom adulteration. The former is adulterated with 
\Ahf,VA,'.h and other cheaper oils, the latter with cotton and 
oth'.r \':"A oils; and even the cheaper oils, as lard, are often 
mixed with cotton-seed and various inexpensive but not ^" 
v/ays seriously objectionable oils. The lubricating oils in v(\^^^ 
<;enerai use are now almost invariably mixed oils; and ^^ 
f^reases arc as universally made up by mixture, the charac'*^^' 
istic odor of the cheaper fats being concealed by that of oi 1 ° 
almonds or other fragrant substance. It is evidently imp ^^^ 
ant that the engineer should be able to determine when aim ^^ 
or grease is pure, and to detect the nature and determine '^^^ 
extent of adulterations if it should prove to be impure. 

The modern methods of testing oils are directed to ^"^ 
determination of a number of independent facts. These ^^' 
jccts are : 

(i) Their identification and the detection of adulteration- 

(2) The measurement of density. 

(3) The determination of their viscosity. 
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(4) The detection of tendency to gum. 

(5) The determination of temperatures of decomposition, , 
aporization, and ignition. 

(6) The detection of acidity. 

(7) The measurement of the coefficient of friction. 

(8) The determination of their endurance, and their powerl 
if keeping the surfaces cool. 

It is sometimes sufficient for the user of an oil to identify 1 
it and to be able to detect adulterations. Sperm and lard oils, ■ 
for example, are standard lubricants; and if the consumer or I 
dealer can assure himself that the oil which he has in hand is { 
pure sperm or pure lard, that is often enough, since long expe- 1 
fience may have taught him that this oil and no other is likely 1 
to fully answer his purpose. 

The tests for identification are chemical and physical. The I 
chemist can sometimes, by applying " reagents" which have I 
peculiar effect on an oil, determine whether that oil is sperm 1 
or lard, or other, and detect adulterations. This is in some ] 
cases quite easy to do and tolerably certain, since there ar 
usually very few oils of which the cost would be low enougl 
to permit their use as adulterants. For example, the chemist I 
would look for cotton-seed oil. perhaps, in his tests of so-called f 
pure lard oil, since tliat, in the present condition of the mar- 
ket, is about as likely to be used as an adulterant of lard as 
any other oil. The chemical methods of test would rarely be 
used, except by an expert chemist ; and it is enough to describe 
a few of the best known. 

91. Chemical Methods of Test have been proposed in 
great variety. 

Animal and vegetable oils are distinguished by the fact that | 
chlorine turns animal oils brown and vegetable oils white. 
Some special tests are quite reliable for certain adulterations, 
and chemists have devoted much time to their discovery and J 
to perfecting methods. 

The alkalies saponify fats and oils, and the soaps so made are 
compared in the detection of adulterations. Potash gives soft, 
and soda hard, soaps. 

The strong acids destroy the fats, altering them in very | 
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jKoch tr-^ «trr.^ mar.ntr as docs the applkatioQ c-f beat : and 
tl'itrir ict:on :i accorrpar.:ed by the cc\-cIopcie2:i of beat, the 

arr.o-r.t of ■* h:ch f i an indication of the nature oi the oil The 
rt^ctior.t of i-I:>huric and of nitric acids have b e en vcrr thor- 
o -L'hiv if jc:ed. Chlorine and iodine have also bee:: much used 
in thi<» 'A ork. The action of the oil on metals, as on copper or 
bra«ts, is indicative of the presence of acid in the oil: the 
amount of this action, as evidenced by alteration of color, is a 
gauge of the quantity of acid present. Acid is not found in 
pure mineral oils. Sperm and neat's-foot oils, and tallow, arc 
ver>' often acid either from chemical alteration or from the in- 
troduction of foreign compounds having add reactions. 

Profes-iors Cracc-Calvert, Cailletet, Chateau, Wurtz, and 
many other chemists have systematically studied the reactions 
of oils with various chemicals, with a view to their identifica^ 
tion and the detection of adulteration. 

When, without any previous knowledge of the nature of any 
substance, it is proposed to discover all its constituent parts, 
and to furnish a proof that, besides the elements exhibited by 
analysis, it does not contain others, it is necessary' to proceed 
with a m'-thod, and to follow strictly a systematic plan. Metli- 
<A-. of a:ialy-is may be numerous and of various kinds, butthcrv 
an: founded upon the same principles and all present thesann^ 
character. In fact, in all methods of analysis certain reaction s 
are made use of, which enable us to divide all bodies, or a-^^ 
those under consideration, into classes that are perfectly define c3. 
Such characteristics arc always made use of that each of the^=^'^ 
sections shall comprise, as nearly as possible, equal numbers ^^ 
bodies which exhibit in the same degree the reactions whi^^ 
have served to establish the group. By another set of char^^ 
teristics, new divisions and subdivisions are established in ttM- 
of these classes. Proceeding in this way, a certain number 
substances are eliminated, with which we need no longer occu^ 
ourselves; and after some tests, usually but few in number, v 
acquire the knowledge that the elements of the compositi( 
submitted to analysis belong to such or such section or class, 
to one of the divisions or subdivisions. 

It is only after having arrived at this result that we seek t 
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tletemine by a special method the body considered, by making 
use of specific characteristics and particular reactions.* 

92. Chateau's Methodsf are among those which by gene- 
ral reactions form such classifications as facilitate the determi- 
nation of the nature of the oil, and consequently allow its 
purity to be Judged. 

These general reactions are — 

(i) The use of bisulphide of calcium, giving a soap which 
remains colored or loses its color. 

(2) The colors given with the sirupy chloride of zinc. 

(3) The colors produced by ordinary sulphuric acid. 

(4) The colors produced by forming bichloride of tin. 

(5) The colors given, both cold and warm, with sirupy phos- 
phoric acid. 

(6) The colors given by the pcrnitrateot mercury employed 
alone or together with sulphuric acid. 

These general reactions are rendered complete by the use 
of several other reagents, potassa, ammonia, nitric acid, etc., 
ihe use of which will be stated in the monography of the fats. 
Finally, the nature of the oil will be ascertained with certainty 
by testing for special characteristics and particular reactions. 
The tests may be made in a large watch-glass placed on a white 
paper, on a glass plate; also on white paper, or in a small white 
porcelain capsule. In practice the watch-glass has been pre- 
ferred. 

93. Preparation and Use of the Reagents. 
Sisulphide of Calcium. — This is easily prepared by boiling 

a mijcture of flowers of sulphur with chalk and water. After 
boiling a half-hour it is filtered. That which has been prepared 
se'veral days is to be preferred. 

Chloride of Zinc (sirupy). — This reagent is prepared by 
Saturating pure hydrochloric acid with oxide of zinc and 
^v-ap>orating to drj'uess. A sirupy aqueous solution is made of 
*he- product. 
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Sulphuric Acid {commercial and colorless), — This acid is used 
in the proportion of 3 or 4 drops to 10 or 15 drops of oil. 

Bichloride of Tin {fuming). — This reagent is obtained from 
dealers in chemicals. It is also called the ^^ fuming liquor of 
Libaviusy 

Phosphoric Acid {sirupy). — A strongly concentrated solution 
resulting from the action of nitric acid upon phosphorus, or 
else a sirupy solution of phosphoric acid prepared in advance, 
or, better still, bought of the druggist. 

Pernitrate of Mercury, — This is prepared by dissolving 
mercury in an excess of pure nitric acid. The use of this re- 
agent is twofold: 1st, in the observations of color produced b>^ 
the salt alone ; 2d, in observations of the colors produced by^ 
sulphuric acid when poured over the oily mass after the action 
of the salt of mercury. 

Potassa, — Concentrated solution of caustic potassa. Chateau-a 
uses alcoholic potassa. 

Ammonia, — That of commerce — colorless. 

Nitric Acid {pure), — Commercial. 

All these reagents are employed by pouring a few drop^= 
(four or five) on the oil, which is placed in a watch-glass, covei — - 
ing about half its surface. 

With the concrete oils, the fats, tallows, and waxes, four o jr 
five drops of the reagent are used with a piece of the fat o £ 
the size of a pea. 

94. The Reactions of Oils when they are subjected under xr 
similar conditions to the general reagents already indicated ar^ 
given in the following tables by Chateau. 

To facilitate and guide investigation, the oils are divided 
into mineral oils, the drying and non-drying vegetable oils, ari.d 
animal oils. 
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Either green veins or green coloration, or 
becomes greenish by agitation. 
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Colza. 

Camline. 

Olive. 

Sesame (agit*d). 

Rape-seed. 

Sweet Almond 

(greenish Y., 

agitated). 
Camline (green 

veins). 
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Hemp-seed. 

Linseed (Eng- 
lish), (with 
agiutioo.) 
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Yellow (Y.), Dark yellow (D.Y.), Reddish yellow 
(R.Y.), Orange yellow (O.Y.). 
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Neat's-foot(Par- 
is). (Y., then 
O.Y.). 

Sheep-foot (Y. 
andR.Y.). 


IONS OF THE 
lURIC ACID. 
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Sweet Almond (Y., 
no agitation). 
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95. The Tables of Reactions arc referred to after first 
observing the indications furnished by organoleptic methods; 
the odor, taste, color, and consistency are characteristics that 
often assist in determining the method of adulteration. Seve- 
ral cases may be presented in the analysis of oils. 

(1) Having a commercial oil the name of which is unknown 
(without label or label effaced, for example), to ascertain what 
it is. 

(2) Knowing to what class an oil belongs, but not knowing 
its name, to ascertain it. For example, knowing of an oil that 
it is a drying, fixed, or animal oil. 

(3) The name of an oil being certainly known, to ascertain 
whether it is pure or not. 

These arc three questions that the chemist, the purifier, or 
even the consumer, may at any time be called upon to decide 
— particularly the last. 

First CdJiT.^ Knowing nothing of the oil, to ascertain its 
name. 

First try the bisulphide calcium as directed in the instruc- 
tions for preparing reagents. Suppose, for example, the oil 
gives a golden-yellow emulsion which retains its color. The 
oil tested may be linseed, nut, olive (fine or crude), sweet-al- 
mond, colza, rape-seed, sesame, camline, cotton, sheep-foot, tal- 
low, or sperm. If in the reaction it docs not produce effer- 
vescence and evolution of sulphuretted hydrogen, it cannot be 
tallow-oil. That is eliminated. 

Try next a current of chlorine for a quarter of an hour. If 
it produces no black coloration, it is not sperm-oil. 

Try chloride of zinc. This reagent gives a green, greenish, 
or bluish-green coloration ; the table gives the linseeds of 
India, Bayonne, and North Europe, colza, camline, sweet-al- 
mond, refined olive, and the other grades of olive, cod, and ray 
oils. 

The oil tested cannot be the lower grades of olive-oil, cod- 
liver, or ray-liver: bisulphide of calcium would have identified 
them. On the other hand, it is not rape-secd, sesame, cotton. 
English linseed, or sheep-foot, as the chloride of zinc would 
have detected them. We are thus limited to the linseeds of 
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India, North Europe, and Bayonne, colza, camline, swect-a 
mond, and the higher qualities of olive oil. 

Try sulphuric acid. Assume it gives, (or example, a dai 
leddish-brown and "dragon's-blood" color. Consulting I 
tables, it is seen that such effect indicates the linseed-oil i 
di^erent countries, and a series of tixed and animal oils whic| 
had been eliminated by the preceding tests. 

The oil is, therefore, linseed-oil, and jt only remains I 
determine its origiii. 

Thus, without using the remaining tables, the name of thi 
oil supposed to be offered for test is determined. By tryit 
the reactions given by the other reagents indicated, the nature 
o( the oil can be still more precisely ascertained. It is evident 
that another order of operations might have been followed, 
but it is best to commence with the bisulphide of calcium. 
This reagent divides the oils into two great groups; and we 
next proceed, using first simple then the more compUcated 
tests. 

Second Case. — Having given, for example, a fixed oil, 
ascertain its name. 

Try bisulphide of calcium. This reagent may give, for 
example, a golden-yellow emulsion, which retains its color. 
The oil can be neither olive of low quality, pea-nut, nor bcccli. 
It is useless to try chlorine here. 

Pass on to chloride of zinc. We may obtain, for example, \ 
(Tfeerish or bluish-green color ; the oil cannot be a poor qualiU 
of olive-oil, sesame, rape-seed, or cotton-seed. There remaiq 
colza, olive, camline, or sweet-almond. 

Test with sulphuric acid. This reagent gives, say, a reii 
^sh-yellow color. This eliminates colza and illuminating olivet^ 
**rts, leaving camline, sweet almond, and fim 

Apply the fuming bichloride of tin. Perhaps a liglM 
brownish red may appear instantaneously, and with it a thid 
toass of faint or straw-yellow color. The first reaction climin- 
at« sweet-almond and best olive; the second confirms t 
fint. 
-The oil must then be camline. Special reactions given in 
mgraphy of this oil will clearly identify it. 
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The most unfavorable example has been selected to illus- 
trate fully the use of these agents. Had a soap been obtained 
which did not retain its color, it would have limited the 
further investigation to only four oils. In such cases the labor 
is vastly reduced, A similar process would determine the 
name o( any animal oil. 

The bisulphide of calcium effects a primary division — three 
oils on one side and eight on the other. If the characteristics 
developed indicate one of the eight, the use of chloride will 
eliminate the fish-oils, leaving rt to be decided whether it is 
neat's-foot or horse.foot oil. 

Third Case. — To ascertain the purity of any oil indicated. 

As an oil is only adulterated with oils less costly, it is 
usually not difficult to decide upon a limited range of possible 
adulteration. It is also evident that an oil can only be adul- 
terated with a similar oil of inferior quality, or one possessing 
very similar properties. Thus an edible oil could not be adul- 
terated with an oil of strong odor, as olive with fish, etc. It 
is true that a difference of price does not invariably limit adul- 
teration, as the price varies in different seasons, and sometimes, 
even, from day to day. Thus colza is at one time quite costly, 
while linseed is cheap, and vice versS, The adulteration of 
colza with linseed is therefore quite probable, — it is practised to 
a great extent, — but in other seasons the contrary is the case. 

Suppose the purity of edible poppy-oil is to be tested? 
After having noted the organoleptic indications, test with the 
bisulphide of calcium. Suppose a soap obtained which retains 
its color? All the oils giving a soap which loses color are thus 
eliminated. Without further test, an examination of the 
tables will show that the three animal oils, sheep-foot, oleic 
acid, and sperm, are also easily eliminated, these oils having 
characteristic odor and taste. The linseed-oils also have odor, 
and are not edible. The adulteration could not be with fine 
olive-oil, for it is loo costly. Illuminating olive-oil has a 
characteristic taste and odor, which throws that out. Cotton- 
seed oil, by its color and taste, and the oil of sweet almonds, 
by its price, are thrown out of the question. There remain 
nut, colza, rape-seed, sesame, camline, and poppy. 
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Try the chloride of zinc. Suppose a white or sh'ghtly yel- 
lowish mass be obtained? This reaction eliminates colza, rape- 
seed, and camline, leaving nut, sesame, and poppy. 

Next use sulphuric acid, which may give a reddish-yellow 
color. As the nut-oil does not give this reaction, there remain 
sesame and poppy. 

Trying the fuming bichloride of tin, it gives a faint-yellow 
coloration and a straw-yellow solidified mass. We still find 
these reactions to indicate sesame and poppy oils. It then 
becomes certain that the poppy oil is adulterated with sesame. 

Try phosphoric acid. This gives, perhaps, a faint yellow — 
orange yellow. The detection is complete, since poppy-oil 
should give a white emulsion. Lastly, try Behrens* reagent, 
which will determine the presence of the oil of sesame with 
certainty. 

These methods apply equally well to the greases as to the 
oils. 

The reactions of the oils have been studied by many chem- 
ists, among whom are to be especially mentioned, besides 
Chateau, Calvert, Prescott, Gerhardt and Chancel.* 

These reactions, for greater convenience, have been col- 
lected into a single large table for the author by Mr. L. S. 
Randolph, which table is here given. 



* Prescott's Organic Analysis. — Pr6cis d' Analyse Chemique Qualitative. 
MM. Gerhardt et Chancel. 
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TABLE II.— PHYSICAL AND CHEMICAL PROPERTIES OF OILS AND 

COLOR REACTIONS. 
[Compiled from CHA-rmAU, Calvert, Pkbscx)tt, and other anthon.] 



Kind of Oil. S. G. 



Almond. . . . 
Beech-nut. . 



0.918 



0.920 



Con- 

frealing 

Point. 



Natural Color. 



Camline 0-935 

Cod-lircr j 0.9J0 

i 
Castor ' 0.963 

Colza 1 0.914 

Fish 

Hemp-teed 0.936 

Lard 

Linseed 

Neat's-foot 



Olive 

(Refined). 

Olive 

(Ordinary salad ^ 

Olive 

(Huile d'enfer) 

Peanut 




-20* C. Clear straw -yel- 
low; limpid. 
Yellowish. 



Below 
14" F. 

-15'C. 



Clear i^olden yel- 
low. 

Clear yellow to 
red brown; acid 
reaction. 

Sirupy; colorless. 



— 6* C. Limpid; clear yel- 
lowish. 



Poppy-seed 



0.924 



—25® C. Greenish when 
fresh, after- 
wards brownish 
yellow. 
10" t,. Colorless, or 
nearly so. 

Gold yellow to 

brownish. 
Yellowish. 

Greenish or ^el- 
C. lowish; thick- 
flov^'ing. 
4* C. 'Greenish yellow. 



Golden yellow, 
passing to 
brown. 

.Made hot it is yel- 
low; almost 
colorless. 
— 18* C. Limpid; straw 
yellow. 



Odor. 



None. 

Nearly in- 
odorous. 
Peculiar. 



Fishy. 
Nauseating. 



Unpleasant. 



Slight odor 
of lard. 

Strong. 

None. 

Slight pleas- 
ant or none. 



Taste. 



Drying 

Quail 

tics. 



Bland 
sweetish. 

Mild. 

Peculiar. 



Fishy. 



Mild; acrid 
after-taste. 



Insipid. 



Strong. 
Bland. 



iMild 

i sweetish. 



Rape-seed |0 9M — 6* C 



Walnut 

Whale 

Cotton-seed . 



C..925 



37* C. 

37'C. 

Melts 
betw'n 
fingers. 
-i8«»C. 



C. 



Clear yellowish. 

Yellow, 

Limpid; orange 
yellow. 



Hard white. 
Hard white. 
Soft white. 



Slightly greenish 
or yellowish; 
thick. 

Brownish. 

Yellow or brown; 
yellow to color- 
less. 



Very odorous 

Almost odor- 
less. 

Slightlypleas- 
ant odor. 

Disagreeable. 

Mild. 

Fishy. 



Slightly 
pleasant 
taste. 

Disagree- 
able. 

Mild. 



Fixed. 
Fixed. 
Fixed. 

Animal, 

Drying. 

FUed. 

Animal, 

Drying, 

Animal. 

Drying. 
Animal. 
Fixed. 

Fixed. 

Fixed. 

Fixed. 



Decays 
rapidly. 



Decays 
rapidly. 

Nearly odor- 
less. 

Disagreeable. 



Drying. 

Fixed. 

Fixed. 

Animal. 

Animal. 

Animal. 

Animal. 

Animal. 



Calcium 
Bisulphide. 



Golden yellow ; 

permanenL 

Golden yeliow; 

not jpermaneiiL 

Golden yellow ; 



Golden yellow ; 
not permanenL 

Golden yellow ; 
not pernumcnL 

Golden yellow; 

peroianent. 
Golden yellow; 

not permanent. 
Golden yellow ; 

not permanenL 

Dark gray ; ef- 
fervesces, giv- 
ing off HfS. 

Permanent. 

Not permanent. 
Permanent. 

Not permanenL 

Not permanenL 

Not permanent. 



PermanenL 
PermanenL 



Not permanenL 



Mild nutty. Drying 



Disagree- 
able. 
Mild. 



Animal. 
Fixed. 



Permanent. 

Not permanenL 
PermanenL 
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COLOR REACTIONS— aii/iifi#/^. 



Kind or Oil. 



Almond . 



Beech-nut. 



Camline. 



Cod-liver 
Caitor . . . 



CoUa 

Fish 

Hemp-seed. 



I^rd. 



I^inaeed. 



Chloride of 
Zinc. 



White mass, 
slightly vellow 
or 00 color. 

Flesh rose. 

Yellowish green 
to bluish green. 

Greenish yellow 
to bluish yellow. 

Yellowish rose. 



Greenish yellow 
to bluish yellow. 
Yellow to 
brown. 



Sulphuric 
Acid. 



Fuming 

Bichloride 

of Tin. 



NeatVfoot. 



Olive 

(Refined). 

Olive 

(Ordinary salad) 

Olive 

(Huile d'enfer) 



Pea-nut . . . . 
Poppy-seed 



Rape-seed . . . 
Sesame 



Sperm 
Seal... 



Tallow, Mutton, 
Tallow, Beef... 
Tallow, 
Walnut 

Whale.. 



Veal. 



Cotton-seed . 



Reddish-yellow 

emulsion. 
Greenish yellow; 

bluish yellow. 
White mass, 

slightly yellow 

or no color. 
Greenish yellow 
to bluish green. 

Greenish yellow 
to bluish green. 

Greenish yellow 
to bluish green. 

Yellow to 

brown. 
W hite mass or 

no color. 

Yellow to 

brown. 
No color or 

white mass. 

No color or 

white mass. 
Reddish brown. 

No color. 



No color. 



White mass, 
slightly yellow 
or no color. 

Yellowish brown 



Dark brown. 



Yellow. 



Reddish brown. 
Reddish yellow. 



Violet red, 
crimson violet, 
then darkbrown 
Bright yellow, 

then reddish 

yellow. 
Green veins or 
-greenish color. 
Brownivh black. 

Green veins or 
green color. 
Red brown. 

Dark brown; 

brownish red. 
Yellow, then 
orange yellow. 

Yellow. 



Yellow. 

Yellow, then 
reddish yellow. 

Dark brown to 
reddish brown. 
Bright yellow, 

then orange 

yellow. 
Green veins or 
greenish color. 
Yellow to 
reddish yellow. 

Brownish red. 

Dark brown. 

Yellowish. 



Pale yellow; 
when stirred a 

reddish yellow, 
Canary yellow; 

slightly orange. 

Reddish brown. 



Brownish red. 



Reddish brown. 



No color. 



Reddish yel- 
low. 

Brownish yel- 
low to reddish 
brown. 

Green to green- 
ish blue. 

No color to 
golden yellow. 

Green to green- 
ish blue. 

Deep reddish 
brown. 

Green. 

Reddish. 

Bluish green. 

Reddish yel- 
low. 

Yellow (?) 



Yellow. 

Reddish yel- 
low. 

Distinct brown. 

Reddish yel- 
low. 

Greenish. 

Faint yellow. 



Purplish; red- 
dish brown. 
Brownish. 

Canary yellow; 
H,S04 deep- 
ens the tint. 

Deep yellow. 



Canary jrellow; 
H,S04 deep- 
ens the tint. 

Reddish yel- 
low. 

Orange yellow. 



Orange yellow. 



Thickened 

Mass, from 

SnCIj. 



Canary yellow. 

Reddidi yellow. 
Faint yellow. 



Faint yellow. 

Yellow to brown. 

Deep sepia. 

Dark green. 

Does not thicken; 

brown red. 
Brownish. 

Orange yellow. 



Orange yellow. 

Reddish yellow. 

Brownish red. 
Yellow. 

Dirty green. 
Yellow. 

Orange yellow. 



Cold 

Phosphoric 

Acid. 



Discolored. 

White. 
Discolored. 

Reddish yellow. 

White. 

Greenish. 
Reddish yellow. 
Dark green. 
Clear yellow. 
Straw-yellow. 
Yellow. 

Greenish. 

Greenish. 

Greenish. 

Straw-yellow. 
White. 

White. 

Straw-yellow 
and orange 
yellow. 

Straw-yellow. 

Distinct brown 

red. 
No color. 



Stringy yellow 
mass. 



Clear mahogony. 



Yellowish brown. 



White. 



Straw yellow, 
then orange 
yellow. 

Golden yellow. 



1 



I/O 
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TABLE II.— PHYSICAL AND CHEMICAL PROPERTIES OF OILS AND 

COLOR REACTIONS— C^yifAnMA/. 



Kind or Oil. 



Hot 

Pbospboric 

Acid. 



Almond... 
Beech-nut 
Camlioe... 
Cod-liver . 
Castor .... 



Colza., 



Fish 

Hemp-teed . 



Lard 



Linseed 

Neat's-foot. 



Olive 

(Refined). 

Olive 

(Ordinary salad) 



Faint 

yellow. 
Faint 

yellow. 
Faint 

yellow. 
Dirty green 

Bright 
yellow. 

Brown. 

Blackish. 

Green or 
greenish. 

Golden 

yellow; 
effervesces 
Bright 

yellow. 
Bright 

yellow. 
Reddish 

yellow. 

Gray 



Pemitrate 

of 
Mercury. 



Olive 'Gray. 

(Huiled'cnfcr) 



Pea-nut .Gray 

Poppy-seed No color. 



Rape-seed 



Sesame 

Sperm 

Seal 

Tallow, Mutton. 
Tallow, Beef. . . 



Tallow, Veal. 



Walnut. 
Whale . 



Cotton -seed , 



Brown. 



Faint 

yellow. 
Bright 

yellow. 
Blackish. 

Greenish 
yellow. 

Greenish 
yellow. 



Bright 

yellow. 
Reddish 

brown. 

Faint 
yellow. 



Grasrish 
white. 

No colora- 
tion. 

Straw 
yellow. 

Straw 
vellow. 

White 
emulsion, 

Greenish. 

Golden 
yellow. 

Greenish 
after 
stirring. 

No color. 



Greenish. 

Reddish 
yellow. 

Golden 
yellow. 

Greenish 
yellow. 



Faint 
yellow. 

Slightly 
yellowish. 

Straw- 
yellow. 



White. 

No color. 

Reddish 
yellow. 
Pale rose. 

Rosy when 
cold, dis- 
appears 
when hot. 
No color at 
first, after- 
wards flesh- 
color. 
No color. 



Faint 
yellow. 

Faint 
yellow. 



Addition of 

Sulphuric 

Acid. 



Light 

cnocolate. 
Light reddish 

brown. 

Reddish brown, 

then chocolate. 

Dark brown. 

Canary yellow ; 
golden yellow 
at first. 

Dirtv flesh 
color. 

Brownish 
black. 

Dark reddish- 
brown. 

Violent effer- 
vescence; choc- 
olate brown. 
Reddish brown 

Reddish 
yellow. 
Raw sienna. 



Reddish 
yellow. 

Reddish 
yehow. 

Chocolate. 

Dark brown. 

Brownish gray. 



Orange-yellow ; 
green veins. 

Light brown 
and black. 

Brownish 
black. 

Slight choco- 
late. 

White precipi- 
tate ; brown- 
ish violet. 

W^hitc precipi- 
tate; sienna 
passing to 
sepia. 

Sudden effer- 
vescence. 

Dark chocolate 
brown. 

Light 
chocolate. 



Potash. 



Ammonia. 



Greasy yellow aoi4>. 

Thick white emnl- 
sion. 



Flocculent white 
soap. 



Reddish yellow 
soap; very thick. 

Pale yellow emul- 
sion. 
Difficult to saponify 



Greasy jreUosr 



White 
hoc. 



White emnbioii. 



Green isb-^Uow 
very thick. 



White soap, very thkk; 

gelatinous wnen 

heated. 
Clear gotden-ycUow 

emulsion. 
Thick white 



Thick yellowish- 
^white soap. 

Pale-yellow soap, 
like a precipitate 

Pale-yellowish 
soap. 

Greasy emulsion; 
not homogeneous, 

Deep yellow, homo- 
geneous soap. 



Yellow emulsion, 
slightly reddish. 

Reddish-yellow 
soap. 



Orange emulsion, 
changing to thick 
soap. 

Homogeneous red- 
dish-yellow soap, 
with green veins. 



Very thick, gelatinous 
soap; very white. 

Clear-yellow soap, be- 
coming yellowish 
white. 

Thick soap; slightly 
yellowiMi. 

Yellow emulsion. 

Deep-yellow emulsion, 
becoming homogene- 
ous and pale clear 
yellow. 



Pale-yellow emulsion. 

Thick reddish-yellow 
soap. 



Yellow emulsion, pass- 
ing to yellow-white. 



INSPECTION AND TEST OF LUBh-/C.I.\ JS. I?! 

To detect acid, Ais5o\ve a. small piece of sodium carbonate 
in an equal volume of water, and introduce the solution with 
the oil to be tested into a flask, and agitate thoroughly. The 
quantity of precipitate will be a gauge of the amount of acid 
present. 

The application of the senses of taste and smeli, in the test- 
ing of lubricants, to be satisfactorily useful demands great 
familiarity with, and experience in the use of oils, and can be 
practised with satisfactory results, usually, only by experts- 
Some oils, however, are so characteristic in taste and odor 
that a novice may readily recognize them. It is always best 
to compare the suspected oil with a sample of known purity. 
The characteristic odor of an oil can be brought out more 
strongly by warming it. The taste, odor, and " feel " of the oil 
are sometimes considerably modified by the locality whence it 
is obtained, by the season during which it is prepared, and by 
the method of manufacture. 

Methods in Detail are given as follows by M, A. Re- 
mont :* 

Qualitative Analysis should be preceded by an examination 
of the organoleptic properties of the oil, the manner in which 
it behaves under the influence of heat, and of its specific grav- 
ity. If the specific gravity of the sample is below o.goo, it con- 
tains a mineral oil ; if from 0.900 to 0.975, '^ "i^y contain the 
most complex mixtures; but if it is aboveo,97S, it is certainly 
an oil of resin. 

Begin by treating the sample with carbon-disulphide, freshly 
prepared, which gives a clear solution with all oils. If oleic 
acid or a fatty oil has been mixed with alkali to raise its spe- 
cific gravity by the formation of soap, there will be a precipi- 
tate. In such case the liquid is filtered, and the residue washed 
with carbon disulphide. It may be shown to be soap by its 
solubility in water, its alkalinity, and the turbidity more or less 
marked, which is caused by an acid poured into the solution. 

The filtrate is next freed from the carbon-disulphide by 
distillation : i c.c. of the residue is mixed with 4 c.c. of alco- 
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hol at 85*^. If solution takes place, fatty acids are present, 
pure or mixed, and an excess of alcohol is gradually added 
If after having poured in 50 c.c. the liquid is limpid or very 
slightly cloudy, which cloudiness disappears on adding a drop 
of hydrochloric acid, the sample consists of oleic acid, pure or 
mixed with resin. If the specific gravity does not exceed 
0.905 at 15°, the sample is pure oleic acid. If the specific grav- 
ity is higher, it contains resin. By way of confirmation it may 
be examined with the polariscope, either alone or dissolved in 
carbon-disulphide ; and if there is a deviation the presence of 
a resinous mixture is indicated. 

If persistent cloudiness is observed in the alcoholic solution 
the fatty acids contain an oil sparingly soluble in this solvent, 
and in greater quantity as the cloud appears earlier. This 
process renders it possible to detect 2 or 3 per cent, of mineral 
oil, of resin, or fatty oil in the oleic acid known as oleine. The 
turbidity produced in the alcoholic liquid resolves itself after a 
time into little oily drops, which line the sides of the vessel 
and which can by jarring be made to fall to the bottom of the 
tube. The volume of this residue shows approximately the 
proportion of insoluble matter. 

In the usual case 4 parts of alcohol do not completely dis- 
solve I part of oil. A larger quantity of the latter is then 
taken and agitated with an equal volume of alcohol. After 
settling, the alcoholic solution is decanted, and evaporated in a 
capsule. The nature and the quantity of the residue give a 
clew to the nature of the mixture. 

Next submit the oil to the action of caustic soda, employ- 
ing the method of M. Dalican for the analysis of tallows. In 
a capsule of porcelain, or preferably of enamelled cast-iron, 
there are weighed about 20 grammes of oil, and heated to 100® 
to 110°. There is then poured in a mixture of 15 c.c. soda-lye 
at 36° B., and 10 c.c. of alcohol; the mixture is stirred and 
heated until the alcohol and the greater part of the water have 
disappeared. Then 150 c.c. of distilled water are added, and 
the boiling is kept up for half an hour, when three cases may 
occur: 

(i) The oil under the influence of the alkali is merely 
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emuUiflcd. and on the addition of water it separates distinctly ; I 
this indicates cither a mineral oil. a resin-oil, or a mixture of ^ 
the two. The aqueous solution is decanted off, and is mixed 
witK sulphuric acid. IE there is no precipitation, or if but 
slight cloudiness is produced, the sample is a pure mineral oil. 
If there is a considerable precipitate which collects in brownj 
viscid drops, giving off a strong odor of resin, and soluble xm^ 
an excess of alcohol, we have a resin-oil, pure or mixed. Tlwf 
oil is examined with the polariscope, and il it acts upon polar- 
ized light this is a confirmation of the presence of rcsin-oil. If 
the specific gravity is below 0.960, there is some mineral oil 
present, A test may be made by distillation if one of the oil: 
is not in too small proportion. The distillation should bfrl 
fractional as far as possible, and conducted slowly. As the] 
resin-oils boil, as a rule, at lower points than the heavy miners 
oils, it follows that, in place of liaving specific gravities v 
increase with the boiling-points, as happens with the li 
mineral oils or pure resin-oils, there are observed with theirJ 
mixtures very abrupt transitions. The sample ought to be I 
tested with tannic chloride, and if the violet coloration is not I 
very distinct, the same reagent should be applied to the first J 
products of distillation, since the colorable product contained I 
in the resin-oils is there chiefly met with. 

(2) There is formed by the action of caustic soda a paste-li 
mass of soap, which on treatment with water and boiliiig fopJ 
some time gives a clear liquid. It is diluted with cold wa' 
and then supersaturated with acid. The fatty acids liberatedl 
collect on the surface after decantation of the water, and if.^ 
exposed to cold crystallize. A small portion is melted in i 
tube at a low temperature, and 4 parts of alcohol at 85° arel 
added first, and later an excess. Here two cases are possible: I 

A. If no precipitation takes place it is because the fatty J 
acids are pure, which shows that the oil examined is a pure I 
fatty oil, or, which rarely happens, mixed with resin. Thei 
specific gravity of the fatty acids may here give good indica* J 
lions, but it cannot be taken at ordinary temperatur 
which fatty acids are solid. They must be melted, and the I 
specific gravity taken at a definite temperature. M. Baudouinf 
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has given a table of the specific gravities of the fatty adds of 
certain oils taken at 30^ C. Except for linseed-oil, which 
marks 0.910, the fatty oils have specific gravities ranging from 
0.892 to 0.900. To reduce the specific gravities of the fatty 
oib examined to the temperature of 30^ deduct from the 
density found, calculated on the litre, as many times 0.64. 
gramme as there are degrees below, or, if the temperature is 
higher, to add to the density found as many times a64. 
gramme as there are degrees above. If the specific gravity 
indicates that the neutral oil contains resin, an attempt may 
be made to separate it, in part at least, rapidly by agitating 
5 or 6 c.c. of the original oil with an equal volume of alcohol, 
decanting after settling, and evaporating in a capsule. There 
is thus obtained a solid or semi-fluid residue in case of resin. 
Further examination is then made with the polariscope. 

B. The fatty acids derived from the decomposition of the 
soap give a precipitate if treated with an excess of alcohol. If 
it is not, redissolve by I gramme of hydrochloric acid, and if 
after some time it is resolved into oily drops, it is mineral oil 
or rcsin-oil. A fatty oil containing 10 to 15 per cent, of one of 
these oils is completely saponified, and yields with boiling 
water, not an emulsion, but a soap completely soluble. The 
turbidity should yield oily drops, for there are certain fatty 
acius — those, among others, of the oil of the ground-nut or 
pea-nut (arachis) — which are soluble in a small proportion of 
alcohol at 85°, but an excess of alcohol precipitates a sparingly 
soluble portion of arachidic acid in small flocks. These flocks 
may be collected on a filter, and examined as to their com- 
plete solubility in alkalies. If their melting-point is near 73^ 
they may be attributed to pea-nut oil. 

(3) Or, lastly, the oil on treatment with soda may give a 
paste more or less firm, which, if placed in boiling water for 
half an hour, allows oily drops to rise to the surface, which are 
due to a mineral oil or a resin-oil. After settling for some 
minutes, a part of the supernatant liquid is decanted and 
mixed with an excess of a saturated solution of common salt. 
There is produced a precipitate of soap, which is filtered off 
on cooling. The filtrate is supersaturated with an acid. If 
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there is produced a sHght turbidity, and if the liquid, which 

almost colorless when alkaline, gives off an odor of fatty I 
matters, we have a neutral oil mi:<ed with a non-saponiliable I 
■oil. If, on the contrary, the solution was highly colored after \ 
filtration, and gives, when acidified, a flocculent precipitate of 
a resinous odor, the sample is a mixture containing resin. In 
these two cases the components of the mixture may be recog- 
nized by means of the operations indicated above. 

Quantitative Analysis. — If it is desired to know the elements 
attacked by alkalies, the following method is to be followed: 
If the sample has yielded bodies insoluble in carbon-disulpliide, 
it ts separated, and the operation is confined to the residue of J 
the distillation. Let it be assumed that the composition of I 
the residue is as complex as possible, containing fatty oils, 
mineral oils, resin-oils, and solid resin. 

The mixture is saponified. Into a flask closed by a stopper, i 
through which passes a long tube, are introduced 20 grammes i 
of the oil, and a mixture of 15 c.c. of soda at 36° B,, and ij > 
c.c. alcohol at 90 to 95 per cent. The flask is then set upon ' 
the water-bath for half an hour, and is often shaken. At the 
end of this time the whole is poured into a funnel fitted with 
a tap and previously warmed, and which is left in a stove at 
50° to 60" until a complete separation of the non-saponi(iab!e 
oil from the alkaline liquid has taken place. The latter is then 
decanted into a porcelain capsule, and in its stead is poured 
15 c.c. of boiling water, which has served to rinse the flask. It 
is shaken well so as to wash the non-saponifiable matter, and 
decanted anew after settling. Finally it is washed a third 
time with boiling water. The oil in the funnel is received in 
capsule and weighed. What adheres to the sides is washed 
with a little ether, and the solution is received in another cap- 
sule, which is exposed to the air tilt the ether has principally . 
disappeared. It is then gently heated to expel the rest, and is. J 
weighed. 

The alkaline liquid is kept boiling for some time to expel 
the alcohol, and after cooling it is mixed with an equal volume 
of a saturated solution of common salt freed from magnesia 
\fy being boiled for a few moments with caustic soda and then 
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filtered. In this manner the soap is precipitated in firm clots^ 
carrying with it the last portion of non-saponifiable matter. 
The saline solution after settling is decanted by means of a 
pipette, and neutralized with an acid. If a notable turbidity 
is produced which collects in flocks, it is due to the presence 
of resin. The flocks are collected, dried, and weighed. The 
clots of soap are thrown upon a filter, washed twice with salt 
water, the last traces of which are removed by pressing the 
mass between sheets of blotting-paper. The soap is then 
placed in a glass beaker, moistened with about 100 c.c. of car- 
bon disulphide recently rectified, stoppered, gently shaken at 
intervals, so as not to break the clots, three or four times, and 
left to settle. After an hour or two the carbon-disulphide, 
which is colored yellow by the dissolved oil, separates in the 
lower part of the beaker. It is decanted by means of a pipette, 
and in its place is added a fresh portion of the solvent. It is 
shaken, left to settle, decanted, and so on, till the carbon- 
sulphide runs off almost colorless. The whole is then thrown 
upon a filter and washed for the last time. A portion of this 
last washing, if evaporated upon a watch-glass, should leave 
an insignificant residue. 

The soap on the filter is exposed to the air till the carbon- 
disulphide with which it is saturated has escaped. As for the 
carbon-disulphide solution, it is distilled gently on the water- 
bath. The last portions of the solvent are expelled by blowing 
air into the flask while placed in boiling water. When cold it 
is weighcQ. 

The last portion of the non-saponifiable matter thus ob- 
tained should have the same appearance as the first portion. 
If it is less fluid it still contains a portion of soap. In this 
case it is again taken up in carbon-disulphide, at a gentle heat, 
in presence of a few drops of water, to hydrate the soap, 
which without this addition would again be partially dissolved. 
It is then filtered, and the washed soap is added to the princi- 
pal mass. 

The non-saponifiable oil may consist of mineral oil, resin- 
oil, or a mixture of both. The means of detection have been 
given, but a satisfactory process for their separation is needed. 
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The soap insoluble in carbon-sulphide, which lies on the 
filter, contains resin and fatty acids combined with soda. 

The separation of these substances presents many difficul- 
ties. Several methods have been published, but none of them 
gives satisfactory results. That of M. Jean consists in exhaust- 
ing the barium-soap with ether, which should dissolve the 
resinate and leave the soaps of the fatty acids untouched. It 
is difficult to avoid the partial solution of the barium-oleate. 
Substituting for the ether boiling alcohol at 85 per cent., it 
dissolves much less of the oleate, but still takes up too much. 

As far as possible the soap is separated from the filter and 
placed in a capsule. The filter is put back in the funnel and 
filled with boiling water, The solution is effected slowly, and 
it filters by degrees; it is received in the capsule where the 
detached portion has been already placed. 

The solution of soap after cooling is mixed with caustic 
soda until precipitation ceases, and is left to settle. All the 
soap of the fatty acids is deposited, carrying down with it the 
chief portion of the resinate, a part of which, however, remains 
in solution and colors the liquid strongly. The whole is 
filtered, the filtrate accurately neutralized with sulphuric acid; 
the flocks of resin deposited are received upon a filter, which is 
weighed anew after washing in water and drying at a low tem- 
perature. The soap is redissolved in a little lukewarm water 
and an excess of barium-chloride is poured into the solution 
with agitation. The clots of barytic soap are drained in a 
filter-pump, replaced in the capsule in which the precipitation 
has been effected, and thoroughly dried in the water-bath or 
the stove. The mass is then powdered, and treated with 50 
or 60 c.c. of alcohol at 85 per cent., which is kept near the boil- 
ing-point, working it up with a pestle. It is left to settle for 
a few moments, and the supernatant alcoholic liquid is then 
decanted into a vial. 20 to 25 c.c. of alcohol are again poured 
upon the residue, let boil, decanted after settling, and so on 
till a portion of the alkali which has been used leaves on eva- 
poration scarcely any residue, which happens generally after 
120 c.c. of alcohol have been used. 

The alcoholic liquids are mixed and distilled till there re« 
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21.*:- i <,->/ ibo-t -o cc Hvdrochloric add is added to decom- 
c^-vv^t tl- * r^rLnate. ar.d the resin, ser at libertv. floats in the 
1:.-;^-':*, Or: cooling. :t collects i:: a solid mass at the bottom 
^.' t.'.e vri^L It is thrown into a caosule* melted underwater. 
4'..:: 1 ti^'htd after desiccation on the water-bath. 

Tr.e residue insoluble :n alcohol is treated in a similar 
rr^r.r.er to obtain the fatrv- acids. 

0.;ye-oil is sometimes tested for purity by simply applying 






This test is ver>- simple, and can be performed by any one 
po=,-5es5ing a good chemical thermometer. About a teaspoon- 
fu: of oil is put in a test-tube, and a thermometer suspended 
in the oil, which is now to be heated to 250° C. (472^ F.). 
For a comparison, a second test-tube of pure oil may be treated 
in like manner. Pure olive-oil, when heated, grows rather 
li^^htcr in color, but most other oils, like cotton-seed, pea-nut 
oil, etc., grow darker. The latter, also, evolve a penetrating 
ar;^i disagreeable odor, but oiive-oil has a pleasant smell not 
i;r.!:>': -tra wherries. This test, devised by Merz. is considered 
wortr.v of a trial. 

V.'hen mixed with cotton-seed oil, the following method is 
\}Xfry//A by Dr. Nickels:* 

V irti olive, or ** Gallipoh*/* oil. as examined by a Browning 
** <\\x"s.\ vision'* or pocket spectroscope, presents a deep shadow- 
in;^, or cutting-out, of the blue and violet ray, with a fine, 
almost indistinct, line in the green, and a strong deep band in 
the xn(\, 

kefincd cotton-seed oil similarly examined presents exactly 
th^- same appearance, but as regards the blue and violet ray 
only, the green and red being continuous. 

If we take as a standard a given stratum of pure olive or 
Gallipoli oil in a test-tube, and a similar stratum or thickness 
of the standard oil in admixture with cotton-seed, there is no 
discernible difference as regards the shadowing in the blue and 
violet ray, but an almost entire fading out of the delicate line 
in the green, and a considerable diminution in the depth and 

* Chemical News, 
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intensity of the strong band in the red, consequent upon 
" dilution" or " thinning down." With 50 per cent, in admix- 
ture, the loss in intensity is considerable; with 25 per cent. J 
the variation is marked and discernible. 

A suspected sample compared with and differing thus froitl'l 
the standard, and in the absence of any direct chemical ( 
dence as to the nature of the oil in admixture, might fairly I 
fall within the range of strong presumptive evidence pointing! 
towards "cotton-seed" oil as the probable dilutant. 

Pure olive-oil is exceedingly difficult to secure with certain-'l 
ty when purchasing in large quantity, as it is often greatly".'! 
adulterated at the point of production. It is usually very diflfi-| 
cult to distinguish the several vegetable oils in any mixture ofl 
them. 

96. Alterations of Composition occur in the animal and 
vegetable oils, with exposure to air and light and with advanc- 
ing age, which may sometimes cause some uncertainty in the . 
chemical work already described. These changes are usually | 
in the direction of those modifications which lead to the pro.] 
duction of resins. The oils become darker, more viscous, le; 
susceptible to the action of reagents, and, if time be allowed, j 
finally become "gummed," and completely altered into resinsl 
of various degrees of solidity. Such changes are so plainly! 
observable, however, that no special tests are necessary to in--l 
dicate their commencement or their progress. The mincral'l 
oils are not subject to such alterations to any serious extent, I 
unless very long exposed to the action of oxygen and of light, 
in which case the absorption of the gas and its conversion into 1 
ozone, with some loss of lubricating power and greater reduc- 
tion of its value as an illuminant, become matters of some im- 
portance. 

97. The Action of Oils on Metals is sometimes important. 
Copper and lead, and other soluble metals, are sometimes found' J 
in oils; and Dr. Stevenson McAdam found that the second of 
the two metals above named may go into solution to such an 
extent as to injure the quality of the oil as an illuminant very 
seriously. In such cases the metal is usually absorbed by the 
oil from the metallic walls of the vessels in which it is stored. 
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Dr. McAdam found this to occur to such an extent as to clog 
up the wick and ultimately diminish its capillary attraction so 
much that the light was extinguished. The wicks when 
charred left a fine net-work of lead. The action of the oil on 
tin, copper, and iron was slight, and its illuminating properties 
were not much diminished. Zinc, however, was quickly at- 
tacked, and the oil was as seriously affected as by lead. While 
the vessels for the retention of paraffine-oil may be safely con- 
structed of or be lined with tin, copper, or iron, it would 
evidently be preferable to use tanks lined with enamel for 
storing the oil. 

Detection of Copper and Lead, — To detect the presence of 
copper, mix a small portion of the oil with twice its weight of 
nitric acid in a test-tube, and shake well ; then, separating the 
acid from the oil, add ammonia to the former: if copper is 
present, the reaction will give a blue color by the formation of 
an ammoniacal solution of that metal. 

To detect lead, add to a portion of the oil, contained in a 
test-tube, a small quantity of sulphuric acid, of carbonate of 
soda, or of caustic soda: if lead is present the solution will be- 
come white, and will yield a precipitate of similar color. To in- 
sure certainty, add to the solution caustic soda until the acid, 
if used, is neutralized, or add acid, if soda has been used, and 
a few drops of sulphur-solution, the presence of lead will be in- 
dicated by a dark-brown precipitate. With bichromate of potas- 
sium or the iodide of potassium, a yellow precipitate is found. 

Dr. Watson concludes,* in regard to this action — 

(i) That of the oils used, viz., linseed, olive, colza, almond, 
seal, sperm, castor, ncat's-foot, sesame, and paraffine, the samples 
of parafifine and castor oils had the least action, and that sperm 
and seal oils were next in order of inaction. 

(2) That the appearances of the parafifine and the copper 
were not changed after yy days' exposure. 

(3) That different oils produce compounds with copper var}^- 
ing in color, or in depth of color, and consequently rendering 



* Paper read in the Chemical Section of the British Association, Plymouth 
Meeting, 1879. 
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comparative determinations of their action on that metal from 
mere observations of their appearances impossible. 

He later * experimented further, with the following results, 
noted, after one day's exposure, with iron : 

(i) NeafS'foot, — Considerable brown irregular deposit on 
metal. The oil slightly more brown than when first exposed. 

(2) Colza. — A slight brown substance suspended in the oil, 
which is now of a reddish-brown color. A few irregular 
markings on the metal. 

(3) Sperm, — A slight brown deposit, with irregular mark- 
ings on the metal. Oil of a dark-brown color. 

(4) Lard. — Reddish brown, with slight brown deposit on 
metal. 

(5) Olive, — Clear and bleached by exposure to the light 
and air. The appearance of metal same as' when first im- 
mersed. 

(6) Seal, — A few irregular markings on metal. The oil 
free from deposit, but of a bright clear red color. 

(7) Linseed, — Bright deep yellow. No deposit or marks on 
metal. 

(8) Almond, — Metal bright. Oil bleached and free from 
deposit. 

(9) Castor. — Oil considerably more colored (brown) than 
when first exposed. Metal bright. 

(10) Paraffine, — Oil bright yellow, and contains a little 
brown deposit. The upper surface of the metal on being 
removed is found to have a resinous deposit on it. 

The tendency of an oil to act on metals varies with the 
proportion of free acid and kind of oil, and also with the 
nature of the metal. Nearly all fatty oils act more rapidly on 
copper than on iron. The following table shows results ob- 
tained by Watson with iron exposed to the action of oils for 
twenty-four hours and with copper after ten days* exposure: 

* Swansea Meeting, British Association, i88a 
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ACTION OF OILS ON METALS. 



Oils. 



Almond 
Castor.. , 
C^olza . . < 
Lard.... 



Linseed . • . 
Neat'sfoot 
Olive 



Paraffine 

Seal 

Sperm. . . 



Iron dtSM>lTed 
in S4 days. 


Copper dt«o]\-e 
in todays. 


.0040 
.0048 


grain. 


.1030 grain. 


.0800 
.0250 


.0170 grain. 


.0050 
.0875 
.oo6a 

.0045 
.0050 

.0460 


.3000 grain. 
.1100 '• 
.2200 •* 
.0015 " 

.0485 " 
.0030 " 



There is evidently no relation between the action of an oil 
on copper and the action of the same oil on iron : in several 
instances, those oils which act largely on iron act slightly on 
copper, while those which act largely on copper act little on 
iron. The total amount of action of the same oil (with the 
exception of paraffine and probably other mineral oils) is greater 
on copper than on iron. 

98. Impurities in Mineral Oils consist, usually, of the 
gritty and earthy substances which rise in the well with the 
oil, and of the " still-bottom*' impurities which are produced in 
the process of refining. The presence of the latter in other 
oils is the best possible evidence of the admixture of the min- 
eral oils. They may be detected by dropping a little of the 
suspected oil on white blotting-paper, which absorbs the oil, 
leaving the impurities visible as black specks on its surface. 
The abnormally low temperature at which the oil vaporizes in 
contact with these particles is also a means of detecting their 
presence. The presence of mineral oils in other oils may 
sometimes be readily detected by holding a bottle of the oil to 
be examined up to the light, and shaking it well, when the 
appearance of fluorescence in the bubbles of air so formed is 
an unmistakable sign of the presence of petroleum. 

The following method of estimating the proportions of 
mineral and other oils in the common mixtures is given by 
Mr. C. C. Hall,* as based on a method suggested by Sir Wil- 
liam Thomson and Mr. A. H. Allen. 



* Trans. Am. Inst. Mining Engineers, 1882. 
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Four to five grains of the oi! under examination are weighed 
•^ut into a porcelain capsule of 75 c.c. capacity. Thirty ex. of 
^ tcn-per-cent solution of potassium-hydrate are added, and 
He capsule, covered with a watch-glass, is placed in a water- 
6atii heated to about 93° C. The mixture of oil and alkali 
^Aould be stirred frequently, and after three quarters of an. 
/tour it is boiled with stirring, to secure complete saponifica- 
tion of ail vegetable or animal oii. After boiling some time, 
a thick scum of soap forms on the surface ; a little bicarbonate 
of soda is then added to convert the excess of caustic alkali 
into carbonate. When the contents of the capsule have be- 
coir»e pasty, an equal bulk of fine clean sand is stirred in, 
tvhich makes the soap granular, and facilitates the removal of 
tile last traces of alcohol. The capsule is heated for two hours 
tnoare on the water-bath. After cooling, the contents are trans- 
fers- <d to a short-necked funnel, having a thin plug of asbes- 
tos, and washed with petroleum-ether, or other light petro- 
IcLX im.spirit. The ether dissolves out the mineral oii from the 
so^a^p^ and is collected in a quarter-litre flask having a short 
"e=«r:k. Care must be taken to effect a complete removal of the 
**»^l_ This can be tested by letting a drop of the ether, as it 
^^^^■nies through, fall on a piece of tissue-paper. If no greasy 
^*^^in is left after the ether evaporates, the solution may be 
"^^^nsidered complete. 

Most of the ether is removed from the oil by distillation, 
^-Tid can be saved. The heat of the water-bath is sufficient to 
■^oil it, and the fumes may be condensed by passing them into 
^ condenser. The oil is now transferred to a weighed 50-c.c. 
flask, which has a hole blown in its side; and dry, warm air is 
forced into the flask through its neck in order to remove the 
last traces of the ether. The flask should not be heated above 
the point where it can be borne in the hand : if this precaution 
is heeded, there is no danger that any of the oil will be volati- 
lized. The passage of the air should be continued until the 
flask and oil are constant in weight. 

Sperm-oil cannot be separated from mineral oil by thn 
method, owing to the impossibility of completely saponil 



ive 

ion J 

,ti- i 

m 



l84 



FRICTION AND LOST WORK. 



To determine the proportion of earthy matter in the 
gummy masses sometimes found in steam-engines in which 
organic oils and steam carrying dirty water from the boilers 
have come in contact: 

Weigh out any convenient amount of the deposit ; wash 
well with benzine until it ceases losing weight and all oily 
matter is removed ; dry, and weigh again. 

The proportion of mineral matter usually ranges from 85 
to 95 per cent. 

99. The Density of Oil is the first of its physical charac- 
teristics noted by the inspector in the attempt to determine 

its character. It is, perhaps, the 
simplest and easiest method of iden- 
tifying a standard oil, although by 
no means a certain one. This may 
be done by carefully weighing an 
exactly measured volume of the lu- 
bricant, and comparing its weight 
with the standard volume of a stand- 
ard substance, or by the use of the 
*' densimeter," or oleometer. This 
little instrument, generally known 
as the hydrometer, takes its specific 
name from the application for which 
it has been designed ; as, for example, 
lactometer when used to determine 
the density of milk, and alcoholome- 
ter when used to measure that of al- 
cohol. It consists (Fig. 29) of a glass 
or metal cylinder, usually of an inch 
(2.4 cm.) or less diameter, and sev- 
eral diameters in length, carrying at 
the lower end a bulb loaded with 
shot, or mercury, or other heavy 
substance, and on the upper end a cylindrical stem graduated 
in such a manner as may be best suited to the work for which 
it is intended. A cylindrical tank or jar, with attached ther- 
mometer, is nearly filled with the liquid to be examined. 



/ 




Fig. 29. — Oleometer and 
Jar. 
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Placing the instrument in the liquid, it floats upright, with 
the loaded end downward, and sinks to such a depth that the 
figure on the stem reads the density or the specific gravitjj 
(the terms arc not precisely synonymous) of the liquid. 

The liquid must usually be tested at standard temperature 
— say, 60' F. (ig" C.J, — as its density is considerably affecte< 
by heat or cold. The hydrometer has a thermometer attached 
to the lower end. This is intended to assist in making com 
rections for a temperature above or below 60". WheilJ 
the thermometer indicates a temperature above 60", which i: 
shown by the figure on the right side, the corresponding nurtl 
ber opposite must be added to the indications on the scald 
above. If the thermometer stands below 60", the correspond 
ing number opposite must be deducted, 

100. Specific Gravities and Baume's Scale, often used in ^ 
this work, arc not proportional, the latter scale being convcn- j 
tional. The specific gravity of a substance is proportia 
its density, and is the ratio of the weight of a given volume of I 
the substance to that of an equal volume of water, both being, 
usually taken at the temperature of maximum density of thefl 



latter. For liquids lighter than water. 

. '40 
gravity, and — 130 = 



140 



1 30+ Baurn^ 
W, the reading of Baum^. 



specificj 



sp. gr. 

As illustrating the use of the instrument, assume it to I 
used for obtaining the gravity of an oil — sperm, for example :J 
finding it to be 0.8750, or 30° Baumt, it would be at once,! 
concluded to be impure ; because sperm should give about! 
0.8810 or 0.8815, corresponding to 29° B. Oils often diffcrj 
considerably in density, although nominally the same. 

The following table gives the specific gravities and Baum^'sl 
"degrees" for liquids heavier than water, as obtained byl 
various authorities.* It is evident that the determination -I 
of the specific gravity, or the use of a carefully standardized! 
Baum£ scale, only can give satisfactory figures. 
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BAUM^'S SCALE AND SPECIFIC GRAVITIES. 
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The next table gives a similar comparison for liquids lighter 
than water with, also, the pounds weight per gallon. In metric 
measure the specific gravity also measures the weight of the 
litre in kilogrammes. 

SPECIFIC GRAVITIES AND DENSITIES, PER BAUM£. 
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lOl. Densities of Commercial Oils are often determined 
by tiie more accurate method of determining specific gravity 
by weighing on the chemist's balance. A standard tempera- 
ture is usually adopted, and all results reduced to stand- 
ard by first determining the coefficient of expansion, which 
for pure olive-oil has been determined by Mr. C, M. Stiil- 
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well to be 0.00063 for 1° Centigrade, or 0.00035 per degree 
Fahrenheit. 

Mr. Stillwell's determinations are given in the following 
table : 

SPECIFIC GRAVITY OF ANIMAL AND VEGETABLE OILS. 

15** C. 

CoBFF. OF Exp. = .00063 J'o* "* C. 50* F. 

= .00035 FOR x* F. — ^_ 

Sperm, bleached, winter 8813 

" natural, winter 8815 

Elaine . . .* 9011 

Red, saponified 9016 

Palm 9046 

Tallow 9137 

Neat's-foot 9142 

Rape-seed, white, winter 9144 

Olive, light greenish yellow 9144 

Olive, dark green 9145 

Pea-nut 9154 

Olive, virgin, very light yellow 9163 

Rape-seed, dark yellow 9168 

Olive, virgin, dark clear yellow 9169 

Lard, winter 9175 

Sea-elephant 9^99 

Tanners' (cod) 9205 

Cottonseed, raw. 9224 

Cotton-seed, refined, yellow 9230 

Salad (cotton-seed) 9231 

Labrador (cod) 9237 

Poppy 9245 

Seal, natural 9246 

Cocoa-nut 9250 

Whale, natural, winter 9254 

Whale, bleached, winter 9258 

Cod-liver, pure 9270 

Seal, racked 9286 

Cotton-seed, white, winter 9288 

Straits (cod) 9290 

Menhaden, dark 9292 

Linseed, raw 9299 

Bank (cod) 9320 

Menhaden, light 9325 

Porgy 9332 

Linseed, boiled 9411 

Castor, pure cold-pressed 9667 

Rosin, third run 9887 
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The mineral oils are usually lighter than those of animal or 
vegetable origin. 

The following are the densities of some of the compounds 
found in petroleums: 

Mineral Oils, 6o' F., 15* C. 

s. G. B. 

Rhigoline 6220 95 

Benzine 6510 85 

Naphtha 7000 70 

7500 57 

Illuminating Oil 8000 45 

Lubricating Oil (heaviest) 8860 26 

Paraffine Wax 8900 27 

The " sperm"-oils of the market vary considerably in den- 
sity, partly in consequence of natural differences due to differ- 
ences in age, size, health, and condition of the sperm-whale 
which may have supplied all or part of the oil, and partly be- 
cause of variations in the character and extent of the adultera- 
tion. Professor Ordway found " spindle-oils** to vary in den- 
sity from 0.840 to 0.92, averaging 0.880. Ten so-called sperm- 
oils varied from 0.880 to 0.896, averaging 0.884. Oils from 
newly arrived cargoes ranged from 0.877 to 0.888. Lard-oils 
average O.917, ranging from 0.914 to 0.920. Neat's-foot oil 
gives an average of 0.912, ranging from 0.910 to 0.920 for a 
sample known to be pure. The addition of refined, odorless, 
heavy mineral oils to other lubricants is a usual cause of in- 
crease of density ; this is particularly the case with lard-oil. 
The common method of making these determinations is by 
the use of the " looo-grain bottle," or other such apparatus. 

In using the various areometers as oleometers, large jars and 
densimeters having slender, finely graduated stems should be 
employed, their scales reading to o.ooi. This can be done by 
constructing the instrument as an oleometer purely, thus being 
able to distribute a small range of density over an extended 
scale. Special oleometers are sometimes made for the mineral 
oils, and others for the organic oils. 

102. The Viscosity of Oil is generally closely related to 
its density, but is not proportional to specific gravity, and is 
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occasionally found to decrease with increase of density. The 
relative viscosity of oils may be determined with some degree 
of accuracy by simply filling a pipette with the oils to be com- 
pared, one after another, and 
permitting them to flow out 
through a small opening, noting 
the time required to discharge 
equal quantities. A very com- 
plete apparatus for this pur- 
pose is that exhibited in Fig. 30, 
a form adopted by Mr. J. V. 
Wilson. 

In the figure, A \% 2. glass 
tube about I in. diameter, grad- 
uated from I to 100, to contain 
about 100 cubic centimetres of 
oii. BB is a glass Jacket, about 
3 in, diameter, filled with water 
as shown; C a thermometer, in- 
^ dicating temperature of water 
in jacket; /? a small brass cock 
for withdrawing water from 
jacket ; E a glass flask for generating steam to heat water in 
jacket ; F a glass pipe connecting the steam flask E with jacket 
B, delivering at bottom of jacket ; £/ is a small cock for per- 
mitting escape of steam in order to regulate quantity sent into 
jacket ; H a spirit-lamp on a stand ; J a glass beaker to contain 
oil, and A'A' cast-iron stand, with adjustable arms, for carrying 
the apparatus. 

The following table gives tlic time required, by "each of seve- 
ral oils, to flow through the orifice of the above-described ap- 
paratus, and the temperature observed in the same oils when 
used on a journal 3 in. (7.2 cm.) diameter, making 1500 revohi- 
tions per minute, the average being noted for an hour and a 
half. It is seen that, as a rule, the more viscous the oil the 
more heat developed by friction. The stearine found in tal- 
low-oil may cause the apparent discrepancy noted there. 




Fig. 30.— Viscosity of Oils. 
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It is sometimes customary to make the viscosity of oils a 
standard test of quality. In such cases it is usual to compare 
the oils so tested with some well-known oil, as rapeseed, as a 
standard of value. In these cases the size of the containing ■ 
vessel, of the nozzle and its orifice, the head producing flow, ] 
the material of which they are made, the temperature, and J 
other conditions should be carefully specified and made aal 
-nearly constant as possible. The specific gravity of the oil! 
should be ascertained and stated. 

It has been proposed to adopt a standard " viscosimeter" * 
of dimensions as follows: 

A glass cylinder, 22 in. (55.9 cm.) long, ij in. (3.18 cm.) 1 
•diameter, has a brass lower head } in. (0.318 cm.) thick, An-| 
orifice is bored in the centre ^ in. (0.794 cm.) in diameter, 
•^vith bevelled edges chamfered back i in. (1.27 cm.), thus pro- I 
«lucing a sharp-edged orifice. A line marking the i8-in. (45.72 1 
cm.) level is cut with several finer lines above and below, J in. [ 
(0.318 cm.) apart, ranging from 16 to 21 in. (40.64 to 53.34 cm.) I 
above the orifice. The standard temperature is usually 60° F. f 
(15.5° C). A total flow of as nearly 100 c.c. (6.103 cu. in.) is I 
secured by adjusting the supply so that the head shall be as j 
nearly as possible equal to iS in. (45.72 cm.) of water, deter- I 

• Cktmiral Nrw!. 1884. W. P. Mason. 
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mining this head by calculation from the specific gravity of 
the oil. 

Note the time required to discharge the 100 c.c. (6.103 cu. 
in.), and divide this time by that required where water under 
a head of 18 in. (45.72 cm.) is used. This ratio is the measure 
of the viscosity. 

Large consumers of oil sometimes purchase on the basis of 
this kind of test solely. It is regarded as quite as satisfactory 
and reliable as any single physical or chemical test known, and 
as second only to the best testing-machine methods. 

The less the viscosity, consistently with the use of the oil 
under the maximum pressures to be anticipated, the less is, 
usually, the friction. The best lubricant, as a rule, is that hav- 
ing least viscosity combined with greatest adhesiveness. Vege- 
table oils are more viscous than animal, and animal more so 
than mineral oils. The fluidity of an oil is thus to a large ex- 
tent a measure of its value. 

The close relation between the viscosity and the friction- 
reducing power of the oils is well shown in Fig. 31, which 
graphically exhibits this relation as determined by Mr. C. N. 
Waite."^ The curves show the relation between the viscosity 
and lubricating power of lard and of light paraffine oil ; the full 
lines represent the readings on the machine, at different tem- 
peratures, multiplied by a constant, and the dotted lines the 
viscosity of the oil. The curves are approximately correct. 
The true curves arc probably smooth, and their form mathe- 
matically determinable. 

The relation of viscosities of oils at ordinary temperatures 
is not a measure of their relative standing in this respect at 
higher temperatures, as in steam-cylinders. Oils of great vis- 
cosity at low temperatures are often very limpid when heated. 
Tallow and castor oils are more viscous than sperm when cool, 
but they become very much more fluid when heated, as in 
steam-cylinders. 

103. Gumming, or Drying, is a method of alteration of 
oils usually caused, as already stated, by the absorption of oxy- 



* Proceedings N. E. Cotton Manufacturers' Association, No. 28, 1880. 
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gen and the gradual conversion of the oil into resin. It goes 
on rapidly with the " drying"-oils, slowly with the fixed ani- 
mal and vegetable oils, and is not observed in any important 
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Fia 31.— Viscosnr a»d LnsucATroti. 
degree in the mineral oils. This gradual increase of viscosity 
and tendency to final conversion into the solid form is one of 
the phenomena noted by the inspector in his examination of 
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lubricants. The methods of determination of the character 
of the lubricant in this respect, as practised by various observ- 
ers, differ greatly. The most satisfactory method is probably 
that in which the lubricant-testing machine is employed : this 
method, as conducted by the Author, is simply to test the oil 
as received ; then to expose the journal, still wet with oil, to 
the action of the air, but keeping it protected from dust, one 
day or more, according to the kind of oil, and then to again 
test its friction-reducing power. This process will be fully 
described later (Arts. 132, 136). 

104. Nasmyth's Apparatus for observing the viscosity and 
gumming of oils is very simple. The observer places a drop 
at the top of an inclined plane, and notes the time required 
for it to run down the plane. Of oils which do not gum, the 
least viscous reach the bottom first. Drying and gumming 
oils are retarded in proportion to the rate of drying or of gum- 
ming. Nasmyth used a plate of iron 4 inches wide by 6 feet 
long, on the upper surface of which six equal-sized grooves are 
planed. This plate is placed in an inclined position — say, i 
inch in 6 feet. 

The mode of testing is as follows : Assume that six varie- 
ties of oil are to be tested, to determine which of them will 
for the longest time retain its fluidity when in contact with 
iron and exposed to the action of air; ^our out simultaneously, 
at the upper end of each inclined groove, an equal quantity of 
each of the oils under examination. This is very conveniently 
done by the use of a row of small brass tubes. The six oils 
then make a fair and even start on the race down-hill : some 
are ahead the first day, and others are still ahead the second 
and third day ; but on the fourth or fifth day the bad oils be- 
gin to fall behind by gradual coagulation, while the good oil 
holds on its course : at the end of eight or ten days there is no 
doubt left as to which is the best. Linseed-oil, which makes 
capital progress the first day, is, in the case given, set fast af- 
ter having travelled 18 inches, while second-quality sperm over- 
reaches first-quality sperm by 14 inches in nine days, having 
traversed in that time 5 feet 8 inches. The following table 
shows the state of the oils after a nine days* run : 
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of glass, however, instead of metal. 

A modified apparatus is described by Mr, W. H, Bailey, 
and is illustrated in Fig. 32. It consists of a piece of plate- 
glass set with considerable inclination, and heated, by means 
of a vessel of boiling water, to about 200° F. (93° C), and held 
at a uniform temperature, as indicated by the thermometer at- 
tached. A drop of oil placed at the top will flow down a few 
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to become decidedly resinous after two or three days' expo- 
sure to heat, it is condemned. 

A very simple and commonly used test of the fluidity of 
the oil consists in dipping into it a piece of blotting-paper, and 
watching the falling drops as it is held above the surface of 
the oil. Should the oil fall in distinct, symmetrical, pearl-like 
drops, it is an evidence of fluidity ; a tendency to spread is the 
indication of viscidity. Retaining the oil on the paper at a 
temperature of 200° F. for some hours, or at ordinary temper- 
ature for some days, will enable the observer to judge of the 
rate of gumming. 

Oil may also be tested by being kept warmed, nearly to the 
boiling-point, in a watch-glass : if it gums in the course of two 
or three days it should be condemned. 

105. The EfTect of Heat, and of variation of tempera- 
ture, is very observable with all the fats and oils. Their clas- 
sification into oils, fats, greases, butters, and fatty waxes is 
based upon the assumption that they are observed at ordi- 
nary temperatures. An increase of temperature converts the 
greases and the waxes into oils, and the reverse change solidi- 
fies the oils, converting them into greases, or even into hard, 
waxy solids. Variation of temperature affects every lubricant 
in an important degree, also, in other respects. It changes 
the friction-reducing power, as well as the fluidity of the un- 
guent, and is thus one of the elements necessarily considered 
in determining the value of the lubricant. For out-of-door 
work, unguents must be selected that will *' feed ** at any tem- 
perature to which they are to be exposed in the working of 
the bearing to which they are supplied ; it is not advisable, 
therefore, to use the same lubricant in winter as in summer. 
Steam-cylinders are best lubricated with mineral oils of heavy 
body and high " fire-test," which test is resorted to with all 
mineral and often with other oils. 

The effect of heat upon the viscosity of oils gives a good 
illustration of the sensitiveness of the oils to changes of tem- 
perature; and when it is known that the viscosity and the lu- 
bricating power of any oil are usually very closely related, it is 
seen that change of temperature has an exceedingly important 
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effect upon lubricating oils and greases. Fig. 33 exhibits the 
relation of viscosity to temperature in the cases of a number 
of well-known oils. The " sptndle-oils" are mineral oils. 
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At 60" F. (i s" C.) the viscosity of sperm being 1.00, neat's- 
foot is 3.20; lard, 2.30; olive, Z.18; paraffine 25° grav., 1.23; 
paraftine 29'' grav., 1.06. As the temperature rises the viscos- 
ity decreases, neat's-foot being most and sperm least affected 
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by variations in temperature. While at 60° F, sperm is 20 per 
cent, thinner than the heavy paraffine, yet at 100" F. (38° C.) it 
is 10 per cent, thicker, the viscosity of the paraffine having 
diminished so much more rapidly than that of sperm. At 
250° F. {121° C.) the oils are all of nearly equal viscosity. The 
effect of heat on the lubricating value of the oils will be ex- 
hibited later. 

It is in consequence otthls sensitiveness to heat that the 
testing-machine used by the Author, and described later, has 






Fic 34. 

often been fitted with Hirn's "water-brasses" for the purj 
of keeping temperature constant when comparing tubricanta 

106. The " Fire-test" determines the temperature at wljj 
the mineral oils discharge vapors by fractional distillation,! 
that at which the other oils decompose and take fire. 

This "fire-test" is usually made with a piece of appa- 
ratus made especially for the purpose. That of Guiseppe 
Tagliabue is shown in Fig. 34. It consists of a little tank in 
which the oil to be tested is poured. This is placed in another 
large cup, and the space between is filled with water, for ordi- 
nary tests. A lamp beneath supplies the heat, and a ther- 
mometer set in the cup with its bulb in the oil shows the test* 
perature. 

As the oil becomes heated the observer occasionally applies 
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a lighted match or taper to the opening of the cup. After a 
tin\e a flash is seen when the match is applied, and the flame 
disappears as suddenly as it has appeared. This shows that 
vapor has been produced in sufficient quantity to mix with the 
air above the oi! and produce an explosive mixture. The 
temperature now observed is called the "flashing-point." At 
some higher temperature, if the cap is moved to one side and 
a match is applied, the oi! takes fire and burns. This is the 
so-called "burning-point." It may be many degrees above the 
flashing-point. 

Many different forms of instrument are in use, some of 
which are described by State regulations, which also prescribe 
the method of test. The closed cup, above described, gives 
a lower apparent flashing or burning point than is obtained 
witli an open cup. The electric spark has been used by sev- 
eral physicists for igniting the vapor. The rate of heating 
should be about 20° F, {11° C.) in a quarter of an hour. 

This method of test is most generally adopted in the ex- 
amination of the mineral oils, which oils arc liable to ignition 
if not properly distilled, and thus to give rise to dangerous ac- 
cidents. Lubricating oils defective in this respect have some- 
times set fire to factories when used on heating journals. When 
Buch oils are used, their evaporation often produces a danger- 
ously large quantity of combustible vapor in the adjacent at- 
mosphere, and this, if fired, may cause a serious conflagration. 
Such oils, in burning, exaggerate the dangers and the difficul- 
ties of the situation by their vaporization. A high fire-test 
and minimum evaporation indicates a good, as well as a safe, 
lubricant. 

The loss by evaporation of a mineral oil may be ascertained 
by placing a known weight in a watch-glass, and maintaining 
it at a constant temperature for a definite period, as at 140° F. 
(60° C.) for twelve hours. Under such conditions the loss may 
be below one per cent., or it may exceed 25 per cent, A good 
mineral oil should never lose 5 per cent. 

Other oils always gain weight by absorption of oxygen 
and by resin ificat ion. They are sometimes subjected to the 
fire-test to ascertain whether they have mineral oils mixed with 
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Maumeh^ added lo c.c. of acid to 50 grs. of each oil. Feh- 
ling used but 15 grs. of oil. The acid had a density of €6** B. 
The results are thus not precisely comparable ; but it seems 
evident that this method is either not at all accurate, or was 
not well practised by one or the other of these investigators. 

Coleman describes^ similar tests, in which he added sul- 
phuric acid to rape and to olive oil, and observed a rise of lOO"" 
and 68° F. (37°.7 and 20° C.) respectively. The same experi- 
menter saturated cotton-waste with oil and raised its tempera- 
ture to 150° or 200° F. (65°.5 or 93° C.) in an air-bath, noting 
the time required to produce spontaneous ignition and com- 
bustion. Boiled linseed-oil took fire in ij hours, raw oil in 
4 hours, while refined rape-seed oil required 9 hours of expo- 
sure. The addition of 20 per cent, mineral oil greatly retarded 
and 50 per cent, entirely prevented ignition. 

109. Oleography constitutes another, and a very beautiful, 
although rarely practised, method of identifying oils of various 
kinds ; it was introduced many years ago by Professor Tomlin- 
son, who first applied it to the exhibition of the characteristic 
differences between the essential oils, and termed the peculiar 
and beautiful forms thus produced "cohesion-figures." 

It was again brought forward by Dr. Moffat,t and by him 
applied to the identification of the commercial oils and the de- 
tection of adulteration. The process, as perfected by Dr. Mof- 
fat, is now familiar under the name of ** oleograph-test." We 
proceed thus : Wash out a large basin very carefully with water 
and aJkali until it is chemically free from foreign matter, and 
fill with perfectly clean water. When the surface has become 
quiet, drop upon it a single drop of the oil to be examined. 
The oil at once spreads rapidly over the surface of the water 
in an exceedingly thin film. Presently the film commences 
breaking up, small openings appearing through it, which grad- 
ually enlarge and group themselves into peculiar lace-like pat- 
terns. These lace-patterns continue changing, and finally the 
surface of the water is covered with detached and very minute 



♦Trans. Phil. Soc. of Glasgow, 1873. 
t Chemical News, vol. xviii. p. 299. 
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at about 50** and 35° F. (i°.6 and 10° C.) ; and lard-oil begins to 
harden at 40° F. (4°.4 C.) solidifying at 25° F. (- 4° C). 

A good test of capacity to resist low temperatures is as 
follows : Fifteen parts of Glauber's salts are put into a small 
glass vessel, a small bottle of the oil to be tested is immersed 
in this ; a mixture of five parts of muriatic acid and five parts 
of cold water is placed over the salt. The temperature is re- 
duced slowly, and when very low the behavior of the oil may 
be observed and noted. Ice alone, or a mixture of ice and 
common salt will prove, probably, equally good. 

Tests of several oils, made at the U. S. Navy Yard, Brook* 
lyn, in 1870, gave the following: 

Oils. 



Sperm, Natural.. 

Olive 

Tallow 



Thickens. 
C. F. 

10* 50" 
30" 



Flow Ceases. 
C. F. 



Solid. 
C. F. 



- I' 



(< 



Lard. 



21" TO' 

r 44° 



- 3' 

- 8' 

- 4' 
16* 

o* 



26' 
i8' 

24' 
6o' 

32' 



9" 

14' 

8' 

6*" 



16' 

18*' 
42' 

22' 



Sp. Gr. 

0.761 

0.933 
0.795 

0.993 
0.959 



Good mineral oils do not solidify at the freezing-point of 
water. 

The best method of test is to first freeze and then, warming 
the oil, note its melting-point. 

108. Tests with Acid. — The addition of concentrated sul- 
phuric acid to oils was found by Maumen^ and by Fehling to 
produce considerable heat, and they were able to distinguish 
them by measuring the resulting increase of temperature. The 
drying-oils heat most, and disengage sulphurous acid. The 
following determinations are given by Chateau : 

ACID TESTS OF OILS. 



O1U&, 



Olive 

Poppy. . . 

Colza 

Almond... 
Rape-seed. 
Linseed. . . 
Sesame... 
Castor. . . . 
Cod-liver. 



Incrxasb of Tbmpkraturb. 



Maumen^. 



42* C. 

74*. 5 

58' 

53'.5 

133 
68' 

47* 
103* 



Fehlingr. 

37'.7 C. 
37'. 7 
37'.7 
40*. 3 

55' 

74* 

K 
74 

74* 
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rupted process of change of each film of oil, and the patterns 
which precede and which succeed it are comparatively value- 
less. 

The vessels should be cleaned perfectly with a solution of 
caustic potash or soda after each experiment. The oil should 
be let fall in a single drop upon the exact centre of the surface 
of water from a glass rod, and in such a manner that no dis- 
turbance is produced. These rods, when not in use, should be 
kept in a solution of caustic potash, and when used should 
be drawn through clear water and wiped upon a clean cloth 
before dipping them in the oil. 

Occasionally, when the vessels have been some time in use, 
it will be necessary to wash them and the rods in strong sul- 
phuric acid ;* they should then be thoroughly rinsed. 

The symmetry of the figures produced, as well as their 
characteristic form, is injured or destroyed by adulteration, 
and sometimes by physical changes occurring under exposure 
to air, and with age. Solid carbolic acid and camphor treated 
in this manner yield curiously active spots and figures. 

The time at which the distinctive figure is formed is an ab- 
solutely essential element, as already stated ; and it is therefore 
always advisable first to prepare a set of standards by obtain- 
ing the oleographs of oils of known purity. The figures may 
be obtained in any desired color by using colored inks. They 
may be photographed, if desired, or may be transferred to the 
lithographer's stone. 

1 10. The Forms of Cohesion-fig^ures are very character- 
istic. In the experiments of Miss Crane, a single drop of oil 
was allowed to fall from a burette held at a distance of a few 
inches from the surface of a dish of clean water. The time 
required for the production of certain figures was carefully 
noted, as several oils will produce very similar figures ulti- 
mately, if sufficient time be given. Oil of turpentine spreads 
out instantly, and soon forms a beautiful lace-work. Oil of 
cinnamon forms a figure not more than half the size of the 
preceding oil. In a few seconds small portions are detached. 



* Chemical News, vol. xiv. p. 64. 
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and separate into distinct drops. Cod-liver oil spreads into 
a large film; a little way from the edge small holes appear, 
and in a minute or two the surface is studded with them. 
These gradually enlarge, assume irregular shapes, and become 
separated by branching lines. As the oils give different fig- 
ures, and behave differently when mixed with one another, or 
with lard-oi!, this method may be of great value in preliminary 
testing of suspected oils. 

111. Electricity is used in making tests of oil, by noting 
their differences of conductivity. Rousseau has shown that 
the oils, with the exception of olive-oil, which has about ^^th 
the conductivity of other oils, are good conductors of electri- 
city, and has devised apparatus to detect adulterations of that 
oil, called the " diagometer." The instruments used are a 
galvanometer and a small voltaic battery, the current from 
which is passed through.a drop of the oil to be tested, and its 
intensity measured by the galvanometer. A comparison with 
oils of known purity or of known composition gives the evi- 
dence sought. 

Professor Palmieri has devised a new diagometer, which is 
used for rapid examination of oils and textures. It will show 
the quality of olive-oil ; will distinguish o!ive-oil from seed-oil ; 
will indicate whether olive-oil, although of the best appearance, 
has been mixed with seed-oil ; will show the quality of seed- 
oils; and will also indicate the presence o( cotton in silken or 
woolen textures. 

Mr. F. S. Pease has devised a fire-test igniter, consisting of 
an oil and a water bath, thermometers, an induction. coil and 
battery, and wires for the purpose of testing mineral oils. 
The mineral oils are good conductors of electricity. 

XI2. Machines for Testing' Lubricants are now invari- 
ably used in making determinations of the coefficient of fric- 
tion, and of its variation ivitii varying pressures, temperatures, 
velocities of rubbing, and other conditions affecting the effi- 
ciency of the unguent, as wel! as in determining its endurance 
and its tendency to gum. These machines consist of a journal 
constructed as nearly as possible like those on which the un- 
guent is to be used, arranged lor lubrication in the customary 
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manner, or in the way in which the journals to be Jubricated 
are " fed," and with apparatus to exhibit the variations of 
speed, temperature, and friction. The aim is always to make 
the test under the actual conditions of practice, as nearly as 
possible. There are a number, of forms of these machines, 
some of which will be described in a later chapter, in which 
also the results of experiments conducted upon them will be 
given. 

It is obvious that experiments made upon the nicely fitted 
journal of a testing-machine are not conclusive as to the fit- 
ness of a lubricant for use on a similar journal which is not 
well fitted. The latter bearing only in spots, or along lines of 
contact, is subjected on such surfaces of contact to pressures 
which maybe enormously heavier than that affecting the same 
journal when wear or refitting has given it a good bearing.an^ 
the best lubricant is therefore one adapted to such intense 
pressure. Could its magnitude be known, a good testing-ma- 
chine would determine whicli of any collection of oils is best 
fitted for use upon it. The testing-machine determines the 
behavior of an oil upon its own journals ; if those on which the 
lubricant is to be used are similar, its behavior will then be 
the same. While the machine does not usually serve to select 
oils for badly made lubricated surfaces, it exhibits the intrinsic 
qualities of the oils tested : and every mechanic and engineer 
endeavors to get all journals into as good condition as those 
of the testing-machine, and thus fit them to do good work with 
good oils. 

The measure of the coefficient of friction alone is not al- 
ways a gauge of the value of an oil. A low coefficient is some- 
times found to coexist with serious wear: and even low fric- 
tion and a cool journal may be accompanied by wear. What- 
ever the condition of the journal, however, being reproduced 
in the testing-machine, the position of the lubricant in the 
scale of values may be ascertained. Any difference, whether 
of pressure, speed, temperature, or of form or material of mlv 
bing surfaces, will demand for best effect some corresponding 
difference in the unguent. 

With very light pressures and high speeds, as with fast-nin* 



INSPECTION AND TEST OF LUBRICANTS. 20/ 

ning spindles, light mineral oils sometimes give low friction, 
and yet produce rapid wear. Animal oils in such cases are 
used in solution in the mineral oils to give body and to re- 
duce wear. Heavier machinery, as that of electric-light appa- 
ratus, at high speeds, may be best served with light oils very 
freely supplied, as by the oil-bath, which, indeed, should be 
adopted wherever possible. 



CHAPTER VI. 

EXPERIMENTS ON FRICTION — TESTING-MACHINES. 

113. The Earliest Experiments on the now familiar 
methods of waste of work and energy by friction were made 
at the end of the eighteenth and the beginning of the nine- 
teenth centuries. They were made without regard to the in- 
fluence of what are now known to be essential conditions, and 
were therefore not adequate to determine the facts and laws 
of friction with the exactness and completeness that is desira- 
ble in the engineer's applications in the science and the art of 
construction. 

The best-known experiments of earlier times are those of 
Coulomb on rolling friction, of Rennie on sliding friction of 
unlubricated surfaces, and those of Morin upon the friction 
of solids, both with and without lubrication. 

114. Rolling Friction; Carriages. — Coulomb was the first 
to determine the law of rolling friction, and he found that, so 
long as the wheel or roller and the surface on which it rolled 
were not injured, the resistance was proportional to the weight, 
and diminished as the diameter of the wheel increased. 

Coulomb and others have, as has been seen, found 

•^ r 

in which R is the resistance applied at the circumference of the 
wheel, W^the total weight, r the radius of the wheel, and /a 
coefficient which is very variable, but may be taken as 0.06 for 
wood and 0.005 for metal, where the units are lbs. and feet, 
and / = 0.02, nearly, and/ = 0.002 when in metric measures. 
Tredgold makes the value of /for iron on iron 0.002. 
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When the pressure becomes so great as to crush the 5bres I 
of the wood, the friction is increased irregularly, and cannot ' 
be estimated with any degree of accuracy. 

Experiments similar to those made by Coulomb in 178 1 were 
also made by Morin at the Conservatoire des Arts et Metiers, 
Paris, in which oak-roUers 9 inches (0.26 m.) in diameter were 
used under small loads, and rolling upon poplar rails. Morin 
also found that the resistance increased with diminishing bear- 
ing-surface. 

With a bearing of 0.656 feet, or 9 Inches, and loads of 350 
to 450 lbs., the value of / was found to average 0.002874; 
with bearing of a total width of 0.081 feet, or 10 inches, and 
loads of 37S to 450 lbs,, the value was / = 0.006374. both ] 
in British measures, or/ == o.ooog, nearly, and/ = 0.003. 
metric units. The measure of this friction is the moment, Rr, 
which may be called the moment of rolling friction. 

The same laws were, about 1840, found by Morin to be ap- 
plicable to vehicles with little modification. He states that — 

(1) On pavements and macadamized roads the resistance I 
is proportional to the total weight of load and vehicle, is in- 

sely proportional to the diameter of wheel, and is independ- 
ent of the breadth of the tire. It increases with the velocity. 

(2) On soft ground the resistance decreases with increaseJ 
of breadth of lire, and is unaffected by the speed of the vehicle.! 

(3) The line of draught should be horizontal. 
The conclusions relative to rolling resistance on hard roads ' 

are also applicable to railroads. 

It follows that wheels should be made as large as possible, 
and the breadth of bearing as great as is needed to prevent 
crushing of the material. Morin found four-wheeled carts to | 
be preferable to those having a single pair of wheels.* The I 
value of / for wagons was, on soft soil, about 0.065 (0.02 for 1 
metric measures), but under very favorable conditions became I 
as low as _/" = 0.02 {0.006 metric), which value may be taken C 
for the friction of motion on smoothly paved and macadam- 1 
ized roads. 
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Later experiments upon more modem forms of vehicles 
give results as follows : 

Debauve (1873) found the resistances on macadamized 
roads to vary from 0.033, or 70 lbs. per ton, for heavy carts, 
to 0.036, or 80, for carriages ; and from 0.018 to 0.036, or 40 to 
80, on paved streets, for the same classes of vehicles. 

Tresca found the resistance of an omnibus to be, at ten 
miles an hour, 0.036, 80 to 85 lbs. per ton, on macadamized 
roads, and 0.03, 65 or 70, on paved streets. 

The draught of heavy wagons becomes as high as 0.10— 
224 lbs. per ton, and usually is not far below 0.07 — about 150 
lbs. per ton on soft ground, as in fields. 

A committee of the Society of Arts reported a loaded om- 
nibus to exhibit a resistance * on various roads as below : 

Pavement. Speed. Resistance. 

On Granite paving 2.87 miles. 0.007 = 17.41 lbs. per ton. 

*' Asphalt 3-56 *' 0.0121= 27.14 ** •* 

*' Wood 3-34 ** 0.0185= 41.60 •• 

•* Macadamized, gravelled 3.45 ** 0.0199= 44-48 ** " 



«« •• nrronir^k n«>ur 1 CT " r\ r\ * c i — t/^t f\n •• 



granite, new. ..3.51 0.0451 = 101.09 



1 1 



M. Lavallard (1884) found the resistance of omnibuses on 
various pavements and at various speeds to range from 1.5 to 
1.9 per cent, of the total load, or from about 35 to about 45 
lbs. per ton, averaging not far from 1.7 per cent., or 37^^ 
lbs. per ton. The horses used travelled about 16,000 metres 
(10 miles nearly) per day, doing work at the rate of from 
I to y^ horse-power, as developed by a steam-engine work- 
ing 24 hours continuously. 

Clark deduces from published experiments the formula 



R = 10 -\- 4v -{- V \ov, 

in which the resistance, R, is given in pounds per ton, the velo- 
city, V, being taken in miles per hour, and the road being as- 
sumed to be well macadamized. The same authority states 
that a good Flemish draught-horse will work at the rate of 
about 22 ton-miles per day in summer, and 28 in winter, aver- 

* Clark's Manual for Mechanical Engineers, 1877. 
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aging 25 tor the year, this work being the product of load trans- I 
ported by distance traversed. 

115. A Railway Train in good order and on a good road 
will not be safe against starting under the action of gravity 
alone unless the gradient is less tlian 0.0035 — '8 or 20 feet to 
the mile; once started, it will continue in motion on gradients J 
as low as 0.0024 — 13 feet per mile. 

Wellington finds the resistance to starting twice or thrice-B 
the above with ordinary trains on fairly good track, and con-B 
eludes that rolling friction forms but a small proportion of the! 
total. Trautwine makes the rolling friction about one pound! 
per ton, the remainder being journal and flange friction. 

Rolling friction is usually overcome by an effort applied atl 
the axis of the wheel or roller, as in cars, wagons, etc., but some^l 
times by a force applied at the circumference. In the latterl 
case the "' moment" or leverage of the applied force is greater, I 
and its required intensity correspondingly reduced to one half J 
the fonner. 

Where journals are carried on friction-rollers, the rolling! 
friction thus introduced is added to the total resistance; but ' 
the sliding-journal friction is reduced nearly in the proportion 
of the diameters of the friction-rollers to the diameters of the 
journals of the latter. The total work of friction, which is the 1 
product of the resistance into the distance through which thatl 
resistance is overcome, is thus often greatly reduced. In casca| 
in which the frictional resistance is increased there will still bej 
an economy of power if the work of friction can be at the si 
time lessened in a greater proportion. 

The resistance on railroads under average conditions, and 
including all forms of resistance, is given by Clark, in pounds 
per ton, as ; 



For train only. 



240 



± 2240(. 



For engine and train, ^ = 8 + — -± 22401, 



171 



Where i = inclination of track = - 
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On street railroads the resistances of the cars are greater, 
and sometimes four times as great, as on railroads. Hughes 
found on an English "tramway" a resistance of 0.0115, 26 lbs. 
per ton. 

These frictional resistances are sometimes on railroads 
greatly increased by the resistance of the air, which as " head 
resistance" amounts — in pounds per square foot of front ex- 
posed — to 0.005 of the square of the velocity, in miles per hour, 
with which the air meets the head of the train. Side-winds often 
increase the flange-resistance seriously, and thus greatly add 
to the power required in hauling trains. 

Rankine gives* for the resistance of single railroad-carriages 
having cylindrical wlieels, 



r=[^\+^-^)t, 



in which R is the resistance in pounds, r is the radius of curva- 
ture of the line in miles, and T'is the load in tons. 
From Gooch's experiments is derived 

^ = [6 + 0.3 (r- io)J {T+2E); 
and from Harding and Russell, 

in which last two V\s the speed in miles per hour, -C the weight 
of engine in tons, and A is the area of front of train in square 
feet.f 

American trains have on good tracks exhibited much less 
resistance than is estimated as above. 

The following table gives the coefficients of rolling friction : 

W 
i.e., it gives values of /for the formula R = f — , in which R 

is the resistance, H^the total weight, and r is the radius of the 
wheel or the roller. 

* Exper. Inquiry on the Use of Cylindrical Wheels on Railways, 1843. 
f App. Mec, p. 620. 
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Valub of /. 
Kind or Road. British. Metric. 

Newly-laid sand or gravel 0.067 0.045 

Stony, in ordinary condition 0.05 0.035 

Well-paved 0.02 0.015 

Hard, smooth ground 0.02 0.015 

Well macadamized and rolled 0.015 o.oi 

Smooth wooden pavement o.oi 0.007 

Ordinary railroads 0.003 0.002 

Well-laid railroad- track 0.002 0.0015 

Best possible railroad o.ooi 0.0007 

The resistance of trains running on curves has been studied 
more recently by Mr. S. Whinery, who deduces for total resist- 
ance the following formula:* 

R = D ^^ 't^^ + an. 

in which R is the total resistance, D the degrees of curvature, 
g the gauge of the track, / the length of rigid wheel-base, and 
a and n are quantities expressing resistances due to accidental 
and irregular conditions. 

The resistance is inversely as the radius of curvature, directly 
as the load, and nearly independent of the velocity. 

Wellingtonf makes the following comparison of train-resist- 
ances for various methods of lubrication at the speed of ten 
miles per hour for ordinary work : 

Lbs. per ton. 

Tower's experiments, bath of oil 0.278 

" ** pad or siphon 1.9 

Thurston's experiments, light loads 2.75 

" *' heavy loads 1.75 

Wellington's experiments (gravity-tests of cars in service): 

light loads 6.0 

heavy ** 3.9 



«« (« 



direct tests (as shown in Fig. 2) \ ^'^ 

t 3-7 

Thurston's experiments, inferior oils i ^' 

i 3.0 

Morin's experiments, continuous lubrication 6.0 to 10.8 

* Trans. Am. Soc C. E., April, 1878. 
t Trans. Kry. Soc. C. E., 1884. 
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It is concluded that a minimum resistance is reached usually 
at a speed between lo and 1 5 miles per hour, but that the in- 
crease is not usually great at higher speeds where the common 
system of lubrication is practised. The Author finds evidence 
that in ordinary work the resistance varies from as low as 4 
lbs. per ton of train up to 25, and even sometimes above 30 lbs., 
per ton. 

Chanute* thus analyzes the increase of resistance at 25 
miles per hour, when the resistance is increased by curvature 
about 0.4 lb. per degree and per ton : 

Due to twist of wheel o.ooi 

" slip of wheel 0.1713 

flange-friction 0.2450 

loss at couplings 0.02x3 



«4 
«l 



Toul a4386 

Loose wheels reduce this loss 20 or 25 per cent. The rigid 
form of wheel-base of European cars and locomotives doubles 
the increase due to curves, as well as increases the resistance 
on the straight line. The " coning'* of wheels somewhat in- 
creases the resistance — according to Chanute — from 0.12^ to 
0.25 lb. per degree of curve and per ton. 

Professor Franck.f studying the earlier experiments of 
Vuillemin, Guebhard and Dieudonn^, and of Rockl, obtains 
the formula for resistance, 

w — m — —Q, 

in which w is the resistance in kilogrammes per tonne, Q is 
the weight in tonnes, w, /, and /'are coefficients, as follows: 

For passenger-engines w = 0.0032 

freight-engines w = 0.0038 to 0.0039 

the cars w = 0.0025 

all cases / =0.1225 

passenger-engines -^=7 

freight-engines F •=. Z 

passenger and box cars /* = 0.5 

unloaded flat cars F •= 0.4 

loaded flat cars F •= i.o 



t « 
t * 
t « 
« t 
1 1 
« t 



i < 
1 1 



* Trans. Am. Soc. C. E., April, 1878. 

f Memoirs de la Soci^t^ des Ingenieurs Civils, 1883. 
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He considers that this formula, used with these constants,! 
will allow of very exact calculation of the resistance of trains. 

Il6. Rennie's Experiments on Friction of Solids, usu- 
ally unlubricated and dry. led to the following conclusions:' 

(i) The laws of sliding friction differ with the character e 
the bodies rubbing together. 

(2) The friction of fibrous materials is increased by I 
creased extent of surface and by time of contact, and i 
diminished by pressure and speed. 

(3) With wood, metal, and stones, within the limit of abra* 
Mon, friction varies only with the pressure, and is independeni 
of the extent of surface, lime of contact, and the velocity. 

(4) The limit of abrasion is determined by the hardness 
the softer of the two rubbing parts. 

(5) Friction is greatest with soft and least with hard 
materials. 

(6) The friction of lubricated surfaces is determined by the 
nature of the lubricant, rather than by that of the solidw 
themselves. 

Experimenting with cloth, Rennie found the resistance 1 
starting to vary with time of rest from one third to even more 
than the total weight. Increase of surface-area produced great 
increase in the angle of repose. The following table gives .1 
values of the coefficient of friction of rest for loads on tliQ.I 
metals up to the limit of abrasion, as given by Rennie: 

FRICTIOK OF REST. 







v.... 


"'/ 


■ 






Wroilfihl- 




S,«1 on 




"iSS" 


"""■ 


W«u«ht.iro-.. 




Oul-iron- 


cwti.™. 


iS6| 


■Sl.zao 




0.3S 








157-460 


o.i7 










336 


336,100 


0.31 


0.33 


t>,35 








314.932 


0.38 


0.37 


0.35 






560 


393.664 


0.41 




a.36 






67a 




abrndeil. 


0.3B 








784 


SSi.iaS 








.., I 



* Philosophical Transactii 
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After abrasion begins, the coefficient rises as the pressure 
increases. The pressure at which this increase begins to be 
observable is as low as 8 lbs. per square inch (0.6 kg. per sq. 
cm.) with pure tin. 

Rennie, using tool-steel, found it to abrade at a pressure 
of 10 tons per square inch (1575 kgs. per sq. cm.). He re- 
marks that the hardening property of steel, and its great 
power of resisting abrasion, make it superior to all known 
metals for use in delicate instruments, as in pendulums and 
balances, where these properties are essential. 

The same experimenter, among other researches, deter- 
mined the friction of ice upon ice, finding it to vary from 12J 
per cent, under a pressure of one ounce per square inch (0.0046 
kg. per sq. cm.) down to if per cent, where the pressure rose 
to 9 lbs. per square inch (0.6 kg. per sq. cm.) After six- 
teen hours' contact, the friction was unchanged at the lower 
limit, but became 4 per cent, under the higher pressure. The 
friction of steel skates was 4 per cent, at a pressure of 2 
lbs. per square inch (0.014 kg. per sq. cm.), but only i^ per 
cent, at 200 lbs. per square inch (14 kgs. per sq. cm.) 

117. Friction of Brakes and Rails. — The most instruc- 
tive experiments upon the friction of unlubricated metals 
under heavy pressures are probably those obtained on rail- 
roads by the use of continuous brakes. The data which are 
perhaps most commonly used in estimating the adhesion of 
engines are those given in Molesworth's Pocket-Book, which 
are as follows : 

Adhesion per Ton (of 2240 Lbs.) of Load on the Driving-wheels. 

When the rails are very dry 0.268 = 600 lbs. per ton. 

wet 0.241 = 550 '• 

In ordinary English weather 0.200 = 450 ** '* 

In misty weather, if the rails are "greasy" o-i34 = 300 ** 

In frosty or snowy weather 0.089 = 200 ** 






If these figures are compared with experiment, it will be 
found that practically a locomotive will, at slow speed and 
under favorable circumstances, pull a heavier load, and that 
at high speeds it will not pull as much as the figures show that 
it should — a consequence of the now ascertained fact that the 
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resistance is affected by speed, as well as by pressure and by 
temperature. 

A series of experiments were made on the Paris and Lyons 
Railroad ''with a wagon, presumably having four wheels, of 
which the brake was screwed up, so that the wheels were 
skidded." The resistance to traction or the friction on the 
rails, at various velocities, is given as follows by Foir^e : 



FRICTION OF IRON ON IRON. 



Bmpty Wagons. 


State of thb Rails. 


3.40 toiu. 1 

1 


Dry. 


Very Dry. 


Damp. 


Dry and Rusty. 


Velocity of wagon 
Miles per hour. 


Coefficient of 

Friction. 
Weight = X. 


Coefficient of 

FricUon. 
Weight = X. 


Coefficient of 

Friction. 
Weight = I. 


Coefficient of 

Friction. 
Weight = X. 


1 

9 to 14 


0.208 






0.201 


14 to 18 


0.179 


0.246 




0.182 


18 to 20 1 


0.167 




O.IIO 


0.175 


22 to 23 




0.222 




0.162 


30 to 40 ' 


0.144 


0.202 






40 to 50 




0.187 


0.083 


0.136 



From these experiments it will be seen that the friction 
with a dry rail at a speed of 9 to 14 miles per hour is equal to 
about one fifth of the load, while at 30 to 40 miles per hour it 
is about one eighth.* 

The following table shows the result obtained by Captain 
Galton and Mr. Westinghouse by the sliding of the wheel on 
the rail, that is, steel tires on steel rails : 



FRICTION OF STEEL ON STEEL. 



AVBKAGS SpSBO PBR HoUK. 


CoBPPiaBNT OP Pmction: 
Commeaccment of experiment to 3 seconds. 


Miles. 


Kilometres. 


10 

15 
25 
38 

45 
50 


17 
25 
42 
60 

75 
80 


O.IIO 
0.087 
0.080 
0.051 
0.047 
0.040 



* RaUroad GauUi, September 20, 1878. 
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From these two tables it will be seeii that the results ob^ 
tained differ very widely, and that the coefficients given fay 
Poir^e are almost twice as great as those given by Captain 
Galton. In one respect, however, they agreed, which is that 
the friction diminishes very rapidly as the speed increases.* 

By appl3ring the coefi^dents given in the preceding taUes^ 
and calculating the adhesion of locomotive-wheels, we have 
the following table, in which the coefHcients given in the 
second column of Poir6e's table are employed in making the 
calculation. The coefficient for a speed of 23 to 30 miles per 
hour and for 40 to 50 miles per hour not being given in this 
column, the approximate quantities 0.156 and 0.133 have beea 
used in the calculations. 



ADHESION PER TON (2240 LBS.) LOAD ON THE DRIYING-WHEELS* 



PouuU. 


Galtom AMD Wawuwooa. 


Speed hi miles 
per hour. 


Adhesion. 


Speed in miles 
per hour. 


Adhesiofi. 


9 to 14 
14 to 18 
18 to 22 
22 to 30 
30 to 40 
40 to 50 


465.9 lbs. per ton. 

400.9 " 

3740 •* 

349-4 '* 

322.5 " 

297.9 '* 


10 

15 
25 
33 
45 
50 


346.4 lbs. per ton. 
194.8 " " 
179.2 •• 
127.6 ** 
114.2 *• " 
89.6 •* 



The results given by Poir^e's data at the slow speeds do 
not differ very widely from the data as given by Molesworth. 

The Galton-Westinghouse experiments also show that the 
friction of brake-shoes on the wheels follows the law that 
governs the friction of the wheels on the rails. 

The following table shows the more important results if 



♦ Railroad Gazette, September 20, 1878. 
f Lxmdon Engineering, August 23, 1878. 
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FRICTION OF BRAKES. 



AVKRAGS SpSSD. 



Per second. 



Feet. 
7 
14 
35 
43 
58 

73 
88 



Per hour. 



Miles. 

5 
10 

20 
30 
40 

50 
60 



Kilom. 
8 

17 
33 
50 
70 

85 
100 



COSPFICIBNT OF FRICTION 

Between Cast-iron Brake- blocks and Steel Tires of Wheels. 



zst 3 seconds. 


5 to 7 sec. 


0.360 




0.320 


0.209 


0.205 


0.175 


0.184 


O.III 


0.134 


0.100 


O.IOO 


0.070 


0.062 


0.054 



za to 16 sec. 



0.128 
0.098 
0.080 
0.056 
0.048 



34 to 35 sec. 
0.070 

0.043 



The coefficient with wrought-iron shoes at 18 miles (30 
kilom.) per hour was 0.170, at 31 miles (50 kilom.) 0.129, at 48 
miles (80 kilom.) o.iio; being somewhat less than with cast- 
iron, but the difference is not very marked. 

Captain Galton concludes that ''it may be assumed as an 
axiom that for high velocities a brake is of comparatively 
small value unless it can bring to bear a high pressure upon 
the surface of the tire almost instantaneously, and it should be 
so constructed that the pressure can be reduced in proportion 
as the speed of the train is reduced, so as to avoid the sliding 
of the wheels on the rails." * 

His conclusions are thus summarized : 

(i) The application of brakes, when a "skidding" of the 
wheels does not occur, does not seem to reduce their rate of 
rotation. 

(2) Skidding occurs immediately when their velocity is re- 
duced below that due to the speed of the train. 

(3) Resistance is reduced hy "skidding" the wheels. 

(4) The pressure required to produce skidding is greater 
than that needed to hold the wheels while skidding. 

(5) The pressure of the brake-blocks must be proportional 
to the coefficient of friction. 

The experiments of the British Commission on Accidents, 
1877, with the continuous brake, gave, as best results, the fol- 
lowing: 



♦ Railroad GazetU, 1877. 
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Weight of engine, tons 35.7 

*' tender, " 14.5 

" *' train, - 13.0 

Number of brake-vans 2 o 

Weight of loaded train, tons 207 .0 

Friction of train, per cent* 0.40 (?) 

** *' engine and tender, per cent o 60 (?) 

Resistance by brake, per cent 10.6 

Distance, at 60 miles, before slop, feet 1 128 .0 

Time of applying brake, seconds 1.5 

•* *• removing " " 3.0 

The length of stop was, approximately, in feet, one ninth 
the square of the speed in miles per hour. The coefficient of 
friction between wheel and brake was less as speed increased, 
varying from about 0.25 at starting to 0.15 at forty miles per 
hour. 

Riveting, in steam-boilers and bridge-work, or other con- 
structions, is usually taken as having a coefficient, /"=: 0.333; 
but it should never be reckoned upon as an element of definite 
value, although the enormous pressure produced by the shrink- 
age of heated rivets, while cooling, gives it some importance. 
The elastic limit of common iron is usually not far from 25,000 
lbs. per square inch (1757.5 kgs. per sq. cm.), and one third 
this amount, above 8000 lbs. (562.4 kgs.) per unit of section of 
rivet, is a quantity of real value as an element of safety. 

118. The Friction of Belts and of Gearing has been often 
studied experimentally. Morin concluded its amount for belt- 
ing to be proportional to the angle on the pulley subtended by 
the belt, to the logarithm of the ratio of tensions, and to be 
independent of the width of belt and of the linear measure of 
the arc embraced by it — i.e., independent of the area of con- 
tact. He obtained /= 0.28 to f = 0.38, the value varying with 
the condition of the belt. 

Adopting the formula of Prony for the difference of tension 
on the two parts of the belt, the values of its coefficient, ky 
were obtained as in the table. 

The maximum difference of tension allowable is 

D= T,- T,^(k~- 1)7;. 
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The minimum tension allowable to prevent slip is taken as 

' 2 ^k ^ \ 



VALUE OF k IN PRONY'S FORMULA. 











1 


ROPB ON WOODBN 


Proportion of 
Circumference 


New Belt 

on Wooden 

Pulleys. 


Ordinary 
on Wood. 


Belts on 
Iron. 


Wet Bells 
on Iron. 


Axles. 


in contact. 
















Rough. 


Smooth. 


0.20 


1.9 


1.8 


1.4 


1.6 


1.9 


1.5 


0.40 


3-5 


3-3 


2.0 


2.6 


3.5 


23 


0.60 


6.6 


5.9 


2.9 


4.2 


6.6 


35 


0.80 


12.3 


10.6 


41 


6.8 


12.3 


5 3 


I.OO 


23.1 


19.2 


5.8 


10.9 


23.9 


8.0 


1.50 


.... 


• • • • 


• • • • 


■ • • ■ 


III. 3 


22.4 


2.00 


.... 


• • • • 


• • • • 


• • • • 


535.5 63.2 


2.50 


• • . . ' 





• • • • 


• • • • 


257.48 178.5 



The maximum stress allowable on the leather was stated at 
about 350 lbs. per square inch of cross-section. 
In the equations* 

7? = 7, - 7; = r,(i - O = T,{ef' - I), 



2R ~2(i'/«~iy 

y varies from 0.15 to 0.6, the former value being found only 
where the belt is actually wet with oil. 

Reuleaux takes /= 0.25, and the experiments of Messrs. 
Towne and Briggsf indicate that this value is exceeded, under 
ordinary working conditions, more than 60 per cent. 

Rubber belting has greater adhesion than leather, and 
values of/* may be used exceeding very greatly those adopted 
for leather. 

The angle 6 = 2;r;i, where n is the number of turns or part 
of turns taken by the belt about the pulley. Rankine gives:!: 
the following values of the coefficient 2.7288/* in the equation 



♦Chapter IL, §31. 

t youmal of the Franklin Institute ^ 1868. 

X Machinery and Mill Work, p. 352. 



FStSCTZZX jLSTD ZjZST 



gf* = ::*'=*l^ -wliich. irjczes inr-^ ise bi. tse appiicaraaa of these 



CX56 
1-53 



wier* f> = X ind « = |. as is 



I.I 



r ~ ^ = 2_€6 
r — r. ^ 2^ = 2.16 



2.15* 



3^753 

1.36 



C3L7I 



Usi-ially we assumsc Z, = ^: 7! = 2ff: (7". — 7^> h- 2^ = 1.5 
a&f ybeaxnes 0^22. 

kaninnr* gircs y for a wire-rope rcxmxzi^ on cast-iron at 
CI 5 aTjcI on gutta-percha at (X2^. 

Carfc^ gives the following table based oa the work of Mr. 
H. IL Towne, and taking the working stress on the belt at 66} 
lbs. per inch ivi width for single bell: 



kk>. 



DRI^'ING POWER OF LEATHER BELTS. 







H :i.f2 ?•: r£3 




Soa cf 








Prcsstxrc OQ 


A". 'A 








Teastoos 

per z inch 


JuaraaiS. 


0;r.'M:z. 


A- : fL rcr 


?^^-. D-ia:. 


per I inth 






5»^c':c■i. 


i.=»i ?«r RcT. 




0: widLh. 






Sc<*-i :: rJ-elt. 


?<r M.r.-te- 






r>' 


32 33 


of-> 


OC31:.? 


lOT.OO 


71.42 


vr/ 


34- -..0 


o.':r3 


c :":33i 


95 53 


75 47 


x.-/ 


3 7 '-'7 


c ,f.- 


c :c353 


96.26 


7S 55 


I2r/ 


"9 T-; 


0.071 


0^:373 


CU.15 


01.53 


150* 


^-^^4 


o?i 


yry^Z^ 


SS-69 


S;.67 


I W 


x^, 1 


o.c?9 


0.004^-7 


S+32 


84.32 


210* 


52.52 


0.095 


•>35rx> 


So Si 


7&05 


240' 


55 33 


100 


00^27 


7S.00 


67.59 


270* 


57 5- 


0. 105 


0.00^43 


75.75 


5356 

I 



Rope-gearing has a value oi / =z 0.25 to y = 0.8, and the 
resistance to slipping is increased in proportion to the cosecant 
of the half-angle of the wedge-shaped groove of the carrying- 
whcel.J 



* Machinery and Mill Work. p. 352. 

f Manual for Mechanical Engineers, p. 750. 

X Amtrican Machinist, November I, 18S4. 
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In Tests of Gearing, by the Author, the following combina- 
tions were used: (1) An ordinary worm and wheel, the worm 
doubie-threadcd, 2-inch pitch: pitch diameter, 6^^ inches; a 
length of worm, 4fJ inches; the wheel of 15U inclies pitch! 
diameter, 24 inches face; velocity-ratio, 25 to i -, worm 
bronze, wheel of cast-iron. (2) An Albro-Hindley worm and ' 
wheel, worm 6J inches; pitch diameter, 5 inches long; velocity- 
ratio, 25 to I ; worm and wheel cast-iron. (3) Two pairs o( 
spur-wheels and pinions, the wheels having 80 teeth, " 4 pitch," J 
and the pinion 16 teelh, giving a final velocity-ratio of 25 to t.fl 

The ordinary worm was driven at speeds var>-ing from 4i.6l 
to 337 revolutions per minute, giving speed of gear of 1.66 to 
13.43 revolutions. The horse-power transmitted to the gear- 
ing ranged from 0.2 to 4.14, and that taken off at the brake 
from 0.55 to 177; efficiency, from 0.268 to 0.458. 

The Albro-Hindley worm, under precisely similar circum- 
stances, gave an efficiency ranging from 0.33 to D.64. In both 
instances a sperm-oil bath was used for lubrication. 

In testing the spur-gearing, the speeds of the driving-pinion J 
were from 36 to 231 revolutions, the horse-power commui 
cated to the train from 0,18 to 2.67; power delivered, fro 
0.133102.21; efficiency. 0.51 to 0.92. 

The efficiency, in the case of the ordinary worm-gearingj 
increased with the velocity up to 221 feet of rubbing pa 
minute, from which point it decreases as the speed is incn 
With the Albro-Hindley worm and wheel the maximum effi 
ciency was found at 243 feet of rubbing per minute. With 
either form of gearing, the highcit efficiency is to be found at 
a speed of rubbing of the surfaces in contact, which is different , 
with different forms and proportions of gearing. The " Hind- 
Icy screw" is a more efficient form of worm-gearing than t 
usually considered standard worm-gear, and the best form ( 
gearing, by far, as respects efficiency of transmission, is thei 
epicycloidal form of spur-gearing of the same total veloci 
ratio, the loss of power in the last-named being but about c 
third or one fourth as great as in worm-gearing. 

The efficiency increased rapidly within ordinary limits i 
the load increased, in accordance with the law given in Chaptei 



224 FRICTION AND LOST WORK. 

VII., and later tests of other special forms of worm-gearing gave 
efficiencies greatly exceeding the above. The common form 
of gearing is, however, superior to either of the other devices. 

Friction-gearing is usually made by turning grooves in the 
faces of two pulleys made for the purpose with heavy rims, 
and so setting them that one may be forced into contact with 
the other, driving it by the friction of the surfaces thus forced 
into contact. The angle of the V-grooves so made is usually 
not far from 5.0°, with breadth to depth as 9 to i, nearly. The 
CQefficient of friction is about /= 0.16; but the pressure 
adopted is about equal to the effort transmitted. The " pitch** 
of the grooves is usually from i to f inches (0.6 to 2 cm.). 
The lost work is less than with a belt — in some cases by 25 or 
30 per cent. 

119. The Friction of Pump Pistons has been found by 
Daubuisson and later experimenters to be proportional to their 
diameters and to the pressure. 

The frictional resistance of hydraulic-press plungers was 
found by Hicks to be, when in good order and under mode- 
rately heavy loads, nearly equal to 5 per cent., divided by the 
diameter in inches, cupped leather-packing being used ; i.e., if 
the total friction-resistance be called F, the total load W^ the 
diameter d, 

t := 0.05 —J-, nearly. 

The depth of the collars used as packing and the length of 
the press-plunger have no sensible effect upon the friction, the 
resistance due to friction increasing directly as the load or the 
pressure, and inversely as the diameter of the cylinder. For 
pressures less than 500 lbs. per square inch (35 kgs. per sq. 
cm.) the friction rapidly increases with decreasing loads. Good 
lubrication may decrease this resistance very considerably. 

Clark gives, for new leather collars not well lubricated, F = 
o.47<^, and for good lubrication and old collars /^ = 0.31^, 
where/ is the intensity of pressure. 

Slide-valves of metal, on metal seats, are in steam^ngines 
lubricated by the wet steam which passes them, and are re- 
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Keved of pressure to a limited extent by the steam which finds 
its way between the valve and the seat. The value of /varies 
greatly for this case, but is usually taken as/ = 0.15 ; it actu- 
ally often rises to /= 0.25, or even to /= 0.5, and valve- 
stems are often broken. In ordinary working the lowest of 
the above values is probably quite high enough. 

Slide blocks, or bars and guides, in machinery are to be cal- 
culated by the principles to be given for other cases of lubri- 
cated surfkces. If W is the total load on the piston, P the 
pressure on the guides, A their area, r the length of crank, / 
that of the rod, and V the speed of piston, 



the mean pressure is 



P^ W-^^ (I) 



p^^p 0.7854." 



V/'- 0.61 7r«' 

r 
= 0.7854 Py, nearly; . . . (2) 



the work of friction is 



U=P^vz=z 0.7854A; y ; . . . (3) 

and the heat produced becomes 

U r 

H ^=. -J •=: o.ooi Pv—,, nearly. . (4) 

120. The Friction of Fluids and of Semi-Fluids, such 
as gases, liquids, resins, and in some cases earth, follow laws 
varying greatly from those governing the friction of solids, and 
these laws have been already stated in Chapter II. The 
friction of liquids and of gases has been experimentally studied 
by many distinguished investigators. These researches con- 
firm the principles embodied in the mathematical analysis of 
the case. The friction of any fluid is found to be independent 
of the pressure, as first shown by Coulomb, who measured the 
friction of a rotating disk submerged in water, applying vary- 
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ing pressures to the surface of the mass, and by many later 
observers who find the frictional losses of head of fluids tra- 
versing pipes, tinder different pressures, to be the same at the 
same velocities. 

The law that the resistance is, with velocity constant, 
directly proportional to the area of surface is almost axio- 
matic ; it is fully confirmed by experiment. It is found, how- 
ever, that where a body moves in a large mass of fluid, the 
friction of the leading portions of the surface of the moving 
body causes some motion of the adjacent fluid in its own 
direction, thus reducing the relative velocity, the velocity of 
rubbing, from forward aft, and correspondingly reducing the 
resistance of large bodies, as those of long ships. 

Low velocities are found to give variations from the law 
assumed in the theory, while high velocities more closely ac- 
cord with that law. This variation is only important for 
velocities considerably less than one foot (0.31 m.) per second. 

The smoothness or roughness of surfaces exposed to fluid- 
friction has been found to considerably affect this resistance. 
For all velocities usually met with in engineering, the ex- 
pression 

R=fAV^=fDA—.U = fA V = f'DA ^\ 

given in Chapter IL, may be adopted, where R and (7 measure 
the resistance and the work of friction, A is the area of rub- 
bing surface, D the density, F velocity of relative flow. 

121. The Flow of Gases is subject to modification by 
changes consequent upon variation of temperature due to fric- 
tion, and problems relating to such flow are therefore compli- 
cated with calculations of the effect of heat ; but where no heat 
is lost by conduction there is no loss of head by friction, ex- 
cept such slight losses as are due to the imperfectly fluid 
character of known gases. 

The loss of head may be taken as the same as for liquids, 
and the method of flow is similar. Unwin obtains for air 

/= 0.005(1 + 3.6^), (i) 
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when d is expressed in inches, and the velocity is 400 feet per 
second or more, the data being obtained from experiments by 
M. Arson. Experiments at the St. Gothard tunnel give, for 
probably rougher surfaces, 

/= 0.0028(1+^). ...... (I) 

Z22. The Friction of Liquids, as affecting the work of 
the engineer, is always a cause of lost work by resisting the 
relative motion of the liquid and some solid which is driven 
through it, as when a ship moves across the ocean, or which 
constitutes a channel along which the liquid is impelled. 

Fluid-friction occurring between the touching surfaces of a 
solid and a liquid is proportional, according to accepted authori- 
ties, to the area of surface of contact and to the density of the 
fluid, and is found, as already stated, to be nearly as the square 
of the velocity of their relative motion ; i.e., 

in which F is the measure of the resistance when f is the co- 
efficient of fluid-friction, D = the density of the fluid, A = the 
area of surface of contact, F= the velocity of flow, and ^ = 
the measure of gravity. = 32.2 feet per second, while // is the 

head due the velocity, and equal to — 

For iron pipes, according to Eytelwein, 

^ ^ . 0.00144 

/= 0.0056 + — p— ; 

or, according to Weisbach, 

^ , . 0.0043 

/= 0.0036 + -^; 

and for average value, / = 0.0064. 
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The mean velocity of a stream of water, aocoidti^ to Pnmy, 
is 

7-71 + V 



v= V 



ia25 + V 



where v is the mean and V the maximum velocity of the 
stream as measured at the middle thread of its surface ; the 
difference between v and V is due to friction. 
In flowing streams, according to Eytelwein, 

^ ^ , 0.00136 

/= 0.00716 + —pr2-; 

or, according to Weisbach, 

, aooo23 
/=aoo74iH yr^\ 



and an average value is /= 0.0076.* The value is somewhat 
variable. 

The method of variation of this friction depends both on 
the nature of the fluid and on the character of the surrounding 
solid surfaces. Froude found in salt water, and with surfaces 
of small area coated with tallow or with shellac varnish, that 
the resistance to the motion of ships, which in well-formed 
vessels is principally frictional, varies as F*" ; surfaces coated 
with tinfoil gave F a F'". With surfaces of considerable 
area, the character of surface seemed comparatively unimpor- 
tant. 

The total loss of head, in any case of friction of water in 
orifices or pipes, may be taken as a loss of head equal to 



P = P 7i> 

2g 2gA' 



* Rankine, Applied Mechanics, § 638. 
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F = 0.054 for an orifice in a thin plate ; 
F=; 0.505 for an entrance into a pipe from a reservoir ; 
F=- 0.505 +0.3 cos I + 0.33 cos' i for a mouthpiece mak- 
ing the angle (' with the side of the reservoir. 

Q is the quantity of water flowing and A the area of sec- 
tion of the channel. 

Where the ajutage has the form of the contracted vein, its 
cross-section at a distance radius from the side of the reservoir 
is of a diameter equal to 0.7854 the diameter at the side ; in 
this case the value of F becomes practically zero. 

lb 



In pipes and conduits, F^^/.-i 



in which expression /has the value already assigned ; /, b, and 
A are, respectively, the length, breadth, and area of cross-sec- 
tion of the stream. 

Substituting for -j, its value, the reciprocal of the hydraulic 
meandepth. — = -J. we may write /" = /—. 

Friction is somewhat increased by bends and " knees" in 
pipes; and from Weisbach's experiments are deduced, for 
smooth bends, 



"^ik-b'^ + Mlrl^' 



in which * is the angle through which the pipe is bent, r is the 
radius of the curve, and d is the diameter of the pipe ; for 
knees, i.e., rectangular or abrupt changes of direction, we find 

F= 0.9s sin' - -\- 2 sin' -. 



The values of / and /' in the expressions for fluid-friction 
vary with circumstances. The values obt.iined by Froude and 
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Other experimenters accord well with the foUowingi as giveift 
for / and f in the simpler of the expressions given at th^ 
opening of Article 120: 

Painted iron (Unwin) .aoo489 0.00473 

Smok>th, painted wood (Beanfoy). .aoo3SO aoo339 

Iron shipt (Rankine) aoo362 aoo35Z 

Varnished' snriace (Fronde). . « : . .0.00258 aooaso 

Fine sand (Fronde) 0.00418 apQ405 

Coarse" '* .'..., aoo5Q3 aooiSS 

The resistance of ships is often expressed by the fonnula^^ 
of RankinCy 



in which 5 is the area of '' augmented surface" in square f eet^ 
V the speed in knots per hour, and C a coefficient, which, 
ranges from 20,000 to 25,000 in full to fine vessels. The aug— 
mented surface is measured by the product of length, mean 
wetted girth, and a coefficient of augmentation obtained by 
taking the sum of unity, four times the mean of the squares 
of the sines of greatest obliquity of water-lines, and the mean 
of their fourth powers. 

Sudden enlargements and sharp bends often cause serious 
losses of head and of pressure. 

Notches discharge less than the quantity which should pass 
if no such loss as is above described takes place. For a rectan- 
gular notch, the volume discharged is 

Q = ^cbd |/^ 
-S'iScbdl 

in which ^r is a coefficient usually not far from 0.6, b and d are 
the breadth of notch and the depth of stream issuing through 
it. If W is the width of the channel, 

c = 0.57 + 0.1 -TjFjri nearly. 
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'I23. The Friction of Earth has been the subject of man/ 
experiments. The alteration in form and location of any 
caf earth by the action of gravity, as has been seen (^ 41), is re- 
^sted by both friction and adhesion. Where the latter occurs 
X.0 any considerable extent, as in clayey soils, a bank may even 
•overhang its base at a measurable angle. Where adhesion is 
inappreciable, as in dry, sandy soil, the surface assumes a 
uniform slope at an angle with the horizontal which is the 
•'Angle of Repose," the tangent of which measures the "' Coef- 
ficient of Friction." The latter is also the limit of declivity 
assumed by any soil or earth in which, as is always liable to be 
the case, adhesion is destroyed by moisture or other cause. 
In calculations relating to the sustaining power of earth undi 
foundations or the pressure upon a retaining- wall, the angl( 
of repose, as obtained by direct experiment, must be know] 
to insure safety. 

The angle of repose is in soTne cases liable to be rcduci 
to a very small value by the presence of water, as in flooded' 
quicksand or in saturated clayey earth. The least probable 
value should in such cases be assumed. In some cases the soil 
should be considered as a perfectly fluid mass of maximi 
density, and its pressure calculated as if it were a liquid. 

Calling tp the angle of repose, e.'cperiment gives the follo' 
ing values of q) and of/, the coefficient of friction, as obtaim 
byMorin: 

Maibual. 4 

Sione and brick 30* ti 

Some on clay (dry) 3^ 

(WM) 18 

Earlh IS" <i 

S>ad and Gravel 40* li 

Clay (wei) il 

" (damp) 4; 

The following are values of the factors used in the equa4 
tions of Chapter !!., §41, corresponding to several values of 
The quantities in line (6) are especially interesting, as applyii 
to foundations and to retaimng-walls subject to jar or act! 
'tf frost. 



ity 
be 

1 



1 
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Values of Abovs Quantities. 



(i) / = tan 9) 

(2) - = cot 9) 

(3) •»» q> 

^ I — sm 9) 



♦ = 



/ i + «in <pY ^ 

\i — sin <p] 
_ i • • ^ 



©• 


15* 


30* 


45* 


&• 





0.263 


0.577 


I. 000 


1.732 


a 


3.732 


1.732 


1. 000 


0.577 





0.259 


0.500 

• 


0.707 


0.866 


I 


1.700 


3.000 


5.826 


13.924 


I 


2.890 


9.000 


33.94 


193.8 


I 


• 1.945 


5.00 


17.47 


97.4 





0.081 


0.133 


0.157 


0.165 



(5) 

^ Mi - sin <p)* 

(7) ?!!L? 

^'^ 3(i+sin«<p) 

The friction of earth on the pneumatic tubes used in laying 
foundations of bridges is given by SchmoU as below : 



Material op Tube. 



Sheet-iron, un riveted 
" riveted.. 

Cast-iron, rough. . . . , 

Granite, hammered., 

Pine, sawn 

Sheet-iron, unriveted 
** riveted.. 

Cast-iron 

Granite 

Pine 



Soil. 



Gravel and sand, 
if «« 






<< 



«< 



4( 



i( 
< ( 
il 
«< 



Sand. 



i« 
< I 

i( 



Dry. 



Start. 



402 

397 

368 

427 
409 

536 

727 

564 
647 

663 



Motion. 



.458 
.491 
.467 

.537 
.511 
.631 

.839 
.606 

.700 
•734 



Wkt. 



Start. 



335 

46S 

365 
410 

411 

366 

516 

474 
473 
579 



Motion. 



441 

548 

497 
4S0 

499 

325 
493 

370 
529 

479 



The friction of rest is here less than that of motion. It is 
not known whether this is a general rule for friction of this 
character, or due to circumstances peculiar to these experi- 
ments ; it is probably a case of fluid-friction, however, and that 
being the fact should follow its laws. It is well known that a 
load which will force an ordinary pile through soft bottom 
will not start it again if it is once stopped and the earth 
allowed to settle about it. 

It is advised by Trautwine that retaining-walls be given a 
thickness of from one third to one half their height ordinarily, 
accordingly as they are built of rubble and mortar or cement, or 
are built up dry, thus giving a factor of safety when the usual 
theory is adopted of from 7 to 20, asserting that a factor of 
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safety of two is too small. The assumption introduced into the I 
theory, by the Author, that the effect of friction may be the in- n 
crease of pressure, instead of a decrease, permits the use of a 
reasonable factor; two may be used, four would be better. 

The maximum pressure allowable on foundations in earth 
is considered usually to be one or two tons, and in very com- 
pact soil sometimes four or six tons per square foot. Clay 
should carry from one to two tons. Uniform pressure should 
be secured if possible. J 

124. Mixed Friction, or "mediate friction," as defined inl 
Chapter II., arising from the resistance of solids in contact con- 1 
joined with the resistance of fluids to relative motion, has been \ 
frequently made a subject of investigation; but it has rarely ] 
occurred that the bearing of the two methods of resistance upon 
each other and their resultant effect have been noted. Where 
the thickness of fluid interposed between two solids is great, as 
when a ship is under way in deep water, the resistance follows , 
I the laws of friction of fluids; when the two solids are near'i 
I each other, as when a vessel moves over shoals, the law begins I 
to change; and when they are in close proximity, as in the J 
case of lubricated sliding or rotating pieces, the law becomes ^ 
much more in accordance with that of friction of solids. 1 

Recent experimenters upon the friction of machinery have 
begun to note these variations. The total resistance in such 
cases is found by e.vperiment to be a function of pressure, 
velocity, and temperature. 

When the rubbing-surfaces become dry, the variable part 
of these functions disappear and the law is reduced to that of 
friction of solids. j 

125- The Friction of Lubricated Surfaces was made afl 
subject of experiment by both Rennie and Morin, as well asl 
by many later investigators. Their results are of compara-^ 
tively little value, however, in consequence of the fact that it 1 
was unknown until recently that the friction in such cases is 
greatly influenced by pressures, velocities, and temperatures, J 
and because of the fact also that the experiments included but I 
a limited range of conditions, and those were only such as are J 
not most common in engineering. I 
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Morin observed the great difference between the friction 
of rest and that of motion, and attributed this difference to 
the expulsion of the lubricant when the rubbing surfaces were 
relatively at rest. He thus accounted for the comparatively 
g^eat effort required to start machinery into motion. 

The following table presents the values of the coefficients 
of sliding friction measured by Morin, and the friction-angles 
corresponding to them, as determined for various conditions 
of surface : 

SLIDING FRICTION OF SOLIDS. 



Matbwal. 



Brick on limestone. . . , 
Cast-iron on cast-iron , 

*' on oak 

Copper on oak 



• 4 



«« 



44 



Leather on cast-iron 



4« 



41 
4< 



44 
«< 



** oak. 

4« <( (« 

Oak on oak . . . . 



<4 
«( 
<( 
II 
i I 
« ( 



14 
<l 
II 
II 
I < 
I i 



Oak on pine . 

** limestone 

'* hempen cord 

Pine on pine 

*' oak 

Smooth granite on rough granite. 

Stone on dry clay 

" wet clay 

Wrought-iron on oak 



II 



II 



1 1 



on wrought iron, 

*' cast-iron. 

" limestone.... 
Wood on metal 

•* •* smooth stone 

*• " " earth 



Condition op SimrxcBS. 



Dry 

Slightly greased. 
Wet 



Greased. 



41 



l< 



<l 



Wet 

Oiled 

Fibres parallel 

crossed 

parallel, dry 

crossed, dry 

parallel, soaped 

" crossed, wet 

end to side, dry 

" parallel, greased . . . . 
Heavily loaded and greased. 
Fibres parallel 

on end 

parallel 



/. 



• I 



II 



1 1 



II 



If 



Wet 



Greased, 
Dry 



0.67 
0.16 
0.65 
0.17 

O.II 

0.28 
0.38 
0.12 
0.74 
0.47 
0.62 

0.54 
0.44 

0.71 

0.43 
0.07 

0.15 
0.67 

0.63 
0.80 
0.56 

0.53 
0.66 

0.51 

0.34 
0.62 
0.65 
0.28 
0.19 
0.49 
o.io 
0.58 

0.33 



Frictioa 
Angle. 



33 50 
9-6' 

33* 2 
9' 38 
6' 17 

15* 39 
2o' 49 

6-51 
36* 30 

25° II 

31^ 48 

28^^ 22 

23'' 45 

35' 23 

23** 16 
4* 6' 
8" 45 
33' 50 
32" 15 
38^ 40 
29^ 15 
27' 56 
33* 26 
27" 2' 
i8- 47 
31' 48 
33" 2' 

15' 39 
lo** 46 

26* i 

6^ o' 

30 7 
18" 16' 



These values are so greatly affected by variation of pres- 
sure, temperature, and velocity of rubbing, that this table has 
comparatively little value. More complete and useful tables 
will be given later. 
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126. The Friction of Journals variously lubricated was I 
made a subject of investigation by Rennie and by Morin, and | 
has recently been experimentally studied by many engineers. 
The following are principally Morin's figures as obtained with 
journals of from 2 to 4 inches (5 to 10 cm.) diameter, and 
loaded with from 330 lbs. (150 kgs.) to 2 tons {or tonnes). 
The resistances were measured with a Morin recording dyna- 
mometer. The results are considered to be somewhat uncertain. 
As will be seen later, very much better conditions are probably 
attained in good practice with ordinary machinery. The values I 
of f here given may be taken as fair figures for new journals | 
lightly loaded. More extensive and more exact and useful 
determinations will be given in succeeding pages. Those here 
given are so greatly modified, as stated in the preceding article, 
by variations of speed, pressure, and temperature, that they , 
cannot be taken as correct for general purposes. 

FRICTION OF JOURNALS. 



Oil. lard, Ullow... 

Oil and water 

Asphall 



Culiroa on bronte.. 



' and wcL. 
Oil, lard, lallow . . . 
Uncluous 



<.llghily). . 



boa on lignum-vitz 
Bronie 00 bronze.. 



Dry ., 

Oil, lard. 

Unctuous (oil or lard) 

" (lard and 

graphite) 

il, lard, tallotr... 
Oil, lallow. lard ... 
Unctuous and net . 
(siighily). 

Oil. lard 

Ureiuous 



3.03 to 0.054 

3.03 10 0.054 

+ 
D.090 

}.a30 to 0.054 
).030loo.r- 

t 



Olivi 
Lard.. 



Llsavm-vitx on lignui 



Lard 

Unctuous.. 
■vilK Lard 



f Wood slightly greasy. ( Wear cotnmenced. 
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A large number of determinations, made under conditions 
more precisely defined and under circumstances more exactly 
accordant with those of everyday practice, will be given here- 
after. It will be seen by reference to the theory of journals, 
that the resistance depends upon the method of fitting. It is, 
however, usually taken as /^ =^ fP, as for a journal fitting on a 
line. 

The value of /on grindstones has been found by Dr. Hartig 
to vary from/'= 0.20 q\ f =. 0.30 to _/" = 0.70 to _/" =; i.o for 
light work and high speed and heavy work and slow speeds, 
respectively. 

Tests made on the machine of the Lake Shore and Michi- 
gan Southern Railway, and reported to the Master Mechanics' 
Association, are stated to have given the following results : * 

Fifty drops of each oil were used at one application, and 
the machine was driven at a speed corresponding to 35 miles 
an hour, until the temperature shown by the thermometer 
rose from 60° to 2cx)° F. (16" to 93° C). The total number 
of revolutions was as follows : 

Endukancb of Oils— L. S. & M. S. RR. 

Cailor U.946 rcT. [ West Va 7,915 rer, 

Paraffioe 11,685 " Sperm 7,913 " 

Mecca (black) 9,982 " TalEow 7.794 ■• 

Neat's-fool 8,277 " I Lard 7,377 " 

The most extended series of experiments of this character, 
and in some respects the most valuable obtained in this way, 
are those of Mr. A. H. Van Cleve.f The test-journal was 7 
inches long and 6 inches in diameter (17 cm. X 14 cm.), running 
in brass bearings, and driven by a 5-horse-power engine. The 
pressure was applied by a system of scale-beams, and the speed 
determined by a counter. The temperature was kept at from 
96" to 100° F. (36° to 38° C), and was shown by a thermometer 
inserted in the bearing. A record was kept of the pressure, 
the speed, the quantity of oil used, and the power demanded 

• National Car-BuiUtr. 1877, 

t Scitntijk American, December 9, 1B71. 
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to turn the shaft. In a second series of tests, a journal was 
used 6 inches long and 2J inches in diameter (14 X 6 cm.) 

The results indicated that, in general, winter sperm sustains 
high pressures best ; that the mineral oils used only kept the 
journal equally cool when from 2 to 5 times as much oil was used 
as of sperm.* The pressure admissible varied nearly inversely 
as the velocity of rubbing, and the consumption of oil varied in 
a similar direct ratio. These experiments occupied fourteen 
months. . The following table gives the principal facts : 

FRICTION OF 7' X 6" JOURNAL. (VAN CLEVE.) 



Oil. 



Winter Sperm, 



i Sperm — \ Lard , 

f 
i 



*4 



«( 



(( 



H. P. 


Rev. 
perM. 


Pressure. 
lt>s. 


Tempera- 
lure. 
F. 

96- 


Gills of 

Oil. 
Per Hr. 


3.24 


125 


7.000 


0.68 


to 


to 


to 


to 


to 


3.55 


131 


7.500 


9^1 


0.82 


2.45 


129 


5.260 


97- 


0.84 


2.61 


129 


5.600 


97- 


0.86 


2.15 


132 


4.500 


96- 


0.76 



Relative 
Value. 



1. 00 

to 
0.91 
0.69 
0.74 
0.60 



Winter Sperm, 



CAR-AXLE BEARING, 6' X 2}'. 

..I 3.18 I 251 I 7,000 I 95* I 0.25 I 0.91 



LOCOMOTIVE AXLE. 



Winter Sperm. 



«( 



«« 
44 



Lard 



4< 





130 


7.000 


97- 


0.40 






100 


7.200 


94'' 


0.26 






70 


8.000 


94- 


0.18 






60 


9.800 


9^: 


0.14 






130 


7.500 


98 


0.36 






100 


7.500 


96'' 


0.25 






70 


8.000 


K 


0.19 






60 


9.500 


^l 


O.IO 






130 


4.000 


78" 


0.31 






100 


5,200 


75* 


0.18 






70 


5.500 


73" 


0.12 





As early as 1831 Nicholas Wood determined the coefficient 
of friction on old, well-worn axles, under conditions not fully 
specified, to be much less than those given in the table, as 
obtained by Morin, falling to about 0.02. Later German ex- 
periments, with pressures of 200 to 250 lbs. per square inch, 
gave, at 230 revolutions, /= 0.00891 to/'= 0.013, and it was 



* A conclusion which is not true of all mineral oils. 
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concluded that these values could be reduced. Still later 
experiments showed an increase of resistance in higher ratio 
than increase of load, and an increase with increase of 
velocity, while experiments at Hanover lead to the conclu- 
sion that, under loads of from 320 to 1250 lbs. (145 to 
564 kgs.) on the journal, the coefficient for iron axles 
lubricated with rape-seed oil and running in white-metal bear- 
ings is 0.009 to 0.0099; that with gun-bronze bearings the 
figure becomes 0.014 ; that the value may be taken as inde- 
pendent of the weight of load within usual limits ; that the 
area of the journal does not sensibly a£Fect the resistance ; that 
resistance is practically independent of velocity of rubbing; 
that grease gives a higher figure than oil for light loads, but 
the same under heavy loads.* As will be seen by the study 
of more complete results of experiment to be given later, these 
conclusions require some important modification. More cor- 
rect values of /will be given in Chap. VII. Kirschweger ob- 
tained for railway axles running in Babbitt metal,/ =0.009, 
and in bronze, /= 0.014. Bokelberg and Welkner obtained 
/= 0.003 to/= 0.013 for low pressures and velocities and for 
high pressures and speeds respectively, gun-bronze giving the 
best results. 

The frictional resistance of mill-shafting has been determined 
by the very numerous and extended experiments of Mr. Samuel 
Webber. The pressures are here not very high, and Webber's 
values for the coefficient of friction average very nearly the 
same as the figures obtained by Morin. They are, for inter- 
mittent lubrication, 0.066, and for continuous oiling, 0.044. 
Morin obtained O.075 and 0.042. 

We may, as shown by analysis, adopt the following formulas 
for work of friction, U, and horse-power, H.P., required : 



£/'=/fF5, on flat surfaces; 

= o,26fWdR, on journals ; 

= o.iy^J'WdR, on cylindrical pivots ; 
= 0,026fWdR cosec or, on conical pivots ; 
= OAj^WdR sec a, on conical journals. . 



(0 

(2) 
(3) 
(4) 
(5) 



♦ W. R. Browne, Railroad Gazette ^ August i6, 1878. 
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And I 

H.P. = o.ocxX)3/Iff. on flat surfaces; (6)" 

= o.QOXC&fWdR, on cylindrical journals ; . , (7) 

= o.ooocx>s/W^^, on cylindrical pivots; . . . (8) 

= o.oOicfyo^fWdR sec a, on coned journals ; . . (9) 

= O.Cfxxxi'^WdR cosec a, on coned pivots. . (lo) J 

Mr. D. K. Clark * takes the values of /, from various sources, I 
as averaging _/"= 0.07 and /"^^ 0.043, fo"" cases of ordinary and \ 
of free lubrication respectively, and thus gets 

i/=O.Oi83Wt^^, tor ordinary oiling: .... (ll)J 

= O.OI isH'V^, for continuous oiling; . . . ('2)1 

H.P. = 0.0000005 IKrf^, for ordinary oiling; ■ ■ ■ ('3) I 

= 0,00000033 W(//?, f*"^ continuous oiling; . (14) 1 

the free supply giving a gain of 40 per cent. In these equa- j 
tions, H' is the load in pounds, ^ the space in feet, ^ the revolu- j 
tions per minute, d the diameter in inches, a the angle of the ] 
cone. I 

127. The Size of Journals has been seen (Chap. II., Art. 
29) to be determined by the magnitude of the friction, only as 
to its length. The diameter is made sufficient to insure safety 
against springing and permanent distortion, and the length is 
determined by the limit of intensity of pressure allowable; 
while this limit is fixed, as will be seen more clearly hereafter, 
by the speed of rubbing and the temperature of the surfaces 
in contact. The usual ma.ximum pressures, the pressure at 
which the limit of safety against abrasion is approached, has 
been given as 500 or 600 lbs. per square inch (35 to 42 kgs. 
per sq. cm.l for iron crank-pin journals, and as about double 
these figures for steel. It is, however, variable with change of 
speed, etc. The maximum pressure on timber, as on the 
launching-ways of vessels, is below one tenth that for iron. All 
bearing-surfaces should have suflicient area at least to reduce 
the intensity of pressure below these figures, and should be 
increased beyond this extent in the manner given below, with 

* Manual, p, 763. 
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increase of speed, or for journals subjected to uninteit 
pressure. 

The two surfaces usually differ — the one being hard c 
to bear the maximum pressure without change of forr 
the other being less hard, in order that it may not abrac 
first. With such an arrangement, the surfaces, if pn 
cared for, take a fine smooth, mirror-like pohsh, and ! 
minimum frictional resistance. Cast-iron surfaces are u 
less satisfactory than good wrought-irou, although whc 
areas can be made large, cast-iron bearings work very sa 
torily, and homogeneous and moderately hard steei is 
better for journals than iron, A pressure of 800 lbs. ' 
square inch (56 kgs. per sq. cm.) can rarely be attain 
wrought-iron at even low speeds, while 1200 lbs. (8, 
per sq, cm.) is not infrequently adopted on the steel 
pins of steamboat engines; but double this pressure hai 
reached on locomotives, at the instant of taking steam. 
to nine thousand pounds pressure per inch Is reached c 
slow-working and rarely moved pivots of swing-bridge 
practice with heavy machinery, higher pressure than 60 
1000 lbs. per inch (42 to 70 kgs. per sq. cm.) on iron a 
steel are rarely adopted, and in general practice we mal 
pressure less as the speed is greater, since the amount o 
developed is directly a measure of the amount of work d' 
overcoming friction, and is proportional to the speed as 1 
to the pressure. Reciprocating motion in journals compi 
adoption of greater length than continuous revolution. J 
moving journals are often but one diameter in length 
working journalsare sometimes 6 and 8 diameters long, '< 
steady pressure, this length must be greater than under 
mitted loads. 

By watching the behavior of the journals of the engi 
naval steamers in 1862. the author determined the foil 
formula for the size of journals for such engines and f( 
tionary steam-engines:* 

Go.QGOd' 

* Materials ol Eng.. vol. i. 
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in which / is the length of the journal in inches, P the average 
load in pounds, and V the velocity of rubbing in feet per 
minute ; d is the diameter in inches. Rankine published, in 
1865, the following as applicable to locomotive practice: 

44,8oorf 

These are intended for iron journals; those of steel may 
sometimes work well if of one half the length given by the 
formulas. 

The length being known, the mean pressure per square inch 
admissible is within the limits above given, 

60,000 
/ = — y — (Thurston). 

44,800 
/ = 74:15 (Rankine). 

Where journals are exposed to dust, as in locomotives, or to 
unintermitted pressure, it is advisable to make them of greater 
length than where they are fully protected. This difference is 
observed in the two formulas just given. The best makers of 
mill-shafting make the journals about four diameters long. 

The expressions above given can only be taken as correct 
for such cases as are familiar to the engineer as representing 
good current practice. They are subject to great variation, 
with variation of condition and kind of surface, temperature, 
nature of the lubricant, etc., etc. 

For rapidly revolving pivots, lower pressures and corre- 
spondingly increased areas of surface must be usually adopted. 
Fairbairn would restrict pressures, in this case, to less than 
240 lbs. per square inch (18 kgs. per sq. cm.), which he thinks 
a critical pressure. Trautwine takes pressures 40 per cent, 
lower for iron "steps," and 25 per cent, higher for steel — 
both to be used for general mill-work. Railway turntable- 
pivots, and those of drawbridges, which turn exceedingly 
slowly, sometimes work under pressures approaching the elastic 
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limit of the metal. Chilled iron and hardened steel work well 
if properly cared for, under loads of 6000 lbs. per square inch 
(422 kgs. per sq. cm.) when kept well lubricated. 

In all these cases ordinary methods of oiling are assumed. 
Where the oiling is intermittent, the pressure intermitted, the 
speed of rubbing small, and the lubricant fluid, these limits 
should never be exceeded ; if, on the other hand, the lubrica- 
tion is very free, as with the oil-bath, the pressure intermitted 
or reversed, as on crank pins, the speed of rotation of journal 
high enough to force the lubricant between the surfaces, and 
the latter at the same time of good "body," much higher 
limiting pressures may be sometimes attained. A steady, 
unintermitted pressure will not permit maximum intensity of 
pressure to be maintained. 

The experiments at the Brooldyn Navy Yard, made under 
the direction of the Bureau of Steam Engineering, and under 
these conditions, were reported to indicate the following limits 
of pressure for a velocity of rubbing of about 200 feet (60 m.) 
per minute, and a temperature of 1 16'' F. (47° C), the pressure 
and speed being unintermitted. 



Oil. Lb*, per Kg*, per 

SumineT Sperm Oil 86 6 

Winter Sperm Oil 70 5 

Winter Lard Oil 63 4.3 



3-5 



Oil. LbLpcr KflLper 

Heavy Mineral Oil 73 5.1 

Light Mineral Oil 6; 4.5 

ParaffineOil 5; 4 



Mineral aod Fisb Oil.. . 



48 



3-S 



These figjures are very much smaller than would be given 
by either of the rules above given, which at 200 feet would be 
from 200 to 300 lbs. per square inch (14 to 21 kgs. persq. cm.). 
In other words, the apparent factor of safety is here at least 
2 or 3 for the best oils. The rules reduced to this basis would 
read 

15000 



/=- 



■, nearly, 



for sperm-oil. As previously given, however, they have been 
adopted in the design of many steam-engines and other 
machines, and have given satisfactory results. The adoption 
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of the latter will give good results tor light machinery, but would 
produce journals of impracticable size if used for heavy work. 

The pressure at which the film of oil is displaced and the 
friction becomes altered (rom liquid friction to mixed, or 
"mediate," friction by contact of the metals, varies greatly 
with different oils and at differt-nt speeds, and is not exactly 
known for any one lubricant. These pressures are pt;rhaps 
not far different from those last given. Mr. C. N. Waitc sup- 
poses this point to be reached with a pressure of about 84 lbs. 
per square inch (6 kgs. per sq. cm. nearly) with neat's-foot oil, 
one half this figure with lard, 70 lbs. (5 kgs.) with sperm, and 
deduces the conclusion that a light paraffine-oil is best for low 
pressures and a heavy mineral oil for heavy loads. This point 
varies, however, very greatly with velocity of rubbing, becom- 
ing as a rule greater as the speed increases. It is also, as 
already stated, very much greater where the pressure is inter- 
mitted, as on crank-pins of steam-engines, and less with vibrat- 
ing journals, as on the " beam-centres " of engines having 
*■ working-beams." 

izS. Machines for Testing Lubricants are used in the 
most important of all the tests to be applied to determine the 
precise value of a lubricating material, and in that which most 
completely and satisfactorily reveals that value, the machine 
being specially constructed for the purpose. 

In order to determine precisely what oils are adapted to any 
special purpose, or to ascertain for what uses any oil is best 
fitted, it is necessary to make an examination of the lubricant 
while it is working under the specified conditions. That is to 
say: The oil should be put upon a journal of the character of 
that on which it is proposed to use it, and, subjecting it to the 
pressure proposed, running it at the speed that the journal is 
expected to attain ; its behavior will then show conclusively 
its adaptability to such an application. While running, it is 
necessary to measure the friction produced, and to determine 
its coefficient, which, as we have seen, is its measure, as well 
as to be able to note its durability and the rise in temperature 
of the bearing. These qualities being determined and recorded, 
all is known of the oil that is needed to determine its lubricat- 
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ing power, and its value for the purpose intended, A number 
of such machines have been invented, although but two or 
three are in use. 

One of the oldest is that of McNaught. It consists of two 
disks. The upper one is loose; the lower one is turned by a 
pulley on its spindle. The oil is interposed between the disks, 
and the friction causes a tendency on the part of the loose 
disk to turn with the other. This tendency is resisted by a. 
pin on its upper side coming in contact with the short arm of 
a. bell-crank lever, the long horizontal arm of which carries a 
weight which can be adjusted to measure the friction. 

The oil to be tested is placed between these two disks. As 
the lower one turns, the friction between them carries the 
Upper one with it, but its motion is restrained by a pin, whicli 
comes in contact with another pin, in the end of the arm of 
aT-levcr. A movable weight slides on the arm, on which is a 
scale to note its position. A counterweight is attached to 
the opposite end of the lever, so as to afford the means of a 
more delicate adjustment. It is evident that the resistance due 
to the friction between the two disks may in this way be verj' 
readily measured by the position of the weight. 

Napier's machine consists of a wheel, of which the smooth, 
wide rim is pressed by a brake-block, which is forced against it 
with any desired amount of pressure by the action of weighted 
levers. The effort of the wheel to carry the block around is 
resisted by another weighted lever, and by it the friction is 
measured, as in the later machine of KiehM. 

The machine of Messrs. Ingham & Stapfcr consists of a shaft 
running in two bearings and carrying a third journal between 
them. This latter has adjustable bearings, which are set up 
to any desired pressure by weighted levers. A thermometer 
in the top brass enables the heating of the bearing to be ob- 
served. A later modification of this machine is seen in that of 
Ashcroft. In this machine the friction cannot be measured; 
but the durability of an oil and its effectiveness in keeping a 
bearing cool can be observed. A somewhat similar but much 
larger machine has been used at the Brooklyn Navy Yard 
several years. 
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The work done on the Ingham & Stapfer machine is some- 
times plotted as in the accompanying diagram : 




Fig. 36.— Oil Test. Heat 



The two dotted lines show the behavior of two different 
samples of oil under test. The line of lai^e dots shows an 
excellent quality of prepared and purified sperm, that, starting 
at a temperature of (>1° F. (ig°.S C), has with 70,000 revolu- 
tions only attained 176° {80° C.) ; while the other, an indifferent 
mixed oil, attains 200° (93°.3 C.) with only 19,000 revolutions. 
By means of such a diagram a permanent record of all tests 
can be kept for future guidance. 

The value of the lubricant is assumed (improperly) in the 
use of this machine to be determinable simply by observing 
its durability and its effect upon the thermometer. In making 
experiments of this kind, Mr. W. H. Bailey proposes that all 
should begin at the same standard temperature — say 60° F. — 
and should terminate at the same point, which he would make 
200°. He enters the data, as obtained, on a record-sheet thus 
arranged : 



Name or Oil. 


^■«- -"St^i: 


aSS^^. 


R„.p.rDc^. 










In a test thus made to determine the gumming of oils, 
Wheeldon obtained the following table : * 



•L«ture by Mr. W. H. Bailer, Hancheiter, G, B. 
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TESTS OF OIL ON BAILEY'S MACHINE. 
Resistance to Oxidation, ( WheeldonJ) 





Name. 


Price. 


Rev. 


Temperature. 


Blevatioo 
of Temp. 


ReT. per 
Degree. 


First day* 

Second day*.... 


No. I Ox. 
f « 


5/6 


I3»005 
JI.787 


From 80° to 200* 
" 78* to 20O' 


I20* 
122* 


108 
97 


First day » 

Second day*.... 


Sperm. 


9/0 


16,044 
13.104 


From 65° to 200' 
•• 62* to 200° 


138' 


119 
95 


First day* 

Second day*. . . . 


Mineral(?) 


3/6 


11.831 


From 65* to 200" 


135- 

■ • • • 


88 









> First trial; new oil. « No fresh oil added. » First trial; new oil. * No 
fresh oil added. * First trial. * Second trial; after standing 24 hours the bear- 
ings were found glued to the test- journal, and the machine refused to start. 



The last of these trials could not have been made with an 
oil of the kind indicated by the name given. Mineral oils do 
not gum ; this was undoubtedly a mixed oil of poor quality. 

The Zeitschrift deutclur Ing^nieure, 1871, gives the follow- 
ing: 

Oil. Price per cwt. Rev. Relative Cost. 

Refined Rape-seed $11 25 69.975 100 

Mineral 750 41,850 111.4 

Impure Rape-seed 960 26,392 225.9 

Lieut. Metcalfe, of the Ordnance Corps, U. S. A., in experi- 
ments made at the Frankford Arsenal* in 1873, on axle and 
trunnion friction, has adopted Rankine's method f of noting 
the time required by a fly-wheel running loosely on a shaft to 
lose a given quantity of energy while stopping under the 
opposing efforts of its own inertia and the frictional resistance 
of its lubricated bearing on the stationary axle. From this he 
deduced the coefficient of friction thus : 

The energy thus destroyed is 



♦Ordnance Notes No. LXXXIV. Washington, July 15, 1878. 
f Machinery and Millwork, p. 397. 
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in which M is the mass (- — ^J of the wheel, k its radius of gyrq 

tion, and a is the initial angular velocity. 

The work of resistance by friction is V = U, and is 
ured by 



\nrn 

in which F is the effort of friction resisting motion, r the radius" 
of the shaft or journal, and w the tota! number of revolutions 
made while stopping. The mean velocity a' is one half the ini- 
tial velocity a. Then 



ivhere / is the time of retardation in seconds. 



/= 



W~ Mg~ rt's ~ 



in which last expression C is a constant to be detennined for 
any wheel used. 

In Metcalfe's experiments the pressure was about 100 
lbs. per square inch (7 legs, per sq. cm.), and whale-oil gavi 
/■= 0.015 to/= 0.016, sperm-oil, 0,088; castor-oil, 0.028 ; axlfr| 
grease, 0,030. 

The average revolutions were 53 per minute. 

This affords a very convenient method of comparing tfaej 
values of lubricants used upon the wheels of vehicles; the I 
wheel itself may be used as the storer and restorer of the energy j 
expended in friction. 

129. The Ashcroft and Woodbury, the Wellington, the 
Tower, and the Riehlfe Machines for testing oils are improve- 
ments upon the earlier testing-machines. All embody provi- 
sions for ascertaining the value of the coefficient of friction. 
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L modified Ingham & Stapfer 
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The Ashcroft machine is 
instrument, as seen in Fig. 37. 

It is operated in the same manner. The illustration shows 
the test-arbor, weighted lever producing pressure, the ther- 
mometer indicating changes of temperature, and a. dial show- 
ing the friction-resistance. The oils tested are compared by 
noting the rise of temperature during test as already described. 



k 



1 allowed being taken usually at a little below the 
boiling-point of water. 

Mr. Woodbury has improved the Nasmyth machine.* 
The machine is shown in perspective in Fig. 38. 
The lower disk is secured upon the top of an upright shaft, 
its top being an annuhis, ground to a true plane surface. Upon 
this rests the upper disk, which is a hollow ring of hard compo- 
sition. 



• Trans. Am. Soc. Mech. EngiE,. rol. vi.. November, 1S84. 
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A partition divides the interior of the hollow ring {orming 
the upper disk, and water can be introduced through the con- 




Fig. 3S,— The WooDBVlt.v HACBnn. 

necting tubes to control the temperature of the disks or to re- 
tain the heat of friction. The sides and top of the upper disk 
are surrounded by a case of hard rubber, and the space is filled 
with eider-down. 



8$0 

Icfriwater is used to reduce the temperature of the disks to 
nearly the freezing-point of water, and the friction is noted at 
each degree of rise in temperature. 

A tube of thin copper, closed at the bottom, reaches through 
to the bottom of the jiisk, and a thermometer with its bulb 
placed within this tube indicates the temperature of the fric- 
tioiv-suiface. A tube leading through the upper disk conducts 
the lubricant under trial to a recess in the middle of the lower 
, disk. The upper end of this tube, being of glass, exhibits the 
supplyand rate of feeding of the oil. As the friction of a jour- 
nal depends quite largely upon the method of lubrication, uni- 
formity in the manner of supply is of the utmost importance. 

The axes of the upper and lower spindle do not coincide, 
but are on parallel lines about one eighth of an inch from each 
other. This prevents the surfaces from wearing in rings, be- 
cause the same points are not continuously brought in con- 
tact with each other. 

A counter records the number of revolutions made during 
any given time. 

The dynamometer on the right-hand side of the machine 
consists of segments and pinions multiplying the deflection of 
a steel bar, and indicating the stress necessary to produce such 
deflection by the position of the hand on the dial. When the 
machine ts in operation the lower disk is revolved, and tends 
to carry the upper disk around with it, by a force equal to the 
friction due to the lubricant between the disks. 

The frtctional resistance is thus obtained: The reading on 
the dynamometer indicates the force of a couple whose arm is 
the length of the lever projecting from the upper disk, and 
this couple is opposed by a couple of equal moment, of which 
the dimensions of the frictional surface form the data for com- 
puting the arm, and the frictional resistance of the lubricant is 
the unknown quantity. 

The coefficient of friction is deduced from the data of ob- 
servation in the following manner: Let 

W= Weight on disks, lbs. 

r, = Outer radius of fractional contact, feet. 

r, = Inner " " " " " 
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r = Radius of any infinitesimal ring or band of the fric- 

tional surface, feet. 
N = Number of revolutions per minute. 
F = Reading on dynamometer, lbs. 
L = Length of lever arm of upper disk, feet. 
/ = Coefficient of friction. 

Suppose that the annular surfaces of the disk be divided 
into an infinite number of elementary areas by equidistant 
circles and radial lines, then will 

Width of elementary band = dr (i) 

Angle between two successive 

radial lines = dd (2) 

Length of arc between two radii = rdd (3) 

Elementary area = rdrdQ (4) 

Area of annulus = ?r(r" — r^) (S) 

w 

Pressure per unit of area = —7—1 jr. (0) 

Wrdrdd 
Pressure on elementary area = , « _ n (7) 

T, . . , f Wrdrdd 

Friction on elementary area = / , _ — it. .... (8) 

Moment of friction on elementary area 

fWf*drde 
- n{r: - r.') ^ 

Moment of friction on entire disk = , ._ ,. / ' / r'dfdd.{io) 

2'r/W {r'y* 
Integrating =____|_f^. . („) 
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2fW{r ' — r ') 

Substituting the limits = \,\^ .\ . ... (12) 

Work of friction per minute = ^. , r — '• . (i3> 

The work of the dynamometer = 2nLFN. (14) 

The friction equals the resistance ; hence 

/ . - «x = 27tLFN\ . . . . (15) 
3(^ - ^ ) ^ ^^ 

•^"" 2Wi:r,'-0' 

= «/^->jr; (16) 

in which the constant coefficient may be easily determined by 

each machine. 

The work done by this machine will be referred to at some, 
length in the succeeding chapter. 

In the construction of the Riehl6 machine, which is shown 
in Fig. 39, the inventors have introduced a " balanced '* weigh- 
ing arrangement, and the combination, first used by the Au- 
thor, of a device for indicating the coefficient of friction with 
those for determining pressure and velocity of rubbing. 

The counter-pulleys admit of running the journals at dif- 
ferent speeds, and any pressure can be applied up to 2200 
lbs. (1000 kgs.). The thermometer and counter indicate the 
heat of the journal during the different stages of the testing, 
and the number of revolutions made by the journal. The 
coefficient of friction can be accurately determined by observ- 
ing the pressure and friction as indicated by the beam, in 
connection with size of journal. The beams are graduated 
like scale-beams, and balanced. One weighs the pressure pro- 
duced by the wheel and screw on the journals, one is used as 
a counterbalance, while the third measures the friction pro- 
duced when the machine is in motion. 
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130. Thurston's Lubricant-Testing: Machine. — The ma- 
chine devised by the Author was, so far as he is aware, the 
first in which it was made possible to obtain from indices o 
the machine measures of the velocity of rubbing and speed I 
of revolution, the total pressure and the Intensity of pressure! 
on the journal, the temperature and the friction, and easily to -J 
determine the exact value of the coefficient of friction. The I 
Author, some time previous to the year 1872, found that the de^ J 




Fig. 39.— The Ribhl£ M, 



termination of the amount of frictional resistance had been sel- 
dom attempted, but that the simple measurement of the heating 
by means of machines of the Ingham & Stapfer class had been 
reh'ed upon alone, and that results obtained were of value only 
by comparison. He therefore endeavored to devise a machine I 
which should not only exhibit the heating of a lubricated jour-[ 
nat, under pressures and speeds variable at will, but one that I 
should also give at the same time and with accuracy the more I 
delicate but much more important measure of the friction. 
It was desirable that the machine should give not only a 
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measure of the resistance due to friction, but an exact meas- 
ure of the relation which that resistance bears to the total 
load on the journal; in other words, it should give, directly 
and precisely, the value of the " coefficient of friction." 

The construction of this machine is shown in Figs. 40 
and 41, below. 

At F is the journal on which the lubricating material is to 
be placed for test. This journal is carried on the overhung 
extremity of shaft A, which is sustained by the journals BB, 
on a standard, D, mounted on a base-plate, B. The shaft 





Fig. 40.— Tbui 



Machine. 



Fio. 41.— Thubstpn's MAcKnn. 



is driven by a pulley, C, at any desired speed. A counter is 
placed at the rear end of this shaft, to indicate the number 
of revolutions. The shaft is usually driven at a fixed speed, 
corresponding to a velocity of rubbing surfaces approximating 
that of the journals on which it is proposed to use the oil, 
The testing-journal, F, is grasped by bearings of bronze. GG% 
and with a pressure which is adjusted by the compression of a 
helical spring. J. This spring is carefully set, and the total 
pressure on the journal and the pressure per square inch are 
both shown on the index-plate, N, by a pointer, M. Above 
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the journal is a thermometer, (2» of which the bulb enters a 
cavity in the top " brass," and which indicates the rise in tem- 
perature as the test progresses. 

The "brasses," thermometer, and spring are carried in a 
pendulum, H, to which the ball, /, is fitted ; and the weights 
are nicely adjusted, and, as nearly as may be, in such a man- 
ner that the maximum friction of a dry but smooth bearing 
shall just swing it out into the horizontal line. The stem, 
KK\ of the screw, which compresses the spring, projects from 
the lower end of the pendulum, and can be turned by a 
wrench. A pointer, O, traverses an arc, PP\ and indicates 
the angle assumed by the pendulum at any moment. This 
angle is large, with great friction, and very small with good 
lubricating materials. This arc is carefully laid off in such 
divisions that, dividing the reading by the pressure shown 
on the index, N, gives the corresponding coefficient of fric- 
tion. 

The figures on the arc are the measure of the actual resist- 
ance of friction on the surface of the journal. Dividing this 
frictional resistance by the total load gives the value of the 
coefficient. As there is no intermediate mechanism, this meas- 
ure is obtained without possible error; and, as the resisting 
moment changes very rapidly at low angles, great precision of 
measurement is obtained, as will be seen when the results of 
experiment are given. The machine can also be arranged to 
give readings of this coefficient directly. 

The theory of the machine is as follows : Let 

R = radius to centre of gravity of pendulum ; 

F= effort due to weight of arm ; 

r = radius of journal ; 

/ = length of journal ; 

W= weight of pendulum complete ; 

P= total pressure on journal ; 

p = pressure per square inch of longitudinal section ; 

T = tension on spring ; 

= angle between arm and a perpendicular through axis ; 

y = coefficient of friction ; 

Q = total friction. 
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When is equal to 90°, 

FR^Qr. (I) 

And when any other angle, 

FR sin e = Qr (2) 

Solving equation (2) with respect to Qy 

^ FR sin d 

Q = r— (3) 

The coefficient of friction is 

. Q FUsinS .^ 

f=p = ~~FP~ <4) 

The pressure per square inch is 

P 2T+IV 
^ = ^r=~^F- (5) 

From this last equation the graduations on the right-hand side 
of the index-plate are deduced. 
From the equation 

N = 4/>/r (6) 

the numbers on the left-hand side are determined. 

By substituting in equation (i) the value of Q^ in terms of 
the coefficient and total pressure, from (4) it becomes 

FR=A4P^r)r (7) 

Solving with respect to/, equation (7) becomes 

FR 

f^I (8) 

Apir 

From the numerator of the second number of equation (8) 
the graduations on the arc are deduced. 

In applying the foregoing equations to the machine shown 
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in the engraving, the following numerical values may be giv 
to the respective symbols : 

F=2.% lbs.; R= loin.; r = .625 in.; /= 1.5 in.; 4/r = 3.75 
sq. in.; a' = 61bs. Also, a compression of if inches of the 
spring corresponds to a tension of 100 lbs. ; hence, for each 
pound's tension the spring will be compressed .01 375 of an inch. 

The graduations on the right-hand side of the scale ; 
obtained from equation (5) : 

2r+ W 

p-ii^- ■ ■ ■ 



(4)1 



The first graduation will naturally be that value of / wheill 
7*15 equal to o, which value is 1.6. 

The speed of the machine, when the belt is upon the largest! 
pulley of the cone, C, should be that which will give at th«F 
surface of the testing-journal the least speed of rubbing^l 
which is expected usually to be adopted. 

The figures on the arc /•/*", traversed by the pointer 0,\ 
attached to the pendulum, are such that the quotient of theJ 
reading on the arc PP', by the total pressure read from th<;l 
front of the pendulum at Afl^, gives the "coefficient of fiic-J 
tion," i.e., the proportion of that pressure which measures thea 
resistance due to friction. 

A printed table furnished witli each machine gives thesel 
coefHcients for a wide range of pressures and arc-readings. 

To determine lubricating quality, remove the pendulum ' 
/f// from the testing- journal GG', adjust the machine to run 
at the desired pressure, by turning the screw-head K project- 
ing from the lower end of the pendulum, until the index . 
above shows the right pressure, and adjust it to run at thej 
required speed by placing the belt on the right pulley, C. 

Next throw out the bearings, by means of the two littlel 
cams on the head of the pendulum, //, in the small machine,.! 
or by setting down the brass nut immediately under the head! 
in the Kirge machine; then carefully slide the pendulum upon! 
the testing-journal, GG', and at the same time see that noj 
.scratching of journal or brasses takes place. 

Oil the journal through the oil-cups or the oil-holes, set the | 
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machine in motion, running it a moment until the oil is well 
distributed over the journal. Next stop the machine ; loosen 
the nut or the cams which confine the spring, and, when it is 
fairly in contact and bearing on the lower brass with full pres- 
3ure, turn the cams or the brass nut fairly out of contact, so 
that the spring may not be jammed by their shaking back 
while working. Start the machine again and run until the 
behavior of the oil is determined, keeping up a free feed 
throughout the experiment. 

At intervals of one or more minutes, as may prove most 
satisfactory, observations and records are made of the tempera- 
ture given by the thermometer, Q^ and the reading indicated 
on the arc P,of the machine, by the pointer O. When both 
readings have ceased to vary, the experiment may be termi- 
nated. 

The pendulum is then removed, the pressure of the spring 
being first relieved, and the journal and brasses are cleaned 
with exceedingly great care; care is taken to have no particle 
of lint on either surface, or any grease in the oil-cups or oil- 
passages. 

The journal may be cleansed, after each test, either with 
alcohol, gasoline, or benzine. The effect of an oil is often felt 
in successive tests, long after starting with a new lubricant. 

A comparison of the results thus obtained with several oils 
will show their relative values as reducers of friction. 

Steam-cylinder lubricants are tested upon bearings heated 
to a temperature corresponding to any desired steam-pressure. 
When the maximum temperature has been attained the flame 
is removed, and the behavior of the oil noted as the tempera- 
ture falls to 212® F., which corresponds to atmospheric pres- 
sure or to zero on the steam-gauge. Any effervescence or 
excessive friction at the higher temperatures condemns the 
lubricant. It is the custom to take the average of the coeffi- 
cients of friction for temperatures ranging from 340° F. — cor- 
responding to a gauge-pressure of 104 lbs. — to 212*^ F. 

In each case the results are recorded in tables on the blanks 
(of which a copy is given on the next page) which are sent 
with the machine, and which exhibit — 
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(i) The pressure and speed of rubbing at each triaL (2) The 
observed temperatures. (3) The readings on the arc of the 
machine. (4) The calculated coefficients of friction. 

At the end of the trial the average and the minimum co- 
efficients are entered, and the total distance rubbed over by the 
bearing surfaces. 

To determine the liability of the oil to gum, the bearings 
are lubricated with a definite quantity of the oil, and the ma- 
chine run a certain number of revolutions. The temperature 
of the bearings and the friction at the end of this period are 
noted. Both journal and brasses are then removed, placed 
under a glass receiver, which excludes the dust yet permits the 
entrance of air, and are left there for any desired length of 
time, as for one day. At the end of that time the bearings 
are replaced in the machine, and the latter is driven until the 
temperature of the bearings is the same as at the previous 
trial ; the friction is then again noted. Any increase of fric- 
tion above that previously observed must be due to the gum- 
ming of the lubricant. For the machine described, the stand- 
ard quantity of thclubncant is 16 milligrammes, which is ample 
to afford perfect lubrication of the bearing surfaces during the 
trials. The number of revolutions at the first trial is often 
5000; it may, however, vary considerably without affecting 
the results, so long as it is too small to affect the wearing 
qualities of the lubricant, as within this limit the friction 
remains constant with a constant temperature. Changes in 
temperature and friction always accompany each other; it is 
for this reason that great care is taken to obtain the same 
temperature of bearing at each trial. 

To determine durability, proceed as in determining the fric- 
tion, except that the lubricant should not be continuously sup- 
plied, but should be fed to the bearing a small and definite 
portion of time — as a drop or two for each two inches length 
of journal. Extreme care should be taken that each portion 
actually reaches the journal and is not lost, either in the oil- 
hole or by being wiped off the journal, and that the portions 
applied are exactly equal. When the friction, as shown by the 
pointer O, has passed a minimum and begins to rise, the ma- 
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chine should be carefully watched, and should be stopped, 
either at the instant that the friction has reached double the 
minimum, or when the thermometer indicates 212° F. j 
another portion of the lubricant should be then applied to thij 
journal. 

This operation should be repeated until the duration ( 
each trial becomes nearly the same; an average may then be 
taken either of the time, of the number of revolutions, or of 
the distance rubbed over by the bearing, which average wiU 
measure the durability of that lubricant. Next carefully clean 
the testing-journal, and proceed as before with the next oil to 
be tested. 

In making comparisons, always test the standard, as well as 
the competing oils, on the same journal and under /irecist/y the 
same conditions. 

It was formerly the custom to continue the trial until tbi 
temperature of the bearing, asindicated by the thermometer, at-1 
tained a certain point, as 120° or 200° F., and to take the number 
of revolutions of the journal or the number of feet traversed, 
up to that point, as a measure of endurance. The real endur- 
ance, however, of the lubricating material bears no definitf 
proportion to the range of temperature thus observed. 

Another method is adopted by the boards of U. S. n 
engineers sometimes appointed to test oils at the navy-yards. 
The quantity of oil required to keep down the temperature of 
journal to a certain figure, as lio" or 115° F. (44° to 46° C), 
during a definite period, as one hour, five hours, or twenty-four 
hours, is measured, and the endurance is taken as inversely 
proportional to these amounts. 

The Author considers the endurance of a lubricant to I 
measured by the length of time that it will continue to covei 
and lubricate the journal and prevent abrasion. When an 
is placed upon a journal, and there subjected to wear w; 
renewal, it gradually assumes a pasty or gummy condition^ 
slowly losing its lubricating power, and finally either increases 
friction to an objectionable extent, or oftener becomes so far 
expended as to permit the two rubbing surfaces to come into 
contact. It has been the custom of the author to run \ 
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thb occurs, and then to take the length of the run as a meas- 
ure of the endurance of the oil. 

It is extremely difficult to obtain successive measures of 
similar value even by this method ; but by taking an average 
of several successive trials — or many, if necessary- — ^tbc true 
measure of the endurance of lubricants can be obtained with 
any desired or necessary accuracy. This method involves 
more risk of injury to the journal than the other, and some- 
times considerable loss of time in bringing the rubbing surfaces 
back into good condition again before going on to make other 
tests. The determination of the real value of the lubricant is 
usually of sufficient importance, however, to justify whatever 
time, trouble, and expense may be thus incurred. 

This machine did such good work as to encourage the Au- 
thor to design one especially fitted for railroad work. 

The journal of this machine is of standard size, 3^ inches 
diameter and 7 inches long. The speed is intended to be 
adjusted to velocities varying from that of a twenty-six-inch 
cnginc-truck wheel at sixty miles an hour down to that of a 
forty-two-inch wheel running fifteen miles an hour. The pres- 
surcs are adjustable from a minimum total pressure up to 400 
lbs. per square inch (28 kgs. per sq. cm.), or a load of nearly 
10,000 lbs. C4545 kgs.) on the journal. 

V\^. 42 is a side elevation of the larger machine, with the 
journal and pendulum in section, and Fig. 43 a front elevation. 
It consists of a shaft, AB, which is driven by a cone-pulley, C. 
the whole mounted on a cast-iron stand, D, terminating in a 
forked end at the top, with two bearings, E and F^ in which 
the shaft runs. The shaft projects beyond the journal /% and 
the projecting part A is provided with a sleeve or bushing, 
mm, the outside of which forms a journal on which the tests 
of oil are made. A pendulum, AG, is suspended from this 
journal with suitable bearings, aa, which work on the journal 
mm ; the heavy weight, G, attached to the lower end, is now 
omitted. It is evident that the friction on the journal mm 
will have a tendency to move the pendulum in the direction of 
the revolution of the shaft, and that the greater the friction on 
the journal the farther will the pendulum swing. A scale or 
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dialt HI, is attached to the stand, and the distance the pendu- 
lum swings may be read off on this scale, which thus indicates 
the coefficient of friction of the lubricant on the journal. In 
order to get any desired pressure of the bearings on the jour- 
nal, the pendulum is constructed as follows: A wrought-iron 
pipe,/, which is represented in Fig. 42 by solid black shading. 




Fia 49, Fig. 43. 

TKuasTON's "Rajukmd Hachinc" 

is screwed into the head K, which embraces the journal and 1 
holds the bearings aa in their place. In this pipe a loose piece, 
b, is fitted which bears against the under journal-bearing a'. 
Into the lower end of the pipe a piece, cc, is screwed with a 
hole drilled in the centre through which a rod,y, passes, the 
upper end of which is screwed into a cap. d; between this cap 
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and the lower piece, cc, a spiral spring shown in section in Fig. 
42 is placed. 

The upper end of the rod has a cap. e. in which it turns and 
which beais against the piece b, which in turn bears against 
the bearing a' . If the rod is turned with a wrench applied to 
the square head at /. it is obvious that the cap d will be either 
drawn down on the spiral spring, which will thus be compressed, 
or it will be moved upward, and the spring will thus be released, 
according to the direction in which the rod is turned. If the 
spring is compressed, its lower end will bear against the under 
cap and on tht piece cc, by which the pressure will be traas- 
mitted to the pipey, and thence to the head AT, and from that 
on the upper journal-bearing a ; while at the same time the 
upper end of the spring bears against the cap d, which, being 
screwed on the rody, transmits its pressure upward to the cap 
e, and from that to the loose piece b, and from that to the up- 
per journal-bearing a. It will thus be seen that any desired 
pressure within the limits of the elasticity of the spiral spring 
may be brought upon the journal and bearings by turning the 
rod /. The piece b has a key. /, which passes through it and 
the pipe/. This key bears against a nut, 0, which is screwed 
on the pipe, its object being to provide a ready means of re- 
lieving the journal of pressure by simply turning the nut 
when it is desired to do so. An index, i, is attached to 
spiral spring so as to show the position of the latter. 

A counterbalance is sometimes used to reduce the '* 
ment" of the pendulum, when very fine readings are desired. 
This modification necessitates a corresponding change of the 
scale on the arc of the machine. (See Frontispiece.) 

The "brasses" are cast hollow, and when desired a stream 
of water is driven through them to keep the rubbing surfaces 
cool and at uniform temperature. This plan was adopted 
many years ago by Hirn, to secure uniformity and manageabil- 
ity of temperatures. This provision insures great exactness of 
determinations. Provision for lubrication by the oil-bath {s 
sometimes advisable for special work. 

The oil is fed to the journal by means of oil-cupa, ZX, 

top of the head K, and a thermometer, T, is ; 
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tween the two cups, and from it the rise in temperature b ob- 
served. A cord, Sj is attached to the pendulum in some cases, 
to prevent its being thrown beyond the intended limit. 

The Pratt & Whitney Co., of Hartford, U. S., and Messrs. 
W. H. Bailey & Co., of Salford, G. B., the builders of these 
machines, have slightly modified some of their details, but have 
retained all essential features as in the frontispiece. 

131. Lux*s Improvement on Thurston's machine consists 
in the addition of an automatic recording apparatus. The 
pendulum of the machine carries an arm, which raises and de- 
presses a slide at the right, which slide carries a pencil. A cyl- 
inder is mounted behind the pencil-slide, and is connected with 
clockwork, by which it is made to revolve uniformly at any con- 
venient rate. Paper wound on this cylinder b thus made to 
move under the pencil at a constant rate, and the rise and fall 
of the latter is proportional to the swing of the pendulum, and 
varies with the friction at the journal. The paper is suitably 
lined, in such manner that the diagram so made can be conve- 
niently read, the abscissas of the curve measuring the times and 
the vertical scale giving the friction. The pressure is adjusted 
and the temperature readings taken as before. 

The preceding figure exhibits the form of diagram obtained 
during tests of oils in the manner just described. 

132. Illustration of Method, Record, and Report.— 
Results of Trials of an Oil marked X, and its comparison with 
Standard Bleached Winter Sperm and Pure Lard Oils. 

In illustration of the method frequently adopted by the 
Author in making a tolerably complete investigation, we have 
the following: 

These oils were tested on a ** lubricant-testing machine" 
of the " yy'' style, by the method already described. The 
standard bleached winter sperm and a pure lard oil were tested 
with the X oil on the same bearing and under precisely simi- 
lar conditions. The following are records of data obtained 
during these tests : 
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From the preceding logs of tests were deduced the follow- 
ing results and conclusions : 

AVERAGE COEFFICIENTS OF FRICTION. 



Lab. 
No. 



90 
93 



Namb op Oil. 



W. B. Sperm 

X 

Lard 



Pressure per Square Inch. 



100 



0.0037 
0.0168 
0.0062 



50 



0.0050 
0.0206 
O.OIOO 



Averafife. 



0.00435 

0.0187 

0.0081 



The relative values of these oils in reducing friction, taking 
sperm-oil as a standard, and giving it a value of 100, will be 
represented by the quotients obtained by dividing the coeffi- 
cients for sperm by those for each of the other oils, and multi- 
plying by 100. 

The following table gives these quotients : 

RELATIVE POWER OF REDUCING FRICTION. 



Namb op Oil. 



W. B. Sperm 

X 

Lard 



Pressure per Square loch. 



100 



100. o 

22.0 

59.6 



50 



100. o 

24.2 
50.0 



Average. 



100. 
23.2 

53.7 



The speed was about 700 revolutions per minute (244.3 ft-» 
74 m,), giving a speed of rubbing surface corresponding to 
about 35 miles per hour for a 33-inch (79 cm.) wheel in railroad 
service. Dividing the coefficients for the oils by the coefficient 
for sperm and multiplying by 100, we obtain the following 
tabulated figures as the relative amount of power consumed in 
using the respective oils, 

A common standard pressure and speed for such tests is, 
on some roads, 250 lbs, per square inch, and a speed equivalent 
to 15 miles per hour for the axle-journal, at a temperature of 
100"* F. 



FKICTION AND LOST WORK. 
RELATIVE POWER CONSUMED. 





Nahr or Oil. 


Pnuurt per Square loch. 




,» 


^ 


A«ngt 




167.6 


4ifl.o 






419.8 









As regards friction, sperm excels, lard stands next, and X 
next. 

From the results of the tests of durability, we find the fol- 
lowing ; 

DURABILITY, OR WEARING POWER. 

ReToluiioo. Fl. tnnllcd. 

W. B. Sperm 27.B70 9.7»6.6 

X (average) 36.380 g.306.6 

Lard 34.500 8,550.5 

Taking bleached winter-sperm oil as a standard, and assum- 
ing its value to be 100, the values of the oils as regards dura- 
bility will be represented by 100 times the quotient obtained 
by dividing the number of revolutions or feet travelled of each 
oil by the feet run by sperm. We thus obtain the following: 

RELATIVE DURABILITY. 
W. B. Sperm roo.O 



The figures in this last table are measures of the lengths of 
time that equal quantities of each oil would run, so that the 
greater the figures of this table the more valuable the oil. 

The value of an oil may be taken as greater in proportion as 
the figures in the above table are greater, and as the figures in 
the table headed " Relative Power of Reducing Friction" are 
greater, so that combining the results given in both tables, the 
relative values of the oils, sperm-oil being the standard and 
taken at lOO, may be represented by one one-hundredth the 
product obtained by multiplying the figures in the last column 
of the table headed "Relative DurabJVily" by those in the last 
column of the table headed " Relative Power of Reducing 
Friction." The following are therefore the relative values. 



EXPERIMENTS ON FRICTION-^TESTING-MACfflNES. 2Jl 

RELATIVE VALUES OF THE OILS. 

W. B. Sperm loo.o 

X 21.9 

Lard 47.« 

Second Test. 

A second test consisted in cutting a square hole in the lower 
box and packing it with waste saturated with the oil to be 
tested. The oil to be tested was spread on the journal and a 
pressure of 100 lbs. per square inch (43 legs, per sq. cm.) was 
applied ; the machine was then started and allowed to run 
until the friction had increased to double the least amount 
shown at any time during the test. Both the X and the lard 
oils were tested by this method. In each case 743 milli- 
grammes weight of waste was used as packing. The waste 
was in each case thoroughly saturated with the oil and weighed 
before and after the test. In the case of X, the waste absorbed 
4.806 grms. and contained 2.229 grms. at the end of the test, 
so that the oil consumed was 2.577 grn^s. In the case of the 
lard, 4 grms. were also absorbed by the waste ; 7.265 grms. 
remained ; so that the useful consumption was 2.735 grms. X 
ran 266,226 ft. = 54.2 miles per gramme consumed, with an 
average coefficient of friction of 0.0318, and lard-oil ran 
182,528.7 ft. = 34.5 miles per gramme consumed, with an 
average coefficient of friction of 0.0244, the former excelling 
the latter about sixty per cent. 

Third Test. 

A third test was made upon the ** R. R. Standard Machine," 
and the following are the coefficients of friction obtained : 

AVERAGE COEFFICIENTS OF FRICTION. 



Oil. 



Pretstire per Square Inch and Total. 



Average. 



W. B. Sperm 

X 

Lard 




0.0063 
0.0195 
0.0075 



^ 



CHAPTER VII. 

FRICTION OF LUBRICATED SURFACES— LAWS AND MODIFYING 

CONDITIONS. 

133. Variations of Friction of Lubricated Surfaces oc- 
cur, as has been already stated, with every change of physical 
condition of either the bearing and journal surfaces, or of 
the lubricant applied to them.* A rough pair of surfaces ex- 
hibits great resistance to relative motion, while this friction is 
constantly reduced as they become smoother with wear ; but 
under some conditions the smoothness and the nicety of fit 
may be made too perfect, and the friction then increases again. 
An oil which works well, and gives a comparatively low coef- 
ficient under low pressures, may prove an inferior lubricant un- 
der heavy loads, and the same unguent may be a good, a bad, 
or an indifferent lubricant according to the temperature or the 
speed of the rubbing surface to which it is applied. It is even 
sometimes found to be the fact that, with some lubricants, and 
especially with light mineral oils, the total frictional resistance 
may be reduced, while nevertheless the bearing may show in- 
creased wear, the increase of resistance due to the exceedingly 
slow wear being compensated by the decrease in fluid resist- 
ance. 

The conditions which produce most serious differences in 
ordinary work are the nature of the unguent, the pressure, and 
the temperature. Velocity of rubbing determines a limit be- 
yond which the intensity of pressure cannot be carried without 
danger of heating ; but the effect of its variation upon the 



* Friction and Lubrication. New York, 1879. 
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coeflictent of friction is usually less considerable tlian is that of 
either of the other conditions specified. 

The lubricating value of oils is even affected by moisture. 
It affects mineral oils very little, the moisture slightly incrcas- ' 
ing their resistance in the bearing. They have little tendency I 
to absorb moisture from the atmosphere. Fatty oils are some- 
what hygroscopic, and are quite sensibly affected by a trace of I 
moisture. 

ExfoiMre to air ^roAacts a tendency in organic lubricants 
to acidify or to become resinous, the non-drying oils exhibiting 
the one and the drying-oils the other method of change. The 
purer the oil, as a rule, the less is the liability to change. 
Hirn, experimenting on the oils named below, found that some 
were rather better lubricants at the period of incipient rancid- 
ity than when fresh. Cocoa-nut oil was 7 per cent, and rape 1 
seed 3 per cent, better, while with other oils less difference is I 
observed. 

Working the oils for a week together, using an oil-bath, 
Hirn finds sperm-oil to alter least of all. very slowly increasing 
in resistance; ncat's-foot next, then olive and rape-seed: while 
cocoa-nut oil depreciates most rapidly, and at a rapidly acceler- 
ated rate. 

The time required to exhibit an. acid reaction was as below : 



O1IJ, Time, hours. 
Sperm, lim quality 36 

" second quality 3^3^ 

Lard 24 

NcaI'vfoot 30 

OUve. limpid a4-30 



Poppy 

Rape seed, refined. . 



Sperm-oil was found to be the best lubricant in all these 
experiments. 

The metiwd of supply should be carefully looked to, and a | 
very free "feed," with a system of collection and reapplication I 
of the oil leaving the bearing, will be found to give by far the I 
greatest economy of power and cost. Experiments made for I 
the Institution of Mechanical Engineers, in which oiling by a | 
pad as in railway work, by a siphon lubricator or oil-cup, and I 
by a bath, which keeps the surfaces flooded with oil, gave the I 
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COEFFICIENTS OF FRICTION. 

[JeurHal ef Cast trvH ; Staring, Bretat ; Vilocity, ^iQ /ett^iyi pi.) ftrmtnnU ; 

Temftralurt, ^o' F. (ai° C). Inlermilttnt fiid Ihrttigk oil-ivU.} 
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lous advantage in the usel 



following figures, showing an 
of the last method : 



METHODS OF OILING (RAPE-SEED OIL). 
Vtlxily c/ ruiiiHg, 157 /"■' (4^ m.) f/r minuli. 





Acluil LoHl. 


of Friciioo. 


"raiS"- 




Kllogt p.r 


';^:r 




I8.S 
17.7 
19 t 


*63 

35a 

37a 


0.00139 
o.oogSo 

O.oorjoo 


J 


Siphon Lubricaior 

Pad under Jonrnal.... 


7.06 

6.43 



The lowest of these values o( the coefficient are below any 
reached by the Author, or, up to their date, probably, eveH 
recorded. 

134. Commercial Oils, under moderate pressures, vary 
greatly in their power of reducing friction. The table of 
values (p. 276) obtained by the Author by experiment, using 
the testing-machine devised by him, exhibits the effect of varia- 
tion of pressure in changing these values, as well as the differ- 
ences in oils, all of which were supposed to be pure. These . 
values may probably be assumed as correct, and applicable iffi 
the ordinary work of the designing engineer. 

In this case the journal was of cast-iron, running in guii' 
bronze bearings, and was in very good, but not in the very! 
best possible, condition. As will be seen, much better figures J 
may be obtained. The oils were here supplied intermittently, j 
but frequently, in the usual manner, and the results may be as- 1 
sumcd to be substantially the same as with continuous feed. T 
The first series were not all fresh ; the second set were fresh and | 
pure. 

To show how these figures were obtained, the results i 
given below in detail and in the usual tabular form, as obtained 
by the Author by trial of a good sample of winter-bleached 
sperro-oil. It should be remembered that precise agreement 
between two tests of even the same oil, under nominally the 
same conditions, never can occur except by a rare accident, as 1 
the oil itself is never precisely alike throughout^sperm-oil, for | 
example, varying in quality with its purity and age, and with I 
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the age, sex, health, and habits of the fish from which it was 
taken, etc., and the conditions of the journal and the other 
circumstances affecting the trial can rarely if ever be dupli- 
cated with absolute precision. These differences are not usu- 
ally of practical importance, but the precaution is always taken 
to compare each oil tested with a standard pure sperm, care- 
fully preserved, to be tested immediately before or immedi- 
ately after the test of the oil to be examined. The quantity 
of oil here adopted was 332 milligrammes — enough to flood 
the journal at one application. 



DETAILS OF TEST. 
Best Wintek-bleacked Spbbm Oil. 



AmDuot used upo 
PrtHureperBjui 



""" 


''"'"""■ 










b%.l,3.t, 


kp.J. 












t; 








k 






i 


.'1 


i^ 


■LI 


1 


H 


i- 


1=1 


1 


p 


H 




































































































160 

i 

190 

i 


1> 




3« 

i 

s 


1 

i 

170 








in 

I 


i'-i 

It 




v. 






"Ti. 




ilo 


i.l 




ii! 


Irt 


n 




ii 








■« 


i 






1 


H 


iS 




•i? 


>34 


*■' 




!<7 


■40 






IS 


X 


J 


:.s£ 



FRICTION OF LUBRICATED SURFACES. 



279 



Second Tkiau 

Amount used upon the journal 339 milligrammes. 

Speed of rubbing surface 736 ft. (334 m.) per minute. 

Pressure per square inch 16 lbs. 

Total pressure 60 lbs. 





t 




1 




S! 




*j 


1 




n 




*i* 


• 

a 


2 s 
a flo 


1^ 


.S 
IS ot> 
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a ffi 
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1 § 


• 

1 


9 
a 0Q 






At 


Deg. 








J?«^- 










Deg. 




• 


Surt. 


Pahr. 








Fahr. 










Fahr. 






min. 


70 







>7 


275 


XX. 5 






35 


325 


10.5 




X 


80 


»5 




»9 


390 


"5 






37 


325 


XT 




3 


»3o 
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87 


320 
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34a 


15 




XI 
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320 


10 
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X3 
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II. 5 
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9.5 






3*5 




0.1776 



Thikd Trial. 

Amount used upon the journal 333 milligrami 

Speed of rubbing surface 736 ft. (334 m.) per minute. 

Pressure per square inch 33 lbs. 

Total pressure zao lbs. 
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Fourth Trial. 

Amount used upon the journal 333 milligrammes. 

Speed of rubbing surface 736 ft. (334 m.) per minute. 

Pressure per square inch 48 lbs. 

Total pressure 180 lbs. 
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135. The Relative Standing of Oils, such as are found 
in the market, as determined by their power of reducing fric- 
tion, and economizing work and energy, when used on ma- 
chinery in which the pressures are low, is readily determined 
by the study of the preceding table. The columns of mini- 
mum values of the coefficient of friction may be taken to rep- 
resent the values of the oils there named when lubrication is 
continuous and free; and these values are those to be selected 
for the purposes of such a comparison. 

Comparing the oils tested at any one pressure, it is seen 
at once that they differ greatly in their power of reducing 
friction at whichever pressure they are compared. All give 
lower coefficients as the pressure rises; but the differences are 
great at all pressures. The following table exhibits the rela- 
tive standing of the oils named at the several pressures re- 
corded : 



RELATIVE STANDING OF LUBRICANTS. 
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RELATIVE STANDING OF LUBRICANTS— OnAiiiift/. 



Okdbil 


Psassuass. 
[Lbs. per sq. in. and kgs. per sq. cm.] 




8 
0.56 


16 

1. 19 


3a 

9.24 


3.36 


c 


Cotton-seed. 
B. W. Sperm. 

Menhaden. 

W. Lard. 

Palm. 

Ref. Cotton-seed. 

N. W. Whale. 

B. W. Whale. 

N. S. Whale. 

Ex. NeatVfoot 

Tallow. 

Pea-nuL 

Lab. Cod. 

Deod. W. Min. Lub. 

Unbl. W. Min. Lub. 

Cotton-seed. 

B. W. Sperm. 
Menhaden. 

W. Lard. 

Palm. 

Ref. Cotton-seed. 

N. W. Whale. 

C. P. Castor. 

Elaine. 
Paraffine. 
Tanner's Cod. 
Rosin. 


W. Lard. 

Ref. Cotton-seed. 

N. W. Whale. 
Cotton-seed. 
Palm. 
Rape-seed. 
Lab. Cod. 
B. W. Sperm. 

B. W. Whale. 

Pea-nut. 

Paraffine. 

Mineral Sperm. 

Elaine. 

Rosin. 

Tanner's Cod. 

Deod. W. Min. Lub. 

BI. W. Min. Lub. 

UnbL W. Min. Lub. 


Cocoa-nut. 
Mineral Sperm. 
N. S. Sperm. 
Rape-seed. 
Elaine. 
Cocoa-nut 
Tanner's Cod. 
B. W. Sperm. 
Ex. Neat's-foot. 
Ref. Seal. 

Menhaden. 

B. W. Whale. 

Winter Lard. 

Olive. 

Ref. Cotton-seed. 

Cotton-seed. 

N.S. Whale. 

N. W. Sperm. 
W. LardT 
Ref. Seal. 
Menhaden. 

B. W. Whale. 

W. Lard. 

Olive. 

Ref. Cotton-seed. 

Cotton-seed. 

N. S. Whale. 

Deod. W. Min. 

Paraffine. 

BI. Deod. Min. 

Unbl. Deod. Min. 
Crude Min. 


Palm. 
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RELATIVE STANDING OF LUBRICANTS. 

Second Series, 



Order. 


Prbssurrs. 
[Lbs. per sq. in. and legs, per sq. cm.] 




8 
0.56 


x6 

1.X9 


3a 

3.34 


48 
3.36 


X 

a 


W. P. Cotton-iced. 
B. W. Whale. 
OUye. 
Menhaden. 
Ex. NeatVfoot. 

W. Lard. 

Rcf. Rape-seed. 

N. W. Whale. 


W. P. Cotton-seed. 

N. W. Whale. 
Ex. NeatVfoot 
Menhaden. 

B. W. Whale. 
Ref. Rape-seed. 

W. Lard. 

N. W. Sperm. 
B. W. Sperm. 


Menhaden. 

W. Lard. 
W. P. Cotton-seed. 
N. W. Whale. 
Olive. 

W.P.Cotton-seed. 
Ex. NeatVfoot. 
B. W. Whale. 
Ref. Rape-seed. 
N. W. Sperm. 
B. W. Sperm. 


Ref. Rape-seed. 
Olive. 
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N. W. Sperm. 
B. W. Whale. 
W. Lard. 
W. P.Cotton-seed. 


J ••• 
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N. W. Sperm. 
Menhaden. 
Ex. NeatVfoot. 


3 ....• 

6 

7 


/ 









Studying these tables, a number of interesting facts are 
revealed. It is seen that when under moderate pressures 
whale-oil is better than sperm, while as pressures rise the 
sperm gains in value, finally excelling whale. This difference 
will be found still more marked under very heavy pressures. 
The mineral oils fall at the end of the list under pressures ex- 
ceeding the lowest here given, although standing well under 
the minimum. As will be seen elsewhere, these light oils 
make excellent spindle-oils, and are good lubricants for such 
low pressures as are met with in the working of textiles. 
They vary enormously in quality, however, and the Author has 
met with refined petroleums which fully equal sperm under 
the heaviest pressures. This has since been observed by other 
investigators. Olive-oil stands well under all pressures here 
reported on, as do the other vegetable oils generally. Castor- 
oil is too viscous for general use, however. Tallow and neat*s- 
foot oils are better at the lower than at the higher of these 
pressures ; the reverse is the case with palm and cotton-seed 
oils. 

It is to be remembered that the order of standing just deter- 
mined is liable to be changed by a change of velocity or of 
temperature, and by alteration of pressure outside the range 
here given. 

It was found by Mr. Woodbury that the best neat's-foot oil. 
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used as a spindle-oil, absorbed 3.2 times as much power as the 
best refined light petroleums. The mixed oils are sometimes 
best for heavy machinery; unmixed refined petroleum of low 
density is probably best for light machinery. The following 
are the figures obtained by test at low pressure, moderate 
speed, and standard temperature, the conditions being as nearly 
as possible those met with in spinning-frames. 

COEFFICIENTS OF FRICTION FOR SPINDLE-OILS. 



Order of 
Value. 



9 
12 

10 
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5 
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14 

3 
II 
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13 
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Unbleached Winter Sperm. 
Bleached Winter Sperm. . . 

Seal Oil 

Neat's-foot 



CoeflBcieot of 

Friction at too 

Degrees, F. 



O.I 187 
0.1233 
0.1208 
0.III3 
O.II32 
0.0756 
O.2181 
0.1067 
O.1217 
O.I 170 
0.0956 
0.1147 
O.I 141 
0.1608 
0.2427 



These " thin" spindle-oils cannot be used at high pressures 
and low speeds ; heavy viscous oils only remain between the 
surfaces, unless carried in by rapid motion of journal. 

The experiments of Mr. Beauchamp Tower, made at the 
request of a committee of the British Institution of Mechanical 
Engineers,* give several oils the following relative standing, 
as averages for loads from 100 to 310 lbs. per square inch (7 to 
22 kgs. per sq. cm.) : 

Comparison of Oils — Relative Friction. 

Oil. Greaae as Standard. Spenn ai Standard. 

Sperm Oil 0.48 i.oo 

Rape-seed Oil 0.51 1.06 

Mineral Oil 0.62 1.29 

LardOil... 0.65 1.35 

Olive Oil ^ 0.65 1.35 

Mineral Grease i.oo 3.17 



♦ Proceedings, 1883. 
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These figures are supposed by their author to represent 
closely the resistance, the body or viscosity, and the ■weight- 
carrying power of these unguents, the latter being considered 
proportional to the viscosity of the oil. It was found that the 
resistance of rape-seed oil, taken as an example, was one eighth 
as great when the journal was worked in an oil-bath as when 
oiled with a siphon cup, or by a pad, the coefficients being 
0.0014, 0.0098, and 0.0090, respectively. 

The best lubricants, as a rule, have the lowest weight-carrj'- 
ing power. Tlie Author has used sperm-oil under pressures 
fully equal to, and even sometimes exceeding, those attainable 
with other oils— a result, however, which is not accordant with 
the experience of some other investigators. 

13d. The Relative Endurance of Oils tested on the 
journal used by the Author in making determinations of the 
coefficients of friction has been ascertained for a number of 
the more common lubricants. The difficulties met with in 
attempts to determine with even approximate accuracy the 
wearing power of lubricating' materials have already been re- 
ferred to ; but only experience can enable any one to secure 
reUable data. 

Testing a number of the oils of commerce* for durability, 
on a cast-iron journal, there were used 32 milligrammes at 
each appUcation, and the time noted required to run the jour- 
nal dry, with the following result : 

OILS OF COMMERCE, AVERAGE ENDURANCE. 





Ruanlne Time. 


tX:'*. 


"sss^-y. 


Hesl 




*"■ 


Min. 


Mil. 


\-^- 


8lb>. 
16 '• 


Sa 
S 


17 
9 


411 
97 
19 
>3 


167° F. 
33S 


0.30 
0.16 


o.so 

0.05 
0.04 


The " heat coefficient" is valuable as exhibiting the relative 
increase of temperature per minute during the trial. Its value 



oils of little value a 
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is sometimes — usually wrongly, although in some cases nearly 
correctly — taken as a measure of endurance. 

Several well-known oils ran thus — the speed being 750 ft. 
(230 m.) per minute : 

ENDURANCE, ETC., OF LUBRICANTS ON CAST-IRON. 



Name. 


Lbs. 

per 

8q. m. 


Running 
Time. 


Rise of 
Temperature. 


Coefficient, 


Hrat 
Coefficient, C. 


Summer Sperm. . 

• * 

<i «4 

Lard..... W 


8 
16 
48 

8 
16 

48 

8 

16 

48 

8 

16 

48 
8 

16 

48 
8 

16 

48 


Ill min. 

29 " 

9 " 

165 " 

33 *' 
7 *' 
83 *' 
41 " 
14 " 
107 *• 

45 " 
12 ** 

40 '* 

14 " 

9 " 
129 " 

97 " 
5 '* 


230' F. 
225 

195 
270 

215 
265 

170 

245 
240 

185 

275 
310 
200 

175 
220 

105 
285 
270 


0.13 
O.IO 

0.08 
0.13 
II 

O.IO 

0.13 

O.IO 

0.06 
0.16 
0.12 
0.07 
0.15 
0.12 
0.07 

O.IO 
O.IO 
O.IO 


0.48 
0.12 
0.04 
0.61 


• 4 


0.15 
0.02 


Olive 


0.48 
0. 16 


• • 


«< 


0.05 

0.57 
0.16 

0.03 

0.20 


Cotton-seed 

Cod 


<< 


0.08 


(< 


0.04 
1.22 

0.34 
0.02 


Crude mineral (?) 
<• •< 

• . 4( 



Comparing a mixture of plumbago and grease with sperm- 
oil, the former was found to have a lower coefficient, to heat 
up less rapidly, and to endure several times as long. It was 
also indicated that plumbago in very fine flakes was better 
than in an impalpable powder. 

Testing sperm and lard oils for durability, on a small steel 
journal, gave : 

ENDURANCE OF SPERM AND LARD OILS. 
Durability of one S-milligramme drop: Feet Run. 



Pressure per sq. in . 
»• »♦ ♦» cm 

Sperm 

Lard 



100 

7 



7204 
6797 



900 



7685 
7139 



950 

»7-5 



7675 
7090 



«75 . 
18.5 



7521 
7008 
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Others of the commercial oils found in the market and largely 
purchased by consumers, who have no means of testing them, 
endure but for a very small fraction of the time and the dis- 
tance travelled with sperm and lard, and the Author has rarely 
if ever found an oil which equals sperm in this quality. 

The " Railroad Machine" has given the following for sperm 
and lard oils, using a much larger quantity than was taken 
above : 

300 Ibi. 500 lbs. 

Sperm, raw (fL) 19.800 13,500 

Lard, ** ** 10,557 7,515 

The coefficients being at the same time, 

Sperm 0.0046 0.0033 

Lard 0.0059 0.0044 

The journal was in this case of very soft steel, of standard 
size, and was driven at a speed corresponding to 30 miles an 
hour. 

In the attempt to make use of such determinations of the 
endurance of lubricants in daily practice, the investigator 
meets with a serious difficulty which has, however, no relation 
to the character of the material used. It is an important fact, 
and one which should be constantly borne in mind, that the 
maximum wearing power of a lubricant, as it is here defined 
and determined, has no necessarily definite relation to the 
quantity which will be actually used, or even required, when 
working under other conditions. 

Usually, the same amount will be used, whether it be of 
great or of little wearing power, the amount being usually 
determined by the method of feeding, rather than by its in- 
trinsic character. Other things being equal, the more viscous 
lubricant will feed more slowly, and will therefore be appa- 
rently of higher wearing power than the more fluid lubricant ; 
a grease will last longer than an oil ; the method of applying 
the lubricant to the journal will determine whether it is 
economically or wastefully used. These are vastly more im- 
portant facts than they are generally supposed. Regular 
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trains on railroads have been known to use nine times as 
much grease as an experimental train on which the most 
rigid economy was exercised.* 

It thus becomes evident that the proper method of proce^l 
dure is to first determine the value of the lubricant by a series! 
of careful tests at the pressures, velocities, and temperatui 
and with the kind of rubbing surfaces proposed to be used. 
then to find, and to adopt, that method of feeding which will 
insure maximum economy. As a rule, however, determina-J 
tions of endurance are of comparatively little value in evi 
day practice, because their use is rarely, and seldom can be, I 
regulated by their endurance; tlie same amount would gene- 1 
rally be used, and the same quantity wasted, whether the I 
wearing quality be high or low. The real value of a lubricant I 
is therefore generally measured by its power of reducing fric-1 
tion. 

The following are the details of a trial reported at the] 
Brooklyn Navy Yard, in which a less certain but less trouble.! 
some method was adopted: 

The oil was measured by dropping. The same quantity,! 
five (5) drops, was used in all the tests. 

When a seeming discrepancy appeared, or doubt arose 
garding any result, the experiment was repeated until satis-l 
faction was obtained. The driving power came from the I 
Navy-Yard engine, and the speed of the testing-machine varied I 
with the work done by the engine. Owing to this cause it I 
was not claimed that the results were absolutely correct. The I 
average speed was however taken, which so nearly approxi- 1 
mates uniformity, that the data may be considered correct for ' 
all practical purposes of comparison. Two series of tests were 
made, one of three-minutes runs, and another of one minute 
each. 

* Railnad Gattttt, Sept. ao, 1S7S. 
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ENDURANCE OF SPERM AND LARD OILS. 

One- Minute Runs, 



Oils. 


Revolutions. 


Increase of 

heat in units 

of degrees 

Fahrenheit. 


Coefficient, e. 


CompsrstiTe 
^Ictencj, 

too. 




^•» 


b. 


a 


k. 


Spcrin 


1812 

1790 
1883 
1810 


43.5 
46 

50 

50 


41.6 
38.8 
37.6 
36.2 


ICO 


Prime Lard 


93.2 

90.5 
87.02 


Lard No. i 


Lard No. 2 



Three-Minute Runs. 



Oils. 



Sperm 

Prime Lard 
Lard No. i. 
Lard No. 2. 



Total 
Revolutions. 


• 

Per 

Minute. 


d. 


a'. 


5506 

5741 
5428 

5500 


1835.3 
I913.6 

1807 

1833 



Increase of 

heat in units 

of degrees 

Fahrenheit. 



e. 



82 
90 
90 
96 



Coefficient, 



w 



67.1 

63.8 

60.3 

57.3 



ComfMuative 

efficiencjr, 

sperm being 



100. 



k'. 



100 

95.1 
89. 8 

85.4 



Columns b and e give the increase of heat in degrees 
(Fahrenheit) of the journal, starting from a nearly constant 
temperature of 78^ or 80°. The unit of comparison is the 
number of revolutions obtained for each degree of increase in 
temperature, and is obtained, in the minute runs, by dividing 
column a by column b which gives the coefficient column c^ 

( 7- = cU and in three-minutes runs by dividing column d by e, 

giving the coefficient in column/, (-=/). 

Columns h and h' compare the efficiency on the basis of 
sperm being 100. 

It need hardly be repeated here, that the ratio of heat 
developed to revolutions made or distance traversed has no 
necessary and definite relation to the real power of endurance 
of the oil. 

The real value of a lubricant to the user is a somewhat 
difficult quantity to determine, since it really depends, not 
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upon the relative friction-reducing power and endurance, as 
usually assumed, but upon the value of the power saved by its 
use. This value varies in every case, and is affected by every 
variation of working conditions. 

So far as the value of these oils is determined by durability, 
it is seen that sperm excels lard oil very greatly ; it has already 
been seen that it also excels in power of reducing friction 
under the conditions of test here met with. 

The first of the tables in this article shows the time of 
endurance of the oils to be dependent upon the pressure under 
which they are worked, and to decrease in a higher ratio than 
those pressures increase, even within the moderate range there 
given. The second table shows lard-oil to excel sperm, olive, 
cotton-seed, and the mineral oils, at the lowest pressure ; while 
it becomes, next to the mineral oils, the lowest at the highest 
pressure, under which load olive-oil stands first and cotton-seed 
second. The change to a fine steel journal, running in bronze, 
and under much higher pressures, makes sperm-oil far the 
better when compared with lard, which result is confirmed by 
the navy experiments, which make sperm ten per cent better 
than lard. 

The following illustrates the value of a crude well-oil from 
the Shoshone Wells, Wyoming, as compared with sperm taken 
as a standard. 

This oil is intensely black, and the coloring matter is in- 
separable. On distillation there was obtained : Naphtha, 0.63 ; 
0.47 kerosene having 159° F. flash-test; 0.32 of a neutral and 
light-colored lubricating oil ; and 0.12 dry coke. The oil as it 
flows has a gravity of 20° B. Its flash-test is 294® and fire-test 
322° F. (146° and 161° C). Cold-test 16° below zero (— 2f 
C). The results of tests by the Author were : 

FRICTION. 
Coefficient of Friction, 



Name of Oiu 



Sperm. .. . 
Black Oil. 



Pbbssusb. 



50 lbs. 
3-5 k«»- 



0.0034 
0.0077 



aoolbs. 
Mkgi. 



0.0051 
0.0085 



300 lbs. 
ai kgs. 



0.0057 
0.0071 
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Assuming sperm to be loo, the following table gives liic 
relative value of the oils as reducers of friction : 
Valut in. Per Cml. 







1 




5o1ta. 
3.5 kei- 




■nllt 




0.44 


o!6o 
0.7s 










O-TS 




ENDURANCE. 




Number cfR„»l.lloo.. 


F«l TnTcUol. 




FirM Trial. 


Sccaad Trid. 


Ffnt Trtal. 


Second Tri«,». 




3t,300 

11,700 


24.400 
13,000 


\x 


8.516 
4.188 


Black Oil 



Sperm taken at ickd, the following represents the rclat£'^-^e 
wearing power : 



Second Trial. 



Sperm 

Black Oil. . 
Urd 



GUUMING. 

ValBc. 

Sperm 10 

Black Oil 6 -as 

Lard S.50 

The following records of tests made by the Author exhi t:»tt 
both the methods and the results, as derived by trial of rcput ^^d 
pure oils. The first table illustrates the test of good Iard-<=>' al, 
determining its friction-reducing power and its endurance ^t 
ordinary temperatures, and its heating action under a comir* c^n. 
moderately heavy pressure. Its best work is seen to giv^ a 
minimum value of /"= 0.0173, or about one and three quart^*^ 
per cent, the average for the test rising to one fourth of one 



FRICTION OF LUBRICATED SURFACES, 



291 



per cent with " free feed/* the oil passing to the journal by the 
usual system of feeding through the cap of the "brass.** In 
the endurance test the distance rubbed over at the rate of 400 
feet per minute, using 8 m. g. of oil, on a journal four inches in 
circumference and about if inches long, was nearly 6000 feet. 

Comparing these figures with those for sperm-oil, sum- 
marized in the next record, it is seen that the latter, a reputed 
sperm-oil, but certainly not of the highest quality, exhibits a 
somewhat higher coefficient, but fifty per cent, more endurance. 



STANDARD LARD OIL. 

Laboratory No., . Oris^inal Mark, ^ L *'. Source—The ACanufacturer. Composition- 
Pure Lard Oil. Investigation— To determine Friction and Endurance. Coefficient of Fric- 
__ Reading on Arc 
"" Total Pressure * 



tion 



No. of Test 

Pressure on journal, lbs. per sq. inch. . . . 

Total pressure on journal, lbs 

Amount of oil used on journal, m. g. . . . 

Average coefficient of friction 

Minimum ** ** 

No. of revolutions 

No. of feet travelled by rubbing surface 
Elevation of temperature, max 



Friction. 



I. 
100 



II. 
zoo 

300 



300 
Free feed. 

o 0245 I 0.023 

0.0176 I 0.0x73 

Per minute. 



I300 



zsoo 



Endusancb. 



III. 

xoo 

0.531 

0.046 



Total. 



IV. 
zoo 

300 

8 
0.0516 
0.040 



»7»567 
5.856 

IQO* 



17,06a 
5,687 

z68» 



Time, 
Minutes. 



o 

5 

xo 

15 

30 

"5 
30 



o 

5 
zo 

«5 
ao 

«5 

30 



o 

3 



Revolu- 
tions. 



Tem- 
pera- 
ture, F. 



Read- 

«iag on 

Arc. 



Coeffi. 
cient of 
Friction 



Tkst I 


.—Friction. 




xoo«» 
xsoo 
z64«» 
X7i» 


1' 

6.Z 
6.Z 


6,000 

X8,000 

z8,ooo 


34,000 
30,000 
36,000 


173^ 
175° 
I77» 


5.8 
5-5 



Tbst II.— Friction. 





IXO® 


14 


6,000 


157° 


7-5 


X 3,000 


i69» 


6.0 


x8,ooo 


^K 


5.6 


t4,ooo 


^K 


55 


30,000 


'74: 


5.9 


36,000 


X76° 


Av'ge 



Tbst III.— Bndurancb. 



83« 
XIO* 



16. 

«7 



mm. 

0.0x76 

0.0345 



min. 

0.0173 

0.033 



15 
«7 
x8 



4 

8 

ZO 



13 

«4 
x6 



Time, 
Minutes. 


Revolu- 
tions. 


Tem- 
pera- 
ture, F. 


Read- 
ing on 
Arc. 


% 




x6o» 
195* 

330® 
350® 

368<* 
373® 


az.o 
33.0 
33.0 

XQ.O 

«7.5 
33.0 




8 

ZO 




19 




X3 





Redistributed oil. 



a3o'' 
340** 
350® 



X4.0 
x6.o 
30. o 
Av'ge 



Tbst 1 V.— Emdurancb. 



xoo" 

130° 

i6o«» 
x85« 

3I3«» 



M-5 

Z3.0 
13. 5 



345" 

Redistnbuted oil. 

320** 



x6. 

15 

33. 




345* 

368< 



.0 
■5 



J4 

»4 
z8 

Av'ge 



Coeffi. 
cient 

of Fric- 
tion. 



mm. 
0.046 



0.0631 



mm. 
0.040 



.05x6 
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SPERM OIL 



Laboratory No., 



Origiaal Mark, 



Source, 



Compositioii— Reputed Sperm 



Oil. Investigation— To determine g^eral value. Coefficient of FricUon = R^^'og Q° ^^ . 

Total Pressure 



No. of Test 

Pressure on journal, lbs. per sq. inch 

Total pressure on journal, lbs 

Amount of oil used on journal, m. g 

Average coefficient of friction 

Minimum '* ** 

No. of revolutions 

No. of feet travelled by rubbingsurface 
Elevation of temperature, max Fahr 



FSXCTION. 



I. 

xoo 

300 
Free 
0.037a 
0.0203 



II. 
100 
300 
feed. 
I 0.0343 
I 0.0193 



Per minute. 



X300 

400 
io6» 



xaco 
400 
83<» 



Endurance. 



III. 

XOO 

300 

8 



Total 
•8,390 

9.440 
'75'* 



IV. 
xoo 

300 

8 



a4.n4 

8,081 
305* 



The same lard-oil tested as a "cylinder-oir* gives in one 
case, here presented, the varying coefficient of friction which 
gradually decreases, as the temperature rises, from /*= 0.032 
at 100° F. to /= 0.003, o*" one tenth the first value, at 350°, 
and which becomes /= 0.008 at 200° when rising and 
f=L 0.022 at the same temperature when descending the scale 
of temperature. Repeating the test, the same general results 
are observed. 

The elevation of temperature observed during the test, 
where, as in these examples, no attempt is made to control it, 
will be seen to follow very closely the frictional resistance. It 
therefore is evidently a gauge of lubricating quality which may 
serve to assist the judgment in rating oils by comparison when 
no more exact method is available. 



STANDARD LARD OIL. 

Laboratory No., . Original Mark, '* L". Source — The Manufacturer. Composition- 
Pure Lard Oil. Investigation— To determine value as a " Cylinder Oil." Coefficient of Fric- 
Readinjj on Arc 



tion = 



Total Pressure 



No. of Test 

Pressure on journal, lbs. per sq. inch 

Total pressure on journal, lbs 

Amount of oil used on journal, m. g 

Average coefficient of friction 

Minimum " *' 

No. of revolutions per minute 

No. of feet travelled by rubbing surface. 
Range of temperature, max. F^r 



I.— Rise. 


II.-Fall. 


III.-Rise 


100 


100 


100 


300 

0.098 

0.003 

1200 


300 

Free feed 

0.0163 

0.0043 

1300 


300 
in all tests. 
0.0141 
003 
1200 


400 
350* 


400 
133" 


400 

250* 



IV.— Fall 

100 

3<» 

0.0953 
0.004 

laoo 
400 

150« 
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Time. 
Minutes. 



Reyolu- 
tiona. 



Tem- 


Read- 


pera- 
ture. 


ing on 
Arc. 



Coeffi- 
cient of 
Friction 



Test I.— Rise. 



1 

o 
a 



1 

o 
a 

o 
2 



I0O« 


\x 


no* 


120* 


7.0 


I30» 


6.0 


I40» 


4-9 


ISO* 
i6o«» 


w 


I70*» 
x8o« 


3-3 
3.0 


I90* 


a.8 


200" 


«S 


a 10® 


a. a 


aao* 


a. I 


930** 


3.0 


a40« 


1:1 

1.6 


aso® 
a6o«» 


370** 
a8o« 


1-4 


390* 


1.3 


300- 


I. a 


3x0" 


I.X 


320" 


x.o 


^K 


x.o 


340** 


1.0 


350** 


0.0 
Av*ge 



Test II.— Faix. 



•0 


? 








a 


a 





« 


^ 


^ 



340» 


x-3 


33o« 


a.o 


3'*»; 


a-3 


3100 


3-5 


3~o 


4.8 


:£: 


5-3 
5-5 


370*' 


5-6 


26o«» 


6.0 


350® 


6.a 



min. 
0.003 
0.090 



mm. 
0.0043 



Time. 
Minutes. 



o 
a 

o 



RCTOlU- 

tions. 



Tem- 


Read- 


pera- 


ing on 
Arc. 


ture. 


840* 


6.0 


3300 


6.3 


330® 


6.3 


aio* 


6.3 


aoB' 


Av^e 





Coeffi- 
cient of 
Fried* n 



•8 

•J 
o 
a 



Test III.— Rise. 



1 



o 
2; 



o 
a 

o 
2; 



xoo» 


»4.5 


IXO» 


II. 5 


120® 


ii 


X300 


I40« 


7-9 


15a" 


7.3 


i6o« 


6-5 


170® 


5 5 


i8o» 


4-8 


xgo* 


41 


aoo® 


3-7 


330® 


3.0 


249« 


a. 3 


36o'» 


X.9 


28o« 


»-7 


300» 


1.3 


320* 


I.I 


340« 


x.o 


350« 


0.0 
Av^ge 





? 

o 
a 

o 
2 



Test IV.— Fall. 



o 
a 
•J 
o 

2; 



340» 


X.3 


3»o« 


1.6 


3oo«» 


1.9 


38o» 


3.6 


36o«» 


3.0 


340® 


3S 


330® 


3-8 


300® 


4-3 


i8o» 


Av*ge 



0.0163 



mm. 
0.003 
0.0x41 



mm. 
0.004 



0.0953 



SAMPLE OF GRAPHITE OIL. 

Laboratory No., . Original Mark, . Source, . Composition— Heayy Mineral Oil. 

Plumbago in Suspension. Investigation— To determine real value of the Oil. Coefficient of 
\f^^\r.r. - Reading OP Arc 
^"^^^^'^ = Total Pressure' 



No. of Test 

Pressure on journal, lbs. per sq. inch. . . . 

Total pressure on journal, lbs 

Amount of oil usea on journal, m. g 

Average coefficient of friction 

Minimum ** ** 

No. of revolutions 

No. of feet travelled by rubbing surface, 
Range of temperature, max. Pahr. 



Friction. 



A. 
xoo 

Free 
o.oso 
0.018 



B. 
zoo 

300 

feed. 
0.03x8 
o.<»o6 



Per minute. 



Z30O 

400 
xo7» 



zaoo 
400 
103* 



Endueance. 



A. 

xoo 

300 

8 
0.0636 
0.04x6 



Toul. 



B. 

zoo 

300 

8 
0.063 
0.04 



X7,ooo 

5,666 

X94» 



zs^szo 
5,070 
X48« 



294 FRICTION AND LOST WORK. 

MINERAL CYLINDER OIL AND GRAPHITE. 
LabofitDfy No,. . Original Mart, . Source, . CoiBpo«iiion— He* 



Coeffidtot of Friction = T^'y^°^V- 










N of Tat 




Il.-Fali. IIl,-Ri» 
Fgfeedi^i 
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Similar tests of a mineral oil containing graphite in sus- 
pension, as above given, show that the latter may be so mixed 
as to give an excellent result, while retaining the peculiar 
qualities of the plumbago-oils. The endurance above recorded 
is about that of lard-oil; while the best values of / are those 
of the best mineral and sperm oils under similar conditions. 

The mixing of mineral and animal oils yields, in some cases 
at least, unexpected results. Thus a mineral oil, rich in paraf- 
fine, being compared with lard-oil by the Author, gave the 
following, under loo lbs. pressure per square inch : 

/. Value*. 

Mineral Oil 0.0150 100 

Lard Oil 0.0160 0.94 

Mineral, 95; Lard, 5 o.oiao la? 

9°; '■ '0 0.0140 107 

In endurance these oils stand : 

Mineral Oil 100 

Lard Oil tao 

Mineral, gs; Lard. % laj 

90; " 10 160 

Combining the two values, for a total relative standing, 
gives : 

Mineral Oil 100 

Lard Oil 113 

Mineral, 95; Lard, j 160 

90: " 10 lyr 

The introduction of graphite does not always increase 
either the endurance of an oil or its friction -reducing power, 
but probably always gives increased safety against " cutting" 
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or abrasion, either as an effect of higher pressure or excessive 
temperature. It is often difficult to secure a permanent ini» 
tore. 

A mixed oil, mainly heavy petroleum, was compared 1 
the Author with lard, pure, but of ordinary quality only, 
the same journal and under as nearly as possible identical co» 
ditions, with the results given in the succeeding tables. 
mineral oil, tested by variation of temperature, congeaied ; 
lo" F. (— I2°.2 C), melted at 24° F. (— ^".^ C), flashed at " 
480" F. {249° C), and took fire at 540° F. (292° C). It was 
perfectly neutral, exhibiting no acid reaction even when 
heated to the point of decomposition. The minimum values 
of yi as given in these tables, may be taken as the real gauge 
of the value of the oil; since the best conditions should 
usually be maintained, as a matter of economy, whatever tht 
quantity of oil demanded to give them. This oil excelled lardl 
oil 10 per cent, in its friction-reducing power, and had con-] 
siderably more than double the endurance of the latter; as 3 
cylinder-oil it was vastly superior, also, at high temperatures, 
such as are met with in steam-cylinders. 
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137. Pressure modifies Friction to a very important 
extent, as is seen plainly in the tables already given of coeffi- 
cients of friction of the commercial oils. The general effect 
is to reduce the coefficient of friction rapidly, as pressures in- 
crease in intensity, until a minimum is reached, passing which 
the coefficient still more rapidly increases, until abrasion and 
" cutting" take place, causing frequently serious injury of the 
machine and great waste of power. 

The next three tables exhibit this fact quite as strikingly 
as the preceding. It presents the results of the experiments 
of the Author at pressures rising to 1000 lbs. per sq. inch (70 
kgs. on the sq. cm.), and upon both a cast-iron journal, as in 
the first set, and upon a steel journal in more perfect condi- 
tion. 

On examination of the tables given in Article 134, we are 
at once impressed with the immense difference which occurs 
with variation of pressure. It is seen that, at a pressure of 48 
lbs. per square inch {3.36 kgs. per sq. cm.), the values are 
not far from those quoted by accepted earlier authorities, but 
at the lower pressures, where the resistance is due more to 
viscosity than to true friction, the value of the coefficient of 
friction immensely exceeds those familiar values. It is instruc- 
tive to compare these figures with those obtained at high 
pressures, with which object we give the table below. Tested 
on a fine steel journal, with free lubrication, the figures be- 
come but a fraction of those already given. Sperm, lard, and 
West Virginia oil, thus tested by the Author, give : 



COEFFICIENT OF FRICTION ON FINE STEEL JOURNALS. 
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The experiments of Mr. Woodbury* give the method of] 
variation of the figures for still lower pressures, thus: 

P,Msu«: JLb*. persq. imh.. i a 3 4 5 

\ " " cm... 0.07 0.14 o.ai o.aS 0.3 

Valuesof/, 0.38 o.a; o.aa 0.18 o.i 

These values of the coefficient of friction of motion were 
obtained on new surfaces at a temperature of 100° F. (38° C.)i'l 
and at a velocity of 600 feet per minute. The surfaces werej 
probably not quite equal to those just described, or the li 
cant m.iy not have been equally good ; the figures are consid- 
erably higher. 

Here it is seen that the figures are as widely diflterent f 
accepted values at high pressures as at low, but that the differ- 1 
ence is upon the other side. At those pressures, therefore, ^ 
which are most used in heavy machinery the resistance of 
friction is vastly less than we have been led to suppose, while 
the friction of very light machinery is very much greater. The 
fact that the journals here used were of steel, instead of iron 1 
in the first case, does not modify these conclusions. Steel, I 
cast-iron, and wrought-iron all give very nearly the samel 
figures up to their limits of pressure, when well worn. 

The next table exhibits the results of experiment up to I 
still higher pressures, and with other journals and bearings: 

COEFFICIENTS OF FRICTION. OF MOTION. AND OF BEST. 

(■.)— Cut Iron Journll anil SInl Boicb, 
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• Proc. N. E. CoIIon Man. Assoc., 1880, p. 61. 
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Studying this table, we see that with these oils the coeffi. 
dent in these cases rapidly diminishes with increase of pres- 
sure, until a pressure of over 500 lbs. per square inch (35 kgs. 
per sq. cm.) is attained ; the coefficient, after passing a pres- 
sure of probably 600 to 800 lbs. per square inch (42 to 56 kgs. 
per sq. cm.), increases, and at 1000 lbs. (703 kgs.) becomes 
about equal to that obtained at icx) lbs. (7 kgs. per sq. cm.). 
It will be remembered that 500 or 600 ibs. pressure (35 to 43 
kgs. per sq. cm.) is usually considered to be a limit not to be 
exceeded in general practice in machine construction. 

Nevertheless, it is not uncommon to find as high pressures 
as 1000 or even 200O lbs. (703 to 1406 kgs. per sq. cm.) in the 
crank.pins of steam-engines. In such cases, however, the pins 
are almost invariably of steel, and the journals of good bronze 
— conditions which are less seldom met with elsewhere. 
There is also in this case, as wherever a " reciprocating force" 
acts to move a piece, a condition which permits higher pres- 
sures to be successfully worked than can be reached else- 
where ; the alternate application and relief of pressure occur. 
ring between journal and bearingat each change of direction of 
the driving-force causes a release, at such times, which permits 
the oil to find its way between the rubbing surfaces, and its 
expulsion is not then fully effected before the succeeding 
relief of pressure again permits its renewal. A somewhat 
similar action is consequent upon the rise and fall of a loco- 
motive or of a railway-car on its springs as it rapidly traverses 
even a smooth track. Where this relief cannot take place, the 
limit of pressure is earlier met. In exceptional cases, of very 
slow motion, or of quickly relieved pressure, as in cotton- 
presses, the limit is higher, sometimes six or seven times the 
higher figure, above. 

138. The Law of Variation of Friction with pressure may 
be approximately determined from the above. Referring to 
the last table, it is seen that between 100 and 750 lbs. the 
value of the coefficient may be obtained approximately by the 



is the pressure in pounds per square inch ; for sperm-oil 
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a ^ 0.080, for crude heavy mineral oil a ^ o. 1 50, and for lard 
oil a = 0.125.* Po"" 3 wider range the rather less handy es. 
pression. 



/- 



/>!' 



may be adopted, making a from 0.25 to 0.40. No such expres> 
sions can be accepted as general ; they are purely artificial, andj 
only applicable under the conditions of observation upon whid 
they are based. It will presently be seen that the law is modM 
fied by temperature and speed. 

The following data were given by trials of two excellent ' 
kinds of grease, and of sperm-oil, compared with them as 
standard. 

COEFFICIENTS OF FRICTION OF GREASES. 

Steel Joiimala^ ficomc BcariD^s. Vflocily. 309 tl. 
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A.e™«e. 


Sperm Oil 

(Sease. No. i. . . 
•■ No. a... 


0.0141 


0.0063 

oloigS 


0.0049 


0.004a 


0.0039 
0.017s 


0.0067 
0.014a 
0.017 



Their relative average values in reducing friction stand, I 
therefore: Sperm, loo; No. i, 44.8; No. 2, 37.7: which figures I 
would also represent their relative money values if estimated I 
on that basis simply. 

The method of variation with pressure already noted Ul 
here again illustrated, although the mathematical expression 
has a different set of constants, and the variation at this speed 
is more nearly as the inverse ratio of the cube-root of the 
pressure. 

It was also concluded by Him, as a deduction from his 
experiments on lubricants, that the resistance varies as the 
square root of the pressure. 

• These facis and deductions were published originally in a paper prepared in 
the spring of (he year 1878, and read at the St, Louis meeiins of ihe American 
AstocUlion for ihc Advancement of Science. 
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In the table is presented a set of values of the coefficients 
of friction, of motion, and of rest which are both new and im- 
portant. In the columns headed "At 150 feet per minute" 
are given the coefficients of friction at the several pressures 
as obtained when the rubbing surfaces are in motion at that 
relative velocity. These are the common and most usually 
required figures. We have in the other columns, however, 
values which are seen at a glance to be immensely greater, and 
of which the values vary by an entirely different law. 

The first set, ** At starting,** are the well-understood coeffi- 
cients of friction of rest, varying with the pressure and with the 
nature of the unguent from 0.07 to 0.18. These values had 
never been determined before in this manner, and possess 
great importance, not simply intrinsically, but also as throwing 
some light upon the effect of motion upon the efficacy of lub- 
rication. It is seen that they increase with the pressure, instead 
of diminishing, as do thie coefficients of friction of motion, and 
that at the highest pressures their values become from ten to 
forty times the corresponding values of the latter. 

In the effort required to move heavy machinery, vastly 
greater force is demanded to overcome friction at the instant 
of starting than after motion has once commenced. 

The method of variation of the coefficient for rest is seen, 
by reference to the table, to be such that their numerical values 
may be approximately estimated, for the cases here considered 
by the formula, 

in which a^ = 0.02 for sperm and heavy mineral oil, and 
a^ = 0.015 for lard-oil. 

The figures in the columns headed " At instant of stopping** 
were given while the machine was rapidly coming to a stop, 
after the driving-belt had been shifted to the loose pulley. 
They are, as would be expected, intermediate in value between 
the other figures, and have apparently no practical importance. 
They may be taken as constant at all pressures. Even these 
figures are probably higher than those sometimes reached with 
old journals which have been kept in good order many months 



FRICTION OF LUBRICATED SURFACES. 



301 



or years, and which have worn to that remarkable mirror-like 
smoothness which is familiar to every experienced mechanic. 
Values, on the "railroad machine," have been, (or sperm, and 
even for lard, as low as one fourth of one per cent., at pressures 
of less than 500 lbs. per square inch; while cylinder lubri- 
cants, applied to bearings heated to the temperature of steam , 
at 100 lbs. pressure, have given coefficients as low as one 
ninth of one per cent., and flooded journals with the oil-bath 
have even done better than this. 

Later experiments, to be described, show that, as has been 
already indicated (S 135), the most perfect lubrication attainable 
sometimes gives values of the cofficient varying nearly inversely 1 
as the pressure, and making the total frictional resistance 
nearly independent of pressure. Intermediate conditions give 
intermediate methods of variation. 

The general conclusion that the coefficient of friction 
decreases with increasing pressure must evidently be qualified 
by the undoubted proposition that, with any given condition 
of the rubbing surfaces, and with all other conditions un- 
changed, there must always be ultimately reached a point at 1 
which, with increasing pressures, the limit of bearing power i 
attained or approached, and the friction must exhibit a change I 
of law, the coefficient increasing, beyond that limit, as the I 
intensity of pressure is augmented. The safe limit has been | 
given in % 127, when considering size of journals. 

The method of variation of the friction of lubricated sur- 
faces with variation of pressure is also well shown by Fig. 45, 
representing results given by Mr. Waite. The experiments I 
illustrated were made at a temperature of 100° F. (48° C). I 
Here, paralfine oil (light spindle-oil) is seen to offer increasing 1 
resistance with increasing pressure, at a nearly uniform rate, " 
but with a decreasing coefficient, until a pressure of 33 lbs. 
per square inch (1.5 kgs. per sq. cm.) is reached, when the 
coefficient becomes nearly constant, the total resistance increas- 1 
ing very nearly as the pressure. 

Lard-oil exhibits a similar "critical point," at about 40 1 
lbs. (2.8 kgs.), and sperm at about 72 lbs. per square inch 1 
i{S ^Z^- P^i" SQ' cm.): while neats-foot oil has no such point 
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within the limits of the diagram. In each case, the decrease 
of the coefficient is shown by the parabolic form of the curve. 
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which would become a straight line were the coefficient con- 
stant, or would exhibit a reversed curvature were the coeffi- 
cient to increase with pressure. 
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Fig. 46 exhibits the same change, as observed by Wood- 
bury, at low pressures and at various temperatures, the range 
falling below 5 lbs. per square inch (0.35 legs, per sq. cm.), 
and between 70° and 120° F. (21° and 49° C), the speed 
remaining constant. 

Experiments made for the Author at various times,* on 
the machine designed by him and already described, have been 
collated and are graphically represented in Fig. 47, in which the 
curves exhibit the method of variation of friction with pres- 




: under ordinary conditions of lubrication, atvarious speeds 
of rubbing, from 30 to 1200 feet (9 to 366 m.) per minute. 

It is found that at the lowest speed the effect of variation 
of pressure is very similar to that at higher speeds at tempera- 
tures not differing far from those common in machinery, but 
that the effect is very different, and somewhat peculiar, at 
higher temperatures. At the lower temperatures the coeffi- 
cient decreases with great rapidity at first, passes a minimum 
at usually not far from 100 lbs. per square inch ( 7 kgs. per sq. 
cm.), and again rises, although but slowly, as the pressure is in- 
creased to 200 lbs. (14 kgs. per sq. cm.), the change occurring 
very regularly. 

The minimum here observed is carried to higher pressures 
as the speed of journal and the efficiency of lubrication are in- 
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Fig. 47.— PiBssuKB vs. Fkiction. 
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creased, and has been reached in experiments made by the 
Author, in some cases, at very much higher figures than those 
here given ; the best figures attained being /*= o.(X)25 at vari- 
ous times, with the ordinary system of oiling, and at pressures 
ranging, with sperm-oil, from i(X) to 500 lbs. per square inch 
(7 to 35 kgs. per sq. cm.), according to state of the journal and 
conditions of working. Oil-bath lubrication is found, at high 
speeds of journal, to carry the minimum beyond the working 
range of pressure, and to bring the coefficient down to a mini- 
mum of not far from one tenth of i per cent. 

139, Velocity of Rubbing is an important element in de- 
termining the loss of work and energy by friction, where the 
surfaces are lubricated. 

The experiments of Poir^e and Bochet * show that between 
velocities of 900 and 3600 feet (270 and 1080 metres) per min- 
ute the coefficient of friction of brakes and of wheels skidding 
on the rails diminished very greatly — approximately from 0.2 
to 0.13. The surfaces were not lubricated. 

In the year 1858, Mons. H. Bochet presented his paper on 
this subject to the French Academy of Sciences, in which he 
states that he had found the coefficient of friction between 
surfaces of iron to be variable, diminishing as velocity increased. 

M. Bochet proposed what was equivalent to the following 
formula: 

in which f is the coefficient of friction, and ^, ^, and c are con- 
stants ; V is the velocity of sliding in metres (or the velocity 
in feet divided by 3.28) per second. The values of these con- 
stants were (no lubrication) : 

a = 0.3 to 0.2 for dry and 0.14 for moist surfaces ; 
b = 0.03 for wheels and 0.07 for skids on rails ; 
c = undetermined, but taken as negligable. 



* Mem. de la Soc des Ing. Civ., 1852, p. no, etc. Comptes Rendus, xlvi. 
(1858), p. 8o2» and li. (i860) p. 974* 
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Prof. Kimball* determined the following table of coefficients 
for pine sliding on pine (dry), and deduced the conclusions: 

(i) At a given inclination, the friction decreases with in- 
creasing velocity, at first rapidly, then more slowly, 

(2) At the same velocity, the friction is greater the greater 
the angle of the sliding plane. 

(3) The value of the coefficient tends to become constant. 

(4) The value of this constant seemed to be the same for 
.all experiments. 

COEFFICIENTS OF FRICTION. 

PPINE ON PrNE. 
Prelsuri, l\ lis. ptr square iH4A (o. ta kg. ftr sq. em.). 
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At pressures double and five times the above, the law still 
held. 

Later experiments f gave the following: 

Pine on Pink, 
Preisure, 4 Ih. per tquart irui (a 38 1^. /er tf. em.). 



' Ameritan youmal tf Seitnet, 1S76. 
flbid. 
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Leather on Pine. 
Pressure, 4 ibs, per Square Inch, 



Velocity in 
Inches per min. 

0.79 

1.58 

3.94 
9.98 

29.14 



Velocity in inches 
per minute. 

0.37 

0.53 

Z.I 

2.3 

4.4 
15.4 
34.1 
80.3 

228.8 



Coefficient 
of Friction. 



0.41 
0.43 
0.45 
0.46 
0.475 



Tjlbs. 
30 
30 
30 
30 
30 

30 
30 
30 
30 



18 

92 

660 

II90 

1980 

2669 



Velocity in 


Coefficient 


inches per min. 


of Friction. 


72.50 


0.22 


157.50 


0.27 


226.80 


0.33 


300.00 


0.36 


466.00 


0.38 


LOW Pulleys. 
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13 


0.41 


I2i 


0.44 
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0.48 
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0.53 


9i 


0.58 
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0.78 


5i 


0.86 
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Ei£R Speeds. 






0.82 




0.93 




1. 00 




0.96 




0.82 




0.69 



The values of C are relative, and are not the absolute 
values of the coefficients of friction. With a wrought-iron 
shaft, turning in cast-iron bearings, well oiled, and a load of 66f 
lbs. per square inch (4.7 legs, per sq. cm.), at velocities of rub- 
bing of 72, 272, 605, and 1320 inches per minute, the frictional 
resistance varied as i, 0.60, 0.40, and 0.29; at the very low 
speeds of 0.007, 0.027, 0.060, and 0.132 inches per minute, the 
relative resistances were as 0.37, 0.51, 0.73, and i.oo. 

Professors Jenkin and Ewing,* experimenting at still lower 
velocities — 0.0002 to o.oi foot (0.00006 to 0.0003 "^O* and again 



* Proceedings of Royal Society, 1876-77. 
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up to 0.6 foot (0.18 m.), per second — with various metals and 
without lubrication, found a similar law to prevail. 

In Professor Jenkin's experiments at extremely low veloci- 
ties, he has shown that, where there is a very great difference 
between the two coefficients of friction of rest and motion, the 
coefficient of friction decreases gradually as the velocity in- 
creases, between speeds of 0.012 and 0.6 foot (0.0036 and 0.183 
metre) per minute. In cases where there is little or no dif- 
ference between the coefficien^ts of rest and motion, no differ- 
ence was found at the various velocities between which he 
experimented. His experiments were made with a small steel 
spindle of o.i inch (2^ millimetres) diameter, carried in rectan- 
gular V notches, the pressure being constant, and due to the 
weight (86 lbs. = 39 kgs.) of a disk carried by the spindle and 
revolving with it. The more recent experiments of M. Marcel 
Deprez, with the disk of a dynamo-electric machine, started at 
very high velocity and slowly retarded by its own friction of 
journals and bearings, show a constantly decreasing resistance 
from 0.025 at 550, to 0.005 at 145 revolutions per minute, the 
friction remaining constant between 145 and 120 revolutions at 
0.005, ^^^ then rapidly increasing as the disk comes to rest. 
The average value of the coefficient was 0.0013. The weight 
of disk and shaft was nearly two tons, and the journal was 2 
inches (0.06 m.) in diameter. 

These experiments show that there exists a continuity of 
values between the gradually varying coefficients for decreas- 
ing velocities and those obtained for statical friction. 

The experiments reported by Kimball,* on journals run- 
ning with lubrication under pressure of 15 to 25 lbs. per 
square inch (i to 1.75 kgs. per sq. cm.), gave the following: 

Velocity in m. per minute 0.3 

Velocity in ft. per minute i 

Coefficients o. 150 

Velocity in m. per minute 6 

Velocity in ft. per minute 20 

Coefficients 0.058 0.544 0.053 0.052 0.051 0.050 
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^ Amftican Journal of Science^ March, 1878, p. 194. 
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At common, but somewhat slow, speeds he thus finds that 
the friction between pieces of pine-wood decreases rapidly 
as the speed increases. With the wrought-iron shaft of i inch 
(25 cm.) diameter, working in a cast-iron bearing, well oiled, 
an increase of velocity of nibbing from 6 to 1 10 feet (1,8 to 
33.5 metres) per minute caused the coefficient of friction to 
fall to 0.3 of its first value. The pressure in this case was 
about 67 lbs. per square inch {4.7 kgs, per sq. cm.). The other 
experiments on lubricated journals at smaller pressures gayi 
the opposite result. 

Referring to the next table, p. 310, in which the effects ol 
varying velocities, as well as of coincident variation of pres- 
sure and of temperature, are exhibited as given by experi. 
ments, it is readily seen that the change in value of the coeflfi' 
cient of friction with change of velocity is not great tor 
machinery in which that velocity remains within usual limits, 
and at the usual temperature of a cool and properly-working 
journal. The effect of change of velocity varies, as is hei 
shown, with change of temperature and of pressure. 

Hirn's experiments indicate, as he has stated, that the fric- 
tion of lubricated surfaces is affected by velocity through 
variation of the quantity of oil drawn between them at vary, 
ing speeds. Even air becomes thus a lubricant at very high 
speeds, producing exceedingly low values of the coefficient. 
The observations of Despretz lead to the same conclusions. 

For cool journals, in good condition, lubricated with good 
sperm-oi!, and between the limits of 100 and 1200 feet (31 and 
370 m.) per minute, these values may be taken for ordinary 
lubrication, in estimating lost work and in designing, as vary- 
ing approximately as the fifth root of the velocity of rubbing,! 
Le.,/= a \V, in which a, at 200 lbs. per square inch (14 kga. 
per sq, cm.), is about 0.0005 ^^'^ ordinary lubrication, but may.l 
fall much lower with journals flooded by an oiUbath; in the] 
latter case, also, the coefficient increases very nearly as the 
square root of the speed. Both Professor Jenkin and the 
Author have deduced * from the fact that the coefficient of 
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friction of rest is always greater than that of motion, while the 
latter at low speeds steadily and constantly increases as the 
velocity of rubbing decreases, the conclusion that there is 
probably a continuous change resulting in the merging of the 
one in the other. Where the difference between the two coeffi- 
cients is small, that of motion is nearly constant at all interme- 
diate velocities. This conclusion is also reached by Mr. A. M. 
Wellington.* The Author has also found, by experiment," 
that the coefficient at high speeds steadily and continuously 
increases, and hence that there is a minimum value at some 
intermediate speed, the precise location of which minimum is 
determined by the pressure and the temperature. The ex- 
periments upon which the last table is based were made upon 
the same machine as those described previously, the journal 
of fine steel running in a good gun-bronze bearing, and in the 
manner described in the last chapter. 

The experiments of Poir^e and Bochet f show, as already 
stated, that increase of speed of rubbing decreases the friction- 
coefficient with unlubricated surfaces also ; this decrease be- 
tween the velocities of 900 and 3600 feet (270 and 1080 m.) 
being from 0.2 to 0.13, or about one third. The experiments 
of Galton and Westinghouse % confirm this conclusion. This 
method of variation has not been found to have a limit with 
dry surfaces ; but with lubrication, as above stated, the law 
changes at some point, and the minimum is found at a higher 
speed as the pressure on the rubbing surfaces increases. This 
latter conclusion is confirmed by later investigations. 

With heavy machinery, the pressure and speed varying 
simultaneously, we may take as an approximately correct ex- 
pression for flooded journals, 

the value of a being usually between 0.015 and 0.02. 



• Trans. Am. Soc. C. E., 1884. 

f Mem. de la Soc. des Ing. Civils, 185a. 

X Proc. Inst. Mechan. Eogs., 1879. 




Fig. 48,— Velocity and Feictios. 
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With the more perfect lubrication attainable by the oil-batlu 
the friction varies neariy as the square root of the speed, at^ 
velocities customarily met with in engineering. At very low 
speeds, as shown by the experiments already quoted, the coef- 
ficient decreases with increasing speed — presumably in conse- 
quence of the greater freedom of supply so secured. At speeds J 
exceeding loo to 150 feet (30 to 46 m.) per minute, the resist-fl 
ance increases slowly with ordinary lubrication, and more rap-| 
idly with more perfect oil-supply. The experiments of the 4 
Institution of Mechanical Engineers give, for oil-bath lubric^ I 
tion and flooded journals, approximately: I 

Sperm-oil /oe \ ~p' I 

Lard-oil /<x —p- ; ■ 

♦^ 1 

Olive-oil ftx. —5-; I 

W I 

Mineral-oil / k —^, I 

The apparent law thus varies with the character of the 1 
lubricant, with variation of pressure, although usually giving! 
values of friction varying as the square root of the velocity. I 

The work of the Author, exhibited in Figs. 48, 49, illus- 
trates the peculiar variation of friction with velocity of rubbing, 
through a wide range of speeds, pressures, and temperatures. 
These curves, which were constructed for the Author by the 
late Mr. W, G. Cartwright, indicate the existence of a definite 
law of variation of the coefficient, for each definite set of con- 
ditions, taken as unvarying in other respects. At low speeds 
the coefficient decreases, in ail cases, with great rapidity; passes 
a minimum, usually at between 100 and 200 feet (30 and 61 m.) 
per minute, and then gradually increases again up to the high- J 
est speeds attained. 

For sperm-oil, the increase at 100 lbs. per square inch (7 li 
per cm.) is very uniform in these experiments, and is vi 
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Fic. 49.— Vblocitv and Friction, 
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nearly proportional to the increase of speed, but is most rapid 
at the lowest temperatures noted. The latter is the fact also 
at higher pressures ; but less difference is usually observed with J 
change of temperature. 

Heavy petroleum, as shown in the last of these figures, ex, ' 
hibits the same general behavior at 100 and at 150 lbs. (7 and 
10 kgs. per sq. cm.) ; while at the lowest pressure, 50 lbs, per 
square inch {3.5 kgs, per sq. cm.), the action of varying temper- 
ature becomes exaggerated to such an extent as to become very 
plainly observable. It is seen that with such lubrication as was 
here obtained the best temperature for this pressure is the 
highest as usual, while at 90° the coefficients steadily increase 
from the lowest speeds. 

These curves are all established by too limited a set of ob- 
servations to permit definite formulation of results, and those 
presented must be received and used with caution until more 
work is done and these laws are more completely ascertained. 
As confirming the general deduction that the higher speeds 
met with in machinery give reduced coefificijmts, it may be stated 
that Mr. Pearce. of Cyfartha, reports less indicated power re- 
quired to drive an unloaded rolling-mill engine at high speedsJ 
than at low. 

140. Rest and Motion, not only as already stated, give ' 
coefficients of friction differing greatly in value ; but experiment 
indicates that they follow entirely different laws. The varia- 
lions of both coefficients will probably prove to be influenced 
by evei^' change of condition of surface or of method of lubri- 
cation, or of operation. Figs, 50, 51, 53, exhibit graphically 
the results of experiments made on the testing-machine of the 1 
Author with a wide range of pressure, and the comparison of J 
these coefficients when using sperm, lard, and mineral oils, f 
The temperature was in each case 115° F. (46° C). 

Under the conditions of surfaces and of lubrication — by oil- 1 
cups — here adopted, the speed of rubbing being 150 feet (46 4 
m.) per minute, the sperm-oil (Fig. 50) exhibits a minimum c 
efficient at 400 to 500 lbs. per square inch {28 to 35 kgs. per sq. 
cm.), while the coefficient for rest rises very rapidlyas pressures 
increase toward loolbs. (ykgs.). Ies<? rapidly to 5oolbs.{35 kgs.). 
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Fig. 50.— t'KicrioN ok Rest and Motic 
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more rapidly again to 750 lbs. (52,5 kgs.) ; while the last obser- 
vation at \OOQ lbs. per square inch (703 kgs. per sq. cm.) gave a 
lower figure, which however may have been an accidental and 1 
exceptional departure from the general law. 

Lard-oil (Fig. 51) exhibited the same behavior when in mo-V 
tion, passing the minimum at the same pressure, and having then 
a little higher value. The coefficient for rest also varies at the 
start in exactly the same manner, rapidly increasing with rise 
of pressure up to 100 lbs. per square inch {7 kgs. persq. cm.) a 
before: but it then decreases with rising pressures, passing the I 
maximum at about 150 lbs. (10 kgs,), and a minimum at 500 1 
lbs. (35 kgs.), and rising to a second maximum at highest pres<fl 
sures. 

The general character of the curve is the same as that forj 
sperm-oil, but with the terminal portion depressed. 

Heavy lubricating petroleum behaved (Fig. 52) very mucbl 
like sperm-oii passing the minimum on the moving journal ; 
a somewhat higher figure {750 lbs. ; 53 kgs.) it gives exactly thel 
same form of curve of coefficients for rest that was obtained! 
with sperm ; and the lines for the two oils are almost identical J 
in location. It is thus evident that these peculiar curves an 
(lot obtained by a merely accidental set of conditions for either| 

oil. 

In these experiments the minimum coefficients for motion 
■were for sperm 0.1304, fo"" lard-oil 0.005, *"d for mineral oil the 
same as lard. At the same pressures the coefficients for quies- 
tcncc were 0.15, 0,10, 0.15 for the three oils. Lard-oil permitsi 
starting most easily, but it loses its superiority as soon asl 
motion begins. 

These relations of value probably differ, however, with every ■ 
ciiange of speed and temperature as well as of pressure, 

141. Temperature modifies Friction to a very important I 
degree, as is seen by examining the tables already given, and! 
especially by studying the following values, which were ob- 1 
taincd by heating the bearing by its own friction to a maxi- 
mum 170° Fahr. {■^y C), well within that liable to produce al- 
terations of the oil, and then noting the friction at successive 
decreasing temperatures while cooling. It should be re 
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bered that no temperature-readings can be taken as more than 
approximate. 

Friction and Temperaturb. 
Steel Journals . Lubricant, Sperm Oil, Velocity ^ y> feet per minute. 



Pressure, lbs. per 
square inch. 


Temperature, Fahr. 


Coefficient of Friction: /i 


200 


ISO* 


0.0500 


200 


140 


0.0250 


200 


130 


0.0160 


200 


120 


O.OIIO 


200 


no 


O.OIOO 


200 


100 


0.0075 


200 


95 


0.0060 


200 


90 


0.0506 


150 


no 


0.0035 


100 


no 


0.0025 


50 


no 


0.0035 


4 


no 


0.0500 


200 


90 


0.0040 


150 


90 


0.0025 


100 


90 


0.0025 


50 


90 


0.0035 


4 


90 


0.0400 



The figures just given would indicate that the sperm-oil 
used in this instance, and under these conditions, including 
that of exceptionally low speed, works best at lowest tempera- 
tures, and that a heating journal gives rapidly increasing fric- 
tion and rapidly increasing danger. At usual temperatures — 
90° to 110° F. (32° to 43° C.) — the best pressure seems to have 
been from 100 to 150 lbs. on the square inch. The study 
of the last table is exceedingly interesting and instructive. 
There are there given coefficients of friction for temperatures 
from 90° to 150° F., for pressures up to 200 lbs. per square 
inch, and for velocities of rubbing up to 1200 feet per minute. 

It has been seen that at the low speed of 30 feet (9 m.) per 
minute, the coefficient increases rapidly with increase of tem- 
perature, and that at 200 lbs. pressure (14 kgs.), an increase of 
50° F. (10° C.) may increase its value to nearly ten times the 
minimum, the rate of increase rapidly rising as pressures are 
greater. 
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It is now found, at speeds of icxD feet (31 m.) per minute, 
that the friction does not vary between 90° and 150° F. (32 
and 66° C), at pressures below 50 lbs. per square inch (3.5 kgs. 
per sq. cm.) ; but that it rises nearly 300 per cent, at a pres- 
sure of 200 lbs. (14 kgs.), over 100 per cent, at 150 lbs. (11 kgs.), 
and 33 per cent, at 100 (7 kgs. per sq. cm.). 

At speeds exceeding 100 feet (31 m.) per minute, heating 
the journal within this range of temperature decreases the re- 
sistance due to friction, rapidly at first ; then, slowly and 
gradually, a temperature is approached at which increase takes 
place and progresses at a rapidly accelerating rate. It is seen 
that this change of law takes place at a temperature of 120® 
F. (49° C), and upward ; at all higher speeds the decrease con- 
tinues until temperatures are attained exceeding those usually 
permitted in machinery and very commonly not far from 1 50° 
F. (66° C), and sometimes up to 180° F. (82° C), or probably 
even higher. The Author has found the decrease at 1200 feet 
(37 m.) per minute to continue up to 175° F. (79° C), at which 
the value, at 200 lbs. (14 kgs.) pressure, was, in the cases deter- 
mined, o.cx>SO. The limit of decrease is reached under 100 
lbs. (7 kgs.) pressure, at 150° F. (66° C), when running at this 
high speed. 

At 200 lbs. (14 kgs. per sq. cm.) pressure, the temperature 
of minimum friction for conditions here illustrated seems to be, 
in Fahrenheit degrees, about 

On either side this point on the thermometric scale it may 
be assumed, for a narrow range, to vary, as the temperature de- 
parts from that point, directly or inversely, as the case may 
be, as the temperature. The coefficient of minimum friction 
is found usually nearly constant over quite a wide range of 
temperature. 

Again, studying in this most instructive of these tables the 
method of variation with pressure at higher temperatures, we 
find the effect of change of pressure to be much more marked 
at the higher temperatures at low speeds ; and we note, as 
when studying the effect of variations of friction with change 
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of temperature at a standard pressure as affected by variation 
of speed, that we here find a change of law for the higher 
speeds. 

At a velocity of T200 feet (37 m.) per minute, the coefficient 
remains practically uniform with varying pressure at 150° F. 
(66° C), while below that temperature the friction coefficient 
diminishes with increasing pressure. At velocities of rubbing 
of 250 to 500 feet (75 to 150 m.) per minute the temperature 
of the constant coefficient is about 100° F. (38° C.) ; at 100 feet 
(31 m.) this peculiar condition is seen at about 120° F, (49® C), 
when extreme pressures (4 to 200 lbs., 0.28 to 14 kgs.) are 
compared, but the value is seen to be a little over one half as 
much at 50 and 150 lbs. (3.5 and 1 1 kgs.), and to become a mini- 
mum — 0.0019 — at 100 lbs. (7 kgs.) pressure; a similar behavior 
is noted at the lowest speed observed — 30 feet (9 m.) — at about 
125° F. (52° C), and the same fall to a minimum occurs at the 
intermediate pressure. It would seem that at all times there 
is a tendency to an acceleration of outflow from the journal, 
with increase of fluidity due to increasing temperature, 
which tends to cause an increase of friction, while the effort 
of capillarity to resist this outflow seems effectively aided by 
increasing the velocity of rubbing. A balance between these 
opposite influences is seen to take place at the slowest speed 
when the pressure is somewhere below 4 lbs. per square inch 
(0.28 kgs. per sq. cm.) ; this occurs at a speed of 100 feet (36 m.) 
per minute at a pressure of 50 lbs. (3.5 kgs.), at 250 feet {'jy m.) 
when the pressure becomes about 150 lbs. (ii kgs.) probably ; 
it happens at a speed of 500 feet (155 m.) at somewhere about 
the same point ; and at 1200 feet (37 m.) per minute the bene- 
fit of increased speed is sufficient to produce this balance when 
the pressure exceeds 200 lbs. per square inch (14 kgs. per 
sq. cm.). 

142. The Law of Variation of Friction with Tempera- 
ture is evidently not a simple and definite one. 

Studying all the results obtained, as above, it becomes evi- 
dent that every pressure demands a certain degree of viscosity 
and capillarity in the lubricant to secure at the same time 
thorough lubrication and minimum friction. The effect of 
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variation of temperature is to produce alteration of viscosity, 
and with low pressures decreased resistance and lessened fric- 
tion ; while with high pressures the effect of increased tempera- 
ture is to cany the unguent beyond the point at which it can 
be retained between the surfaces. Thus, at 5 lbs. per square 
inch (0.35 kgs. per sq. cm.) castor-oil is a very inefKcient lubri- 
cant at ordinary temperatures ; but it becomes equal to the 
best mineral oils at 200° F. (93° C). Every oil thus has a 
maximum value, for each pressure, at a certain definite tempera- 



ANIMAL OILS 




.10 .20 

COEFFICIENT OF FRICTION 



ture, and at certain temperatures, 
different for each, all common 
oils have the same coefficient 
Thus, sperm at about 100^ F. 
(38° C), a light mineral oil at 
the same temperature, a heavy 
mineral oil at 125® F. (52® C), 
neat's-foot at 170° F. {^^'' C), and 
lard-oil at 180° F. (82° C), all 
have the same coefficient, accord- 
ing to Woodbur}% at spindle- 
pressures. At this light pres- 
sure, lard-oil at 130° F. (54° C.) 
lubricates as well as sperm at 
Fig. 54.— Friction and Tempera- 70° F. (21° C), or the best refined 

TURK. petroleums at 50° F. (10° C). 

Fig. 53 exhibits the behavior of mineral, sperm, lard, and 
neat's-foot oils with varying temperature, as given by Mr. 
Waite. These curves are very similar to those exhibiting the 
relation of viscosity and temperature ; but, like the others just 
given, only relate to very low pressures. Under such light 
loads as are usual in spinning-frames, the resistance decreases 
very nearly as the temperature rises, within the limits here ex- 
hibited. The same facts are exhibited also in Fig. 52, in which 
the variation of the coefficient, as observed by Woodburj'', is 
shown for several pressures between i and 40 lbs. per square 
inch (0.07 to 3.5 kgs. per sq. cm.). 

The method of variation of the friction with temperature 
is shown in Fig. 54 also. 
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In Fig. SS, this variation of friction with temperature is 
traced still further, and the general character of the law in- 
volved is still better seen than before. 




COEFFICIEJJT OF FRICTION 

Fic. 56. — Friction ami Trmpera 



At low temperatures, the figure shows the large coefficient 

of friction due to viscosity of the oil, while the rise in friction 
at higher temperatures indicates a resistance produced by the 
collision of portions of the disks, and the diagram. Fig. 56, is a 
graphical representation of the production of a hot bearing. 



FRICTION OF LUBRICATED SURFACES. 327 

It is evident that the best lubricant for a bearing in good 
order is not necessarily the best for a hot journal. The viscous 
oils and greases, which are comparatively wasteful of power 
under ordinary conditions, are good unguents for a heating or 
a chronically hot journal. Castor-oil may be excellent for a 
hot journal, while kerosene of the lightest grade is best for the 
chilled surfaces of the cylinder of the compressed-air engine, or 
the rock-drill. A difference of 50 per cent, may be observed 
in driving light machinery at temperatures of 50° F. and 75° 
F. (10° and 24° C), and the cost in winter of keeping a mill 
well warmed may be paid for by the reduction in waste of 
power so produced. The effect of varying temperature is seen 
equally well in the curves of Fig. 57, which represent the 
experiments of Hirn, made at low pressures (1.4 lbs. per sq. 
in. ; 0.1 kg. per sq. cm.). The coefficient rapidly falls, as tem- 
perature rises from a very low temperature up to the boiling- 
point of water, and by a peculiar law of variation ; frotn that 
point it decreases less rapidly, finally varying inversely as the 
temperature. The record of tests of " cylinder oils** given in 
article 136 illustrates this phenomenon most strikingly. 

The experiments of the Author are shown in Figs. 58 and 
59, and present to the eye the method of variation of friction 
with temperature at more usual pressures, and at various speeds 
ranging from 30 to 1200 feet per minute (9.1 to 366 metres). 
At the lowest speeds, the friction rapidly increases with 
increase of temperature, at all pressures from 50 to 200 lbs. 
per square inch (3.5 to 14 kgs. per sq. cm.), varying very 
nearly as the temperature up to 120° or 130° F. (49° to 
54° C.) ; it then increases more nearly as the square of the 
temperatures. As the pressures and speeds increase, the 
curves and the law of variation change, until, at 1200 feet per 
minute (366 m.), sperm-oil exhibits much less friction at high 
temperatures, and very nearly the same behavior at all pres- 
sures. At speeds ranging from 100 to 500 feet per minute (30 
to 152 m.), alteration of temperature has little effect, where 
the oil is fed, as here, by the usual system. With the oil-bath 
and a flooded journal, as seen later, the effect of temperature 
is very different, and a very great reduction of friction follows 
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Moderate increase above common temperatures. On the 
whole, it is evident that, at the speeds and pressures usual in 
machinery, the resistance decreases as the journals and bear- 
ings warm up; and this decrease continues beyond the limit 
vliich the engineer considers it best to set to such heating. 
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Fig. 57. — Temperature h 



F'g- 59 shows the same effects when the lubricant is a 
heavy mineral oil. The same general behavior observed al- 
ready is here seen. The oil, at the low speeds experimented 
with, exhibits rapidly increasing friction, with increase of tem- 
perature, while at the higher speeds the coefficient rapidly 
decreases. With this oil the coefficient is constant at some 
speed lying between 50 and 100 feet (15 and 30 m.) per min- 
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ute. At 250 feet per minute, change of pressure seems In 
these experiments to have little effect upon the behavior of 
the oil in this respect. 

As the efficiency of the lubrication improves, as is evident 
from experiments made with the oil-bath, the coefficient of 
friction decreases at ordinary temperatures; while the sensi- 
tiveness to variation of temperature rapidly increases, the 
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reverse bemg noted as effectiveness of libncation diminishes. 
But the sp(,t.d of the jourml is an important clement, and the 
higher the \elocit\ the oil bemg freely supplied, the more 
perfect the separation of the metal surfaces by the intervening 
cushion or layer of oil. Thus it happens that at low speeds, 
as 30 to 50 feet {9 to 15 m.) per minute, the lubrication is not 
only inefficient at moderate pressures, but becomes rapidly 
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more so under higher pressures, and the coefficient increases 
with rise of temperature toward a limit at which abrasion 
probably takes place. On the other hand, with oil-bath lubri- 
cation, the friction varies very exactly as the square root of 
the speed. 

The work of the Institution of Mechanical Engineers has 
been reduced and illustrated graphically, as below (Fig. 60), 




Fig. 60. — Tkaim Resistance. 



by Mr. A. M. Wellington, assuming oil-bath lubrication possi- 
ble in railway service. 

The resistance is reduced to pounds per ton, the usual 
method of statement in railroad work. It is here very well 
shown that at all usual speeds, with such exceptional lubrica- 
tion, the resistance increases with speed, rising from I lb. per 
ton at 20, to ij at 50 miles per hour, when the load is lOO 
lbs. per square inch. At double this pressure and upward, the 
same law holds, the resistance falling, however, as the inten- 
sity of pressure increases. 

The effect of variation of speed in ordinary railway practice 
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is well shown in the diagram given below (Fig. 61), of results 
obtained by Mr. Wellington.* The intensity of the pressure 
per square inch of journal (^longitudinal section) is indicated 

graphically thus: 
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Flo, 61,— Results of Wellington's Tests. 

The friction falls with decreasing speed, rapidly at first, 
then more slowly as the train gradually comes to rest from the 
speed commonly adopted in freight traffic. 

143. Later Researches, corroboratory of the statements 
of fact and of the deductions presented in the preceding 
pages, have been made by many investigators. Mr. Beau- 
champ Tower, some ot whose work has been given, conduct- 
ing experiments, in 1S83, for a committee of the British 
Institution of Mechanical Engineers,f obtained the same 
general results as had the Author, using a machine of very dif- 
ferent construction, with which the pressure was produced by 

• Trans. Am. Soc, C. E., 18B4. 

f Reports of Commiitec on Friction, 1S84. 
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weighting the journal and the friction determined by the use 
of a brake somewhat resembling that of Prony, the indications 
of which were recorded automatically, as had been done by 
Lux. 

In most cases the lubricant was fed to the journal, which 
was of car-axle size, by the use of a " bath," by means of 
which the journal could be kept flooded constantly, the friction 
being thus reduced, as has been elsewhere stated (§ 133), to a 
small fraction of that met with under more common arrange- 
ments. With the more usual system of lubrication, as re- 
ported, the results, generally speaking, were uncertain and 
irregular. The friction depends, in such cases, on the quantity 
and uniformity of distribution of the oil, and " may be any- 
thing between the oil-bath results, and seizing, according to 
the perfection or imperfection of the lubrication." The oil-bath 
probably represents the most perfect lubrication possible, and 
the limit beyond which friction cannot be reduced by lubrica- 
tion ; and the experiments show that with speeds of from 100 
to 200 feet per minute, by properly proportioning the bearing 
surface to the load, it is possible to reduce the coefficient of 
friction as low as y^Vir- ^ coefficient of -^ is easily attain- 
able, and probably is frequently attained, in ordinary engine- 
bearings in which the direction of the force is rapidly alternat- 
ing. 

With this system the speed of minimum friction was ap- 
parently between 100 and 150 feet (30 and 46 m.) per minute. 

When using a pad to apply and distribute the oil, the 
friction showed some approach to variation according to the 
laws of solid friction. Using the siphon, or ordinary feed-cup, 
the variation followed very nearly the same law as with the 
bath, as is also seen by a comparison with the results recorded 
by the Author. The succeeding tables, given in the report of 
the committee, represent the more important results. The 
journal was kept at a temperature of 90® F. (32® C). 
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Bath of Olive Oil 



Nominal Load. 


COBPFICIBNTS OF FRICTION, FOR SpSBDS AS BSLOW. 


Kg:». per 
sq. cm. 


Lbs. per 
sq. in. 


XOO rev. 

X05 ft. 

per min. 
(32 m.) 


X50 rev. 

157 ft., 
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00x7 
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(95 m.) 
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471 ft. 
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Baih of Mineral Oil 



Nominal Load. 


COEFFICIKNTS OF FrICTION, FOR SpSSDS AS BBLOW. 


Kfifs. per 
sq. cm. 


Lbs. per 
sq. in. 


XOO rev. 
X05 ft. 
per min. 
(32 m.) 


X50 rev. 

157 ft. 
per min. 
(48 m.) 


3oorev. 
309 ft. 
per min. 
(64 m.) 


350 rev. 
363 ft. 
per min. 
(79 m.) 


300 rev. 

3«4 ft., 
per mm. 
(95 m.) 


350 rev. 
366 ft. 
per min. 
(ix3 m.) 


400 rev. 

4x9 ft. 
per min. 
(x38 m.) 


99 

33 


6as 
Sao 

415 
3x0 

ao5 
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0.00x3 

0.00123 

0.00x33 
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0.00x39 

0.00x39 
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0.00x6 
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0.00x5 

0.00x6 

0.00x84 

0.00269 
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0. 00161 
0.00x76 
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0.00x65 

0.00x7 
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Bath of Mineral Grease. 



Nominal Load. 


COBFFICIBNTS OF FrICTION, FOR SpBBDS AS BBLOW. 


Kgs. per 
sq. cm. 


Lbs. per 
sq. in. 


XOO rev. 
zosft. 
per min. 

(3a m.) 


150 rev. 

X57 ft. 
per mm. 
(48 m.) 


aoorev. 
ao9 ft. 
per min. 
(64 m.) 


250 rev. 
36a ft. 
per min. 

(79 n>.) 


300 rev. 

3M ft. 
per min. 
(95 m.) 

0.00x4 
0.00x9 
0.0023 
0.0033 
0.0053 
0.0065 
0.0x33 


350 rev. 
366 ft. 
per min. 
(xx3 m.) 


400 rev. 
4x9 ft. 
per mm. 
(138 m.) 

0.00x8 
o.ooai 
0.0026 
0.0038 
0.0002 
0.0077 
0.0x42 


450 rev. 

471 ft; 
per mm. 
(x43 m.) 
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The effect of change in the method of oiling is seen in the 
next two tables, taken in comparison with that above, giving 
the friction of the same lubricant when applied by the bath: 
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FRICTTOK WITH DIFFERENT SYSTEMS OF OILING. 
Hapi Oil, Frd by Siphon Ltihriialer. 
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The following table illustrates the variation of friction with 
alteration of temperature through a limited range. The re- 
sistance decreases enormously, in this case, with a moderate 
rise in temperature, becoming but one third the maximum. 

FRICTIOK AND TEMPERATURE. 
Bath »f Lard Oil. Load, itx> lit. per sq. in. {^ kgi. ftr tq. tm.) 
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The oil-bath used in these experiments by Mr. Tower is 
not in common use, and cannot always be adopted when de- 
sired. The conditions are not, therefore, those of usual prac- 
tice ; but they may be taken as representative of conditions 
toward which practice should be made to approximate as 
closely as possible. It is seen that the mixed friction, here 
met with, approaches more nearly fluid friction than is 
usual. 

Other experiments, reported later by Mr. Tower, exhibited 
fluid pressures between journal and bearing rising to 625 
lbs. per square inch (43 legs, per sq. cm.), and varying in 
very nearly the same ratio from the centre-line of the crown 
*• brass," either way to the edge. The journal was found to 
be thus completely " oil-borne" at speeds as low as 20 revolu- 
tions per minute. The coefficient of friction at the latter 
speed was found to vary nearly inversely as the pressure, ex- 
hibiting a minimum at maximum nominal pressure, 443 lbs. per 
square inch (31 kgs. per sq. cm.), as follows: 



COEFFICIENTS OF FRICTION. 

Journal 4 inches diameter, 6 inches long. Revolutions per minute^ 20; az fett 
per minute (61 m,) speed of rubbing ; 90* F, (32' C,\ Mineral OiL 

Nominal Load. 
Lbs. per sq. in. . Kg«. per sq. cm. / 

443 31 0.00132 

333 23 O.0016S 

211 15 0.00247 

89 6 0.00440 



The experiments just summarized were all made at the 
high pressures usual in heavy machinery. The accompanying 
table of coefficients obtained by Woodbury at light pressures, 
and of which the graphical representation has already been 
given (§142), are very complete, and are valuable as comple- 
mentary of the work of other engineers on heavy work. The 
same general laws are here exhibited, and these values, with 
those already given, furnish a valuable set of data. 



338 



FRICTION AND LOST WORK. 

FRICTION OF PARAFFINE OIL. 
Vitality of rubbing, yoo feel fermiMuU. 
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The fact that the coefficient of friction varies greatly with 
change of pressure is here exhibited with no less certaint}-. It 
i^ also seen that the method of variation varies somewhat with 

different lubricants, in some cases varying very nearly in- 
versely with the intensity of pressure, and the total frictionaJ 
resistance remaining nearly constant within wide limits of 1 
alteration of pressure. It is here found, as in the expcrimeata J 
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of the Author, that the increase of speed raises the pressure 
per unit of area attainable, and that the speed giving minimutn 
friction rises with increasing pressure. 

The journals in the cases here cited were so arranged that 
the pressure was unintermitted. It remains to be determined 
how intermission of pressure modifies the laws affecting fric- 
tion. It is only known, as yet. that it permits the use of 
much higher pressures — sometimes double those safely used in 
the former case. 

Some of the most important conclusions which have been 
deduced from the later experiments described above were 
anticipated by Mons. G. A. Him,* who found by experi- 
ment, about 1855, that a lubricant gives least friction after 
working some time; that friction is diminished by increase of 
temperature; that, under favorable conditions of lubrication, 
friction increases in ordinary cases as velocity increases ; and 
that the resistance is proportional to the square root of the 
product of area and pressure ; i.e., the coefficient varies in- 
versely as the square root of the pressure — a conclusion later 
confirmed by the .\uthor. 

144. Fluid Pressure and Friction arc here controlling 
conditions. The former evidently in some cases, as seen above, 
more than mere capillarity, sustains the load, and holds the 
two surfaces out of contact ; the latter produces the observed 
resistance. The intensity of this pressure was found to be. in 
experiments already cited, sometimes more than 200 lbs. 
per square inch (14 kgs. per sq. cm.) when the average load 
on the journal was one half that amount. In cases such as 
this, in which no oil-grooves are made in the bearing or in the 
cap to which the oil-cup is attached, difficulty is often found 
in securing a free feed of the oil. In nearly all cases the en- 
gineer cuts small channels or "oil-grooves" from the oil-hole 
across or diagonally, or in both directions, to the further por- 
tions of the " brass," and thus succeeds in supplying them with 
oil Those "reservoir-boxes" in which the oil-bath is incor- 
porated give the best adjustment of fluid-pressure. 
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145. Conclusions.* — Specified Qualities may, by the pro- 
cesses here described, be secured by the identification by test 
of a lubricant possessing such properties. If an unguent is 
desired for heavy pressures, or an oil for very light work, or 
for high or low speeds of rubbing under known pressures, the 
methods of study of the available lubricants which have been 
described will enable the engineer or the manufacturer to 
select that which is best suited to the specified purpose. He 
may go still further, and, by repeated mixing and test gradu- 
ally improve the mixtures, may finally secure compounds 
having the best possible qualities for the various proposed 
applications. The Author has in this manner sometimes 
produced lubricants for manufacturers which have been found 
peculiarly well suited for special lines of trade. 

Studying the facts here stated, and the data acquired by 
many hundreds of other experiments, made on one or the other 
of these last-described machines for testing lubricants, we may 
recapitulate the facts and figures for ordinary use in machine- 
design and in estimating losses of power by friction as follows : 

(i) The great cause of variation with well-cared-for journals, 
since they must work at ordinary temperatures, is alteration 
of pressure and variation in methods of supply; and it is seen 
that the higher pressures give the lowest percentages of loss 
of power by friction. 

(2) The value of the coefficient is greatly modified by the 
state of the rubbing surfaces ; a single scratch has its effect in 
wasting power. A good journal usually has its surface as 
smooth and as absolutely uniform as a mirror. Every well- 
kept journal acquires such a surface. 

(3) For general purposes and for heavy work, as in the ex- 
periments of the Author, and at considerable speeds, the value 
of the coefficient varies nearly inversely as the square root 
of the pressure, for pressures ranging from 50 to 500 lbs. per 
square inch. 

(4) The coefficient for rest or starting may similarly -be 

* See Trans. Am. Intt Hinjag Eogineen, 1S7S; Jonrual Fimnklin Inatlmi* 
November, 1S7B. 
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taken to vary nearly as the cube root of the pressure. For 
closer estimates and other conditions, the tables just given can 
be referred to directly, 

(5) The coefficient for the instant of coming to rest, under 
the special conditions here referred to, is nearly constant, and 
may be taken at 0.03. 

(6) The resistance due to friction varies with velocity, de- 
creasing with increasing velocity rapidly at very low speeds, as 
from I to 10 feet per second, and slowly as higher speeds are 
reached, until the law changes and increase at ordinary tem- 
peratures takes place, and at a low rate throughout the whole 
range of usual velocities of rubbing met with in machinery. 

Its amount and the law vary with method of lubrication, 
however. With oil-bath lubrication the value of / usually 
varies more nearly as the square root of the velocity. 

(7) With pressure and velocity varying, we may take the 
coefficient as varying as the fifth root of the velocity, divided 
by the square root of the pressure for such work as is repre- 
sented by the experiments of the Author. 

(8) The effect of heating journals under conditions here 
illustrated is, to increase the friction above go° or 100° F., at a 
speed as low as 30 to 100 feet per minute, while at higher 
speeds and low pressures the opposite effect is produced, and 
the coefficient often decreases more nearly as the square root 
of the rise of temperature. 

(9) The temperature of minimum friction, under the con- 
ditions of the experiments here referred to, varies nearly as 
the cube root of the velocity, for a pressure of about 200 
lbs. per square inch. 

(lOj The endurance of any lubricant should be determined 
by actual wear upon a good journal under the pressures and 
velocities proposed for its use. 

The economy with which it can be used will be dependent 
upon its natural method and rateof flow,and upon its capillary 
qualities, as well as upon its intrinsic wearing power and the 
method adopted in feeding it. Greases, therefore, arc usually 
more economical in cost than oils, even if having less wearing 
capacity. 
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(li) The only method of learning the true value of a lubri- 
cant and its applicability in the arts is to place it under test, 
determining its friction-reducing power, and its other valuable 
qualities, not only at a standard pressure and velocity, and at 
ordinary temperatures, but measuring its friction and endur- 
ance as affected by changing' temperatures, speeds, pressures, 
and methods of application, throughout the whole range of 
usual practice. 

(is) The true value of an oil to the consumer is not pro- 
portional simply to its friction-reducing power and endurance, 
under the conditions of his work ; but its value to him is 
measured by the difference in value of power expended, when 
using the different lubricants, less the difference in total cost 
of oil or grease used; but for commercial purposes, no better 
method of grading prices seems practicable than that which 
makes their market value proportional to their endurance, 
divided by their coefficients of friction. 

The consumer will usually find it economical to use that 
lubricant which is shown to be the best for his special case. 
with little regard to price, and often finds real economy in 
using the better material, gaining sufficient to repay excess in 
the total cost very many times over. 

(13) To secure maximum economy, the journal should be 
subjected to a pressure the limit of which is determinable by 
either Rankine's or Thurston's formula (Art. 127); the most 
cfHcient materials should be chosen for the rubbing surfaces ; 
they should be reduced to the most perfect state of smoothness 
and perfection in form and fit ; a lubricant should be chosen 
which is best adapted for use under the precise conditions 
assumed ; the lubricant should be supplied precisely as needed, 
and by a method perfectly adapted to the special unguent 
chosen. The real problem is often not what oil shall be used, 
but how to secure most effective lubrication. 

(14) The semi-fluid lubricants, when equally good reducers 
of friction, are usually the most economical for beating jour- 
nals, in consequence of their peculiar self-regjulating flow, as 
the rubbing parts warm or cool while working, 
usually too viscous for economical use in ordinary v 
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CHAPTER VIII. 

THE FINANCE OF LOST WORK AND THE VALUATION OF 

LUBRICANTS. 

« 

146. The Conditions affecting ValueSi both of the lost 
work produced by friction and of the unguent used in reducing 
its amount, have been already stated (Art. 51, Chap. III.) to in- 
volve other and far more important considerations than the 
market-price of the lubricant. The principles involved were 
stated by the author in an earlier work ;* the treatment to be 
here given is a more complete development of the subject. 
Demand usually, if sufficient time is allowed for its operation, 
brings prices into a correct relative order, but not necessarily 
into a true proportion of values for any one specific applica- 
tion. It is generally the fact that ** the best is the cheapest" 
to the consumer, and this rule is probably almost always appli- 
cable in the purchase and use of lubricants. It is frequently 
the fact that the consumer can better afford to use the highest- 
priced article than to take those of lower value as a gift. 

A very roughly approximate value by which to compare 
the oils can be sometimes based on the assumption that they 
will have a money-value proportionate to their durability and 
to the inverse ratio of the value of the coefficient of friction. 
Thus : Suppose two oils to run, one 10 minutes and the other 
S, under a pressure of 100 lbs. per square inch, and both at 
the same speed, and suppose them to give on test for friction 
the coefficients o.io and 0.06 respectively. 

Their relative values might be taken at -J-g^ = i and | = 0.833. 
If the first is worth one dollar the second should be worth 83^ 
cents. 



* Friction and Lubrication. R. H. Thurston, New York, Railroad Gazette 
Pub. Co., 1879. 



FRICTION AXD LOST IVOHK. 

iol rate of supply, i.e.. the best value of j„ may t 
i bjrnuldng 

dK 



Whca the relative durability and the coefficients of friction 
s determined by experiments made under the cx- 
E of intended use, it becomes easy to determine 
r rciscvc: (ralues. Taking that actually in use ag the 
■BO. if tbc proposed lubricant be found to have / times 

sitaazBCxat ifae standard, the quantity used will be ^ = - 

f. 
^ ^^ad ail also have a eoefficient of friction A times ai 
t the work of friction wUl be correspondingly 
1. and the cost of that work will be M/. 
s become 



cos! 

mac 

the otiJ 

morecxpt. 

in large, am 

good lubricu 

less. In larg 

scale, the coat per ^^ 

roughly at about $5. 

is doubled or even tm 

Every reduction of p, 
by the introduction of an . 
cation, thus effects a saving 
ence between this amount an. 
of lubricant represents the anrii. 
Should it happen, as is sometiit 
unguent is also the cheaper, an adi. 
is measured by that saving in cos(. 
In an ordinarj- small "* " " 






i/r. .... 
■M/: ... 

j-.ven by maldng A", = j 



THE FI.VAXCE OF LOST WORK. 345j 

liorse-power is used, a change in lubricant will often effe 
average saving of 5 horse-power and a consequent economy of,' 
probably, $500 a year. The total amount of oil used in such 
a case might considerably exceed 100 gallons. 

The consumer could in such a case better afford to pay $5, 
or perhaps even more, per gallon for the good oil than ai 
the less valuable lubricant as a gift. 

In mills filled with light machinery, where the mean valuC' 
of the coefficient of friction is greater, and where a larger pro-V 
portion of the total power expended is used in overcoming thej 
friction of lubricated parts, a saving of 15 or 30 per cent, hasn 
been made by the substitution of a good oil tor a worse, i.e., a 
gain of 75 to 100 horse -power on 500, and of $3000 to $5000 
per annum in power alone. In a case reported by Mr. Comly.* 
a reduction of cost of oil on a single engine from 3.53 to O.78 
cents per hour was effected by the use of a slowly-flowing 
grease instead of a freely-flowing oil. The cost of lubrication 
of shafting was similarly reduced 44 per cent., but the loss by 
increased friction was not noted. An instance is reported by 
Mr. Woodburyt in which a gain of power of 33 per cent, was 
effected by change of grease for a light oil, the loss in cost of J 
lubricant becoming comparatively unimportant ; in still another 1 
instance the production of a mill was thus increased 5 per \ 
cent., while also greatly reducing the lost work of friction. 

This subject is of such importance, and has as yet received 
so little attention, that It has been considered advisable to de- , 
vote a chapter to its development. 

The differences in value of good oils, and the enonnoual 
wastes of power, and of other costs, with unguents of poor! 
quality, are easily exhibited. Assuming the cost of a good oil I 
at $1 per horse-power per annum, in any case, a variation of I 
one per cent, in the coefficient of friction produced by a change J 
of oil will produce a gain or loss of from 50 to 100 per cent. I 
of the total cost of oil used in the shop or mill, and ofl 
other costs of power accordingly as the mean coefficient isT 
high, as in cotton and other mills filled with light mechanismj 



or low as in the locomotive engine and other heavy machinery. 
The use of good instead of bad, or of an oil with low "cold- 
test" in winter instead of one easily stiffened by low tempera- 
ture, may enable an engine to haul two or three additional 
cars in a train, or a mill to be driven easily and economically, 
where otherwise it could not be driven, if at all, by an engine 
of proper proportions except very wastefully. 

The use of a poor quality of cylinder-oil will somctin 
cause losses by increased friction of engine, and even on loco- 
motives by breakage of rods and rock-shafts, sufficient to com- 
pensate many times over the gain in money cost of oil. Under 
heavy pressures, also, the cost of wear and tear of journals and 
bearings may become a serioBs ttem. 

AH lutmcants should be puidtaa«l .iriHi caveful regBrd t» 
their valiu, ntther than fay reference nuintjr to tbetr frkt^ 
Their value is determined principally hy their fnctioiMvdaGiaf 
power, and thtfir reduction of wearof rubbing parts. Uogocnto 
of low grade cause losses, direct and indirect, which are oat of 
all proportion to their low cost, and may invariably be expected 
to produce such losses by waste of power, by injury to jour- 
nals and bearings, and by destruction of valuable machinery, 
to say nothing of the dangers of fire which often accompany 
their introduction, that the user can generally better afford to- 
pay many times their value for the privilege of declining to 
use them, than to submit to the enormous losses sure to follow 
their application to his machinery. In every case the lubri* 
cant should be carefully selected for the special use intended. 

147. The Defects in the Usual Methods of valuation of 
lost work and of lubricants are readily seen to arise from the 
fact that they include simply a comparison of the market- 
price of available kinds and qualities with their endurance and 
friction-reducing power. It is usually assumed that, of two oils 
having endurance and friction-coefficients in the inverse ratio 
of their prices, the purchaser may take either with practically 
equally good financial result. No comparison is usually made 
of the relative costs of wasted power and of total expense for 
oil. This system is obviously entirely wrong, as is every 
method which does not take into account every item of profit 
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and loss variable with change in quality and quantity of lubri<M 
cant, and which does not make up an account including i 
these items. The real question is not whether the difference 1 
in price of any two oils is justified by the difference in their 1 
intrinsic qualities, but whether the pro6t or loss to be made by . 
the substitution of one for the other is compensated by t 
total loss or gain in expense. 

148. An Exact Method of valuation of lost work and o^ 
lubricants must include a determination of the intrinsic quali- 
ties of the latter, their influence upon the magnitude of the 
former, and of the money-value of every item of gain and loss 
in the purchase of the lubricants, in the variation of the quan- 
tity of power used, and in al! incidental expenses, such as wear 
and repairs, taxes, insurance, rents, availability of the property, 
and many other items that may be usually determined in any 
given case. An expression must be obtained for the total of 
all these costs of wasted power and of lubricant for the actual 
and for the proposed case, and a comparison of the amounts 
so determined will indicate the magnitude of the gain or loss 
to be produced by the proposed charge. 

149. The Theory of the Finance of Lost Work includes 
a comparison of economy in the use of various lubricants, which 
is evidently not that of the relative cost of operation with and 
without lubricants, but of the relative total costs of working 
with two or more available unguents. The costs include the 
expense of the lubricant and of repairs, and the value of the 
work wasted by friction in the several cases. 

If the cost of the lubricant per unit of quantity is k. and 
if the quantity used in the assumed time be q, the cost of the 
lubricant is kq. If the amount of work lost by friction in the 
given time be U, and if its total cost be k' per unit of work. 
and for the assumed time, the expense chargeable to lost work 
is jfC; while the total expense due to friction of the apparatus 1 
is, neglecting other expenses as unimportant. 



K = 



7-i- 



k'U. 



But the work is 



U = afPS = afPVt, 



(0 



(2) I 



34^ FRICTION Ai\D LOST WORK. 

the product of the coefficient of friction,/, the total load, P. 
the mean velocity of rubbing, V, the time, t, and a constant, a. 
dependent upon the relations assumed for space and time; 

hence, 



K= kq^ k'afPS. 



(3) 



For any given cases taken for comparison, the only vari- 
ables in the second member of the above equation are q and/, 
and, making ak'PS ~b, 

K=k,+ i/; (4) 



in which b is determinable for each case of comparison. That 
lubricant which gives the least value of K is best. The true 
value of a proposed oil will vary as 



(s) 



The above equations show that the value of the lubricant is 
inversely as the quantity required, and, when the cost of un- 
guent is small in comparison with the value of the lost work or 
wasted power, its commercial value, which varies with the de- 
crease effected in K, is directly as some function of its lubri- 
cating power, i.e., nearly as the reciprocal of the coefficient of 
friction. If the cost of oil is large, the comparison becomes 
one of the expense for lubricants. 

Two oils being compared, the costs of lost work are, re- 
spectively, 



K, = k,q 



-¥.•• 



K,-. 



*A + */.: 



and the saving effected by the substitution of a better lubri- 
cant is 



K.-K, = i,g, - *,j. + 8 (/, - /,). 
= K„ (6) becomes zero, and since 



(6) 



THE FINANCE OF LOST WORK, 349 

the changeis a matter of in difference ; \{ K^ — K^ is greater, 
the change is advisable, otherwise it is not ; and where AT, = 
AT,, the gain by lower cost of oil is just compensated by in- 
creased loss of power. Thus the equation 



Kgg K^ y , , , 



(7) 

is the criterion determining advisability of making a change of 
lubricant. A higher cost for the proposed oil than k^ would 
be uneconomical. 

It is very often the fact that the quantity of the oil used 
has little connection with the behavior of the journal upon 
which it is used, and q^ may be taken equal to ^„ when the 
expression becomes the condition of economy, and the criterion 
is given by 

^«=>t, = ^ (/.-/,) + *. (8) 

Where the effects of using different quantities of the same 
oil are compared, k^ = k^^ and the criterion is 

?. = ^(/.-/.) + ?i; (9) 

the use of any quantity less than q^ is an advantage. As the 
friction of lubricated surfaces is sometimes enormously affected 
by the freedom of supply of the unguent, the consideration of 
this case is very important. The lower the price of the lubri- 
cant, and the higher the value of the power, the more freely 
may the oil be supplied. 

In all such cases, therefore, we have the cost of wasted 
power a function of ^„ and when, as is always the fact in prac- 
tice, the law connecting the variation of K with the variation 
of q can be ascertained, exactly or approximately, by experi- 
ment, and can be expressed by an algebraic equation, the most 




eof nlpply, Lc^ the best Talac of ;,. may be de- 

^=° 

When the lelattvc durabOity and the co«ffideots of frictioa 
are known, as detennincd by experiments made under the ex- 
act conditions of intended use, it becomes easy to detenniae' 
tlieir fdathre values. Taking tbat actually in use as the 
standard, tf the pn^iosed lubricant be found to have e times 

the endtuance of the standard, the quantit>- used will be ;, =: - 

If the second oil also ha^x a coefficient of friction h times as 
great as the first, the work of friction will be correspondingly 
decreased or increased, and the cost of that work will be M/,. 
The total costs thns become 

Jc; = *A + */.: 00) 

Ar. = >t,^'-1-M/.: (II) 

and the criterion of economy is given by making Kt = K„ and 
i, = i, = ^ [i,j, + «/,(r-*)]. . . (12) 

A higher cost causes loss, a lower is a gain ; this value of k 
being that which the buyer can pay for the lubricant in place, 
on the journal, without losing by the change. 

It is obvious that d may be expressed in any units of cost 
that may be convenient, as on railroads, in repairs, fuel, or other 
material expended per train-mile. Thus on railroads the ex- 
penses of hauling trains are measured by the costs of oil, re- 
pairs, and of power per train-mile, and 

K=k, + df. (n) 

* See FriciiOD kad Lubriottlon; also, EncTClopedis Briunolcft, an. "L^ 
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in which q is the quantity of oil used and df is the cost of 
power and attendant expenses per train-mile. This makes 
the criterion 






(■4)1 



Where, as may often occur, the reduction of friction is ac- 
companied by increased expenses on account of wear of journals 
and bearings, a third term must be introduced and the varia- 
tion of the total thus obtained noted. For ordinary pressure 
in well-designed mechanism, the last item may probably be I 
neglected; but in some cases, as in transportation on railways, 
it may become, and probably often is, a very serious item oiM 
expense, and must be taken into account. 

150. Data required in Applying the Theory, although i 
lually obtainable with satisfactory exactness in any given 
case, are not sufficiently uniform to permit their statement in 
figures for general use. 

The total expense chargeable to lost work in machinery^ 
consists of the following items: 

(1) Cost of power produced, only to be wasted, indudi 
all items of cost in the motive-power department, 

(2) Expense incurred by " wear and tear" of the drivetfj 
machinery and its repair and replacement, 

(3) Indirect, casual, and remote money-losses due to in-'S 
efficiency caused by friction and by wear. 

(4) Cost of lubricants and of their application. 
The first item includes all running expenses of the motor, 

including fuel and supplies, interest on invested capital, wages, 
insurance, and taxes on the engine, boilers, and buildings J 
covering them. The second, which is a large item, includea-l 
the replacement of worn bearings and journals, and parts in-^ 
eluded in their depreciation, sometimes the latter involving 
finally the whole machine. In fact this is the usual Umit of 
the life of the machine. The third item cannot be calculated. 
since it includes accidents, but it may usually be covered, lik 
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other casualties, by a system of insurance. The fourth item is 
the least important of all. It includes the purchase of the 
lubricant, its transportation, and the expense of its application 
and removal and of keeping the bearings clean. Although the 
smallest of these expenses, this is most obvious to the con- 
sumer, and is wrongly allowed to determine, usually, the selec- 
tion of tlie unguent, A change of lubricant usually effects 
enormous changes in the magnitudes of the first three items, 
and comparatively insignificant alterations of cost in the last. 
As the total resistance is composed partly of friction of fluids, 
and partly of that of solids, some lubricants are found to give 
reduced resistance, while nevertheless increasing wear inordi- 
nately. In such cases, the lubricant is found to have too small 
viscosity, and the decreased fluid resistance, although not com- 
pensated by increase of solid friction, is more than counter- 
balanced in the expense account by cost of increased wear. 

151. The Units of Measurement to be adopted in the 
commercial theory of lost work will be determined by circum- 
stances. As a rule, the cost of power is measured in dollars or 
cents per horse-power, or per foot-pound, per hour of working 
time, which is usually about three thousand hours per annum. 
The usual chaise for the horse-power in New York City, for 
example, in small amounts, is $100 per annum, equivalent to 
$0,033 per hour. The cost of wear and tear and of deprecia- 
tion is very variable, but can be best estimated as a percentage 
of the value of the machinery; •2.\ per cent, for renewals and 
something more for minor repairs is a common figure. All taxes 
and insurances are reckoned by a similar method. The cost of 
lubricants may be reckoned from the quantity used per hour. 

All expenses being thus reduced to one measure — money- 
cost — it becomes easy to solve any problem of this kind aris- 
ing in practice when the requisite data are obtainable. 

The costs are thus made to appear finally as two items — 
the one the cost of the lubricant, and the other that ol the 
wasted power — which are regarded as independent variables, 
although evidently dependent according to some law which 
may possibly be sometimes easily expressed. The data re- 
quired are often exceedingly difficult of determination, an^ J 
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approximate results only can be reached. This is especially 
true of cost of wear and repairs. 

152. The Values of Quantities entering the preceding 
theory are often ascertainable: they are mainly costs of 
power, of oils, and of depreciation. The cost of power will 
vary according to amount, efficiency of engine, costs of wages, 
fuel, and minor items, from $40 per annum, or $0,013 per 
hour, to $200 per year, or $0.07 per hour, nearly : the higher 
figures being for very small, and the lower costs for large and 
economical condensing engines, with cheap fuel and labor. 
The mean may be assumed as $60, or $0.02 per hour, for good 
non-condensing, stationary engines of 100 to 200 horse-power. 

This annual expense is divided, in some cases noted by the 
Author, thus : 

Total. Coal and Oil. Wages. Minor Cotu. 

Small engines $200 $50 $100 $50 

Medium '* 60 25 35 10 

Large " 40 20 10 10 

In marine work, the cost of fuel often becomes a larger per- 
centage of the total ; perhaps 60 to 80 per cent, may be con- 
sidered a common allowance. 

The power demanded for overcoming friction of engine 
and shafting of mills may be taken at from 0.20 of the total on 
heavy work, to 0.30 on light, the total power ranging from 10 
to 20 horse-power, averaging 15, per 1000 spindles and "pre- 
paration." 

The cost of oils in the market has no direct relation to 
their values as lubricants, and is not infrequently in the inverse 
order, the best costing least, and the most expensive having 
a comparatively low position as unguents for the specific pur- 
pose considered. Taking them as they come, however, the 
following may, for purposes of illustration, be assumed to be 
fair relative values : 

Sperm-oil, per gallon $1 10 

Neat's foot oil, per gallon i 00 

Lardoil, " " 070 

TaUow-oil, •' •* 070 

Olivc-oil, •• " 090 
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Cotton -seed oil, per gallon o 50 ^| 

Greases, per pound ..,..,... 035 ^^| 

Mineral oil, heavy and Gne o So ^H 

" fair ,..,.. o SO ^| 

" light 040 ^1 

•■ " spindle, ligbt o 30 ^| 

" " natural W, Va 025 ^ 

The quantity used will vary greatly with its use and the 
tnethod of application. Cotton -mills use from 10 to 30 
gallons per lO.OOO lbs. of cloth made, or about 10 gallons 
per annum per horse-power, at a cost averaging $0.70 to $1.00 
per gallon. A mill of 60,000 spindles, making 3,000,000 
lbs. of cloth per year, and demanding 1200 horse-power, 
uses about S2000 worth of oil. The cost of replacement of 
wearing parts is small. Railway-engines use 0.005 to 0.01 
gallon per " train-mile," and 40 to 60 lbs, of coal. Cylinder 
oils are used in the proportion of from 200 to 600 miles run 
per gallon. 

The ordinary passenger locomotive on New England rail- 
roads averages an expenditure of between 60 and 70 lbs, of coal 
per mile, at a cost of not far from 15 cents; while an expense of 
one half cent per mile for oil and tallow is considered a good 
showing. A run of 30 miles per ton of coal and of lOO miles 
per gallon of oil is not an unusual figure on Western roads. The 
cost of fuel is often about one third the total cost per mile; 
that of oil about two or three per cent of the total. Two or 
three times as much oil is used under a passenger car as under 
a freight car. The cost of repairs is enormously variable. It 
has been found in some cases of good practice that a pound of 
bearing and a pound of journal are worn away by, respectively, 
twenty-five thousand and seventy-five thousand miles of travel. 
But the cost of this form of depreciation alone is enormously 
greater than the mere cost of material per pound. Using a 
blacl; oil, the cost of wear has been [ounil five limes that of the 
lubricant and twice that of power. 

A large machine-shop is reported to have used one thou- 
sand tons of coal per annum for all purposes, including heating, 
to demand I30 horse-power from its engines, and to use 450 1 
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gallons of oil, the cost being $6500 for coal and $250 for oiL 
Another moderately large shop uses but 60 gallons of oil per 
year, or about 0.02 gallons per hour of working time. The 
cost of wear should be insignificant. 

153. Illustrations of Application may be taken as below : 
Calling the total value of the horse-power $100 per annum, 
or $0.03 per hour, the value of b will be found as a function of 
k'afPS. The value of ife' wUl be 

- .03 



>&' = 



1 ,980,000' 



if a is taken as unity, i.e., one hour, and 

b = 0.000,000,01 5 /PS. 

Assume PS = 4,000,000,000 a fair figure for an iron-work- 
ing establishment wasting 100 horse-power in friction. Then 
d = $60 = 0.6 H. P. ; and if in equation (4)/ = 0.05, i^ = $0.50, 
and g^ = 0.02 gallon per hour, 

K = ^i9i + ¥1 = o-oi + 3-00 = $3.01. 
Assume i^ = $0.25 ; ^, = 0.03 ; /= 0.06 ; then 
^« = ^A + */i = 0.007s + 3.60 = $3.6oi ; 
^, — AT, = — $0.60 nearly. 

The cost of lost power is increased 20 per cent, and $0.60 
per hour is lost by a saving of one quarter of a cent per hour 
in cost of lubricant by the substitution of an oil giving a coeffi- 
cient of 6 per cent., and demanding one half more oil for a 
lubricant giving a mean coefficient of 5 per cent. The saving 
in cost of oil is insignificant ; the loss in cost of power is com- 
paratively enormous ; although the difference in the coefficient 
is but one per cent. 

If by freer supply of the cheaper oil, as by the oil-bath, the 
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value of /j can be reduced, as is not unlikelyi tof^ = 0.02, if 
q^ = 040 and k = 0.25, we get 

JT, = 0.10 + 1.20 = $1.30; 
K^ - K\ = $2.30; k^^ - ^,^, = $0.0925 ; 

and the expenditure of nine cents per hour for additional oil 
produces per hour a gain of $2.30, i.e., a profit of about 2500 
per cent. 

If one oil gives a mean coefficient of friction,/", = 0.05 and 
another/, = 0.06, using 0.02 gallon per hour of each, the real 
value of the latter becomes (Eq. 7) 

^ ^ 0.01+60(0.05-0.06) ^ _ g2 - 
• 0.20 '^ 

and the proprietor will do well to pay $3.05 per gallon for the 
privilege of declining its use ; since, if it is used, he loses that 

amount on every gallon. 

If a low-grade oil be in use at Z', = S6.25 per gallon, giv- 
ing /, = 0.06 when using q^ = 0.2 gallon per hour, it will pay 
to substitute the higher quality at any cost not exceeding, per 
gallon, 

_ 0.05 + 60 (0.06 - 0.05 ) _ <., ^^ 
^'~ 5720 "■ ^^^ ^' 

which exceeds scv^eral times the cost of the most valuable oils 
used for lubrication. 

In fact, as is evident, the importance of reduction of the 
cost of unguent is usually absolutely insignificant in compari- 
son with that of securing the best possible lubrication. The 
fact is also here made evident, that no system of determination 
cf the relative value of lubricants can give more definite results 
than that of applying the steam-engine " indicator" to the 
driving-engine, and using the oils to be compared one after 
another, and long enough to eliminate the effect of each upon 
that which follows it. 



THE FINANCE OF LOST WORK, 357 

The following is a still more striking case : Assume a cot- 
ton-mill to contain machinery demanding 400 horse-power to 
overcome friction, to use one fifth of a gallon of oil per hour, 
averaging one dollar per gallon, and giving a mean coefficient 
of friction oif^ =0.10, and the total cost of power to amount 
to $60 per horse-power per year of 3000 working hours. Then 
b = 80, and 

K^ = 0.20 X i.oo + 80 X 0.10 = $8.20 per hour. 

If a change of oil is made, and k^ = 0.25, ^, = 0.3, and 
y^ = 0.15, as may readily occur, the cost per hour is 

K^ = 0.25 X 0.3 + 80 X 0.15 = $i2.o7i, 

and a gain of 65 per cent, in cost of oil causes a loss of about 
50 per cent, in cost of wasted power ; or $375 gain per annum 
in expense for oil produces a net loss of over $11,000. Such 
cases have probably frequently occurred. On the other hand, 
it is sometimes found that the cheaper oil is also that best 
suited to the work, and a gain is effected both in cost of oil 
and in expense of power. 

In illustration of the application of the method just de- 
scribed to railroad practice, assume an oil to be used costing 
$0.35 per gallon, and giving a mean coefficient /J = o.oi, the 
cost of work and of wear, and of that part of the fuel used on 
the engine, in overcoming the resistance of lubricated surfaces, 
which may be taken as two thirds the whole quantity burned, 
for example, to be $0.20 per mile, and the quantity of oil used 
per mile to be 0.02 gallon. 

Then the total expense per train-mile to be charged to the 
lost work of friction is (Eq. 13) 

J^i = ^1^1 + ^1 = 0-25 X 0.02 + 20 X 0.01 = I0.20J, 



J^ J 0.20 A 

as smce a/^ = 0.20, a = —^ = $20. 

y 1 
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Oils causing serious wear should always be avoided, how- 
ever, and cases of such wear may be left out of the account* 

Were it proposed to use an oil costing k^ = $o.io per gallon, 
at the rate of q^ = 0.04 gallon per mile, with a value of 
f^ = 0.02, the cost would be 

-^a = Ki% + ^« = 0.10 X 0.04 + 20 X 0.02 = I0404 ; 
K,-K^= -$0,199, 
while the saving in cost of oil would be 

k^q^ — k^q^ = 0.005 — 0.004 = $0,001. 

Saving one mill in buying oil, the amount lost on the 
coal account would be 20 mills, or twenty times that " saving." 
The apparent gain of 20 per cent, in cost of oil is enormously 
overbalanced by the increase of 100 per cent, in other expenses 
of overcoming of the friction of lubricated parts. All these 
figures will vary greatly for different cases; but the general 
conclusion remains as already stated — the relative cost of good 
lubricants is a comparatively unimportant matter. 

Pure lard-oil would probably be best here taken as a stand- 
ard for comparison. 

The experiment was recently tried, on one of the great 
** trunk-lines" in the United States, of using pure lard-oil in 
summer and the best of sperm-oil in winter on freight-trains, 
employing one person to attend simply to their lubrication. 
The number of cars which could be hauled by each engine was 
thus increased about 10 per cent., and much greater regularity 
of service was secured. The saving effected in cost of trans- 
portation was sufficient to pay double the total cost of oil used 
and labor employed. In another case in which 50 per cent, 
more was paid for one oil than for another, the higher-priced 
oil was found very much the cheaper, on the score of saving 
the expense of hot journals alone. 

154. The Conclusions to be drawn from the preceding in- 

* In some cases, using crude and black petroleums, the cost of wear is but 
little less important than that of power. 
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vestigation are obvious: — The art of economical employment 
of lubricants consists mainly in the determination of tiieir 
adaptation to specific purposes, and in the application to each 
machine — or to each part of a machine in which pressures 
lubricated surfaces of widely differing amounts are found- 
precisely that quality of unguent which is biest adapted to that- 
particular place, and, above all, applying it in the best possibly 
way. 

It is uneconomical to use a spindle-oil for the crank.pin of 
steam-engine, or for the pivot of a heavy swing-bridge ; to apply 
an engine-oil to a sewing-machine, or light machinery-oil to the 
journal of a railway-train. In a cotton-mill or other large man- 
ufacturing establishment, the parts of the engine, its steam- 
cylinder, guides, and connecling-rod journals, the heavy and 
the light line-shafting and the counter-shafting, as well as th( 
several kinds and the several parts of the working machinery, 
may often be found to be best lubricated with different oils. 

The price of lubricants is usually a matter of little interi 
to the user except when oils of substantially the same qualit 
are to be compared; and whatever may be the price, an oil 
a method of lubrication producing serious wear should not 
used at all. 

The determination of the qualities of the several grades 
lubricants obtainable in the market must usually be made b; 
the use of a good form of lubricant-testing machine, am 
should include a determination of wear of rubbing parts, Ni 
difficulty need be experienced in this investigation in detci 
mining the friction and endurance of any oil under specifii 
and obtainable conditions : but it may often happen that sei 
ous difficulty may be found in the attempt to identify thi 
precise conditions of application, or to measure the 
journal and bearing. 

It is important that this method should be applied to each 
department, and in each application of the lubricant in every 
establishment, and the relative cost of power saved, and of 
lubricant expended, be thus ascertained. When the market 
shall have finally become so well settled that prices of good 
oils have a direct and stable relation to their intrinsic qualitii 
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and to the demand, this method of investigation will lead to a 
de6nite policy in every case in the purchase of lubricants. 

One of the important deductions from what has preceded 
is the conclusion that for any given case of application the 
principles here developed, coupled with a correct system of 
test, will enable the consumer often to secure, by experimental 
mixing of oils, precisely that combination of qualities which 
best suits the conditions given. The Author has sometimes 
found this process to yield economical results of great financial 
importance. 

The use of the testing-machine to determine the relative 
friction-reducing power and wear, and the endurance of oils as 
data for use in the solution of the commercial problem, will 
often be found to involve some difficulties. These difficulties 
arise, however, not from faults of the method, but from the 
exceedingly great uncertainty often existing as to whether the 
conditions of test are precisely those of use. A good testing, 
machine may be relied upon, if properly handled, to give accu- 
rate data ; but it can rarely be made equally certain that the 
same conditions can be permanently retained when the lubri- 
cant is put in service. Satisfactory approximations may, how- 
ever, readily be secured with careful supervision and ordinary 
skill, for all cases in which the machinery is well proportioned, 
in good order, and well cared for. 
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